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PREFACE 

Chemistry is so closely connected with many phases of 
modem life that almost everyone should have some knowledge of 
it. Its application to the problems of industry and recently 
to those of warfare has attracted imusual attention and interest. 
It plays no less important a part in the sciences of agriculture 
and medicine. For these reasons we believe that a knowledge 
of the fundamental facts of chemistry and an ability to use them 
should form a part of the equipment of our American youth. 

It is generally conceded that in order to teach any subject 
effectively it is first necessary to arouse an interest in it. For- 
timately this is an easy task in chemistry if the method of 
presenting the subject is not too formal and academic. We 
have found two ways of awakening the student's interest: 
first, by appealing to his love of the miraculous and dramatic ; 
and second, by touching his curiosity concerning the things 
of every-day life. With this in view, we have outlined numerous 
cUiss-experiments to be done on the lecture-tablej often somewhat 
spectacular ; and, wherever possible, we have drawn examples 
of chemical phenomena from the student's daily experience. 
Such applications of the facts and principles of chemistry, we 
believe, make the subject real and practical. A young person 
is not interested in the details of large manufacturing operations 
which he may never see, but he is curious concerning the 
composition and transformation of many familiar products. 

It is important that the economic significance of chemistry 
and the allied industries be realized. To this end the idea 
has gradually been developed throughout the book that some 
of the conmion chemical materials, such as sulfuric acid, soda, 
and steel, are literally foundation stones of modem civilization. 
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The Industrial Chart (p. 205) helps to fix in the student's mind 
the coordination of a number of chemical industries. 

The chemistry of the carbon compounds has been treated 
in a very elementary way but at some length because so many 
organic substances are familiar and important. The chemistry 
of growing things, including the subject of fertilizers, has been 
considered in several places because of the importance of 
agriculture. 

In selecting the material for this book we have tried to include 
only those topics which young people can readily grasp and 
will find useful in their every-day life. In doing this we have 
covered the topics suggested by the College Entrance Examina- 
tion Board for admission to colleges and scientific schools. We 
have intentionally included somewhat more material than it 
is probably advisable for any class to imdertake in a single 
year. This enables the teacher to vary his work from year 
to year and to adapt his instruction to the ability and needs 
of his class. Some teachers may prefer to use the chapter 
on gases and their measurement (V) as collateral reading in 
connection with the laboratory work; and some may be 
inclined to postpone the chapter on atomic and molecular 
weights (XIII) until more facts have been studied. The 
chapters on chemical equilibrium (XXI), on hypochlorous 
acid (XXVII), on some of the less common elements (XXXV), 
and on radioactivity (XXXVI) may be omitted without break- 
ing the continuity of the subject. 

Our observation of the results of the first year's course in 
chemistry leads us to urge teachers not to try to cover too 
much ground, but to sielect carefully just what material they 
can best use and to teach that thoroughly. Many a student 
is lost in a maze of chemical theories before he reaches the 
important chemical facts which he can use. We have tried 
to introduce theories when and in so far as they would help 
the student to understand the essential facts of chemistry. 
In order to focus attention on what we consider these funda- 
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mentals, we have placed at the end of each chapter a summary, 
so worded as to be easily remembered and applied. 

It is hoped that some students will want to continue their 
study of chemistry either at school or at home. To stimulate 
and perhaps to guide these efforts at independent work, we 
have suggested at frequent intervals in the book some suitable 
topics for further study, together with some leading questions. 

We are greatly indebted to many of our friends who have 
assisted in the preparation of this book : especially to Professor 
Elmer P. Kohler, who has read the entire manuscript and 
made many valuable suggestions; to Professor Theodore W. 
Richards, who lent us from his own collection portraits of 
famous chemists; and to Dr. Norris F. Hall, who has read 
certain chapters. We have made an especial effort to prepare 
a text that vrill not only be clear but readily understandable, and 
in this we have been greatly assisted by Dr. D. O. S. Lowell, 
Headmaster of the Roxbury Latin School. A large share of 
the credit for such success as we have achieved in illustrating 
the book is due to the deftness and patience of Mr. James S. 
Conant of the Suffolk Engraving and Electrotyping Co. 

N. H. B. 
J, B. C 

Note. — The directions for laboratory experiments to accompany 
the study of this book are printed in a separate volume. 
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CHAPTER I 

CHEMICAL CHANGE 

Chemical changes in everyday life — what chemistry is 
about — what happens in a chemical change — how we 
recognize materials — characteristics of a chemical change 
— no change of weight in a chemical process — what is the 
work of a chemist? 

1. Chemical changes in everyday life. Everyone is familiar 
with the fact that when wood bums a great deal of heat is 
produced and, except for a few particles of ashes, the original 
wood entirely disappears. This is such a common occurrence 
that we do not generally appreciate its striking significance. 
Apparently there has been some sort of change during the 
burning, for we can now no longer find any of the original 
wood. Another change almost as striking occurs if we allow 
a piece of iron, such as a rail, to lie for some time exposed to 
the weather. We find that it first becomes coated and then 
crumbles to a mass of brown powder which we call rust. In 
these cases such well-known substances as wood and iron have 
disappeared before our very eyes. These profoimd changes 
are examples of natural processes which are known as chemical 
changes. The decay of wood, the souring of milk, the putre- 
faction of meat are likewise common examples of chemical 
change ; still others are the explosion of gasolene in an auto- 
mobile cylinder, the sudden burning of a flash-light powder, 
and the bursting of a high-explosive shell. In all these cases 

B 1 



2 CHEMICAL CHANGE 

certain materials disappear and new ones are formed ; in every 
instance the properties of the product of the change are plainly 
different from those of the original materials. 

2. What is chemistry about? The changes of which we 
have just spoken are so important to everyday life and are 
apparently so fundamental that a whole branch of science is 
devoted to their study. Chemistry considers just such changes 
as those involved in the burning of wood and the souring of 
milk. To one trained in this science these apparently mys- 
terious transformations seem relatively simple. A chemist is 
able to predict whether a given substance will bum or not. 
He can also tell us what happens iriien milk sours and how 
to prevent it. Similarly chemists have been able to devise 
methods for preventing the rusting of iron. With the aid of 
chemistry it has been possible to manufacture a great number 
of useful materials, such as dyes, medicines, and explosives. 

_ ^^ Dynamite, for instance, is a material which 

/-^'V-J under certain conditions undergoes a rapid 

change and produces a tremendous amount of 

force. ■ - 

All the changes which occur in living nrnt- 

P^ ter, both plants and animals, are 

^^^ chemical chains. All the food 

^( that we eat goes through a number 

P^ of complicated changes in our body. 

^^ All processes of cooking involve 

«i^ chemical changes which, for the 

■^^^ most part, render food more palat- 

Kg. I. Action o( nitric add on able and easier to digest. For ex- 

"""^ ample, the white of an e^, a thick 

colorless liquid, is turned by boiling into a soft white solid. 

It is evident that chemistry is the foundation of the sciences of 

biology and medicine. 

3. What happens in a cbemical change? Let us now see 
just what happens in some cases of chemical ohaitge. 
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Buppose we drop a few small iron nailB into a liquid called nitrio 
acid (Fig. 1). We notice that the iron diasolves rapidly and that a 
cloud ot brown fumes is produced. When we evaporate the solution 
over a flame, we find that a brown solid is left behind (Fig. 1). We 
can clearly see that this is not the iron with which we started. It is 
a new material quite different from iron. 

In every chemical change one or more materials disappear and 
one or more new aubatancea are formed. 
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If we put a, solution of sugar into a glass and pour on it a little 
concentrated sulfuric acid, we see a remarkable transformation (Fig. 2). 
A mass of black froth immediately appears in place of the sugar, and 
if we examine the black solid in this froth we shall look ia vain for our 
original sugar. 

A little finely ground sulfur and zinc dust may be mixed together 
and put in a small pile. When this mixture is touched with a flame 
a flash at once appears and a cloud of white solid floats off. Again 
we find neither our original sulfur nor zino, hut only a new white sub- 
stance, which in this case is known as zino sulfide. 

In this last experiment not only was a new material formed but 
there was considerable heat and light produced. We usually find 
that in a cliemlcal change beat is eithar abiorbed or endved and ligbt Is oftan 
emlttad. 

4. How we recognize materials. When we notice that 
ashes are different from wood and that the brown solid formed 
by dissolving nails in nitric acid is dJEFerent from metallic iron, 
we aie unconsciously taking advantage of our everyday know)- 
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edge of what such common materials as wood and iron are really 
like. No one would have any diflSculty in distinguishing 
between a stick of wood and a bar of iron, even if the stick were 
painted black. Wood will float readily on water, iron will 
not. A magnet will attract a piece of iron and not a piece of 
wood. Wood easily catches fire whereas iron will not bum. 
Such characteristic facts about a given material are called its 
properties. We can recognize and identify any particular 
material by knowing a number of these properties. 

Many properties of materials can be determined accurately 
and expressed by nimibers. For example, the weight of a unit 
volmne of matter is called the density and is expressed in grams 
per cubic centimeter. Iron, which is heavy, has a density of about 

7 ; pine wood, being light, has a density 
of about 0.4. By determining such 
properties accurately we have a quick 
and convenient method of identifying 
various materials. Usually, however, 
it is necessary to determine several 
properties in order to be sure that we 
have completely identified the mate- 
rial, (other useful properties are solu- 
biUty, color, melting point, and boiling 
poii^ ^^fT -Uf 

5. Characteristics of a chemical 

change. Let us take some finely divided 
sulfur and some iron filings. We notice that the sulfur is a yellow 
powder, relatively light; It will dissolve in a liquid called carbon 
disulfide. The iron is a heavy gray solid, insoluble in carbon disulfide, 
and readily attracted by a magnet. Let us mix these two materials 
together in such proportions that there is about twice as much sulfur 
(by volume) as iron. We place the mixture in a test tube and heat 
it in a fiame (Fig. 3). It will be seen that in a few moments a glow 
spreads all through the contents of the tube, and this glow continues 
for a time even when the flame is removed. Evidently something 
has happened in the tuba wIUqI^ \9^ produced heat and light. If 




Fig. 3. Heating iron powder 
and sulfur. 
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we break the test tube and examine the solid, we shall see that it 
is a hard black mass. If we grind it up into small bits we shall find 
that none of it has the properties either of sulfur or of iron. That is, 
none of it is soluble in carbon disulfide, and none of it is attracted 
by a mag^net. 

In this experiment the two substances, iron and sulfur, have 
disappeared and a new substance which is called iron sulfide 
has been formed. We 
are able to recognize 
these facts by care- 
fully noting the prop- 
erties of the original 
materials and the 
properties of the final 
product. In a chem- 
ical change there is 
always a change in the 
properties of the mate- 
rials involved. 

6. No change in 
weight in a chemical 
process. If we had 
carefully weighed the 
test tube containing the iron and sulfur before and after heat- 
ing, we should have found that no change in weight had taken 
place. This is such a general and important fact in chemistry 
that we may very well illustrate it by another experiment. 

We may select any two substances which act quickly on one another 
when brought together. For example, suppose we take silver nitrate 
and caustic potash solutions and pour one into a short test tube and 
the other into a flask. We place the tube in the flask, as shown in 
fignire 4, carefully close it, and determine its weight. Then we tilt 
the flask so as to bring the two clear liquids together, and we produce 
a brown-black substance. The chemical change causes some rise in 
temperat\u-e. After the flask has cooled we again weigh it and find 
that its weight is unchanged. 




Fig. 4. 



Chemical chaoge in a dosed Tessel; 
change in weight. 
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A Ifli^ number of such experimente have been performed \ 
with great preciaion, and these have shown that in every chemical \ 
change the loeigkt of the maierials taking part in the change is I 
exactly equal to the loeight of the siibstances produced by the change. / 
This is known aa the Law of Conservation of Matter. / 

A law in science is simply a statement of some general fact 
which has been established by a large number of experiments. 



It is a description of the constant mode of behavior of certain 
materials under certain conditions. 

7. What is the work of a chemist? We have seen that 
chemistry deals with such widely different processes as the 
explosion of gunpowder and the digestion of food. Conse- 
quently a chemist's work covers a broad field. Almost all 
manufacturing operations involve one or more chemical pro- 
cesses. Manufacturers, therefore, have to employ chemists 
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(Fig. 5) to see that these are carried out satisfactorily ; in the 
same plant other chemists are often engaged in trying to im- 
prove the manufacturing methods. Oftentimes the chemist 
is able to find some way in which to turn a waste product of 
the industry into some useful and valuable material. 

Soap, fertilizers, glass, paper, and ink are conmion materials 
which are made by a series of rather complicated chemical 
changes. Their manufacture has been much improved by the 
work of chemists. Explosives, dyes, and many drugs were 
first made in the chemical laboratory, were found to be valuable, 
and were then produced on a large scale. 

The chemist is also often employed to find out of what va- 
rious things are made. For example, he determines whether 
there is any zinc, copper, or gold in a given rock and how much 
of each metal. He detects poison in food and drink ; he meas- 
ures the amoimt of sugar in a given beet or the amount of 
valuable material in a fertilizer. Medical and biological work 
carried out in hospitals and special laboratories requires the 
assistance of many chemists. 

SUMMARY OF CHAPTER I 

CHEMICAL CHANGE involves a change in the identity of the 
material; all the characteristic properties disappear; one or more 
new materials are formed. 

THE PROPERTIES of a material are the characteristics by 
which we identify it, such as its color, hardness, taste, density, 
solubility, and melting point. 

HEAT and light often attend a chemical change. 

LAW OF CONSERVATION OF MATTER. The weight of 
the materials taking part in a chemical change is exactly equal to 
the weight of the materials produced by the change. 

CHEMISTRY deals with the composition of materials and with 
the changes which they may undergo. The chemist is often able 
to improve methods of manufacture and to find new uses for 
waste products. 
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Questions 

1. If sand and sugar are mixed together, what property of each 
would you use in separating them ? 

2. What properties would you make use of in distinguishing be- 
tween (a) copper wire and iron wire, (6) wood and iron, (c) aluminum 
and silver, and (d) powdered sugar and flour? 

3. Name five examples of chemical change (not mentioned in 
the text) with which you are familiar. 

4. If we pound iron it becomes hot. Have we produced a chemi- 
cal change ? 

5. If we scratch a match on a box we produce both heat and light. 
Is this a chemical change? Give your reasons. 

6. Name some property which is conmion to all materials. 

7. Show how the Law of Conservation of Matter applies to the 
chemical change involved in burning coal in a stove. 

8. In what ways did chemistry play an important part in the 
World War? 

9. Why is chemistry of such great value in agriculture? 

10. How does the government make use of the chemist in the en- 
forcement of " pure food" laws? 
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ELEMENTS AND COMPOUNDS 

Substances and mixtures — compounds — elements — 
compounds made from elements — compounds have a definite 
composition — mixtures and compounds compared — sepa- 
ration of mixtures — occurrence of the elements — number 
and importance of compounds. 

8. Substances and mixtures. In the first chapter we 
learned that any material could be recognized by its character- 
istic properties. If we examine with a mag- 
nifying glass a bit of soil from the garden 
(Fig. 6), we shall probably find that it is 
composed of at least two differently colored 
particles, — one, a white glassy material, 
which is sand, and the other, brownish dirt 
composed of clay mixed with the remains of 
plants that have decayed. If we rub the 
soil between our fingers we find that the 
bits of sand are hard and sharp while the 
clayey material is soft and easily crumbles. 
In this way we learn that ordinary garden 
soil is composed of two or more materials 
which have entirely different properties. Material such as soil 
is obviously a mixture. 

If we examine the mixture of iron and sulfur which we used 

in the last chapter, we can recognize in it particles of sulfur and 

particles of iron. On the other hand, if we examine a mass 

of iron filings or a pile of powdered sulfur, we find that every 

particle is like every other particle and seems to have exactly 

9 




Fig. 6. Soil examined 
under a magnifying 
glass. 
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the same properties. A material of which every part is like every 
other part is said to be homogeneous and is called by the chemist 
a substance. A material which is composed of two or more 
substances mixed up together is called a mixture. The soil 
is therefore a mixture and not a substance. Sulfiu* and iron 
are substances which we can easily stir together to form various 
mixtures. 

Since a substance is a homogeneous material, all parts of it 
will have exactly the same properties. Every sample of the 
substance will be found to be exactly like every other sample. 
On the other hand, the properties of a mixture will depend 
on how much of each component is present. For example, 
a mixture of 10 parts of iron and 1 part of sulfur is gray, 
while a mixture of 10 parts of sulfur and 1 of iron is almost 
pure yellow. 

Therefore, if we find that all specimens of a material have 
exactly the same properties, we may feel certain that we are 
dealing with a substance and not a mixture. 

9. Chemical compounds. Probably the most important 
as well as the most familiar substance is water. Yet, strange 

as it may seem, even 
pure water is not a 
simple substance. We 
may easily decompose 
water by an electric 
current into two very 
different substances. 





Fig. 7. 



Water decomposed by an electric ciu> 
rent into oxygen and hydrogen. 



We poxir some water 
(containing a little so- 
dium sulfate) into the 
apparatus shown in figure 7. The platinum electrodes are connected 
with a battery or generator giving at least 5 or 6 volts. The electrode 
in tube A, which is connected to the positive (+) pole, is called the 
anode, and the other electrode in B is the cathode. The current passes 
through the solution from the anode A to the cathode B. Small 
bubbles of gas are seen to rise from both electrodes, and the gas col- 
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lects in B twice as fast as in A. When B is full we open the switch and 
test the collected gases. To test the gas in tube B we invert the tube 
and carefully apply a lighted match. This gas bums with a pale blue 
flame and is called hydrogen. If we invert the other tube and bring 
a glowing pine stick near, it bursts into a flame. This gas is oxygen. 
The sodium sulfate, which was added to make the water a better 
conductor of electricity, is left behind in the apparatus undiminished. 

Thus we see that water is decomposed by electricity into its 
constituent elements, hydrogen and oxygen. This process of 
decomposing a compound by 
means of an electric current is 
called electrolysis. 

Let us examine a red powder 
called red oxide of mercury. It 
is apparently a definite sub- 
stance ; every particle seems to 
be like every other particle. 




Fig. 



8. Red oxide of mercury 
decomposed by heat. 



We place some in a hard-glass 
test tube and arrange it for heating 
as shown in figure 8. Very soon 
the red powder becomes dark, and 
if we introduce into the tube a 
splinter of wood with a glowing 
spark on the end, the spark at once 
bursts into flame. This indicates 
that some gas, not air, is being 
evolved. On again examining the 
tube we notice that a part or all of 

the red powder has disappeared and that little drops of mercury (quick- 
silver) have collected on the sides of the tube. This forms a sort of 
mirror on the cooler part of the tube. If the heating is continued long 
enough all the red powder eventually disappears and is converted into 
two products, — mercury, the silvery liquid which is used in thermom- 
eters, and a gas which is called oxygen. 

Thus, by means of heat we have transformed a definite 
substance, red oxide of merciuy, into two other substances, 
mercury and oxygen. Any substance which can be transformed 
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into two or more other substances is called a chemical compound. 
Hence water and red oxide of mercury are compounds. 

10. What is an element? If we continue our experiments 
and try to produce still other substances by heating mercury, 
or in some other way try to decompose it, we do not succeed. 
Similarly, hydrogen and oxygen have never been broken down 
into other substances. We call such substances which have 
not yet been decomposed into simpler substances elements. There 
are about 85 elements (Ust facing back cover) from which all 
chemical compounds are made. 

It is very remarkable to find that water is composed of two 
gases, one of which bums and the other makes things bum 
much faster than air ; also, that red mercury oxide is com- 
posed of a heavy silvery Uquid and a colorless gas. We see 
that the properties of a compound are in no way Uke the prop- 
erties of the elements of which it is made. 

11. Compounds from elements. We shall now consider 
the production of a compoimd from two elements, the reverse 
of the process just discussed. 

We place a small quantity of iodine in a mortar and pour in a little 
mercury. The two substances at first remain side by side unchanged ; 

but when we rub the mixture vigorously 
with a pestle (Fig. 9), a red substance, 
quite unlike the mercury and the iodine, is 
formed. This is a new substance, a com- 
pound called mercury iodide. 

We are all familiar with metallio cop- 
per, which has a characteristic reddish 
brown color, and with sulfur, which is a 
brittle yellow element. If we put some 
copper chips and powdered sulfur into a 

_. o . J5 -. A small flask (Fig. 10) and heat it, the mix- 

Fig. 9. Gnnding mercury and \ e> / 

iodine together in a mortar. t^re begins to glow. The two elements 

unite with the evolution of heat and light. 
If we break the flask we find a black brittle mass which resembles 
neither copper nor sulfur. The copper and sulfur have united to form 
a compound, copper sulfide. 
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Common salt is a compound composed of two elements, 
— sodium, a bright, silvery, soft metal, and chlorine, a greenisb 
yellow, poisonous gas. Sugar is a com- 
pound of carbon — an element with 
which we are familiar as charcoal — 
and two gases : hydrogen, which bums 
vigorously ; and oxygen, which makes 
things bum furiously. In every case 
we find the same surprising difference 
between the properties of a compound 
and the properties of the elements of 
which it is composed. 

12. Compounds have a definite 
composition. We shall find it con- 
venient to represent chemical changes, 
or reactions, as they are often called, 
in a condensed form, thus : 




Fig. lo. Copper and sulfur 
heated in a flask. 



mercury oxide 

(108) 



mercury -|- oxygen 

(100) (8) 



In this ward equation the arrow ( > ) is read yiddia), and the plus 
sign (+) is read and. The numbers in parenthesis indicate the pro- 
portions by weight. Thus, it is found that 108 grams of mercury 
oxide yield 100 grams of mercury and 8 grams of oxygen. 

Whatever quantity of mercury oxide is decomposed, experi- 
ments show that ^%% or 92.6 per cent of the weight used is left 
as mercury and yf^ or 7.4 per cent of the weight is oxygen. 

We may represent the union of copper and sulfur to form 
copper sulfide thus : 



copper + sulfur 

(63.6) (32) 



copper sulfide 

(95.6) 



This means that 63.6 parts by weight of copper unite with 32 parts 
of sulfur to form 95.6 parts of copper sulfide. 



In other words, the composition of copper sulfide 
66.5 per cent copper and ^ or 33.5 per cent sulfur. 



IS 96.6 or 
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Very careful quantitative experiments show that every pure 
compound has a definite composition by weight. The whole 
science of chemistry is based on this fundamental fact, which 
is known as the Law of Definite Proportions. 

13. Mixtures and compounds. The chief difference between 
a mixture and a compound Ues in the fact that a compound 
has a definite composition while in a mixture the components 
may be in any proportion. In water, starch, sugar, and salt 
we have examples of compounds, each of which has a definite 
composition. In flour, baking powder, and the soil we have 
examples of mixtures, which vary in composition. 

We must also remember another difference between a mix- 
ture such as that of iron and sulfur and a compound like 

iron sulfide. In the mixture 
we can recognize the proper- 
ties of both iron and sulfur 
and we find that the material 
is not homogeneous. In the 
compound iron sulfide, which 
we find to be homogeneous, 
we have an entirely different 
set of properties from those 
either of iron or of sulfur. 

14. Separation of mixtures. 
A mixture can often be easily 
separated into its ingredients. 
For example, the iron can be 
attracted away from the sul- 
fur with a magnet ; the sulfur 

Fig. II. Sepa«tion^M iron from sulfur ^^ j^ dissolved away frOK. 

the iron in carbon disulfide, 
leaving the latter behind (Fig. 11). No such simple treat- 
ment as this will separate the compound iron sulfide into 
iron and sulfur. As a rule we can decompose a compound 
into its elements only by some such drastic method as heating 
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to a very high temperature, or passing an electric current 
through it. 

In the mixture of iron and sulfur the particles are merely l3nng 
side by side. In the compound the elements are held together 
in chemical combination ; and 
the result is that we have a 
substance entirely dififereiit 
from either of the original two 
elements. 

16. Occurrence of the ele- 
ments. Although there are 
some 85 elements known, only 
about 25 of these are at all 
common and important. In- 
deed, the accompanying dia- 
gram (Fig. 12) shows that 
about 98 per cent of the 
earth's crust, including the 
atmosphere, is composed of 
only eight elements. 

Most of the elements in the. earth's crust occur in combina- 
tion with other elements, that is, as compounds. Occasionally 
some elements are found uncombined, or, as it is sometimes 
called, in the free or native state. Copper, sulfur, and gold 
may be mentioned as examples of elements which are found 
in the native state. 

The number of elements that occur in the human body is 
small, and more than half of these are present in very incon- 
siderable amounts. The elements which are generally thought 
of as being essential to living plants or animals are oxygen, 
carbon, hydrogen, nitrogen, calcium, phosphorus, and potas- 
sium. The chemical changes which take place in living organ- 
isms are, however, very complex, and perhaps some of the 
other elements which occur in small quantities are equally es- 
sential. 



Fig. 12. Diagram showing approzir 
mately the composition of the 
earth's crust including the atmos- 
phere. 
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16. Number and importance of compounds. As might 
be imagined, the number of compounds that can be produced 
by combining these eighty odd elements in different ways is 
very large. More than halt a million are known, and new ones 
are being prepared and studied every day. Very fortimately 
only relatively few of these compounds are of importance, and 
therefore the study of chemistry is not so colossal a task as it 
otherwise would be. Moreover, as we shall see, the com- 
pounds can be divided into classes, and within these classes they 
are much alike. If a thorough knowledge of even a compar- 
atively small number of compounds is obtained, the student 
will have a firm grasp on the fimdamentals of the science. 



SUMMARY OF CHAPTER II 

A SUBSTANCE is homogeneous, that is, all parts are alike and 
show the same properties. 

A MIXTURE is composed of two or more substances mixed 
up together. 

A COMPOUND is a substance which can be decomposed into 
two or more substances. 

AN ELEMENT is a substance which has not yet been decom- 
posed into other substances. 

LAW OF DEFINITE PROPORTIONS : Every compound has a 
definite composition by weight. 

Comparison 



Compounds 


Mixtures 


Definite composition. 

In preparation, heat or light 

emitted or absorbed. 
Can be decomposed only by 

chemical means. 


Components in any proportion. 

In preparation, no evidence of 
light or heat. 

Can often be separated by me- 
chanical means. 
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Questions and Problbics 

1. Careful experiments show that 7 grams of iron unite with 4 
grams of sulfur. How many grams of iron sulfide will be produced? 

2. State the law which is applied in Problem 1. 

3. What is the percentage of iron in iron sulfide? of sulfur in 
iron sulfide? 

4. State the law illustrated in Problem 3. 

6. What element have water and red oxide of mercury in common ? 

6. How could you prove that sugar contains the element carbon? 

7. Classify the following as elements, compounds, or mixtures: 
bread, milk, salt, granite, lemonade, aluminum, sugar, quicksilver, 
brass, and sterling silver. 

8. If aluminum is more abundant than iron, give some reason why 
iron is cheaper. 

9. Why is the list of elements revised from time to time? 

10. Write out a clear definition of the following terms as used in 
chemistry: element, mixture, compound. 

Topic for Further Study 

Alchemy. The early chemists were called alchemists. What was 
their idea of an element ? What was the principal aim of their exi>eri- 
mentation ? Did they succeed ? (Moore* a History of Chemistry. ) 

NoTB. The topics for further study will often suggest collateral reading in 
the history of chemistry, and the application of chemistry to industry and every- 
day life. A list of suggested reference books will be found in the Appendix. 
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OXYGEN 

Importance — preparation — test — oharaoteristtcs — 
Lavoisier's experimentB oa combustion — produota of com- 
bustion — oxidation — speed of oxidation — spontaneous 
combustion — alow oxidation — kindling point — flre extin- 
guishers — commercial uses of oxygen. 

17. Importance of oxygen. 
In our study of the elements 
we shall begin with oxygen. 
We have already met this 
substance as a constituent of 
water and of red oxide of 
mercury and have learned 
that it is the most wide- 
spread and abtmdant of the 
elements. We shall soon 
see that it is found in many 
rocks and minerals, such as 
sandstone and limestone, 
where it is combined with a 
great variety of other ele- 
ments. Oxygen is the most 
active element in the atmos- 
phere. Without it we suf- 
focate and life is impossible. 
'""' It is necessary for the pro- 

duction of heat since wood, coal, and gas will not bum witii- 
out it ; and for light wherever oil or gas is used in lamps. 



Fig, 13. Jobeph Priebtlet 

(1733-1804). 

An Engliah clergymaD who epedt his last 

years in Peanaylvaiua. 
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i 18. Preparation of oxygen. In 1774 an English chemist, 
7 Joseph Pi iestlev (Fig. 13), prepared oxygen exactly as we did 
in Chapter II by heating red oxide of mercury. At about the 
same time a Swedish apothecary, Scheele, also prepared oxygen 
by this method. In fact, the latter's discovery of oxygen 
probably antedates Priestley's, but the results were not made 
public until a few years later. 

In the laboratory it is more convenient to heat a compound 
called potassium chlorate, which is a substance used in medicine 
and in making matches and fireworks. It is much cheaper 
than the oxide of mercury and gives, when heated, a far larger 
proportion of oxygen. Potassium chlorate is a white crystalline 
soUd, a compound of the three elements potassium, chlorine, 
and oxygen. When it is heated to the right temperature 
(360° C.) * it melts, and, as the temperature rises still higher, 
j bubbles of oxygen appear, leaving behind another compound 

of potassium and chlorine called potassium chloride. We can 
express this change in the following way : 

potassium chlorate — >- potassium chloride + oxygen 

[potaanumn rpotaasiumi 

chlorine I [ chlorine J 

oxygen J 

If we heat carefully some potassium chlorate in a test tube until 
it just melts and thrust a glowing spark into the test tube, we find that 
no oxygen is being evolved. We now drop a little black iwwder called 
manganese dioxide into the tube and test it again for oxygen. In 
spite of the fact that the tube has been slowly cooling down, oxygen 
is now produced. The manganese dioxide undergoes no ^.hange in 
this process. 

/ A material which thus aids chemical action witnout being 
y itself permanently altered is called a catalytic agent or a catalyst. 
^ 19. Some experiments with oxygen. In order to study 

the properties of oxygen we shall need to have H in considerable 

quantity. 

* The centigrade scale (C.) is commonly used in chemistry. 
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We may make it by mixing 4 parts by weight of potassium chlorate 
with 1 part of manganese dioxide and placing it in a thin glass flask v 

arranged with a delivery l;ube (Fig. 14).' 
The gas is collected in wide-mouthed bottles 
which have been previously filled with water 
and inverted ic the pneumatic trough. When 
the flask is heated gently the oxygen escapes 
through the tube and bubbles up through the 
water into the bottles. The flame under the 
flask should be removed from time to time 
in order that the gas may not be too rapidly 

evolved and burst 
the flask. 

We shall first 
of all convince 
ourselves that we 
have oxygen. We 

Fig. 14. Oxygen made by heating potassium chlorate -perfomi the same 

and manganese dioxide. . , , 

experiment as be- 
fore (§ 9), that is, we thrust a splinter of wood with a glow- 
ing spark at one end into a bottle of the gas. The fact that 
the splinter bursts into flame is used as a test 
for oxygen since there is only one other gas 
(nitrous oxide) which behaves similarly. 

We shall now study the behavior of various 
substances when heated in oxygen. 




/.^z?^\ 











Charcoal : We wrap a piece of copper wire around 
a small bit of charcoal, heat it, and then plunge it into 
a bottle of oxygen ; it bursts into a brilliant flame. 

Sulfur : We place a bit of sulfur in an iron spoon (def- 
lagrating spoon) and ignite it by holding it for a 
moment in a flame. It bums with a pale blue flame, 
but when put into oxygen (Fig. 15) it bums with a 
very brilliant light. 

Iron: It is possible to bum iron in oxygen if we 
use iron ribbon, such as a watch spring, or iron wire, such as a bimch of 
braided picture wire. First we coat the end with sulfur, then ignite 
the stdfur and suspend the wire in a bottle of oxygen. The sulfur con- 



Fig. 15. BumiDfg'- 
sulfur in oxygen. 
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tinues to bum, producing a very intense heat which is sufficient to 
ignite the iron. As the iron bums it sends off a shower of brilliant 
sparks (Fig. 16). (It is well to cover the bottom of the bottle with a 
layer of sand.) 

Phosphorus: This is a soft yellow substance which may take fire 
even at ordinary temperatures. For this reason it is always kept under 
water when stored. A small bit placed in a deflagrating spoon and 
ignited will burst into flame when placed in oxygen. 
The flame is so vigorous and the light so intense that 
one cannot look at it with comfort. The white clouds 
which appear are the product of the chemical re- 
action. 

X 20. Characteristics of oxygen. From such ex- 

/ periments as these we see that the most notice- 

^ able characteristic of oxygen is that in it sub- 

I stances which bum in air will bum more rapidly 

\and with increased briUiancy, It is a colorless 

gas and is so sUghtly soluble in water that we pjg, ,5, Burning 
have no difficulty in collecting it over water. iron in>xygen 
When the gas is pure it has neither smell nor ^ gpiks.**^" 
taste and is slightly heavier than air. 

Such characteristics of a substance describe its behavior and 
are often called the chemical properties of the substance. 
The mere name of a particular material tells us nothing ; it is 
only when we know its properties that we are acquainted with 
it. Chemical substances are like individuals in this respect; 
if we know a man's name only, we know very little about him. 
When we have learned something about his actions and charac- 
ter we can tell what sort of person he is. The chemical prop- 
erties of a substance describe the character of that particular 
kind of inanimate matter. 

21. What is " burning " ? We have just seen that various 
substances bum more rapidly in oxygen than in the atmosphere, 
and so we may reasonably conclude that oxygen plays an im- 
portant part in the process of burning, or combustion. This 
is such an important chemical change that it will repay us to 
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examine the process with considerable care and to recall in this 
connection some of the early experiments. 

22. LaToisier's experiment on combusttui. Lavoisier (Fig. 
17) was a famous French chemist who lived about 125 years 
ago. He is sometimes called the "father of modem chem- 
istry ' ' because he discovered 
the correct explanation of 
the process of burning. 

He heated some mercury in 
a retort (Fig. 18) the neck of 
which extended into a jar stand- 
ing in a larger dish of merouiy. 
After heating the mercury 
nearly to its boiling point for 
several days, he discovered 
that lh£ air iTiclosed tmlhin the 
retort and jar had lost one fifth 
of its votume. On examining 
the residual air he found that 
a lighted splint would not hvanx 
init but was extinguished. The 
material in air which enables 
a substance to bum had evi- 
dently been removed. In the 
retort he found on the surface 
f 1743-1794) °^ *^^ meroury somered powder 

havii^ all the properties of the 
French chemist whose work laid Ae ^^ ^^^^ (,[ mereury which 

foundatiOQ of modem chemiatry. He _. . , , , , - 

was a victim of the French Revolution. Priestley had used for prepar- 

ii^ oxygen. 
Lavoisier now placed this in a suitable apparatus, heated it strongly, 
and collected the gas evolved. He obtained a gas whose volume exactly 
corresponded with the shrinkage undei^ono by the inclosed air, and 
in this gas substances burned with great vigor. There was now no 
doubt that one-flf th of the air was composed of this gas, which Lavowier 
named oxygeri. By mixing the rest ot the air left in the first experi- 
ment willi enough oxygen to brii^ it back to its original volume, 
Lavoisier produced a gas having all the properties of ordinary air. Thus 
he proved that the oxygen of the air is the only gas used up in the pro- 
cess of burning. 



Fig. 17. Antoine Laurent Lavoisier 
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Fig. z8. Layoisier's apparatus for 
stttdjring combustion. 



23. Products formed by burning. But if burning is a 
chemical reaction between oxygen and the substances burned, 
what about the compounds 
formed by the change ? What 
has happened to them? A 
candle disappears almost com- 
pletely when it bums. The 
products of the combustion in 
this case are gases like oxygen 
itself and are invisible; they 
can, however, be collected 
and weighed. When a candle 
bums, the compounds formed 
are water vapor and a gas 
called carbon dioxide. These so-called 'products of combustion 
may be absorbed by a substance known as sodium hydroxide. 

If we arrange a candle on a balance pan A and suspend above it a 
tube filled with sodium hydroxide, we shall be in a position to weigh 
both the candle and the products of combustion (Fig. 19). We care- 
fully balance the scales by putting suitable weights on pan B. We 

then light the candle and notice 
that as the combustion pro- 
ceeds pan A becomes heavier 
although the candle is visibly 
disappearing. The substances 
produced by the burning are 
heavier than the candle which 
is burned. This is because theys^ 
contain the element oxygen ^^ 
taken from the air in addition 
to the elements already present 
in the candle. 

This experiment shows 
that if we weigh the products 
of combustion we always find 
them to be heavier than the substance burned. Another experi- 
ment which illustrates the same important point is as follows : 




Fig. 19. The products formed by burning 
a candle weigh more than the candle. 
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We place some iron powder in a crucible and carefully counterpoise 
it on a balance with the aid of weights or small shot. We remove 
the crucible from the pan and heat it with a flame (Fig. 20). The 
mass begins to glow, showing that a chemical change is taking place. 

We continue the heating for about Ave minutes 
and then cool and examine the material. The 
crucible is found to contain a new reddish solid 
resembling iron rust. When the crucible is now 
placed on the balance pan we find that it has 
gained a great deal in weight. Again the in- 
creaso in weight is due to the oxygen from 
the air which has combined with the iron to 
form a new compoimd containing the two ele- 
ments iron and oxygen. 

Fig. 20. Iron powder These experiments show that when a 
heated in a crucible substance bums in air new compounds 
gains in wei . ^^ formed by the combination of the 

combustible materials with the oxygen. These new compounds 
weigh more than the original material because they contain 
oxygen in addition to the combustible substances. In the 
case of iron the product is called iron oxide ; we can represent 
the change as follows : 




iron + oxygen 



iron oxide 

[iron 1 
oxygenj 



r-i 



• i< 



An oxide is a compound of an element and oxygen. When 
ubstances bum in air or oxygen, oxides are always formed. 

24. Oxidation. The reaction of a substance with oxygen 
is called oxidation. When this reaction proceeds so rapidly 
that heat and light are produced, we call the change burning, 
or combustion. Familiar examples of oxidation are the burn- 
ing of coal, wood, gas, or oil, which takes place so rapidly that 
we have combustion. There are many cases of oxidation where 
the change goes on so slowly that no apparent heat or light 
is produced. One of the best examples of this is the rusting of 
iron. When iron is left in contact with the atmosphere it 



i 
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slowly turns into iron oxide, or, as it is commonly called, " rust." 
This process is hastened by the presence of water. The rust- 
ing of iron is thus exactly like the burning of wood except that 
in the case of iron the change takes place so slowly that no heat 
efifect is apparent. 

26. Speed of oxidation. Different substances oxidize at 
very different speeds. Although combustible materials com- 
bine with oxygen at all temperatures, yet in every case the 
speed is increased by raising the temperature. In fact, experi- 
ence shows that in every chemical change raising the temperature 
hastens the process. Some substances, like phosphorus, oxidize 
so rapidly at temperatures only slightly higher than normal 
that they take fire on merely being exposed to the air. This 
is well illustrated by the following experiment : 

Let us dissolve a little phosphorus in carbon disulfide and pour a few 
drops of this solution on a piece of filter i)ai>er supported on a tripod. 
When the solvent evaporates, the phosphorus 
is left widely distributed over the ixaper and 
every particle oomes in oontaot with the air. 
Then the whole mass bursts into fiames (Fig. 
21). Under these conditions combustion 
starts at room temperature. 



4K 



26. Spontaneous combustion. This 
xperiment with phosphorus very well 

illustrates what occurs in so-called 

spontaneous combustion. Rags soaked 

with oils sometimes take fire when left 

lying about instead of being placed in 

a closed metal can. This is because a 

slow oxidation of the oil takes place 

on the large sxuf ace exposed to the air. 

The rags are poor conductors, and so the heat developed finally 

sets the mass on fire. 

27. Kindling point. The other extreme is represented by 
iron. In order to cause this substance to bum rapidly it is 




Fig. ai. Spontaneous com- 
bustion of phosphorus. 
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necessary first to get it into a finely divided condition, then to 
raise it to a high temperature, and to put it into pure oxygen. 
We did this in a previous experiment by coating a bundle of 
iron wires with sulfur and bringing it to the proper temperature 
by the heat evolved through the rapid combustion of the sul- 
fur in pure oxygen; under these conditions the iron itself 
finally cau^t fire and burned. 

We are all famiUar with the fact that coal can be made to 
bum only by first building a wood fire, and that the wood must 
in turn be ignited by paper, which again is lighted with a match. 
In this series the burning of each material raises the tempera- 
ture of the next until it in turn finally *' catches fire '' and 
bums. The temperature at which a particular material will 
" catch fire '' in air is sometimes called the kindling point. But 
the temperature is only one of the conditions which produce 
combustion. Finely powdered iron will start burning at a lower 
temperature than will an iron wire because it presents relatively 
more surface to the air. Besides the physical condition of the 
solid, the pressure of the surrounding air and the presence or 
absence of a catalytic agent also determine the temperature of 
ignition. In other words, there are several conditions which 
affect the kindling point. 

If a mixture of oil vapor and air is raised to a certain tem- 
perature called the flash point, it will take fire and burn for a 
moment. In many states the laws require that the flash point 
of kerosene shall not be below 110° F. It would be dangerous 
to use kerosene of low flash point in lamps because its vapcr 
mixed with air might explode. 

One may burn a little gasolene in an open dish without danger ; 
but a mixture of gasolene vapor and air may bum so quickly that 
it causes an explosion. Therefore it is very important not to use 
such liquids as gasolene near an open flame since they evaporate 
rapidly and the vapor with air forms an explosive mixture. 

28. Extinguishing fire. When we wish to put out a fire we 
try to cool the burning material below its kindling point by 
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pouring water on it. This usually succeeds if we have sufficient 
water at hand. All methods of extinguishing fire depend either 
upon cooling the combustible material or upon excluding the 
air so that oxygen is no longer available for the oxidation. 
If we use water we combine the two advantages, although 
water acts chiefly by cooling the burning material. Sand 
and gravel, which are used to extinguish certain kinds of fires, 
such as burning gasolene, simply smother the fire by excluding 
the air. So-called chemical fire extinguishers, as we shall see 
in Chapter VII, combine the cooling effect of a liquid with the 
smothering effect of a heavy non-combustible gas which hangs 
like a cloud over the burning material and excludes the air. 

29. Commercial uses of oxygen. The oxygen of commerce 
is now usually made from liquid air, which will be described in 
section 78. The liquid oxygen boils at — 182.4° C, but the 
nitrogen boUs even at a lower temperature 
( — 194° C). Therefore the latter evaporates 
more freely than does the oxygen. When the 
liquid is almost pure oxygen (about 96 per cent), 
the gas is pumped into steel cylinders (Fig. 22). 
Physicians sometimes use oxygen for patients 
who are suffering from pneumonia or suffocation. 
It is also used instead of air when intense heat is 
required, as in the acetylene torch and calcium 
light. Oxygen in tanks is used to restore the sup- 
ply in the atmosphere of submarine boats. It 
has recently been found that the aviators who 
ascended to high altitudes, such as 19,000 feet, 
where the air is rarefied, get only half the usual 
amount of oxygen and so become " dopey." An 
equipment has therefore been designed to supply 
the needed oxygen from a tank through a connecting tube to 
a face mask covering the mouth and nose. All military air- 
planes flying over an altitude of 10,000 feet are now equipped 
for the use of artificial oxygen. 




^OQallons 

**"•«£ OXYOEH 



Fig. 22. steel 
cylinder of 
oxygen under 
pressure. 
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SUMMARY OF CHAPTER m 

OXYGEN CAN BE PREPARED BY: 

(a) heating red oxide of mercuiy (historic) ; 
(6) heating potassium chlorate (laboratory) ; 
(c) evaporating liquid air (commercial). 

A CATALYST is a substance which is not itself altered bt|f 
which causes a chemical change to take place more easily. The 
addition of mangmiese dioxide to potassitmi chlorate makes the 
oxygen come off at a lower temperature. 

OXYGEN is a colorless odorless gas somewhat heavier than 
air. It combines with nearly all other elements. 

OXIDATION is the process of combining a substance with 
oxygen. 

AN OXIDE is a compound of oxygen and another element. 
Oxides are formed when an element bums in oxygen or air. 

COMBUSTION is a chemical action in which heat and light are 
produced. 

ORDINARY BURNING is a rapid oxidation which is accom- 
panied by heat and light. 

THE KINDLING POINT of a material is the lowest temperature 
at which it takes fire and bums. 

SPONTANEOUS COMBUSTION occurs when material is 
raised to its kindling point by the heat produced through a slow 
oxidation which starts at ordinary temperatures. 

THE SPEED of all chemical changes is increased by raising the 
temperature. 

Questions 

1. Name three metals which do not oxidize. 

2. How could you prove experimentally that part of the air dis- 
appears in the rusting of iron? 

8. Assume that potassium chlorate is 39% oxygen. If 12 grams 
of potassium chlorate and 3 grams of manganese dioxide are used to 
produce oxygen, how much of each product is left in the flask? 

4. Explain why wood in the form of shavings bums more rapidly 
than the same wood in the form of a log. 
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6. Would oxygen bum in an atmosphere of illuminating gas? 

6. Why does coal packed closely in poorly ventilated bunkers 
often take fire? 

7. Why is oxygen sometimes called a supporter of combustion? 

8. When metals tarnish or rust, do they change in weight? 

9. Why does a good draft make a fire bum more rapidly? 
«^A40. Why does blowing extinguish a candle? 

11. What is the danger in letting the wind blow out a gas flame? 

12. Why do we not fill balloons with oxygen? 

13. How would you distinguish a bottle of oxygen from a bottle 
of air? 

14. How would you prove that ordinary tap water contains dis- 
solved oxygen? 

15. What is the safe way to dispose of greasy cloths? 

16. If your clothing caught on fire how would you put it out? 

17. Why do firemen and miners use oxygen helmets? 

18. Why are buildings sometimes dsmamited to stop a conflagra- 
tion? 

19. Name three oases of practically instantaneous combustion. 

Topics for FuBfHBR Study 

Fire prevention. The loss of life and property by flre is a very 
serious matter in the modem world. State and municipal governments 
have passed laws tending to prevent the outbreak of flre. What are 
the " fire laws " in your community? What means are provided for 
extinguishing fires? What are the relative advantages of different 
kinds of fire-fighting apparatus, such as the " hand engine," the 
" steamer," the " chemical engine," and a high-pressure system? 
What are the modem methods of fireproof construction? What are 
automatic extinguishers? 

Early American chemists. Why is the life of Priestley of especial 
interest to Americans? Who were some of the early American chem- 
ists, and what did they accomplish? (Moore's History of Chemistry 
and Smith's Chemistry in America.) 



CHAPTER IV 

HYDROGEN 

Occurrence — preparation from water and acids — dis- 
placement — pmification — experiments to illustrate its 
properties — chemical behavior — reducing agent — uses. 

30. Where hydrogen is found. We have just studied one 
of the elements in water — oxygen; in this chapter we shall 
deal with the other element — hydrogen. This element is 
also a gas, but unlike oxygen it does hot occur to any extent in 
a free state in nature. It is found in small amounts as one of 
the constituents of natural gas, an inflanmiable mixtm-e of 
gases which issues from the ground in certain parts of the world. 
Nearly three-fourths of the illiuninating gas used in this coimtry 
is water gas, which is about 38 per cent hydrogen. It is also 
present in combination with other elements in plants, animals, 
and in the hiunan body. 

31. Preparation from water. We have aheady (§ 19) seen 
that iron, when heated to a moderately high temperature, com- 
bines with oxygen. If we heat iron wire red-hot in a porcelain 
or iron tube and then pass steam through the tube, the hot 
iron combines with the oxygen in the steam, setting free the 
hydrogen, which may be collected. The chemical change in- 
volved in this experiment may be represented as follows : 

iron + water — ^hydrogen + iron oxide 

[hydrogen] [ iron 1 

oxygen J [ozygenj 

Hydrogen can be obtained from water even at ordinary tem- 
peratures by means of certain metals. Thus, if a small bit of 

metallic sodium is dropped on water, action begins at once* 

30 
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The metal is very light and runs hissing about on the siuiace 
of the water. As the action often ends with a slight explosion 
a glass plate should be held up to protect the eyes. We may 
collect the hydrogen which 
is evolved by the action of 
sodium on water as foUows : 

Let us take a short piece of 
small lead pipe (about 1 inch 
long and i inch bore) with one 
end hammered together, and 
fill it with freshly cut sodium. 
If we drop this tube with its 
charge of sodium into a dish of 
water, bubbles rise and may be 
collected in an inverted cylin- 
der filled with water (Fig. 23). 

If potassium is used the 
action is more violent and 
so much heat is generated 
that the hydrogen is set on 
fire. When calcium is used 
the metal sinks to the bottom of the vessel, so that a bottle 
filled with water can easily be inverted over the metal to col- 
lect the gas as it is formed. In each of these cases the metal 
displaces only one-half of the hydrogen in the water; it com- 
bines with the remaining half and with all of the oxygen to 
form the compound known as the hydroxide of the given 
metal. The chemical reaction of sodium and water may be 
expressed thus : 

sodium + water — ^ hydrogen + sodium hydroxide 




Fig. 23. Metallic sodium in water gener- 
ates hydrogen. 



[hydrogen] 
oxygen J 



[sodium 
hydrogen 
oxygen 



1 



The sodium hydroxide and potassium hydroxide are very 
soluble in water, but most of the calcium hydroxide is not dis- 
solved and may be seen suspended in the water. 
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32. Action of metals on acids. The most convenient way 
of preparing hydrogen in the laboratory is by the action of 
certain metals on acids. Acids are compoimds which contain 
hydrogen and which have certain peculiar properties which 
we shall consider in another chapter. The commonest acid is 
sulfuric; often called " oil of vitriol." It is a heavy Uquid 
which mixes with water in all proportions. The pure liquid 
is known as concentrated sulfuric acid ; when it is mixed with 
four or five times its volume of water, it is known as dilute 
sulfuric acid. Dilute sulfuric acid reacts vigorously with 
commercial granulated zino, producing hydrogen. If the 
zinc and the acid are pure the action is very slow and must 

be catalyzed by adding a Uttle 
copper sulfate solution to the 
acid. 

The zinc is placed in a bottle 
fitted with a two-hole stopper 
(Fig. 24). A long thistle tube 
reaches to the bottom of the 
bottle and is used to introduce 
the acid and also as a safety 
tube. The other tube serves to 
conduct the hydrogen through 
the tube into the pneumatic 
trough. After the apparatus is 
assembled the acid is poured 
through the thistle tube and the action starts at once; a copious 
stream of gas bubbles through the pneumatic trough and may be col- 
lected in bottles. 

The reaction which takes place in this case may be repre- 
sented as follows : 




Fig. 24. Apparatus for generating hy- 
drogen by the action of an acid on zinc. 



zinc + sulfuric acid — ^ hydrogen + zinc sulfate 

[hydrogenn r»inc ~| 

sulfur I sulfur 

oxygen J LozygenJ 

The other product of the reaction, zinc sulfate, is a white 
solid which is soluble in water and can be obtained if the liquid 
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left in the bottle is evaporated. It will be noticed that the ele- 
ment zinc has taken the place of the hydrogen in the sulfuric acid, 
liberating the hydrogen as the free element. This is a new 
kind of chemical change ; it is known as displacement. Here an 
element displaces one of the elements from a compound, setting it 
free J and unites vrith the rest of the consUtuenJts of the compound. 

Other metals besides zinc, such as magnesium, aluminum, 
and iron, may be used to displace the hydrogen of dilute sul- 
furic acid. Other acids, such as dilute hy- 
drochloric acid, may be used instead of 
sulfuric. 

33. Purification of hydrogen. When iron 
is used to prepare hydrogen, the gas has a 
distinct odor, due to the impiuities usually 
present in iron wire or filings. Even when 
commercial zinc and acid are used, the im- 
purities carried along give it a disagreeable 
odor. We may remove most of the impuri- 
ties by passing the gas through a suitable 
solution containing sodium hydroxide and 
potassium permanganate, and then we may 
absorb the water vapor by the use of a ^- »5. JKpp genei^ 

drying agent, such as granular calcium 

chloride. Hydrogen when pure is a gas without color, taste, 

or odor. 

34. Experiments wiflx hydrogen. A steady stream of hydrogen 
can be conveniently produced by a Kipp generator. This apparatus 
(Fig. 25) is so arranged that it contains a small reserve of hydrogen 
in the middle bulb. When this reserve is drawn on by opening the 
stopcock, fresh acid automatically rises and acts on the zinc which is 
also in the middle bulb; this action replenishes the supply of gas. 
If too much gas is generated the acid is forced away from the zinc and 
the action stops. In this way a steady stream of gas is delivered. 

First we shall take a wide-mouthed bottle filled with hydrogen and 
apply a flame to its mouth ; if the hydrogen is mixed with air, a slight 
pop results, but if free from air it bums quietly. 

D 
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Fig. 26. Hydro- 
gen bnms-but 
the taper does 
not burn in it. 



If we lift up another bottle of hydrogen and hold 
it mouth down while we insert a lighted tapw (Fig. 
26), we find that the hydrogen bums around the mouth 
of the bottle and the taper is extinguished. On being 
withdrawn the taper is again lighted in passing through 
the burning hydrogen. The operation may be re- 
peated several times until the hydrogen is burned up. 
This striking experiment shows that hydrogen does not 
" support combustion." 

To show how very light hydrogen is we may at- 
tach a common clay pipe to a hydrogen generator and 
dip the bowl in a soap solution. We may thus fill soap 
bubbles with the gas (Fig. 27). When disengaged from 
the pipe each bubble rises rapidly in the air. The gas 
is so light that a soap bubble filled with it can lift 
another containing air (Fig. 28). 
Another striking experiment which illustrates this same point is 
as follows: suspend an inverted beaker from 
one arm of a balance and then pour hydrogen 
up into it (Fig. 29). The beaker rises. 

We shall next mix equal volumes of air and 
hydrogen by bringing a bottle when only half 
full of hydrogen up out of the pneumatic trough 
so that air takes the place of the water. When 
a flame is brought near such a mixture of gases 
there is a loud explosion. 

When we have hydrogen unmixed with air 
we may attach to the generator a clay-pipe stem to serve as a jet and 

may light the hydrogen. The flame is 
very hot but gives no light; it is al- 
most without color, 
being only slightly 
bluish. 

In order to study 
the product of burn- 
ing hydrogen in air 
we attach a drjdng 
tube filled with cal- 
cium chloride be- 
tween the jet and 
the generator. When 
all the air has been 




Fig. 27. Soap bubbles 
filled with hydrogen. 




f J Hydrogtn 



Hydrogtt^ 
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Fig. 28. Hydrogen bubble lifting another bubble filled 

with air. 
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Fig. 29. Pouring hydrogen up into an inverted beaker. 



expelled from the apparatus, the hydrogen bums with a small flame. 
If we hold a cold, dry bell jar over the flame, as shown in figure 30, 
water vapor is soon seen condensing on the jar, and after a short time 
drops of water run 
down the sides. 

35. Properties 
of hydrogen. In 

such experiments 
we have observed 
some of the 
characteristics of 
hydrogen. Like 
oxygen, when 
pm-e it is a color- 
less, odorless gas. 
It is sixteen times hghter than oxygen, being in fact the light- 
est of all known substances. Since hydrogen is so Ught a gas 
it escapes through small apertures most rapidly. This is the 

reason why a 
small rubber bal- 
loon filled with 
hydrogen col- 
lapses more rap- 
idly than a simi- 
lar balloon filled 
with illuminat- 
ing gas. The 
solubility of hy- 
drogen in water is 
very shght, being 
even less than 
that of oxygen. 










Fig. 30. Water is formed by burning hydrogen. 



Hydrogen can be Uquefied by compression provided it i» 
first cooled below its critical temperature* (—234° C). Liquid 

* The critical temperature of a gas is the temperature below which it must 
be cooled before it can be liquefied by any pressure however great. 
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hydrogdn is also colorless and when allowed to evaporate rapidly 
it freezes to a colorless solid. 

36. Chemical behavior of hydrogen. We have seen that 
hydrogen bums in the air, and we have already learned that 
the process of burning is the rapid union of a substance with 
the oxygen of the air ; we have also learned that when elements 
bum oxides are formed. So m the case of burning hydrogen 
the product is the familiar compound of hydrogen and oxygen 

hydrogen + oxygen — ►- water 

Although hydrogen is itself readily combustible yet it is 
not a supporter of combustion; that is, substances will not bum 
in it. At ordinary temperatures hydrogen is not an active 
element. But under certain conditions it does combine with 
many of the elements. For example, if a mixture of hydrogen 
and chlorine is exposed to the simlight the two gases will com 
bine with explosive violence to form hydrogen chloride. Under 
the right conditions hydrogen combines with nitrogen to form 
ammonia and with sulfur to form hydrogen sulfide, which is the 
gas that is characteristic of rotten eggs. If a mixture of 
hydrogen and oxygen is heated to about 800^ C. a violent 
explosion occurs and water is formed. 

We may prepeie a mixture consisting of two volumes of hydrogen 
and one volume of oxygen (( 57) and pass it into soapy water ko that 
a froth of bubbles filled with the mixture is formed. . We first remove 
ike generator and then set the froth on fire with a long gas-lighting 
taper. The mixture bums with a report like the shot of a gun. 

Although at a comparatively high temperature the combina- 
tion of hydrogen and oxygen takes place with great violence, yet 
these two gases can be left together at room temperature for 
a very long time without chemical action. If, however, we 
mtroduce certain metals, such as finely divided platinum, 
chemical reaction sets in, and sometimes the platinum becomes 
80 warm that it glows from the heat produced by the combi- 
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nation. The platinum undergoes no change, it merely acts as 
a catalyst. We may think of the catal3rst as acting like oil 
which is applied to a machine as a lubricant. We grease the 
bearings to make the wheels go around more easily ; we add a 
catalyst to make a chemical change take place at a lower tem- 
perature. 

37. Reducing action. Hydrogen will not only combine 
with gaseous oxygen when heated, but will remove oxygen from 
many compoimds. 

Copper oxide is a black solid consisting of the two elements copper 
and oxygen. It may be formed by heating metallic copper in the air. 
This oxidation pro- 
ceeds slowly and 
gradually converts 
all the elementary 
copper into the ox- 
ide. 

The apparatus 
shown in figure 31 
is so arranged that 
dry hydrogen may 
be passed over hot 
copper oxide. The 
oxide is placed in 
the glass tube and Fig. 31. Dry hydrogen it iiused over hot copper oiide. 
heated with a burner 

until it is almost red-hot. Hydrogen is then passed over it. Water 
is formed and condenses in the tube. Metallic copper is left in the tube 
and can be recognized by its reddish color and metallic luster. 

When hydrogen combines with the oxygen of a compound 
and thus removes it, we say the substance has been reduced. 
Reduction i« therefore essentially the removal of oxygen. During 
this process the hydrogen has combined with the oxygen, form- 
ing water. This change can be expressed thus : 

copper oxide + hydrogen — >• water + copper 




[: 



oopperl 
oxygenj 



t hydrogen 1 
oxygen J 
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The combining of a substance with oxygen we have pre- 
viously defined aa ondition. Therefore the hydrogen haa 
been oxidized, the copper oxide has been reduced. Reduction 
is altvays accompanied by oxidation. If one substance is re- 



Fls. 33. Diriijble alrBhip R-34 which dossed the AtUntic. 



duced, some other substance must be oxidized, 
gen there are other substances, such as carbon, which act as re- 
ducii^ agents, and we shall later see that the terms " oxidation " 
and " reduction " are often given a somewhat wider meanii^. 
36. Uses of hydrogen. 
Hydrogen gas has a few 
practical applications. 
Because it is the lightest 
known gas it is used to 
fill balloons and dirigible 
I airships (Fig. 32). It also 
enters into the process 
by which certain vege- 
table and animal oils are 
dianged into hard fats. 
This process is called hy- 
drogenation and will be 
described in Chapter 
XXIV. Hydrogen for commercial purposes is usually prepared 
by the electrolysis of water. This process was explained in 
Chapter II. 
■The flame of burning hydrogen is very hot and is particu- 




Pig. 33. Blast lamp. 
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larly so if oxygen is forced into it in a suitable burner. This 
burner is very similar to that shown in figure 33, which is an 
ordinary blast lamp using illuminating gas and air instead of 
hydrogen and oxygen. The oxyhydrogen flame was formerly 
much used when a very intense heat was desired. It has largely 
been supplanted by the oxyacetylene flame and the electric arc. 

SUMMARY OF CHAPTER IV 

HYDROGEN MAY BE PREPARED by : 

(a) reaction between water and a metal; 
(&) displacement in an add by a metal 

(usual laboratory method) ; 
(c) electrolysis of water (commercial method). 

HYDROGEN IS a colorless, odorless gas. It Is the lightest 
known gas. 

HYDROGEN BURNS in oxygen or air, forming water. It is a 
powerful reducing agent When a substance is reduced by 
hydrogen, the hydrogen in turn is oxidized* Reduction is always 
accompanied by oxidation. 

THE CHIEF USE of hydrogen is to fill balloons and dirigibles. 
It is also used for the hydrogenation of oils. The oxyhydrogen 
flame was formerly used to produce intense heat. 

Questions 

1. In what properties are hydrogen and oxygen alike? In what 
are they unlike? 

2. What property has hydrogen which makes it a dangerous sub- 
stance with which to inflate balloons? 

3. How would you test hydrogen to see if it were contaminated 
with air? 

4. How would you keep a bottle of hydrogen overnight? 

5. Could pure hydrogen be used in a Bunsen burner instead of 
illuminating gas? 

6. What is the essential difference between oxides and hydroxides? 

7. In the exi)eriment of burning hydrogen to form water, why 
is it necessary to dry the hydrogen? 
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8. Why is oxygen passed through the inner tube of the oxyhydrogen 
blowpipe rather than the outer? 

9. Do we ever have oxidation without reduction? 

10. Name the three types of chemical reactions which have been 
studied thus far and describe briefly an example of each. 

11. Is it necessary to use a pneumatic trough in collecting hydrogen? 

12. Explain how the thistle tube in the hydrogen generator acts 
as a^safety tube. 

18. Hydrogen can be ignited by holding finely divided platinum 
in a jet of the gas. Explain. 

Topic for Further Study 

Dirigible airships and balloons. What are the relative merits of 
dirigibles and airplanes? What were balloons used for in the World 
War? What properties of hydrogen make it valuable for balloons? 
What properties make it undesirable ? Have any other gases been used 
to fill balloons? (Creasy* s Discoveries and Inventions, and TUden's 
Chemical Discovery and Invention.) 



CHAPTER V 
GASES AND THEIR MEASUREMENT 

What is the density of a gas — standard conditions — 
atmospherio pressure — efifeot of pressure on volume, Boyle's 
Law — effect of temperature on volume, Law of Charles — 
absolute temperature scale — gas equation — correction of 
pressure for water vapor — kinetic molecular theory. 

39. How to get fixe density of a gas. One of the important 
properties of any substance is its density. In the case of a 
solid or liquid we have only to weigh a definite volume and 
then compute the weight of a unit volume^ that is, the number of 
grams per cubic centimeter. But in determining the density 
of a gaS; such as air, oxygen, or hydrogen, we have a much 
more difficult problem. This is because gases are all very 
light and therefore hard to weigh, and also because a gas has 
no definite volume since it always fills the containing vessel. 
Then, too, the volume of gases is very much influenced by the 
temperature and pressure to which they are subjected. The 
principle, however, is just the same as with solids and liquids: 
we weigh a given volume of a gas imder known conditions of 
temperature and pressure, then compute what the volume 
would be imder standard conditions, and finally calculate the 
weight per unit volume, usually the nimiber of grams per liter. 

40. Standard conditions. The relative densities of various 

gases are especially important to the chemist both theoretically 

and practically. It is necessary first, however, to fix on certain 

standard or normal conditions of temperature and pressure. 

Chemists have generally agreed that zero degrees centigrade 

(0° C) and 760 millimeters {mm,) pressure shall be considered 

41 
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Fig. 34. Differences of level 
affect volume of gas. 



the standard temperature and pressure 
for ga^es. Not that we shall always 
endeavor to measure gases at 0° C. 
(the temperature of meltmg ice) and 
760 mm. (the average pressure of the 
atmosphere at sea level) ; but simply 
that, knowing the ac- 
tual temperature and 
pressure, we shall cal- 
culate what the volume 



of the gas would be 
under these standard conditions. 

41. Measurement of atmospheric pressure. 
Since we usually collect gases over water in a pneu- 
matic trough and make the level of the water in- 
side the measuring jar or bottle the same as that 
of the water outside (Fig. 34 A), we are subjecting 
the gas to atmospheric pressure. To measure the 
pressure of the atmosphere we have simply to 
read the barometer. The mercurial barometer 
(Fig. 35) consists of a column of mercury which 
just balances the pressure of the atmosphere. 
Usually the instrument consists of a stout glass 
tube about a meter long, closed at one end. This 
has been completely filled with mercury and then 
inverted so that the open end projects into a cup 
or reservoir of mercury. The mercury in the tube 
sinks to a level about 760 millimeters above the 
mercury surface in the cup. The space above the 
mercury in the tube is empty except for a minute 
quantity of mercury vapor ; in fact, it is the most 
perfect vacuum that we know how to make. To 
" read the barometer " means simply to measure 
accurately the height of the mercury column above 
the surface of the Uquid in the reservoir. Such a 
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Fig. 35. Meiw 
curial ba- 
rometer for 
measuring 
atmospheric 
pressure. 
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barometer indicates the variations in atmospheric pressure from 
day to day due to fluctuations in the atmosphere itself ; it also 
indicates changes of pressure due to changes in the elevation of 
the observer. 

42. How the volume of a gas changes with pressure. In 
order to compute what the volume of a given weight of gas 
would be under standard con- 
ditions, we must first find out I 
how much the volume of a 
gas varies as the pressure 
chains. This was first in- 
vestigated for the case of air 
by an Irishman, Boyle (Fig. 
36), and a few years later by a 
Frenchman, Mariotte. The 
results of their experiments 
showed that if we start with 
a given volume of air sub- 
jected to a certain pressure 
and then double the pressure, 
the volume of air will be re- 
duced to one-half. If the 
pressure is made three times 

us great, the volume of the 

air will be reduced to one- 
third, provided the tempera- 
ture of the air is kept con- 
stant. This was found to be 
a general principle which ap- 
plies to all gases. It is known 
as Boyle's Law and may be stated as follows : The volume of a 
gas at constant temperature varies inversely as the pressure. 

This may also be expressed in symbols, thus : 

V:V'::P':P 

(note the inverse proportion) 



Fia. 36. Robert Boile 



Pioneer inveatigator in phyaioa and 
chemistry; atudied effect o( pres- 
sure OD volumes of gasea : first to 
realize the difference between ele- 
ments and compounds. 
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where V and V denote volumes of a given quantity, of gas 
kept at Bome fixed temperature, and P and P' denote the cor- 
respondii^ pressures. 

It is easy to iUustrate this law by an experimeat. Suppose we 
arrange a graduated glass tube T as shown in figure 37. This is oon- 
neoted by a, rubber tube to a small reservoir of 
mereury which may be raised and lowered. First 
we place the reservoir in such a position that the 
mercury in it is eicactly level with that in the 
tube. In this position the air in the tube is under 
atmospheric pressure. We note the voluiae of 
wr. Next we raise the mercury reservoir and 
compress the air until its volume is reduced to 
one-half. When it reaches this point we find 
by measurement that the height of the mercury 
in the reservoir above that in the tube is about 
760 mm. (or whatever the barometer reads). 
Hence, we have subjected the gas within the tube 
to the pressm^ of an additional atmosphere ; in 
other words, there is now twice the pressure 
upon it that there was at first, and its volume is 
reduced to one-half. 

In the same way, if the reservoir be lowered 

until the gas in the tube has expanded to twice 

its original volume, we shall find on measuring 

that the mercury in the reservoir stands 380 mm. 

below that in the tube. Instead of being under 

ordinary atmosph^c pressure, the gas is now 

nc> 37- Apparatm for under reduced pressure. It is subjected to a 

UluitMliiig Boylo'B pressure of 760 mm. - 380 mm. or 380 mm. In 

riod liT i^l^^ud o*^^ words, the pressure ia only half the ordi- 

lowerins m«ciii7 r««- nary atmospheric pressure, and the volume of 

enolr. the gas is doubled. 

43. Use of Boyle's Law in the correction of gas v<dumes. 
Suppose a quantity of oxy^n has a volume of 1200 cc, and the 
barometer stands at 740 nun. What will be ihe volume under 
standard pressure (760 mm.) ? 
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According to Boyle's Law 

Substituting the values given in the problem, we have 

760 7 = 740X1200 

or 7=1169 cc. 

It will serve as a useful check on this result to note that the 
gas under standard pressure will be subjected to a greater 
pressure than before, and accordingly its volume will be less. 

Note. In solving such problems in ohemistry it will save much time to 
use a four-place logarithmic table or, better still, a slide rule. Generally it is 
sufficiently accurate to get three significant figures (§ 115) in the answer. 

Problems 

1. What volume will 45 oo. of hydrogen occupy when its pressure 
changes from 770 mm. to 750 mm. ? 

2. If 380 oc. of oxygen were measured at 745 mm. pressure, what 
would be the volume at 760 mm. ? 

3. A gas under a pressure of 60 cm. has a volume of 645 cc. What 
wiU be its volume under a pressure of 80 cm. ? 

4. If a certain quantity of gas under standard pressure (760 mm.) 
occupies 950 cc., find what volume it would occupy when subjected 
to a pressure of 77 cm. 

5. Oxygen is sold in steel cylinders under a pressure of 150 pounds 
per square inch. As the gas is used the pressure drops. When it 
has dropped to 30 pounds, what fractional part of the original gas 
remains? 

44. How the volume of a gas changes with the temperature. 
We all know that nearly everything expands when heated. 
For example, the mercury or alcohol in a thermometer expands 
and so rises in the stem when warmed. But perhaps we are 
not familiar with the fact that gases when warmed expand 
much more than liquids ; thus, air expands about nine times 
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as much as water. Even more remarkable, however, is the 
fact Uiat all gases expand at nearly the same rate. 

By the following eiqjerimeiit it is easy to measure in a rough way 

the amount which gasee expand. Suppose we take a glass tube of 

fmi f^f u uniform, bore (about 1 or 2 mm. in diameter) which has 

n 'j (■••ill been dosed at one end and which contains a little pellet 

T^K%0 "' mercury to separate the inclosed gas AB (Fig. 38) 

^^^^M ^Di the atmosphere. (Dry air is a good gas with which 

. /.'V^'S to experiment.) If we put the tube down into a pail 

I'lVUv*^ of cracked ice (a freezing mixture at 0° C), the gas in 

wS' t . ^^^ tube will contract and we can measure this length 

■Cjtjll AB of the column of gas, which we shall assume to be 

BU|^ 273 mm. If we put the tube into ateam at 100° C„ the 

Sjy 5 gas will expand and we can measure its length again, 

jEf 1 This length AB' we shall find to be about 373 mm. 

■JSSim From this experiment we see that the air expanded 

8bV\* 1 mm. for each d^n'ee rise in temperature (the expan- 

^^^p>V sion of the glass can be neglected). That is, the gas 

'^y^* has expanihd ^\j or 0.00388 of Us vt^ume at 0° C. for 

-*/(S~ each degree rise in temperature. 



\ ^1 periment just described we started with an air 
a pellet of column 273 mm. in length at 0° C. ; if we had 
""'"'^- cooled the gas from 0°C. to -1°C., the length 
would have been shortened a millimeter ; and if we had cooled 
it to —10° C, the length of the air column would have become 
263 millimeters. If, then, the air column continued to con- 
tract at the same rate when cooled indefinitely, the volume of 
the air at —273° C would become zero. As a matter of fact, 
we can never get a gas to so low a temperature as —273° C, 
because every known gas turns into a liquid before that tem- 
perature is reached. This temperature —273° C. is, however, 
one of unusual interest in the study of gases. It is called the 
absolute zero, and temperatures measured from this point as 
zero are called absolute temperatureg. Absolute temperatures 
may be designated by the letter A. Thus, 0° C. is 273° A., 
50° C. is 323° A., and 100° C. is 373° A. To charge any tem- 
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perature from the centigrade to the absolute scale, we have 
merely to add 273 degrees (Fig. 39). 

T he peculiar interest which this new thermometer scale has 
fr>y fVifl n^fijy||gf ii'o g in thc fact th at the volumes which a given 
weight o f^ffls o ccupies at two different temp eratu res ar e^di- 
rectl^jjCOj^prtional to the absoluite temperatures. From this 
discussion of absolute" tempeBMres it will be seen that the 
volume of any gas is doubled when its temperature is raised 
from 273° A. (0° C.) to 2 X 273° or 
546° A. (273° C). 

46. The Law of Charles. A little 
more than a century ago a French- 
man, Charles, studied the expansion 
of gases under constant pressure and 
discovered that all gases expand and 
contract to the same extent under the 
same changes of temperature, pro- 
vided there is no change in pressure. 

In generalj the volume of a gas is 
tsicyiteqirly proportumal to its abso- 
lute terrvp^ature when (he 'pressure 
is kept constant. This is known as 
the Law of Charles. 

This relation between the volume and temperature of a gas 
can be very concisely expressed algebraically : 



278' 



20.5* 



BoainaP»int«f 
.. .— £iri<ro0««. - . • — 

- — - AbaoluU ZtTO" - - -J 

Fig. 39. Centigrade and abso- 
lute temperature scales. 






II 



where Y and Y' represent the volumes of a certain quantity of 
gas at the same pressure but at different absolute temperatures, 
T and V , \it is the temperature on the centigrade scale when 
the volume is 7, then 7=273 + <; similarly, r = 273 + «'• 

For example, suppose we have a quantity of gas which measures 
320 cc. when the temperature is IS** C. What volume will this occupy 
atO^C? 
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First change the centigrade temperatures given in the problem 
to absolute temperatures by adding 273 and then substitute in the 
equation for the Law of Charles : 

V _ 273 
320 273 + 15 

or 7«32g_^73^3Q3^ 

In solving such problems the student would do well to com- 
pare his result with the original volume to see whether it is 
reasonable. If the temperature of a gas measured in the 
laboratory is 20° C, then the gas under standard conditions 
would contract about 7 per cent. 

Problems 

1. What volume would 160 cc. of oxygen, measured at 17° C, 
occupy at O*' C. ? 

2. If 250 CO. of gas were measured at -10° C, what will be the 
volume at standard temperature? 

3. A quantity of gas occupies 100 cc. when measured at 0°C. 
What will it measure when heated to 30° C. ? 

4. Given 560 cc. of hydrogen measured at 10° C. If the gas is 
heated to 20° C, how many cubic centimeters will it then occupy? 

5. What change in volume would occur if 2 liters of gas at 200° C. 
were cooled to 0° C. ? 

47. The gas equation. In practice the chemist usually has 
to make corrections for both the pressure and the temperature 
in reducing his volume of gas to standard conditions. It will 
therefore be helpful to combine the Laws of Boyle and Charles 
into one equation : py p,yt 



r 
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It will readily be seen that this equation reduces to equation I 
(Boyle's Law) when T—T', and that if P — P' the equation 
becomes 7/7=7'/?", which is another form of equation II 
(Charles' Law). Equation III is called the gas equation. 
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For example, suppose we wish to find the volume of a oertain 
quantity of gas under standard conditions, that is, at 0° C. and 760 mm. 
pressure, when it is known to occupy 1200 cc. at 15^ C. and under a 
pressure of 740 mm. 

Substituting in equation III we have 

1200 X 740 _ 7^ X 760 

273+0 



273+15 



whence 



7' = 1200X740X273 ^ i^q ^ 
760 X 288 



48. Correction for water vapor. As we have said, the 
chemist in the laboratory usually collects gases over water, and 
in this case there is one more correction to be applied. When 
a gas is collected over water and the level of 
the water is the same within and without the 
measuring vessel, the inclosed gas is under 
atmospheric pressure. But to some extent 
water has evaporated into the vessel, and a 
part of the volume inclosed is due to the water • 
vapor and not to the gas. This water vapor 
exerts a certain pressure, depending on the 
temperature. 

We may demonstrate this pressure of water vai)or 
by the following experiment: We take a strong 
glass tube (about 90 cm. long) closed at one end 
and fill it completely with clean mercury. If we 
close the opening with the finger, we may invert it CZ 
in a small dish of mercury. Then we introduce into ^is- 40. Mercury 
the vacuum above the column of mercury a drop ©f wSer^nto^°^ 
of water with a medicine dropper, as shown in figure 
40. The drop AB in the mercury column is equal to the pressure of 
the water vapor and increases as the temperature rises. 

Therefore the pressure inside a bottle of gas collected over 
water is the pressure of the gas plus the water-vapor pressure, 
while outside it is simply atmospheric pressure. What we 
want, however, is simply the pressure exerted by the gas col- 

E 
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lected. Since we cannot easily remove the water vapor, we 
can do what amounts to the same thing. We svbiract the 
pressure of the water vapor (aqueous tension), expressed in 
millimeters of mercury, from the barometric pressure, and the 
result is the corrected pressure. This we use in our calculation. 

Note. — A table in the Api)endix gives the pressures due to water 
vapor at various temperatures. 

For example, suppose a gas measiired 300 cc. over water when 
the barometer read 740 mm. and the temperature was 25° C. What 
would be its volume under standard conditions ? 

From the table for aqueous tension we see that the pressure of 
water vapor at 25° C. is 24 mm. ; therefore the corrected pressure is 
740-24, or 716 mm. 

Substituting in the gas equation, we have 

300 X 716 _ F^X760 
298 273 

whence F' = 259 cc. 



Problems 

1. A gas measured 1050 cc. at 740 mm. and 22® C. What would 
be its volume under standard conditions? 

2. A quantity of hydrogen and water vapor standing over water 
in a measuring tube has a volume of 45.3 cc. The temperature is 
22° C. ; the barometer reads 738 mm. Correct the volume of hydrogen 
to standard conditions. 

3. Ten liters of gas stand over water at 20° C. with the barometer 
reading 75 cm. The gas is passed through a drying agent and col- 
lected over mercury. If the temperature and barometric pressure 
remain constant, what will be its volume? 

49. Kinetic theory of gases. It is really a surprising fact 
that the volume of all gases should be equally affected by 
changes of pressure and temperature. To explain the pressure 
exerted by gases it is now generally supposed that all gases are 
made up of very minute particles called molecules. These 
molecules are so minute that we cannot see them even with 
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the most powerful microscope. In one cubic centimeter of a 
gas there are probably not less than 10'" (that is, 1 followed by 
nineteen ciphers) molecules. The spaces between the molecules 
are supposed to be much larger than the molecules themselves. 
This explains why gases are so easily compressed. 

Then, too, it is conjectured that these little particles are 
flymg about in all directions with great velocity and are travel- 
ing in straight lines, except when 
they hit each other and bounce off. 
The molecules of a gas seem to 
have no inherent tendency to stay 
in one place. This explains why 
gases diffuse so quickly and fill 
the whole interior of a containing 
vessel. 

We may show the diffusion o( bro- 
mine vapor by pouring a little liquid 
bromine into a cylinder. The red liquid 
quickly evaporates and diffuses up 
tlirougli the whole cylinder (Fig. 41). 

The blows which the iimumer- 

able molecules of a gas strike 
against the surrounding walls con- 
stitute a continuous force tending 
to push out these walls. This ac- 
counts for gas pressures. When a gas is compressed to half its 
volume the pressure is doubled, because doubling the density 
doubles the number of blows struck per second a^inst the 
walls. According to this theory the expansion of a ^s when 
heated is due to the more rapid movement of its molecules 
and to their requiring, in consequence, more room in which to 
fly about. 

In hquids we think of these molecules as being closely 
packed together ; but in gases they are widely scattered with 
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much vacant space between them. Thus a gas may be con- 
sidered as a swarm of very minute particles. All laws of gases 
can be explained by this kinetic molecular theory. 

* 

SUMMARY OF CHAPTER V 

DENSITY of a gas means the weight in grams of one liter of 
the gas under standard conditions. 

STANDARD CONDITIONS are temperature O^'C. and pres- 
sure 760 mm. of mercury. 

PRESSURE of a gas is made equal to atmospheric pressure by 
equalizing the water levels inside and outside the bottle. 

BOYLE'S LAW : Volume of a gas at constant temperature varies 
inversely as pressure. 

DENSITY of a gas varies directly as pressure. 

LAW OF CHARLES : Volume of a gas under constant pressure 
varies as the absolute temperature. 

ABSOLUTE TEMPERATURE scale begins 273'' below centi- 
grade zero. 

GAS EQUATION: t-^^±-^ 

To correct for water vapor subtract aqueous tension from baro- 
metric pressure. 

A GAS is supposed to be a vacant space with minute particles 
scattered throughout. These particles are called molecules and 
are supposed to be flying about in all directions with great 
velocity. Warming a gas causes more violent vibration of its 
molecules. Pressure of a gas is due to the blows which these 
molecules strike against the surrounding walls. 

Questions and Problems 

1. Why are gases so much more susceptible to changes in temper- 
ature and pressure than solids? 

« 

2. What advantages have 0"* C. and 760 mm. as standard condi- 
tions over some other more common conditions? 

3. When we say the pressure is 760 mm,-, what does that really 
mean? 
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4. What oondition as to temperature must always be stated in 
Boyle's Law? 

5. What condition as to pressure is assumed in stating the Law 
fof Charles? 

\ 6. How would you actually go to work to weigh a gas? 

7. If the water levels inside and outside the measuring vessel 
could not be conveniently equalized (Fig. 34 B and C), how would 
you make correction for this fact ? 

8. What do you suppose is the condition of the molecules at abso- 
lute zero? 

9. If a gas is collected over mercury, do we need to make a correc- 
tion for the pressure of the mercury vapor? 

10. Why should you expect the pressure of water vapor to increase 
with the temi>6rature? 

11. What would be the aqueous tension at 100® C.?* 

12. It is an experimental fact that a gas, even if heavier than air, 
gradually leaves an open cylinder. How does the kinetic theory 
explain this? 

13. The barometric pressure in the laboratory is generally less than 
760 mm. Will the corrected volume be greater or less than the 
observed volimie of a gas? 

14. In collecting a gas over water the bottle is first filled with water 
and then inverted in a pneumatic trough. What keeps the water up 
in the bottle? 

15. A certain quantity of oxygen measures 40 co. when the pressure 
is 765 mm. and the temperature is 15® C. What will be its volume 
when the pressure is 740 mm. and the temperature is 25® C? 

16. Twenty cubic centimeters of hydrogen is contained in a measur- 
ing tube in which the level of the water is 39 mm. above the outside 
level ; find the corrected pressure. Assume that the barometer stands 
at 740 mm., and the temperature is 21® C. 
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WATER AND ITS COMPOSITION 

Occurrence and importance — characteristic properties — 
change of state — solvent power of water — impurities in 
water — purification of drinking water. 

Chemical composition of water — electrolysis — synthesis 
by volume — Gay-Lussac*s Law of Volumes — synthesis 
by weight — percentage composition. 

50. Occurrence and importance. Water is the most familiar 
of all chemical compounds. It covers about five-sevenths of 
the earth's surface and is present in varying amounts in many 
of the commonest objects. The soil under normal conditions 
contains water, which, as we all know, is necessary to the 
growth of plants. The plants themselves contain large quanti- 
ties of it ; in fact, most of the vegetables used for food are at 
least three-quarters water. The human body consists of about 
70 per cent water, which is derived from our food and drink. 
The presence of water vapor in the atmosphere, its formation 
into rain and snow under varying conditions, and the important 
part it plays in climatic changes are familiar to everyone. 
Because water is fundamentally so important in the growth of 
plants and animals and in the production of climatic changes, 
it is not too much to say that life without it is impossible. 

51. Characteristic properties. Pure water is an odorless liquid. 
In small quantities it is colorless, but large masses show a dis- 
tinct blue color. When sufficiently cooled it solidifies to a color- 
less solid conmionly known as ice ; when heated it boils and 
changes rapidly into water vapor, or, as it is usually called, steam. 

O ne cubic centimeter of water at _A°__C'_ Vl^Qh^ J Qrgm,^ Its 
density at 4° C. is, therefore, one gram per cubic centimeter. 

54 
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llie specific gravit; of a substance is the ratio of its density to 
the density of water. Thus, the specific gravity of mercury is 
13.6, which means that it is 13.6 times as heavy as water. 

62. Changes of state. When liquid water freezes into ice 
or boib off as steam, we say that it has changed its state. All 
materials can be classified as solid, liquid, or gaseous. These 
are called the three states of matter. The transformation 
from one to another is a purely physical change, and the tem- 
perature at which it takes place is a very important physical 
property of the substance. The temperature at which water 
freezes to ice is taken aa 0° on the centigrade thermometer and 
is marked 32° on the Fahrenheit scale. The centigrade scale 
is the one that is used in nearly all scientific work. The tem- 
perature at which solid ice melts to 
water is also 0° C. Liquid water is 
always passing to some extent into 
the gaseous state, a process which is 
called evaporation, familiar to every- 
one as tlie way in which wet clothes 
slowly dry. Since water vapor is a 
gas it is invisible, and the white 
clouds which are sometimes called 
steam are not gaseous water at all, 
but consist of very fine drops of 
water formed by the vapor as it sud- 
denly returns to the liquid condition. 

We may demoostrate that gaseoua 
wftter, or " live ateam," is invisible by 
the following experiment; We place a 

little trater in a large flask provided with a one-hole stopper and bent 
tube, as shown in figure 42 A. When the water boils rapidly a cloud 
of " steam " escapes from the tube. It will be seen that the flask is 
clear although full o( steam. If we now hold under the jet ot steam 
another Bunsen burner (Fig. 42 B), the oloud at once disappears 
because the flame has warmed the air eo that the steam does not con- 
dense. 
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The evaporation of water at ordinary temperatures is slow 
but becomes more rapid as the temperature rises. When the 
temperature is raised sufficiently high, bubbles of water vapor 
rise through the liquid and the water is said to boil. At this 
point the evaporation is very rapid. The temperature at 
which this phenomenon takes place depends on the barometric 
pressure (Chapter V). Th e boiling point of watpr a t. 7fif) tyitti- 
jressure is 100° Q . The temperatures at which a substance 
freezes and boils are called the melting point and the boiling 
point respectively. 

53. Solvent power of water. Water will dissolve a great 
many substances ; for example, salt and sugar. This process, 
in the simpler cases at least, is probably merely a mechanical 
one. We may consider the liquid which is formed by dissolving 
sugar in water (called a solution) as a mixture. We use water 
to make solutions of a great many different substances, both 
because water is cheap and easily obtained and because it will 
dissolve so many materials. We speak of the liquid which is 
used in making a solution as the solvent ; we express the ease 
with which water dissolves substances by saying it has great 
solvent powers. (See Table of Solubilities in Appendix.) 
A water solution of a material is often called an aqueous solution. 

64. Natural water is impure. Since water is such an excellent 
solvent it is never found pure. Sea water, for example, has a 
considerable amount of conmion salt and many other sub- 
stances dissolved in it. Water obtained from certain wells 
and springs contains only a small amount of dissolved ma- 
terial; but the purest form of natural water is rain water. 
Even this, however, contains dust from the air and dissolved 
gases. Besides the dissolved impurities natural water usually 
has a great deal of material mechanically suspended in it. 
This generally consists of very fine particles of soil and causes 
what is commonly called " muddy water." 

Still another sort of impurity is organic matter, which is 
partially suspended and partially dissolved and which con- 
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aste of compounds formed from plants and animals. These 
come from the plant life in the soil and from sewage. Associated 
with the oi^anic material and livii^ on it are microdrganismB, 
or bacteria, many of which cause disease. Their preaence in 
water is almost always due to contamination with the waste 
products of animal life. Certain diseases, for example typhoid 
fever, are often contracted by drinking water which is thus 
polluted and into which the typhoid bacteria have found their 
way from persons suffering with the disease. Because water 
contaminated with sewage is very 
dangerous, towns and cities must 
go to extreme measm«s to obtain 
their supply from uncontaminated 
sources, and, if this is impossible, 
to purify carefuUy the water n^ich 
is used. 

66. Purification of water. Wat^ 
may be purified in four ways. Only 
the first produces really pure water. 
The other methods remove or de- 
stroy some of the materials which 
make it unfit for drinldng pur- 
poses. 

. (1) Distillation. All the dis- 
solved and suspended materials 
can be removed by a process 

called distillation. The water is 

, ., J . , L ■ L ■ ^S- 43- HakliiE diatillad water 

boiled in a vessel which is so ar- in the labontoiT. 

ranged that the steam will pass 

throu(^ a cold tube and again return to the hquid con- 
dition (Fig. 43). This change of water vapor to liquid water 
is called condensation, and the apparatus in which it takes 
place is called a condenser. The water which drops from 
the end of the condenser is pure, the impurities being left 
\behind in the vessel in ^ich the water was boiled. Distilled 
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w&ter, as it is called, is used in the laboratory ^en pure water 
is desired. It is sometimes used for drinking purposes but 
has a peculiar " flat " taste because it contains no dissolved 
air or other materials. This taste may be partially removed 
by bubbling air through the water, which dissolves a small 
quantity of the air and thus becomes more palatable. 

(2) Filtration. The suspended material in water may be 
removed by filtration. This is done on a large scale in cities 



fig. 44. Filtering waler thiough beds of s«ad. 

where the only supply comes from muddy rivers, or similar 
sources. The water is allowed to pass slowly through beds of 
gravel and sand (Fig. 44). The suspended material is caught 
between the small particles of the sand and retained. The 
water issuing from the bottom of the filter bed still contains all 
the dissolved impurities, but it is free from suspended matter 
and is much more suitable for household uses. 

(3) Boiling. Water which contains harmful bact«ria may 
be made fit to drink by boiling for a short while. This so- 
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called process of purification does not really remove any of the 
impurities, but merely kills the microorganisms (Fig. 45) which 
cause disease. These minute forms of plant life cannot live 
at the temperature of boiling water. When they are dead they 
can no longer cause disease. This method 
of treating water is very effective from the 
standpoint of health, but is too expensive 
to be utilized except on a small scale in 
special emergencies. 

(4) Chemical treatment of drinking 
water. The bacteria may be destroyed 
by other methods besides boiling. A 
number of chemical substances when «. ,^ t>««*^«.« 

ifig. 45. isactena some- 
added to water in very small amoimts times found in drinking 

kill the microorganisms. Chlorine and "^^^ ^^^^^^^ ™«- 
hypochlorous acid are two such materials ; 
but we shall reserve a full discussion of this method of purifica- 
tion imtil we have considered these substances. This process 
of chemical purification is rapidly becoming very important. 
A process closely akin to it is the way "in which natural run- 
ning water will in time purify itself. The oxygen of the at- 
mosphere dissolves in the water and chemically acts on the 
bacteria, destroying them. This is a slow process, but in a 
modified form has been used to some extent for purifying city 
water. The water is sprayed into the air in fountains, thus al- 
lowing as much opportimity as possible for the chemical action 
of the air. 

Composition of Water 

66. Decomposition of water. We have already seen (§9) 
that water may be decomposed by an electric current into 
hydrogen and oxygen. This chemical change can be repre- 
sented thus : ^ 11. 

water — >• hydrogen -f- oxygen 

Besides this fact we recall that the volume of hydrogen generated 
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was double that of the o:^^n. Knowii^ the 
densities of hydrogen and oxygen we might com- 
pute the weights of these gases, which are the 
constituent elements in water, and so get the 
percentage composi- 
tion of water. 

67. Syntheas of 
water by volume. 
The electrolysis of 
water is a method of 
■^'(l^d^J^d decomposition, or 
oirgeii prepared analysis, which means 
""'•"""■"• "tearing apart." A 
more decisive determination of the 
composition of water is brought about 
by an actual observation of the fact 
that the gases hydrogen and oxygen 
unite in the proportion of two volimies 
of hydrogen to one of 
oxygen to form water. 
This process of experi- 
mentation is called syn- 
thesis, which means 
" putting together." 

The experiment of com- 
bining the two goaes is usu- 
ally carried on in a piece of 
apparatus called a eudiom- 
eter. This is a graduated 

gtatui»wiihi™pi.«.um '«„.f„.7';~i.^ SZ- 

wires fused throi^h the glass drogen and aijtea. 
Tit. 47- Eudi- near the closed end. There 
"° tl"in^ ^! is a spark gap of 2 or 3 mm. hetween the ends of the 
njj2tuie ot wires. The tube is first entirely filled with mercury and 
hjdrogeaand inverted in a jar of the same liquid. Then a mixture 
oxygan. of one volume of oxygen and two volumes ot hydrogen 
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b ijrepared by deotrolysis (Fig. 46) and introduoed into the tub& 
(Fig. 47) until it is about three-fourths full of gas. An eleotrio epark 
from an induction coil causea the gases to oombine, and at once 
we see that the mercury rises 
uatil it reaches the top of the 
tube. The water formed has 
oondenaed to a alight dew. 

If the exp^iment is per- 
formed with the tube surrounded 
by a wider one through which 
steam passes (Fig. 48), the con- 
densation of the resulting steam 
is prevented. In this case it is 
found that, when all the gases 
ore measured at the same tem- 
perature {about 100° C.) and at 
the same pressure, a shrinkage of 
one-third hoe occurred. (Care 
must be taken to adjust the ap- 
paratus so that the top of the 
mercury in the tube, both before 

and after the change, is at the pio. 49. Jobbph Loom Gat-Litssac 
same height above the free (177&--1S60). 

surface of the m«wury in the a French chemist noted tor his «He«rche« 
jar.) OD the combining volumes of gases. 

This experiment shows that the volume of the steam is just 
equal to the volume of the hydrogen. In other words, 
2 vol, hydrogen+I vol. oxygen — »- 2 vol. steam. 
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68. Gay-Lussac's law of volumes. It is astonishing that 
the combining volumes of these gases should bear this simple 
and exact ratio to one another. When other gases are care- 
fully studied in the same way, it is found that th ti volumex of 
gases used and produced in a chffmYni. rhnti^f. ni *> qlii!n,V' ^ 
repres ented by the ratio of small whole numberp. This exceed- 
ii^y interesting fact was discovered by Gay-Lussac {Fig, 49) 
in 1808. 
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69. Compositioii of water by weight. To determine the 
relative weights of the elements which are combined in water, 
we take advantage of the reaction between hydrogen and copper 
oxide. In this experiment we weigh the water produced by 
reducing a known weight of copper oxide. The loss in weight 
of the copper oxide gives us the weight of the oxygen used, and 
the difference between the weight of the water formed and the 

weight of the oxygen 
gives the weight of 
the hydrogen. The 
apparatus is essen- 
tially the same as 
that already shown 
in figure 31. The 
copper oxide (A in 
Fig. 50) is reduced; 
the water is collected 
and weighed in a 
U-tube (B) contain- 
ing a drying agent, 

Fig. 50. Apparatus for finding the relative weights such as calcium chlo- 
of hydrogen and oxygen in water. 

nde. 

This method of determining the composition of water was 
first used in 1820 by Berzelius, and the work was repeated in 
1843 by Dmnas. In recent years the American chemist Morley 
has determined the composition of water with very great 
precision. According to the results of his experiments, 1 part 
by weight of hydrogen combines with 7,94 parts by weight of 
oxygen to form water. This is often called the gravimetric 
synthesis of water. 

Such an experiment in which the weights or volimies of the 
materials involved are carefully measured is called a quantita- 
tive experiment. The other sort of experiment in which we 
observe only the nature of the change and the properties of the 
products is called a qualitative experiment. 
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60. Percentage composition of water. This experiment 
illustrates very well the Law of Dei&nite Proportions ; for it is 
foimd that all samples of pure water, from whatever source, 
show when analyzed that 1 part by weight of hydrogen has 
combined with 7.94 parts by weight of oxygen. From the 
fact that there is no change of weight during a chemical change 
(Law of Conservation of Matter) we know that the hydrogen 

must be .. -q. or 11.2 per cent of water, and that the oxygen 

7 94 
must be . ' g. or 88.8 per cent of water, hx other words, water 

is about Q oxygen and ^ hydrogen by weight. 



SUMMARY OF CHAPTER VI 

WATER is one of the most important compounds. 

Water exists in three states: solid (ice), liquid, and gaseous 
(steam). It freezes at 0° C. and boils at 100° C. One cubic 
centimeter of water at 4° C. weighs 1 gram. 

Water is an excellent solvent for many substances; resulting 
solutions are called aqueous solutions. 

NATURAL WATERS are impure; they contain dissolved and 
suspended material and sometimes bacteria. 

PURE WATER can be prepared by distillation. Suspended 
material may be removed by filtration. Disease bacteria may be 
destroyed by boiling, or by adding small amounts of certain chem- 
icals. 

THE COMPOSITION of water can be shown by analysis and 
by synthesis. Two volumes of hydrogen unite with 1 volume of 
oxygen to form 2 volumes of steam. 

LAW OF GAY-LUSSAC : The volumes of gases used and pro- 
duced in a chemical change can always be represented by the ratio 
of small whole numbers. 

COMPOSITION OF WATER BY WEIGHT : 1 part by weight 
of hydrogen and 7.94 parts by weight of oxygen. 
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Questions and Probleics 

1. How would you prove that a oertain colorless liquid was water? 

2. How would you proceed to determine the total amount of 
solids present in a sample of water? 

3. Why is rain water the purest form of natural water? 

4. How could a steamship in mid-ocean obtain a supply of drink- 
ing water? 

5. Can water be purified by freezing? 

6. How would you destroy bacteria in water? 

7. How could you prove that the air of the laboratory contains 
water vapor? 

8. How could you demonstrate that ** live steam " is colorless? 

9. Name two or more other substances besides water which exist 
in three states. 

10. Name two other common solvents besides water. 

11. Why do we need to drink water? 

12. If one liter of hydrogen under standard conditions weighs 
0.09 grams, and one liter of oxygen imder the same conditions weighs 
1.43 grams, calculate from the results of the electrolysis of water 
its composition by weight. 

13. When 20 cc. of hydrogen and 8 cc. of oxygen are placed in a 
eudiometer and ignited, what volume of steam is formed? What 
gas and how much of it remain in excess ? 

14. In studying the composition of water by weight Dumas obtained 
the following results : 

Weight of water formed 945.439 g. 

Oxygen taken from copper oxide 840.161 g. 

Weight of hydrogen in water 105.278 g. 

Compute the percentage composition of water from these figures. 

16. A current of steam is passed over some clean iron filings 
which weigh 4.131 g. The iron filings are found to have increased in 
weight to 4.846 g. (a) What weight of steam has been decomposed 
in this experiment? (&) What weight of hydrogen has been set free? 
(c) What volume would it occupy under standard conditions? 

(Assume 1 liter of hydrogen weighs 0.09.gram8.) 
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Rbvibw Questions 

1. Write a careful statement of five laws whioh we have studied 
thus far. 

2. Describe a laboratory experiment to illustrate each of these 
laws. 

3. Write out a definition of each of these technical terms as used, 
in chemistry: dement^ substance, mixture^ compound, aUoy, catalyst^ 
solvent, hoUing point, melting point, absolute zero, 

4. Give an illustration of the correct use of each of the terms men-- 
tioned in number 3. 

6. Describe two methods of showing experimentally that water con- 
tains hydrogen and oxygen, and explain the tests which must be applied, 
in each case. 

Topics for Furthbr Studt 

Drinking water. What is the source of your water supply? What 
methods of purification are used? Make a trip to the local water 
works. Is the appearance of water a safe indication of its desirability 
for drinking purposes? 

Importance of water to life. What is the rdle of water in climatic 
changes? Is the prosperity of a country affected by the rainfall? 
What has been done in recent years to supply water to arid regions? 
How do you accoimt for the presence of so much dissolved material in 
the sea, and so little in rivers, ponds, and most lakes? 



CHAPTER VII 

THE TWO OXIDES OF CARBON 

Dioxide — production by burning and decay — test — 
used by plants — preparation by action of acids on car- 
bonates — experiments — properties : — liquid and solid — 
commercial uses. 

Monoxide — produced in coal fire — by reduction — from 
formic acid — properties — uses. 

Composition of the dioxide and monoxide — Law op 
Multiple Proportions. 

61. Production of carbon dioxide. When we burned char- 
coal (carbon) in oxygen (§ 19), the product was a gas which 
we called carbon dioxide. This process is going on all about 
us wherever charcoal, coke, coal, or wood — fuels which are 
largely composed of carbon — are being burned. This same 
gas is being produced on an even greater scale by the slow 
combustion of food in animals, and by the decay of wood and 
dead leaves. 

One of the essentials of the life process in animals is the slow 
oxidation of the food which has been consumed ; this oxidation 
liberates the heat which keeps the body warm. The oxidation 
takes place by means of the oxygen of the air which is breathed. 
The products of the combustion — carbon dioxide and water 
vapor — are exhaled with each breath. 

We may prove that carbon dioxide is present in the breath by a 
:$imple experiment. If by means of a glass tube we blow through 
some clear limewater* in a large test tube, as shown in figure 51, we 

* To make limewater, place a handful of powdered lime in a big bottle and 
fill this up with water ; cork it up, and shake it for a minute. Then leave the 
mixture overnight to settle and pour off the clear solution for use. 
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notice that at first the breath bubbles produce practically no change ; 
but as soon as the breath comes from farther within the lungs, the clear 
liquid quickly becomes milky, showing the presence 
of carbon dioxide. The jtroduction of milkiness in 
limewater is a characteristic of carbon dioxide. 

To demonstrate the fact that carbon dioxide is 
produced when any carbon compound is burned 
in the air, we may set fire to a piece of paper and 
drop it while burning into a dry bottle. We then 
pour in a little limewater, cover the bottle with a 
glass plate, and shake it up. 

We may also hold a dry bottle inverted over a 
candle fiame and show the presence of carbon di- 
oxide by means of limewater. 

62. How plants use carbon dioxide. At 

first thought it would seem that the constant pig, ^x. Blowing 

production of this great amoimt of carbon through Umewater 

dioxide must fill the atmosphere with the 

gas. The fact is, however, that when pure 

air in the country is analyzed, it is never 

foimd to contain more than three or four 
hundredths of one per cent of it. This is be- 
cause most plants reverse the process which 
takes place in animals ; they absorb carbon 
dioxide from the air and give off oxygen. 

The Uberation of the oxygen can easily be 
shown by placing a green plant under water in a 
jar, as in figure 52, and then settiog the jar in 
the sunlight. Bubbles of gas appear on the leaves, 
grow larger, and then detach themselves and rise 
to the top. This gas may be collected in a test 
tube and tested with a glowing splinter of wood. 
It is oxygen. 



to show the pres- 
ence of carbon 
dioxide in the 
breath. 




Fig. 52. Green leaves 
give off oxygen. 



We shall see in the next chapter that the 
small amount of carbon dioxide in the air 
varies very little ; it is of the greatest significance because of the 
intimate relation it bears to the life of all plants and animals. 
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63. Preparation of pure carbon dioxide. It is possible 
to prepare pure carbon dioxide by burning carbon in oxygen, 
but it is diflBicult to separate the gas from the unused oxygen. 
In the laboratory it is usually prepared by the action of an 
acid on marble, which is a chemical compound called calcium 
carbonate made up of the elements calciiun, carbon, and oxygen. 
When a dilute acid, such as hydrochloric acid, is brought into 
contact with a carbonate, a vigorous effervescence, or bubbling, 
takes place and continues imtil either the marble or the acid 
is all used up. This effervescence somewhat resembles boiling, 
except that the vapor which rises in boiling is always the same 
substance as the liquid from which it comes. 

To collect the gas evolved in this chemical action we may use the 
same apparatus as in preparing hydrogen (Fig. 24). Pieces of marble 
are placed in the bottle and dilute hydrochloric acid is poured in through 
the thistle tube. The action starts at once and the gas may be col- 
lected as usual in bottles in the pneumatic trough. 

64. Experiments with carbon dioxide. To study the 
properties of this gas we may perform the following experi- 
ments : 

(1) A lighted taper is inserted into a bottle of the gas. The flame 
is at once put out. 

(2) We dip a stirring rod into some limewater and then withdraw 
it so that a clear drop hangs from its end. If this is lowered into a 
bottle of the gas it immediately becomes clouded, or milky, in appear- 
ance. This is a test for carbon dioxide. 

(3) We may lower a short piece of lighted candle into a wide- 
mouthed beaker and then pour the gas from one of the bottles over 
the candle. The candle goes out, which shows that this gas is heavier 
than air. 

(4) Let us color some water with a few drops of a dye solution 
known as litmus, and let gas from the generator bubble through it 
for a few minutes. It will be noticed very soon that the litmtLa has 
turned red, which is a proof of the presence of an acid. This gas dissolves 
to a small extent in water, and the resulting solution, as we have seen. 
Is an acid. For this reason the gas is often called in commerce ** car- 
bonic acid gas." 
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66. Properties of carbon dioxide. In our experimental 
study we find that carbon dioxide is a gas without color or odor. 
Since it is a little 
more than one and 
one-half times as 
heavy as air, it can 
be poured from 
one vessel into 
another almost 
like water (Fig. 
63). It is some- 
what soluble in 
water. As with 
all gases its solu- 




Fig. 53. Scale pan weighed down by carbon dioxide. 




Carbon 
dioxitU 



bility is greatly increased by increase in pressure and, con- 
versely, becomes less with diminished pressure. This fact is 
taken advantage of in so-called carbonated water, and in many 
beverages, such as ginger ale. The beverage is treated with 

carbon dioxide under pressure and dissolves 
considerable quantities of the gas. The bottle 
containing the liquid is closed while still imder 
pressure. When the cork is removed the gas 
escapes and produces the familiar efferves- 
cence (Fig. 54). 

The most characteristic chemical property 
of carbon dioxide is its inertness. It will neither 
bum nor support combustion. It readily com- 
^^ bines with one class of substances called alka- 
GingtrAU lies, forming a group of compounds named the 

^^'^' ^f ^^J?*" carbonates. Lome is an alkali which is chemi- 

ozide evolved from i i .j j i 

ginger ale cauaes a cally known as calcium hydroxide, and the 
i^^i^tate in lime- ^hjte precipitate which is formed when lime- 
water and carbon dioxide react is calcium car- 
bonate. This calcium carbonate is exactly the same chemical 
compound as ordinary marble, and is called ''precipitated chalk." 



• • 



water 
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66. Liquid and solid carbon dioxide. By applying suffi- 
cient pressure to carbon dioxide gas at ordinary temperatures 
it may be condensed to a liquid. This liquid is an article of 
conmierce and is put on the market in strong steel tanks. 
When the liquid carbon dioxide runs from such a tank, part 
of it evaporates quickly and removes so much heat that the 
rest is frozen to a snow-like solid. 




A tank of carbon dioxide is tilted on its side, as shown in figure 55. 
A stout flannel bag is tied around the outlet and the valve is opened 

wide. After a few minutes the bag is 
found to contain a snow-like solid. This 
_ solid has very fascinating properties. It 

3 [ 3^ quickly disappears when left by itself, as 

it rapidly changes into gas. A portion 
of it placed on water very soon evapo- 
rates, but in so doing it removes heat 
from the water and freezes the latter. 

If the solid is put in a beaker and 
mixed with ether, the mixture will freeze 
a test tube of mercury. The ether serves 
to carry the heat quickly from the test 
tube to the soUd. 

Caution. In handling the solid carbon 
dioxide one must avoid pressing it against 
the flesh, otherwise it causes a frost bite 
which feels very much like a bum. 



Fig. 55. Liqtiid carbon dioxide 
boiling and freezing. 



Solid carbon dioxide enables us easily to reach a temperature 
as low as —40° C. It is sometimes used for refrigeration 
purposes. 

67. Commercial uses. Carbon dioxide has a number of 
important uses. We have already mentioned its extensive 
use in the preparation of carbonated beverages. The soda 
water of the drug store, which was originally prepared by mix- 
ing baking soda in solution with some fruit acid, is now made 
by connecting a tank of the gas with a supply of water, in such 
a way that a solution of carbon dioxide issues when the faucet 
is opened. Many fire extinguishers (Fig. 56) depend on carbon 
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dioxide for their effectiveness. The body of the container is 
filled with the water solution of a carbonate, generally sodium 
bicarbonate. A small bottle at the top contains 
sulfuric acid. When the extinguisher is turned 
upside down, the acid comes in contact with the 
carbonate and produces carbon dioxide. The gas 
thus produced forces the liquid out through the 
hose and also comes out itself. Since carbon di- 
oxide is heavy and noninflammable, it partially 
excludes the oxygen of the air and assists the water 
in putting out the fire. Such extinguishers are 
very effective but somewhat heavy to handle. 

Cabbon Monoxide 
68. Formatii»i in a coal fire. When carbon or 
a substance containii^ carbon bums in a limited "ton* dioSdis 
supply of air or oxygen, carbon monoxide ia fir* extln- 
formed. This gas is an oxide of carbon contain- «»*■*"■ 

ii^ less oxygen than carbon 
dioxide and havii^ quite dif- 
ferent properties. It bums 
in the air with a character- 
istic blue flame, forming car- 
bon dioxide. The burning 
of a coal fire in a rai^ offers 
an interesting example of 
this (Fig. 57). The hot coal 
I on the grate coming in con- 

tact with the o^^gen of the 
entering air bums to carbon 
dioxide. But this gas on 
passing through the upper 
layer of coa], where the supply of air is restricted, is reduced to 
carbon monoxide. At the top of the glowing layer of coal, where 
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Fig. 58. Preparation of carbon monoxide 
by action of warm sulfuric acid on 
formic acid. 



abundance of air can find access, the carbon monoxide again 
bums to carbon dioxide with the well-known blue flame. This 
carbon monoxide is commonly called " coal gas " and is famihar 
to everyone who has used anthracite (hard) coal. 

69. Laboratoiy method of 
preparation. We can prepare 
carbon monoxide by passing 
carbon dioxide through a 
tube containing charcoal. 
The charcoal must be heated 
red-hot, and the issuing gas 
must be passed through a 
solution of caustic soda in 
order to absorb any of the 
carbon dioxide which re- 
mains undecomposed. The 
residual gas, carbon monoxide, may be collected over water. 

An easier method is to treat formic acid with warm concentrated 
sulfuric acid. The latter causes the decomposition of the formic acid 
into water and carbon monoxide. The apparatus may be set up as 
shown in figure 58. 

70. Properties of carbon monoxide. Carbon monoxide is a 
colorless gas, nearly odorless, just a little lighter than air, and 
very slightly soluble in water. It is one of the gases which it 
is difiicult to liquefy. Its most striking chemical property is 
the fact that it bums in air or oxygen with a blue flame, forming 
carbon dioxide. It also acts as a reducing agent and will re- 
duce metallic oxides, such as copper oxide or iron oxide. In 
Chapter XXXI we shall see that the ores of iron are commer- 
cially reduced by this gas in a blast furnace. 

The reducing action of carbon monoxide may be very well shown 
by the following experiment. The gas is prepared in the flask A (Fig. 
59). The bottle B contains a little water to wash the gas, and the 
hard-glass tube C holds the black copper oxide which is heated. The 
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metallio oxide is reduced by the gas to reddish metallic copper, and the 
carbon monoxide is oxidized to carbon dioxide. The presence of this 
latter gas is shown by the milkiness produced in the limewater in bottle 
D, Any of the unchanged carbon monoxide which passes through 
is collected over water in E and then burned. 




Fig. 59. Copper oxide reduced by carbon monoxide. 

The results of this experiment can be briefly stated thus : 



copper oxide + carbon monoxide 



rcopperl 
LozygenJ 



[carbon 1 
oxygen J 



copper + carbon dioxide 

[carbon 1 
ozygenj 



Carbon monoxide is extremely poisonous. Less than half of 
one per cent of this gas in the air causes a severe headache, and 
large amounts may cause death. Every winter there are 
cases of men who are poisoned while working about an auto- 
mobile in a small closed garage. The exhaust gases of the 
gasolene engine contain some carbon monoxide. Sometimes 
the gas escapes into the room from a coal stove when the draft 
is not properly regulated ; cases of sickness and even of death 
have resulted from this cause. Illuminating gas, especially 
that known as water gas, contains carbon monoxide, which is 
particularly dangerous, since it is itself practically odorless 
and cannot be recognized in the air. Fortunately illuminating 
gas generally contains some other substance which has a pro- 
nounced smell and thus gives warning of the presence of the 
poisonous material. In mine explosions carbon monoxide is 
always formed ; and since birds are very sensitive to this poison, 
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the rescuers often carry canaries with them to warn them of 
their own dai^^r. In recent years oxygen helmets (Fig. 60) 
have been provided for miners to use in such emei^ncies. 

Carbon monoxide is poisonous because it combines with the 
red corpuscles of the blood and prevents them from taking up 

oxygen from the air. Since 

the life of a person depends 
on the absorption of oxygen 
by these blood corpuscles, 
carbon monoxide causes a 
sort of internal suffocation, 
which results in sickness and 
sometimes death. 

71. Composition of car- 
bon dioxide and carbon 
monoxide. The weights of 
carbon and oxygen which 
combine to form carbon di- 
oxide have been determined 
with great precision. The 
results of a great number of experiments have shown that the 
ratio of the weight of carbon to that of oxygen is as 1 : 2.66. 

Carbon monoxide has also been very carefully investigated, 
and it has been found that the ratio of the weight of carbon Id 
that of oxygen is as 1 : 1.33. It will be seen that 2.66 is exactly 
twice 1.33; that is, the weight of the oxygen combined with 
the carbon in carbon dioxide is exactly twice the amount com- 
bined with the carbon in the monoxide. This is a strikii^y 
simple relationship, and is indicated by the names di{two)oxide 
and mon(one)oxide. 

72. Law of multiple proportions. The case of carbon 
monoxide and dioxide is not peculiar. It has been found that, 
whenever there are two or more compounds containii^ the 
same elementa, the weights of the one element which are com- 
bined with a fixed weight of the other always bear a simple 



SUMMARY OF CHAPTER VII 76 

relationship to each othpr, such as 2 to 1, or 3 to 1, or 3 to 2. 
This generalization isi known as the Law op Multiple Pro- 
portions and was firsistated by John Dalton in 1804. It may 
be conveniently expressed in somewhat diflferent language as 
follows : When any two elements A and B combine to form more 
than one compound, the weights of B which unite with a fixed 
weight of A are in the ratio of small whole numbers. 

This law together with the Law of Definite Proportions is 
the foundation of chemistry. In a later chapter we shall see 
how Dalton explained these simple generaUzations by means 
of a theory which has made the science of chemistry possible. 



SUMMARY OF CHAPTER VH 

CARBON DIOXIDE is formed when carbon or carbon com- 
pounds bum or decay. 
It can be prepared: 

(1) by burning charcoal in air or oxygen; 

(2) by the action of adds on carbonates. 

Its properties: a colorless gas, slightly soluble in water, and 
suffocating but not poisonous. It is about 1.5 times as heavy 
as air. Easily liquefied. Evaporating the liquid produces solid 
carbon dioxide. 

TEST: Does not bum; combines with alkalies and produces 
a mUkiness in limewater. 

USED in making carbonated beverages such as soda water; 
in certain types of fire extinguishers ; and in ice machines. 

CARBON MONOXIDE is formed : 

(1) when carbon or carbon compounds bum in a limited 
supply of air; 

(2) by the reduction of the dioxide; 

(3) by action of warm sulfuric add on formic add. 

Its properties: a colorless gas and practically odorless, slightly 
lighter than air, and insoluble in water. Very poisonous. Bums 
with a blue flame, forming the dioxide. Acts as a reducing agent, 
taking oxygen from hot metallic oxides, such as copper and iron. 
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COMPOSITION OF THE OXIDBS OF CARBON: Weights 
of carbon to oxygen 

in tlie dioxide are as 1 : 2.66 ; 
in the monoxide are as 1 : 1.33. 
LAW OF MULTIPLE PROPORTIONS: When any two ele- 
ments A and B combine to form more than one compound, the 
weights of B which unite with a fixed weight of A are in the ratio of 
small whole numbers. 

Questions 

1. How could you distinguish between carbon monoxide and 
carbon dioxide? 

2. How could you distinguish between carbon monoxide and 
hydrogen? 

8. When alcohol bums, carbon dioxide is formed. What does 
this show about the composition of alcohol ? 

4. Does the fact that an acid produces effervescence when added 
to a material prove the presence of carbon dioxide? 

5. How would you test for a carbonate? 

6. A beaker of limewater is left standing in the laboratory over- 
night. The next day the liquid is covered with a white material. 
Explain. 

7. Name two important reducing agents which we have studied 
thus far. 

8. Two samples of illuminating gas contain 6% and 33% of carbon 
monoxide respectively. Which is the more poisonous? 

9. Upon what three properties of carbon dioxide does its use in 
fire extinguishers depend? 

10. How is the quantity of carbon dioxide in the atmosphere kept 
nearly constant? 

11. When the stopi>6r is removed from a bottle of mineral water, 
it effervesces. How could you prove the bubbles to be carbon dioxide? 

12. When carbon dioxide is passed over hot i)owdered zinc, zinc 
oxide is formed. What is the other product? 

18. The so-called '' water gas " is mainly a mixture of hydrogen 
and carbon monoxide. Why is water gas better for heating than for 
illuminating? 
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14. What effect would doubling the pressure have upon the solu- 
bility of carbon dioxide in water? 

15. Carbon dioxide is sometimes sx)oken of as plant food. Explain. 

16. Tobacco smoke is said to contain some carbon monoxide pro- 
duced by incomplete combustion. How may a smoker avoid this 
poison? 

Topics for Ftjrthbr Studt 

Heating apparatus in the home. Investigate your kitchen stove. 
Draw a diagram of it, and indicate what chemical reactions take place 
at each point. How is your house heated? Make a sketch of the 
system. Is there any danger of carbon monoxide escaping into the 
rooms? What might happen if the lining of the fire box in a hot-air 
furnace was defective? 

Coal-mine explosions. What is the cause of explosions and fires in 
coal mines? What steps have been taken by the mining companies 
and the government to reduce the danger from this source? (Consult 
pamphlets issued by the Bureau of Mines.) 



CHAPTER VIII 
NITROGEN AND THE ATMOSPHERE 

Importance of nitrogen — preparation from air and by 
decomposition of compounds — properties. Air, a mix- 
ture — liquefaction — commercial uses of nitrogen. Rare 
gases in air — use of heliimi. Composition of air — r61e of 
carbon dioxide in nature — impurities in " bad air " — 
fresh air. 

73. Importance of nitrogen. We have already learned 
(§ 22) that about one-fifth of the air is oxygen ; nearly all the 
remainder is the elementary gas called nitrogen. Combined 
with other elements it is present to a limited extent in certain 
mineral deposits, such as saltpeter. Compounds containing 
nitrogen are essential to life, and are present in all living matter 
and in its decomposition products. In fact, a valuable constit- 
uent of our food is protein material, which contains a large 
percentage of chemically combined nitrogen. Soils and ferti- 
lizers serve as food for plants very largely in proportion to the 
percentage of nitrogen which they contain. The compounds of 
nitrogen are so important that we shall consider them in 
separate chapters (XIX, XX), confining our attention at present 
to the element itself and to the air. 

74. Preparation from air. As has been said, Lavoisier 
found that air contains oxygen, which may be removed by 
causing it to combine with mercury. We can, however, re- 
move the oxygen much more quickly by burning phosphorus, 
and can thus obtain fairly pure nitrogen. 

We place a piece of phosphorus (wiped dry) in a porcelain crucible 
which rests on a cork floating on the surface of a pan of water. It is 
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ignited with a hot wire, and a jar is placed over the burning solid, as 
shown in figure 61. The phosphorus bums in the confined air in the 
jar, and forms the same dense white smoke as when burned in pure 
oxygen. We then allow the jar to stand for a short time so that it may 
cool, and the fumes, which consist of very fine, solid particles of oxide 
of phosphorus, may dissolve in the water. It will be noticed that 
the water has risen in the jar about one-fifth^ 
taking the place of the oxygen. If we now 
introduce a lighted tax>er or candle into the 
gas in the jar, we find that the flame is at 
once extinguished. The residual gas will 
not support combustion. 



:z: 






:^ 



Fig. 6z. Removing oxygen 
from air by burning phos- 
phorus. 



This inert gas was called by Lavoisier 
azote, which signifies that it is in- 
capable of supporting life. Later it 
was named nitrogen because of its 
presence in saltpeter, or niter. Ani- 
mals cannot live in nitrogen, not be- 
cause it is in any way poisonous, but simply because animals 
mitst have free oxygen. They die of suffocation in nitrogen 
just as they drown in water. 

75. Preparation of pure nitrogen. Until rather recently it 
was thought that pure nitrogen could be prepared from air by 
removing all the oxygen and the small amount of carbon dioxide 
that is always present. But it has been foimd that such 
nitrogen contains about one per cent of impurities, which are 
the so-called " rare gases." 

Pure nitrogen can be most conveniently prepared in the 
laboratory by heating a compound of nitrogen called am- 
monimn nitrite. This decomposes into nitrogen and water. 
Inasmuch as anmionium nitrite is unstable, we use a mixture 
of sodimn nitrite and ammonium chloride. The reaction, how- 
ever, is complicated, and we need not consider it at this point. 

76. Properties. Nitrogen is like oxygen and hydrogen in 
having neither color, taste, nor odor; but in other respects 
it is very different. For instance, it does not bum and does 
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not support combustion. In fact, its only characteristic which 
can be easily shown is that it does not readily enter into chem- 
ical reactions. It does, however, unite, although slowly, with 
certain other elements, provided these are heated to the proper 

temperature. 
It unites with 
red-hot mag- 
nesimn, form- 
ing a compound 
of magnesium 
and nitrogen 
called magne- 
sium nitride. 
When electric 
sparks are 
passed through 
a mixture of ni- 
trogen and oxy- 
gen, the nitro- 
gen will com- 
bine with oxygen to form oxides of nitrogen. In the presence 
of a suitable catalyst it will also combine with hydrogen at 
a moderately high temperature to form anmionia, which is a 
gaseous compound of nitrogen and hydrogen. Although these 
last two reactions take place only with difficulty, yet they have 
recently become of great importance because they enable us 
to transform the free nitrogen of the air into compounds of 
nitrogen. Compounds of nitrogen are essential to plant Ufe, 
and their preparation from the nitrogen of the air is a modem 
chemical problem of enormous importance. 

77. Air a mixture. The oxygen and nitrogen in air are 
not chemically combined. Air is only a mixture of these two 
gases and very small amoimts of some others. There are a 
niunber of pieces of evidence which clearly show that air is a 
mixture and not a chemical compound. 




Fig. 62. Air expelled from water by boiling. 
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(1) In the first place, pure nitrogen and oxygen can be mixed to- 
gether to form an " artificial air "whioh is almost identioal with ordinary 
air. There is no heat evolved or other aign of a chemioal reaction 
-when these gases are mixed. The proportions of the gases in this 
*' artMcial ab " may be varied, very considerably without appreciably 
afFeotii^ the chemical properties of the product. If the oxygen and 
nitrogen were chemically combined, thra« would be one definite pro- 
portion in which they would unite. 

(2) In the second place, water will dissolve air; if we expel this 
air from the watw by boiling (Fig. 62) and then analyze it, we find 
that it contains nearly twice as much oxygen as the original air. Oxy- 
gen is more soluble in water than nitrogen, and therefore relatively 
more of it dissolves. If the oxygen and nitrogen were combined, the 
dissolved gas would have the same composition as the air. 

(3) Finally, we can separate air into its components by a purely physi- 
cal process. This is done by liquefying the air and then carefully boil- 
ing oft the more volatile 

nitrogen. If air were a 
compound, it would all boil 
at the same temperature. 

78. Liquefaction of 
air. There is a definite 
temperature below 
which a gas must be 
cooled before it can be 
liquefied (Chapter IV). 
This is known as the 
critical temperature, and 
is difEerent for different 

gasea. In the case of Kg. 63. Di«r«m of OMenliil puts of Uquid-»ir 
both oxygen and nitro- 
gen the critical temperature is so low that it is impossible to 
liquefy these gases at ordinary temperatures, however much 
we compress them. To liquefy air we must cool it to a very 
low tenvperaiure as teeU as subject it to a high pressure. This 
is done on a large scale in an apparatus which ia constructed as 
in figure 63. 
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This diagram shows only the eesential parts of the apparatus. The 
air is oompressed hy a pump P, and the heat produced by the compres- 
sion is removed by passing the air through cooling coils. The com- 
pressed air is made to expand rapidly by allowing it to issue from a 
very small jet J into an expansion cyhnder kept at a lower pressure. 
As the air passes through this jet and expands, it absorbs a, great deal 
of heat. When a gas is compressed il gives out heat, and when a gas 



expands U abaorbg heat. This heat is removed from the gas, which is 
under pressure, by causing the expanded gas to flow back over the 
outside of the high-pressure pipe D through the cylinder. The cold 
expanded air is then compressed again and the pTooess continued. 
Finally the gas is cooled so low by its own continued expansion that 
it liquefies and is ooUected in vessel R, from which it can be drawn 
off as needed. 

We have just seen that air, like many other gases, is liquefied 
by the cojnbined effect of pressure and low temperature. Liquid 
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dir is really only a mixture of liquid nitrogen (boiling point, 
-195.7° C.) and liquid oxygen (boiling point, -182.9° C). 
It is commercially possible to separate the more volatile nitro- 
gen from the oxygen. In this way oxygen is man- 
ufactured for industrial use and is compressed into 
steel tanks. Nitrogen is also prepared commer- 
cially (Fig. 64) by the same process, but to a 
limited extent. 




Fig. 65. 
Dewar flask. 



79. Experiments with liquid air. liquid air is 

coming to be a commercial article which can be purchased 
in many places. If poured into an ordinary glass vessel, 
it quickly absorbs enough heat through the glass to cause 
it to boil away completely. It can be kept or trans- 
ported only in an especially constructed apparatus called a Dewar 
flask (Fig. 65). This flask consists of two glass vessels, one inside 
the other, the intermediate space being exhausted with a vacuiun 
pump. The liquid air in such a flask is thus surrounded by a vacuum, 
which conducts heat very slowly, and consequently the liquid will 

not readily evaporate. To decrease the evaporation 
still further, the flasks are often silvered ; this causes 
the heat to be reflected away from the exterior. The 
flask is also carefully packed in a basket with some 
nonconductor, such as felt, to prevent the inflow of 
heat from the outside. The well-known thermos bottle 
(Fig. 66) is constructed on the same plan and may be 
used to keep liquids either hot or cold for several 
hours. 

Ordinary materials manifest peculiar properties 
when cooled to the temperature of liquid air. For 
example, if a small rubber ball is immersed in liquid 
air and then dropped on the floor, it breaks into 
many pieces as if made of glass. In the same way 
Fig. 66. Cross a rubber tube which conducts liquid air soon be- 

section of ther^ ^Qj^^g g^ jjrittle that it breaks to pieces. Flowers and 
mos DOitio. . r . 

grass are frozen solid by immersion in liquid air and 

are very brittle when removed. If a burning stick is plunged into 

Uquid air it keeps on burning. A flame of hydrogen or coal gas 

dipped under the surface of liquid air goes on burning, and the water 

which is formed freezes. 
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80. Uses of nitFOgen. Free nitrc^eii is used to fill certain 
kinds of electric-light bulbs. On account of its inertness it 
does not attack the white4»ot filament in the lamp. When 
mercurial thermometers are to be used at temperatures from 
300" to 500° C, the space above the mercury in the stem is 
*illcd with nitrogen under pressure. In this way the mercury 
is prevented from boilii^, 
even at temperatures above 
its normal boilii^ point 
(357° C). To a limited ex- 
tent free nitrogen is used in 
the preparation of certain ni- 
trogenous fertilizers (§ 243). 
81. Rare gases. Five 
elements — argon, neon, 
helium, krypton, and xenon 
— occur in the air in very 
Bmall quantities. Argon, 
which is the most abundant 
of these, occurs to the ex- 
tent of only 0.94 of one per 
cent by volume. The other 
four together constitute less 
than 0.002 per cent of the 
Argon was first discov- 
ered in 1894 by Sir William 
Ramsay (Fig. 67) and Lord Rayleigh ; they removed all the 
oxygen and nitrogen from air by chemical methods; a very long 
and tedious process. It has since been found possible to pre- 
pare ai^n more conveniently by the liquefaction of the nitrogen 
and oxygen. Argon boils at a lower point than even oxygen, 
and can thus be separated from both nitrogen and oxygen 
by the liquefaction of the latter. The other elements are 
present in such minute amounts that their isolation and study 
was a matter of very loi^; and painstaking research. 



Fig. 67. Sir Wiujam Ramsat 

{1852-1916). 

L.n Eogliah chamiBt who discovered the 

rare gases in the atmosphen 



A NEW USE FOR HELIUM 85 

These five elements are all remarkably inert substances; 
it has not yet been fomid possible to make them enter into 
any chemical reaction. For this reason argon is sometimes 
used in the place of nitrogen for filling electric-light bulbs, 
being prepared commercially by the liquefaction of air. 

82. A new use for helium. Helium has very recently come 
to be a substance of practical importance. Next to hydrogen 
it is the lightest known gas, being about seven times lighter than 
air. It is noninflammable and therefore an ideal substance 
for filling balloons and dirigibles ; for most of the serious acci- 
dents which have occurred in the past have been due to the 
hydrogen's catching fire. Under the stress of the recent war 
the production of helium for aeronautical purposes has been 
accomplished on a large scale, and it is expected that the use 
of this gas will be of great importance in the future develop- 
ment of balloons and lighter-than-eir airships. Certain natural 
gases which issue from the ground in some parts of the United 
States contain as much as 3 per cent of helium. By a process 
of liquefaction helimn, which boils at the very low temperature 
of —269° C, can be separated from the other gases. 

83. Composition of the air. Samples of air taken in the 
open country have all been found to have the same composition, 
except for the content of water vapor. The composition of a 
sample of dry air is as follows : 

100 volumes of air contain 

Nitrogen 78 volumes 

Oxygen 21 volumes 

Argon 0.94 volumes 

Carbon dioxide 0.04 volumes 

Helium, neon, krypton, xenon traces 

In cities and in poorly ventilated places the composition of 
the air may be very different. The changes in composition 
of the air which occur in such regions are, however, insignificant 
when compared with the large bulk of air which surrounds the 
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earth. This great ocean of gas is constantly being stirred by 
the winds and air currents, and thus its composition, if taken 
in the open country, is alwajrs constant. 

84. Carbon dioxide in the air. Although the amount of 
carbon dioxide in the air is usually very small indeed, it plays 
a most important rdle. This gas is pouring into the atmosphere 
from every chimney and smoke stack ; it is produced wherever 
carbon compounds bum or decay; and is being exhaled by^ 

every living organism. On 
the other hand, all green 
plants absorb from the air 
carbon dioxide, which unites 
in the leaves with the water 
which has been absorbed 
from the soil by the roots. 
The products of this won- 
derful synthesis are starch 
and sugar (which are com- 
pounds of carbon, hydrogen, 
and oxygen), and oxygen, 

Fig. 68. DUgram to show the cycle of car- which is set free. We have 
bon and oxygen. ^^ ^g g^) the bubbles of 

oxygen rising from plants which were growing under water. 

The chemical change which converts inorganic material 
(carbon dioxide and water) into living matter can take place 
only in the sunlight^ and is brought about by the aid of the 
green coloring material in the leaves. 

Thus it will be seen that animals and plants are complements 
of each other as regards the supply of oxygen and carbon dioxide 
in the air. The plants remove the carbon dioxide from the 
air and convert it into compounds, which in turn become food 
for the animals. The animals bum this food and exhale carbon 
dioxide (Fig. 68). 

85. Impurities in the air affecting human comfort. We 
are all familiar with the so-called '^ bad air " which is found in 
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overcrowded, poorly ventilated rooms, and the disagreeable 
feelings which this " bad air " produces. It was formerly 
thought that the chief factor in air which influenced human 
comfort was carbon dioxide, since the carbon dioxide content 
is always high in crowded, stufiFy rooms and the oxygen con- 
tent lower than normal. But this view has been shown to be 
erroneous. It is true that healthful air must contain a certain 
minimum of oxygen and that one can suffocate in an atmosphere 
containing too much carbon dioxide. Yet the amount of carbon 
dioxide which is found in even the worst ventilated rooms is 
far below this amount. The chief factors which really determine 
whether or not air is pleasant to breathe are: (1) moisture, (2) 
temperature, (3) dust, (4) minute amounts of complex com- 
pounds exhaled by men and animals. 

The first two factors a«re closely associated. The human body is 
normally at a constant temi>erature of 98.6° F. (37** C), and this 
temperature is regulated by the evaporation of water from the surface 
of the body. If the surrounding atmosphere is particularly moist, 
this evaporation proceeds with difficulty, and the regulation of the 
body temperature is correspondingly difficult. Very hot, moist air 
is one of the most disagreeable atmospheres in which to work. Simi- 
larly, if the air is too dry the evaporation from the body proceeds 
too rapidly, and the normal physiological activities are upset. A 
proper regulation of the moisture content (called humidity) is one of 
the essentials for comfort. Another important factor is, of course, 
the proper regulation of the temperature. 

The presence of dust in the air causes a great deal of discomfort. 
Air in cities and in crowded rooms contains large amounts of dust, which 
not only irritates the respiratory organs but contains disease-producing 
bacteria. Air in the country after a good rain is relatively free from 
dust, and is always more pleasant to breathe than the dusty air of the 
city street after a long period of drought. 

The fourth factor which affects air is noticeable only in poorly venti- 
lated rooms containing many i>eople. The human body gives off very 
smaU amounts of substances which cause the air to have a disagree- 
able physiological effect. These minute impurities probably affect 
people by their disagreeable odor and possibly also because they are 
actually i)oisonous to the human system. Whatever the reason, they 
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oause the air of a crowded room to produce drowsiness, general dis- 
comfort, and even severe headaches. 

The impurities and the dust may be removed from the air by wash- 
ing it with a sort of shower bath of water. Very successful systems 
of ventilation have been installed in which the air is drawn out of the 
rooms, passed through a washer, partially dried, and sent back into 
the rooms again. Although the carbon dioxide content in such air 
may be relatively high, it produces no disagreeable effects. This sys- 
tem of ventilation is superior to that which merely introduces fresh 
air from the outside, because it does not necessitate the heating of 
large amounts of cold air. A great saving in the fuel used for heating 
the building thus results. 

86. How to get fresh air. Because the atmosphere in the 
country is really clean, it is well for everyone to live (xs much as 

possible in the open air. Since, however, a 
great deal of the world's work must be done 
indoors, it is important that we take every 
precaution to ventilate our houses properly. 
Some people have thought that night air 
is injurious, but a careful study shows that 
night air is the same as that, which we 
breathe during the day. In fact, the proper 
ventilation of a sleeping room is one of the 
first requirements for good health. Since 
the exhaled air is usuaUy warmer and 
Ughter than the inhaled air, it rises to the 

^^Ir^omhyoS^t^l *«P ^^ *^^. ^^^°^- Therefore it is better to 
window at top and open a window ai the top to let the hot 

®™* upper air out and also ai the bottom to ad- 

mit the fresh air (Fig. 69). Of course, this does not m^an that 
one should sleep in a strong draft. In many places it is feasible 
to sleep out of doors on a sleeping porch and so to secure perfect 
ventilation 

Suggestion 

For further rules about healthful living, read Fisher and Fiak'a Ho^ 
to Live. — Funk & Wagnalls Co. 
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SUMMARY OF CHAPTER Vm 

ELEMENTARY NITROGEN forms about four-fifths of the air. 
Nitrogen compounds are essential to life. 

PREPARED from the air by burning out the oiQrgen with phos- 
phorus or with red-hot copper ; this is sufficiently pure for most 
purposes. 

PURE NITROGEN is prepared by heating ammonium nitrite 
(sodium nitrite and anmionium chloride), which gives water and 
nitrogen. 

PROPERTIES: nitrogen is an inert substance, it is a color- 
less, odorless, tasteless gas; does not bum; does not support 
combustion or respiration; is not poisonous. It does not easily 
unite directly with other elements. At high temperatures it 
combines with a few metals such as magnesium, and also with 
oiQTgen and hydrogen. 

AIR IS A MIXTURE, NOT A COMPOUND. It is essentially 
composed of nitrogen, oiqrgen, and argon with varying amounts 
of water vapor, carbon dioxide, and dust. 

AIR CAN BE LIQUEFIED and separated into its components 
by allowing the more volatile parts to boil off first. 

ARGON occurs in air to the extent of nearly one per cent by 
volume. There are traces of four other rare gases, which cannot 
be made to combine with any other elements. Argon is used 
for filling electric-Hght bulbs. 

HELIUM is one of the rare gases; it can be made com- 
mercially 'by liquefying certain natural gases. It is noninflam- 
mable and seven times lighter than air. Used in balloons to some 
extent. 

CARBON DIOXIDE is introduced into the air by combustion 
and respiration. It is removed by green plants, which get all their 
carbon from the carbon dioxide in the air and produce oiqrgen. 
This balance of plant and animal life keeps the amounts of oiqrgen 
and carbon dioxide in the air constant. 

The chief factors in the air which affect human comfort are 
(I) moisture, (2) temperature, (3) dust, (4) small amounts of im- 
purities given off by the human body. To get as much fresh air 
as possible, — work, play, and sleep out of doors. 
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Questions 

1. How would you distinguish between nitrogen and carbon 
dioxide? 

2. Of what use is the carbon dioxide in the air? 

3. Why will an animal die in nitrogen gas ? 

4. Why are traces of nitrogen compounds foimd in the air after 
a thimderstorm? 

6. Every ton of coal burned produces about 3 tons of carbon 
dioxide. Why does the composition of the air vary so little? 

6. If a teakettle containing liquid air 
is placed on a cake of ice, the liquid boils 
vigorously (Fig. 70). Explain. 

7. Why do we not put a stopper in a 
bottle containing liquid air? 

8. How would you prepare a sample 
of air which is free from water vapor and 
carbon dioxide? 

9. If air has a definite composition, 
why is it not considered a compoimd ? 

10. State three ways in which oxygen 
can be removed from air. 

11. Why are there so few nitrogen compoimds among the minerals ? 

12. What are the principal objections to dust in the air we breathe ? 

13. How may one increase the humidity of the air in a room? 

14. Why do not green plants produce as much oxygen at night 
as during the day? 

16. What relief does an electric fan in a room offer on a hot day? 
Explain. 

16. Why does the carbon dioxide not form a layer at the bottom 
of a room? 

Topic for Fxtrther Study 

Ventilation. Investigate the ventilation of the classroom. The 
air currents may be observed by means of lighted bits of paper. Notice 
the effect of opening and closing the windows. What are the modem 
methods of ventilating schoolrooms, theaters, and public halls ? Why 
is it not necessary to have a ventilating system in a dwelling-house? 
What methods can be used for regulating the temperature and the 
humidity? 



Fig. 70. Liquid air in the tea- 
kettle boils on a cake of ice. 
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CHAPTER rX 

THE THEORY OF ATOMS AND MOLECULES 

Three laws — conservation of matter, constant and multi- 
ple proportions — facts and theories — Dalton's theory of 
atoms — explanation of facts — atoms and molecules — 
physical and chemical changes — value of atomic theory. 

87. Review of the three fundamental laws. In all our 

study of chemical substances and their changes we find that 
matter is indestructible; that is, the sum of the weights of the 
substances which take part in a chemical change ds equal to the 
sum of the weights of the products formed (Law of Conservation 
of Matter). 

We have also seen that one of the most important character- 
istics of a chemical compound is expressed by the Law of 
Definite Proportions : the weights of the elements which combine 
to form a given compound are always in the same definite proportion. 

We further saw that when two elements combine to form two or 
more compounds, the ratio of the weights of the one element com- 
bined with a fixed weight of the other in the two compounds can 
be expressed by small whole numbers. This is the Lc.w of Multiple 
Proportions. These laws are the general expressions of a vast 
number of well-established facts. 

88. Facts and theories. Whenever we are confronted with 
a series of facts, we are prone to ask oiirselves the question. 
Why are these facts so? To explain and account for facts 
chemists have adopted certain theories. It is worth while 
to see just what the difference is between laws and theories. 
A law may be defined as a generalization based on experi- 
mental facts; it is a shorthand method of summarizing the 
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results of a large number of investigations. A theory is a sort 

of scientific guess, or hypothesis, which we make in order to explain 

Uie fads. If the hypothesis fits all the facts, it is considered a 

satisfactory theory so loi^ as no new facts are discovered 

which disagree with it ; but if fresh facts are found out which 

will not harmonize with the 

theory, it must be given up 

and a new one proposed. 

A tiieory always starts 
with certain assumptions 
which we cannot test experi- 
mentally. Beginning with 
these assumptions, we reason 
that so and so must be true. 
The more closely the conclu- 
sions fit the known facts the 
more hkelihood there is that 
the theory is correct. We 
cannot, however, say that 
r:Q. 71. John Dalton (1786-1844). the theory is proved, but 
An Engiiflh schooimsBter and chetniat merely that it is probably 

who introduced the atomic theory. "^ r u 

true. 
89. What is the atomic tiieoiy? The early Greek philos- 
ophers (about 300 B.C.) believed that all matter was composed 
of very minute particles which could not be further subdivided. 
These ultimate bits of matter they called atoms. The ancient 
thinkers, however, had such a meager knowledge of natural 
science that they could not make use of this theory to explain 
natural phenomena. John Dalton (Fig. 71) in 1808 put for- 
ward a theory which explained very simply the Law of Definite 
and Multiple Proportions. Dalton, like the Greeks, assumed 
that all matter was composed of very minute particles, which 
he also called atoms ; ' but aside from this fundamental assump- 
tion, his views were quite different from those of the early philos- 
ophers. His contribution, generally known as Uie atomic 
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theory, has been adopted to explain the facts about 'chemical 
compounds, and it may therefore justly be said to be the most 
comprehensive and useful theory in modem chemistry. 

Dalton made the following assumptions : 

(1) Matter is made up of small particles caUed atoms. 
.x^ I (2) All the atoms of a given element are exactly alike in size 

J^- I and weight, but differ in these respects from the atoms of every 
other element. 

((3) Atoms can unite with other atoms and hold them by a 
force called chemical aflSnity ; i t is this imion of atoms which 
produces chemical compounds.^ 

(4) Atoms cannot be divided, and therefore only whole atoms 
unite with each other. 

90. How this theory helps us to understand the facts. 

First, as to the fact that compounds always have a definite 
composition. According to this theory we assmne that a com- 
pound is due to a union of atoms of different elements. For 
example, in carbon monoxide one atom of carbon unites with 
one atom of oxygen, forming a group of two atoms. Since all 
the oxygen atoms have exactly the same wei^t and the carbon 
atoms also have each a fixed weight, any sample of carbon 
monoxide will have a definite composition. This is the Law 
of Definite Proportions. 

Second, as to the Law of Multiple Proportions. It is con- 
ceivable that a carbon atom mi^t unite with two atoms of 
oxygen instead of only one. An entirely different compound 
would result ; in each group there would be one carbon atom 
and two oxygen atoms. That is, there would be twice as much 
oxygen combined with carbon as in the first case. Carbon 
dioxide is, in fact, just such a substance : it contains twice as 
much oxygen as carbon monoxide. In carbon dioxide we 
imagine that every atom of carbon is united with two atoms 
of oxygen. 
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FinaUy, as to the Law of Conservation of Matter. We 
assume that in a chemical change the atoms are redistributed, 
but that none are produced or annihilated. The sum of the 
atoms of the substances which take part in a chemical reaction 
must equal the sum of the atoms in 'the products, since none 
are lost in the change. This simply means that matter is 
indestructible. 

91. Atomic weights of the elements. Since the atoms are 
so very small we do not attempt to determine the actual 
weight of a single atom. But by comparing the relative 
weights of elements which combine, we have been able to deter- 
mine with great precision the relaiive weights of their atoms. 

The numbers which are now accepted by chemists as repre- 
senting the atomic wei^ts of the elements are given in the 
table in the back of the book. It will save time if we become 
familiar with the approximate atomic weights of some of the 
commoner elements. In this table we see that the atomic 
weight of carbon is 12 and of oxygen is 16. Therefore in carbon 
monoxide we should expect 12 parts by weight of carbon to 
unite with 16 parts by wei^t of oxygen ; in other words, the 
ratio of carbon to oxygen would be as 1 : 1.33, which corre- 
sponds to the results of the chemical analysis of carbon mon- 
oxide. The fact is, as we shall see later (Chapter XIII), that 
the niunbers in the table are derived from the relative combin- 
ing weights of the elements in compounds. These weights 
are determined by very precise anal3rsis of the compounds. 
Therefore the table of atomic weights represents certain chemical 
facts in regard to the elements which are quite independent of 
any theory. 

92. Atoms and molecules. The small est indivisible part 
o f^ an element is an atom. We haveaiready seen in Chapter V 
that a gas is composed of a vast number of minute particles 
called molecules. In most common gases, such as oxygen, 
nitrogen, and hydrogen, each molecule is made up of two 
atoms held together in chemical combination. In the case of 



PHYSICAL AND CHEMICAL CHANGES 95 

a compound such as carbon monoxide (§ 68) the carbon and 
oxygen atoms are joined together in groups ; these groups of 
atoms are molecules. A great number of such molecules make 
up the gas which we recognize as carbon monoxide. Thus, in 
certain elementary gases a molecule is composed of two atoms 
of the same element ; in a compound a molecule is composed of 
two or more atoms of different elements. There are a few cases, 
such as mercury vapor, where the molecules of the gas are the 
atoms themselves; these gases are said to have monatomic 
molecules. 

93. Physical and chemical changes. When a gas, such as 
air, is liquefied, we think of the molecules as coming closer 
together in the space they occupy ; and again, when the liquid 
is frozen, we imagine the molecules as coming still closer to- 
gether so that they attract each other with considerable force. 
But in all these states of matter we conceive of the molecules 
as vibrating, and the temperature of a body as an outward 
indication of the rapidity of this vibratory motion. These 
changes which affect the molecule a^ a whole toe caU physical 
changes. 

If, however, we disturb the composition of the molecule by 
breaking throu^ the force which unites the atoms, we produce 
a chemical change. For example, when we separate the con- 
stituent atoms in the water molecules and obtain hydrogen 
and oxygen, which are both entirely different in their proper- 
ties from the original water, this is a chemical change. 

We may define an atom as the smallest partide of an element 
which can take part in a chemical change. We may also define 
a molecule as the smallest partide of matter which can exist in a 
gaseous state, 

94. Value of the atomic theory. If the theory of atoms is 
merely an hypothesis about the atoms, which are so small that 
we cannot see them, why study the theory at all? It is an 
interesting fact that althou^ it is more than a hundred years 
old, it has never been replaced by a better one. Chemists 
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generally agree that it does explain satisfactorily the fac& 
regarding chemical combination, and that it has done more 
than any other theory for the advancement of the physical 
sciences. In recent years an abundance of new experimental 
evidence has been fomid, which we cannot here describe in 
detail since it involves considerable mathematical physics. 
The atomic theory has been so strengthened by all this work 
that scientists have come to believe in the existence of atoms 
and molecules with as much certainty as is possible about things 
which we cannot see by direct observation, 

96. Brownian Movement. 
If very fine particles are sus- 
pended in a liquid and the mix- 
ture examined imder a very 
powerful microscope, it will be 
seen that all the particles are 
in a state of rapid and irregu- 
lar motion. This is called the 
Brownian Movement, and is 
apparent only with particles 
which are so small that they 
cannot be seen except with a 
microscope. While scientists 
have known of the movement of these particles for a long time, 
it has only recently been carefully studied. The thorough 
investigation of this problem has led to one of the most con- 
vincing arguments as to the reality of molecules. 

The motion never ceases and is independent of the nature of 
the particles ; liquids taken from the interior cdvities of rocks, 
which must have been sealed up for eons, show the same 
Brownian Movement. This motion of the minute particles is 
almost certainly due to the fact that they are being bombarded 
by the molecules of the liquid, which are themselves in constant 
motion. A liquid, like a gas, is also made up of molecules, but 
they are in closer contact with each other. The Brownian 




Fig. 72. Path of a Brownian particle 
as observed under a microscope. 
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particles serve, then, to visualize this never-ending dance of 

the molecules. While we cannot yet observe the molecules 

themselves, we can see them move and toss around a somewhat 

larger particle of matter (Fig. 72). 

It has been possible in several ways to estimate the size of a 

molecule. The diameter of a molecule is somewhere in the 

3 
order of innnnnnnn ®^ ^ centimeter. The smallest particle 

2 
which can be seen with a microscope is about i^^/w^ ol a 

centimeter in diameter. 
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THE ATOMIC STRUCTURE of matter was first suggested 
by early Greek philosophers. John Dalton in 1808 used it as a 
basis for a theory which explained the Laws of Definite and Multiple 
Proportions. 

DALTON'S THEORY assumes the following: 

(1) All matter is composed of atoms. 

(2) AU atoms of a given element are alike. 

(8) Atoms can unite with and hold other atoms by reason 
of a force called chemical affinity. 

(4) Atoms are indivisible^ and therefore only whole atoms can 
unite with one another. 

AN ATOM is the smallest particle of an element which can take 
part in a chemical change. 

A MOLECULE is the smallest particle of matter which can 
exist in a gaseous state. 

A LAW is a generalization of experimental facts; a theory in 
volves certain assumptions from which certain conclusions may 
be drawn to explain a series of experimental facts. An hypothesis 
is a scientific guess which, if satisfactory, may become a theory. 

THE ATOMIC THEORY is still a theory, but science has 
recently developed considerable evidence which makes the reality 
of atoms and molecules extremely probable. 
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Questions 

1. Show how the Law of Conservation of Matter applies to the 
decomposition of red oxide of mercury. 

2. Show how the Law of Definite Proportions applies to the com- 
position of water. 

3. Sulfur dipxide is 50% sulfur and 50% oxygen. Sulfur trioxide 
is 40% sulfur and 60% oxygen. Show how these facts illustrate 
the Law of Multiple Proportions. 

4. State in your own words the four assumptions which Dalton 
made in his atomic hyx)othesis. 

6. What is the difference between an hyjK) thesis and a theory? 

6. What is the difference between a natural law and a state law? 

7. What theory accounts for the effects of temperature and pres- 
sure upon the volumes of gases ? 

8. What is meant by the terms: (a) atom of an element, (6) 
molecule of an element, (c) molecule of a compoimd? 

9. Classify the following as either physical or chemical changes: 
(a) the burning of wood, (6) the evaporation of gasolene, (c) the dis- 
solving of sugar in water, (d) the souring of milk, (e) the melting of 
butter, (/) the decay of food, (g) the explosion of dynamite. 

Topic for Further Study 

Science in ancient Greece and Rome. Why did not the early Greek 
philosophers apply their idea of the atomic theory to explaining chemi- 
cal facts? Were they interested in chemistry and physics? {Moore* 8 
History of Chemistry, and Sedgwick and Tyler*8 Short History of 
Science.) 
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CHAPTER X 
SYMBOLS, FORMULAS, AHD EQUATIONS 

Symbols, significance — fonuulos, si^floanoe — percent 
age composition calculation — chemical equations — how to 
write equations — five Ht«pB — what an equation doee not • 
show — review equations of reactJoDs studied. 

li^ve types of reactions — reversible reactions. 

96. Chemical symbols. Chemists have found it convenieiit 
to represent the various elements by the symbols which are 
given in the table on the 
back cover. These sym- 
bols were introduced by 
the Swedish chemist, Ber- 
zelius (Fig, 73), and are 
merely the first letter or 
letters of the names of the 
elements; as, for instance, 
C for carbon, H for hydro- 
gen, for oxygen, S for 
sulfur, Br for bromine, and 
Si for aUicon. In a few 
cases the first letter and 
one other that is prominent 

in the name are used, such p,^ 73 j^^^ j^^^ Bebzbliub 
as CI for chlorine and Mg for (1779-1S48). 

magnesium. In other cases introduced the modem symbola used in 

the symbol is taken from " *'°"* ^' 

the Latin name ; thus, Cu stands for copper (cuprum), Fe for 

iron ifermm), Ag for silver (argerUum). It will be well for the 
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student to learn the i^3rmbols of the common elements as we 
study them. 

97. What does a symbol mean ? These symbols are not used 
I ^?as fnere shorthand signs, but each one stands for an atom of the 
element. Thus, the symbol O stands for one atom of oxygen, 
and the symbols H, N, Na, Fe represent one atom of hydrogen, 
nitrogen, sodium, and iron, respectively, and not these substances 
in general. More exactly, then, they are atomic symbols, and 
i^t merely abbreviations of the names of the elements. 
^^.iV^^We have also seen that the aioms have a perfectly d^nite weight, 
w and so the i^jrmbol means not only the element but a definite 
quantity of the element. O alwajrs means 16 parts by weight 
of oxyg^, and C always means 12 parts by weight of carbon. 

When we know how many atoms of an element go to make 
up a molecule of that element, we can express this knowledge 
very briefly by s3nnbols with small subscripts placed after them. 
Presently we shall show that the molecule of hydrogen, oxygen, 
nitrogen, chlorine, and some others consists of two atoms ; this 
l|fact is represented by the symbols H2, O2, N2, CI2, respectively. 
^^^■JTie sjrmbol H2 thus mean^ (me molecule of hydrogen. 
«!& ^ 98. Chemical formulas. We may represent the composition 
of compounds with these symbols. This is done simply by 
placing side by side the symbols for the various elements in 
the compound. For example, sodimn chloride (common salt) 
is made of one atom of sodimn (Na) and one atom of chlorine 
(CI) and is represented by the united sjmabols of the two ele- 
ments, NaCl. Such an arrangement of symbols representing 
a compound is called the formula of that compound. 

When the molecules of a compound contain more than one 
atom of any particular element, this fact, as we have said, is 
expressed by placing small numbers inmiediately after the 
symbol of that element. Thus, H2O is the formula for one 
molecule of water, a compoimd containing two atoms of hydro- 
;gen and one atom of oxygen. Very often it is necessary to 
indicate a group of atoms in a molecule which behave in many 
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reactions like a single atom. Parentheses are used for this pur- 
pose. Thus, a molecule of calcium hydroxide (limewater) 
may be represented by Ca(OH)s, ^ich indicates a molecule 
containing one atom of calcium, two atoms of oxygen, and two 
atoms of hydrogen. 

When we wish to indicate more than one molecule of any 
substance, we place large numerals before the i^3rmbol or formula. 
Thus, 2 O2 means two molecules of oxygen, and 5 HsO means 
five molecules of water. 

99. Just what does a formula mean? It is very important 
that we understand the full meaning of a formula. For ex- 
ample, the formula for sulfuric acid is H^04, which means : 

(1) one moleonle of sulfurio aoid ; 

(2) composed of two atoms of hydrogen, one atom of sulfur, and 
four atoms of oxygen ; 

(3) 2 parts by weight of hydrogen, 32 parts by weight of sulfur, 
and 4 X 16 or 64 parts by weight of oxygen ; 

(4) 2 + 32 + 64 or 98 parts by weight of sulfurio add. 

100. Percentage composition from the formula. If we know 
the formula of a compound and have a table of atomic ¥rei^ts,. 
we can easily calculate the percentage of each element in the 
compound. Given the formula of potassium chlorate as KClOs, 
and the atomic weight of potassium 39, of chlorine 35.5, and 
of oxygen 16. Then the formula represents 

39.0 parts by weight of potassium, 

35.5 parts by weight of chlorine, and 
3 X 16 or 48.0 parts by weight of oxygen, 
or 122.5 parts by weight of potassium ohlorate. 

Therefore potassium ohlorate contains 

^ » 0.318 or 31.8 per oent of potassium. 



122.5 

35.5 
122.5 

48 
122.5 



» 0.290 or 29.0 per oent of chlorine, and 
s 0.392 or 39.2 i>er oent of oxygen. 
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Questions aivd Problebis 

1. Give the symbol of each of the following elements: sodiiun, 
sulfur, manganese, magnesium, mercury, potassium, phosphorus, 
lead, platinum, and iron. 

2. Name the elements which correspond to the following s3nnboIs : 
Ag, Sn, W, Ni, Au, Cu, A, Ra, As, and Al. 

3. State the facts expressed by the formulas: CuSOi, 3NaCI, 
2HsO, P4, andBa(OH)s. 

4. Compute the percentage composition of the following compounds 
from the formulas as given : (a) common salt (NaCl) ; (6) saltpeter 
(KNOi) ; (c) mercuric oxide (HgO) ; (d) sulfuric acid (H1SO4) ; 
and (e) cane sugar (CuHnOn). 

NoTB. Use the approximate atomic weights as given on back cover. 

101. Chemical equations. The principal use which the 
chemist makes of symbols and formulas is in writing in a con- 
densed and precise form a large amount of information about 
chemical changes, or reactions. Inasmuch as matter is in- 
destructible (Law of Conservation of Matter), we represent 
these changes, or reactions, as equations. There is the same 
amount of each element after the change as before. 

The symbols and formulas of all the materials undergoing 
change are placed on the left ; those of the new products resulting 
from the change, on the right ; the arrow means forms or gives. 
For example, the union of iron and sulfur to form iron sulfide 
is expressed thus : pe + S >■ FeS 

The burning of magnesium in oxygen mi^t at first be ex- 
pressed thus: T,, , ^ y,ir^^ 

^ Mg + O2 — >■ MgO 

but this equation is wrong because we have two atoms of 
oxygen on the left and ordy one on the right side, and this would 
indicate that some of the oxygen had been lost. The very 
word " equation " means that there must be just as many 
atoms of each element after the change (on the ri^t) as before 
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(on the left). We can " balance " the equation, as it is called, 

thus : 

2Mg + 0j— ^2MgO 

In decomposing potassium chlorate by heat we might write 
the equation at first thus : 

KCIO, — ^ KCl + 0, 

and then balance it thus : 

2 KCIO, — ^ 2 KCl + 3 0, 

From a study of the above it will be seen that these equations 
are not algebraic; they represent chemical changes which 
actually take place. Before we can write an equation we must 
know: 

(1) that the change takes place; 

(2) what substances are involved; 

(3) what the yroducts are; and 

(4) the formulas of all the substances involved and of all products, 

102. How to write equations. In making a chemical equa- 
tion there are Jive steps : 

(1) Write on the left the formula of each substance taking 
part in the reaction. 

(2) Write on the right the formula of each substance known to 
be produced. 

(3) Correct the ri^t-hand side by increasing the number of 
molecules so as to use all the elements on the left. 

(4) Correct the left-hand side by increasing the number of 
molecules needed by the substances produced. 

(5) Check up to make sure that each atom of all the elements 
is accounted for. 
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Fob bxamplb, hydrogen bums in oxygen and produces water. 

(1) H,+0, 

(2) H,+0, >-H,0 

(?) H,+0, ► 2 H,0 

(4) .^^ 2 H, +0, — ► 2 H,0 

(5) We hay^ 4 atoms of hydrogen in the 2 molecules of hydrogen 
on the left, and we have 4 atoms of hydrogen in the 2 molecules of water 
on the right. We have 2 atoms of oxygen in 1 molecule of oxygen on 
the left, and we have 2 atoms of oxygen in the 2 molecules of water on 
the right, 

103. Cautions. Use the molecular formulas for the gaseous 
elements. Thus, the molecular formulas of oxygen, hydrogen, 
nitrogen, and chlorine are Os> Hs, Nj, CU. 

Remember that the number placed before a formula multiplies 
the whole formula. Thus, 2 HjO is the same as 2(HsO), which 
means two molecules of water consisting of 4 atoms of hydro- 
gen and 2 atoms of oxygen. 

We balance equations not by altering the formulas of the 
substances, but by taking the proper number of molecides so 
that the number of atoms of each element is the same on both 
sides. 

104. What an equation does not show. Chemical changes 
wiQ usually occm* only under certain conditions, which are not 
indicated in the equation. 

For example, the equation 

2HgO — ►2Hg+0, 

does not show that it is necessary to keep heating the red oxide of 
mercury in order to decompose it. The equation 

C Zn + H,S04 — > ZnSO* + H, 
does not indicate that the sulfuric add must be diluted with water. 

In general, the materials which are present but which 
undergo no change, such as water used as a solvent and the 
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various cataljnstSy are not represented in the equation. linaUy, 
we do not as a rule try to show the amount of heat whidi is 
evolved in the chemical reaction. For example, 

C + O, — >- CO, 

showf that carbon unites with oxygen to form carbon dioxide; but 
it does not tell us how much heat is produced, a piece of information which 
is most important for the industrial chemist. 

106. Equations for reactions studied. We shaQ now write 
chemical equations for the reactions which we have studied 
up to this point, and which we have hitherto summarized by 
words. The student wiU do well to master thoroughly all these 
equations. 

When water is electrolysed it is decomposed into free hydro- 
gen and oxygen. The equation for this is : 

2 H,0 — >- 2 H, + O2 

We have to take two molecules of water in order to proyide two oxy- 
gen atoms, since the formula for free oxygen is Os. 

When mercury oxide is heated oxygen and mercury result. 

The equation is : 

2HgO— ^2Hg + 0, 

Again we take two molecules of mercury oxide, so that we may 
have enough oxygen atoms to form a molecule. The mercury formed 
is a liquid ; and we have reason to believe that the atoms in metals 
are often not united in molecules. Hence we represent them as in 
this case : 2 Hg not Hgs, two single atoms of mercury, not a molecule 
of mercury composed of two atoms. 



Five Types of Reactions 

106. Simple decomposition. This type of chemical change 
involves only one substance, ^ich breaks down by diemical 
change into two or more simpler substances. Such a reaction 
is called a simple decomposition. The decomposition of water 
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I 

into hydrogen and oxygen is an example of this type of chemical j 
change. 

107. Direct combination or synthesis. Another type of 
chemical reaction, which is the reverse of simple decomposition, 
is synthesis. In this type we start with two or more substances 
and build up a compoimd. The following equations are the 
syntheses involving oxygen which we have thus far considered : 

2 Hg + O2 — ► 2 HgO 
2 H2 + O2 — >- 2 H2O 

C + O2 — ► CO2 
4 P + 5 O2 —^ 2 P2OB 

2 C + O2 — ► 2 CO 
2 CO + O2 -^ 2 CO2 

These equations represent the changes which took place when 
mercury, hydrogen, carbon, and phosphorus were heated in contact 
with pure oxygen or air. The last two equations show the burning^ 
of carbon in an insufficient supply of oxygen, producing carbon monox- 
ide ; and then the burning of carbon monoxide to carbon dioxide. 

108. Simple replacement. The methods of preparing hydro- 
gen (except the electrolysis of water) are examples of a type of 
chemical change called replacement. In this type of reaction 
one element takes the place of some other element or elements 
in a compound. 

Thus, when zinc or magnesium acts on hydrochloric acid or sul- 
furic acid, the metal replaces the hydrogen : 

Zn + 2 HCl — >- ZnCU + H2 

Zn + H2SO4 — >■ ZnS04 + H2 

Mg + 2 HCl — >- MgCl2 + H2 

, When steafm is passie^ pyer hot iron, the iron replaces the hydrogen 
of the water, forming the magnetic oxide of iron (Fe304) : 

4 H2O + 3 Fe — ^ Fe304 + 4 H2 



n 
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When metallic sodium or calcium is placed in water, the metal 
replaces the hydrogen of the water, forming sodium hydroxide (NaOH) 
or calcium hydroxide (Ca(0H)3) : 

2 Na + 2 HaO — >- 2 NaOH + H, 
Ca + 2 HjO — >- Ca(OH), + H, 

Note that in order to be able to represent the hydrogen in the molecular 
state (Hs) we must prefix the ooefQcient 2 in several places. 

109. Double decomposition. Probably the commonest type 
of chemical reaction involves the interaction of two compounds 
to produce two other compound products. This is called 
double decomposition because each compound apparently 
breaks up into two parts, each of which unites with a different 
part of the other compound. 

For example, take the reaction of hydrochloric acid (HCl) on 
marble (CaCOs) to form calcium chloride (CaCl2) and carbonic acid 
(H2CO,) : 

2 HCl + CaCOa — >- CaCU + H2CO3 

The carbonic acid decomposes into water (HjO) and carbon dioxide 
(CO,) : 

H2CO3 —^ H2O + CO2 

110. Oxidation and reduction. The significance of oxida- 
tion and reduction has already been considered. We need 
now simply to write equations for some of the cases which we 

have met : 

CuO + H2 —^ Cu + H2O (§ 37) 

C02 + C-^2CO (§69) 

111. Reversible reactions. When we dissolve carbon dioxide 
gas in water, there is a combination between the water and the 
carbon dioxide to form the compound carbonic acid : 

H2O + CO2 — ^ H2CO8 
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If we heat such a solution of carbonic acid the carbon dioxide 
gas is driven oflf and we finaUy end with only water : 

HsCOs — >- HjO + CO2 

This reaction is just the reverse of the first; whether the 
reaction goes one way or the other depends on the conditions, 
in this case primarily on the temperature. We call such a 
reaction a reversible reaction and indicate it by writing a double 

arrow; thus: h,0 + CO, ^ H.CO, . 

This equation tells us that the reaction will proceed one way 
or the other according to the conditions. 

SUMMARY OF CHAPTER X 

THE CHEMICAL SYMBOL of an element represents one 
atom of the element; it also signifies the atomic weight of the 
element, usually in grams. 

THE FORMULA of a compoimd shows what elements con- 
stitute the compound, and also the percentage composition. 

AN EQUATION represents an actual chemical reaction. It 
is a picture of the molecular condition of a certain number of atoms 
before and after a chemical change. 

A chemical equation must always be balanced; it must have the 
same number of atoms of each element on one side as on the 
other. 

BEFORE WE CAN WRITE AN EQUATION WE MUST 
KNOW: 

(1) that the change takes place ; 

(2) what substances are involved ; 

(3) what the products are ; 

(4) the formulas for all the substances involved and all the 
products. 

A chemical equation does not indicate the conditions of the 
reaction. Catalysts and solventSi which are not affected, are 
not expressed. Usually the heat effects are not indicated. 
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CHEMICAL CHANGES CAN BE CLASSIFIED AS 

(a) simple decompositioni (b) direct combinationi 
(c) simple replacementi (<f) double decompositioni or 
(e) oxidation and reduction. 

A REVERSIBLE REACTION is one in which the reaction mky 
proceed in either direction according to conditions. 



Questions and Problems 

1. What is the distinction between a symbol and a formula? 
Illustrate each. 

2. State the meaning of each figure and letter in the following 
formulas: 2H2SO4; 10H,0; (NH4)iS04; Fe,(S04)8. 

3. Calculate the percentage composition of the following com- 
pounds: black copi)er oxide (CuO); carbon dioxide (COs); marble 
(CaCOs) ; iron oxide (Fe804) ; zinc sulfate (ZnS04). 

Hint. Use table of approximate atomic weights on back cover. 

4. Why is a chemical equation called an equation ? 

5. What is the difference between Os and 2 0? 

6. What is the difference between simple decomposition and 
double decomposition? 

7. Write a reversible equation involving hydrogen and oxygen. 
State the conditions imder which it goes in each direction. 

8. When zinc and sulfmr are heated together, zinc sulfide (ZnS) 
is formed. Write the equation. 

9. When aluminum reacts with hydrochloric acid (HCl), hydrogen 
smd aluminimi chloride (AlCU) are formed. Write the equation. 

10. When tin is heated in the air, tin oxide (SnOs) is formed. Write 
the equation. 

11. When carbon dioxide is bubbled through limewater (Ca(0H)2), 
calciimi carbonate (CaCOs) and water are produced. Write the 
equation. 

12. Write the reversible equation for the classic experiment of 
Lavoisier with mercury and air. 
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/ > CHAPTER XI 

CHEMICAL CALCULATIONS 

Importance — quantitative meaning of equations — prob- 
lems involving weight only — significant figures — problems 
involving weight and volume — general rules. 

112. Importance of calculations. To the industrial chemist 
the chemical equation is very important because it enables 
him to calculate just how much material he ought to use in a 
given reaction and how large a product he may hope to get. 
In actual practice, however, he very seldom gets the full amount 
of the product as calculated from the equation, and therefore 
he computes the efficiency of his process. These computations 
are all based on the chemical equations of the reactions, and 
require only the simplest arithmetical work. 

113. Quantitative meaning of equations. An equation 
when properly balanced tells us what substances react and 
what the products are ; it also gives us the number of mole- 
cules of each substance involved; finally, by using the atomic 
weights, we learn the relative weights of the different substances in 
the equation. 

For example, in the equation for preparing oxygen by heating 
potassium chlorate we may compute the relative weights of potassium 
chlorate, i)otassi\mi chloride, and oxygen thus : 



2KC103 — 


■^ 2KC1 + 3O2 


(2 X 122.5) 


(2 X 74.5) (3 X 32) 


245 


149 96 



The weight of each molecule (molecular weight) may be found by 
adding the atomic weights of the elements involved : 

110 
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mol. wt. of KaO, = 39 + 35.5 + (3 X 16) - 122.5 
mol. wt. of Ka = 39 + 35.5 = 74.5 
mol. wt. of 0, =2 X16 = 32 

Since there are two moleonles of potassium chlorate and of potassium 
chloride in the equation, we multiply their molecular weights by two ; 
and as there are three molecules of oxygen, we midtiply its molecular 
weight by three. 

We can now read this equation as follows: ^4^ parts by 
weight of poUiasium chlorate give 149 parts by weight of potassium 
chloride and 96 parts by weight of oxygen. 



114. Problems involving weight only. What weight of iron 
sulfide (FeS) can be made with 10 grams of iron? Assume the neces- 
sary sulfur is available. 

To avoid mistakes it is well to arrange the work very clearly 
and to do it methodically. 

We first write the equation : 

Fe + S — >- FeS 

Then we write imder each symbol and formula the weight it represents 
(using the atomic weights given on the back cover) : 

Fe + S >- FeS 

56 32 88 

This means that 56 parts by weight of iron combined with 32 parts 
by weight of sulfur will give 88 parts by weight of iron sulfide. We 
have here the quantitative meaning of the equation. 

Next we again read the problem and place above the symbol for 
iron the weight given, which is 10 g., and above the formula for iron 
sulfide an x, which is the weight we wish to find ; thus : 



10 


X 


Fe + S — 


->-FeS 


56 32 


88 



FinaUy we state the proportion thus : 

56 : 88 : : 10 : X 

Hence z = ^^1^^ or 16.7 grams. 
56 
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Now we shall check up the reasonableness of our answer by roughly 
estimating what it ought to be. In this case we know that 56 parts of 
iron will give 88 parts of iron sulfide. Therefore we ought to get 
about one and a half times as much iron sulfide as the iron with which 
we started. Hence our answer, 15.7, is reasonable. In this way we 
may quickly detect such a mistake as the misplacing of a decimal point 
or the inverting of the proportion. 

116. Significant figures. The atomic weights which are 
to be used in calculating such problems are the approximate 
values given in the table on the back cover. These are not 
the most accurate values which have been determined, but 
they are close enough for practical purposes. It is only in 
very accurate chemical work that we use the most exact values 
that have been obtained. It will be seen that these numbers 
have not more than three figures in them; the fourth, fifth, or 
sixth figure coimting from the left has been roimded off. For 
example, the accurate atomic weight of barimn is 137.37. We 
call this 137. In the same way, in carrying out arithmetical 
processes we should express the answer in the nearest three fibres. 
Since we have used atomic weights that have not more than 
three figures in them, the fourth, fifth, and sixth figures in a 
possible answer will have no significance. We therefore say 
that the problems in this book should be carried to but three 
significant figures. Zeros which occur before a set of numbers, 
as for example in 0.00672, are not considered as significant 
figures ; the three significant figures here are 6, 7, and 2. 

116. Problems involving weight and volume. Suppose we 

wish to find out how many liters of carbon dioxide (measured under 
standard conditions) can be obtained from 2 kilograms of marble by 
the action of hydrochloric acid. 

First, we write the complete equation for the reaction : 

CaCOs + 2 HCl >• Caa, + H2O + CO, 

Second, we write imder each formula the figure representing the 
weight for which each complete formula stands : 
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CaCO,> 2 HCl — >• Caa, + H,0 + CO, 

100 73 111 18 44 

Third, we write above the equation what we know and what we 
desire to know about eaoh of the substances involved : 

2000 X 

CaCOs + 2 HCl — >- CaCl, + H,0 + CO, 

100 73 111 18 44 

Fourth, we read the equation and the figures as they now stand and 
make a proportion which will show the required value : 

100 : 44 : : 2000 : x 

Fifth, we solve this proportion and check our answer : 

^^442^^00 ^ 33^ grams. 

Firudly, we look up the density of carbon dioxide (see table in 
Api)endix), and find it to be about 1.98 grams per liter. 

Therefore the volume = ^- =444 liters. 

1.98 

Note. If the conditions were not standard (C C. and 760 mm.), we should 
simply solve as above and reduce the volume under standard conditions to 
that under the required conditions, as explained in Chapter V. 

Again, suppose the problem to be as follows: How much 
zinc is required to produce 10 liters of hydrogen (standard 
conditions) by the action of dilute sulfuric acid? 

We must first find the weight of the hydrogen and then compute 
the weight of the zinc needed. 

The weight of 10 liters of hydrogen is 10 XO.09 or 0.90 grams. 
The equation is as follows : 

X 0.90 

Zn + H,S04 >- ZnSO* + H, 

65 98 161 2 

The proportion is 2 : 65 : : 0.90 : x 

Therefore x = ^ ^^'^ =29.3 grams. 

Note. If the volume of the hydrogen had not been measured under standard 
conditions, the first step would have been to reduce the volume to standard 
conditions, for the density of hydrogen (0.09 grams per liter) appUes only to 
standard conditions. 
I 
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117. General rules. Let us sum up in five general rules 

the method used in solving chemical problems : 

(1) Write the complete equation for the reaction in question. 

(2) Write imder each formula the figure representing the 
weight for which each complete formula stands. 

(3) Write above the equation what we know and desire to 
know about each of the substances involved in the reaction. 

(4) Read the equation and the figures as they now stand 
and make a proportion which will show the required value. 

(5) Solve this proportion and decide whether the answer is 
reasonable by making a rough calculation as to what the 
answer should be. 

SUMMARY OF CHAPTER XI 

A CHEMICAL EQUATION represents the relative weights 
of each of the substances involved. By writing out equations 
and then by using atomic and molecular weights, it is possible 
to calculate how much of any substance may be required or pro- 
duced in a chemical change. 

THE ACTUAL WEIGHTS of the substances are in the same 
ratio as the weights of the molecules involved. Such calculations 
deal with but two of the substances at a time. 

PROBLEMS INVOLVING WEIGHT AND VOLUME may be 
solved first by finding the weight of the gas involved and then by 
computing the volume from the density. Or, if the volume is 
given, compute the weight and solve by proportion. 

Problems 

\ 1. How much potassium chlorate must be used to generate 2 
' grams of oxygen? 

2. How much mercuric oxide must be used to generate 2 grams 
of oxygen? 

^^^ 3. What weight of zinc will be nfiAded to generate 100 liters of 
"^ hydrogen, using dilute sulfuric acid! 



\ 
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4. WhAt weight of zino will be needed to generate 100 liters of 
hydrogen, using dilute hydrochloric acid? 

\t> ^ 5. Calculate the weight of hydrogen generated when 100 cc. of 
dilute sulfuric acid containing 25 grams of pure sulfuric acid is added 
to 10 grams of zinc. 

6. What volume of hydrogen (measured under standard condi- 
tions) could be obtained by the electrolytic decomposition of 5 grams 
of water? 

\0 I7. What volume of hydrogen (measured imder standard condi- 
tions) is needed to reduce 10 grams of copper oxide (CuO) ? 

8. How many grams of mercury would result from the complete 
decomposition of 5 grams of mercuric oxide? 

9. What weight of zinc is required to make 10 liters of hydrogen 
(at 15° C. and 745 mm.) by replacement from sulfuric acid? 

^ 10. What volume of carbon dioxide (measured under standard 
\^ conditions) would be given off from 1 kilogram of sodium bicarbonate 
in a fire extinguisher? The equation is 

2 NaHCO, + H2SO4 >• 2 CO, t + 2 H2O + NasSO* 

Topic for Further Study 

Practical chemical calculations. Suppose hydrogen is desired for 
balloons. How much would the raw materials cost for making 100,000 
cu. ft. of the gas from (a) zinc and acid; (6) iron and acid? What 
would be the cheapest acid to employ? Which of these methods 
would seem to be the more economical? There are other important 
items of expense beside raw materials; a final answer to the cost of 
manufacturing hydrogen could be given only if these other expenses 
were known. What methods were used to prepare hydrogen for the 
balloons used in the World War? (Market prices of materials will 
be found in trade journals, such as Chemical and Metallurgical 
Engineering.) 
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CHAPTER XII 

HYDROGEN CHLORIDE 

Common salt and sulfuric aoid — laboratory and com- 
mercial preparation of hydrogen chloride — properties — 
hydrochloric acid — acids in general — bases — neutraliza- 
tion — chlorides — test for a chloride — uses of hydrochloric 
acid — composition of hydrogen chloride by electrolysis and 
by synthesis. 

118. Action of common salt and sulfuric acid. Thus far 
we have been principally concerned with water and its con- 
stituent elements, and with the air and its components. Another 
very familiar substance is common salt, or sodium chloride 
(NaCl). Sulfuric acid (H2SO4), a chemical with which we 
have already worked, is doubtless the most important sub- 
stance which the chemist uses. Let us find out what happens 
when this acid is added to common salt. 

We place a pinch of sodiiun chloride in a test tubia and add a few 
drops of concentrated sulfuric acid. If necessary we warm it slightly 
in order to start the action. We soon see bubbles of gas forming on 
the salt and rising through the acid, and we smell a sharp, choking 
odor. The gas itself has no color, but when we blow over the top of 
the tube a white cloud is formed. A piece of moist blue litmus paper 
turns from blue to red when we bring it near the mouth of the tube. 
If we bring near the open end of the tube a piece of filter paper wet 
with ammonia water, a very dense white smoke appears. These are 
the characteristics of a gas known as hydrogen chloride (HCl). 

119. Preparation of hydrogen chloride. In order to study 

further the properties of hydrogen chloride we may set up the appa- 
ratus shown in figure 74. The flask contains a handful of common salt. 
The sulfuric acid is introduced through a thistle tube which reaches 

116 



PREPARATION OF HYDROGEN CHLORIDE 



117 



nearly to the bottom of the flask. Since the gas (HCl) is extremely 
soluble in water, we cannot collect it over water. It is, however, 
heavier than air ; so we may collect it in an open bottle by downward 
displacement of the air. Heat must be applied very gently when it is 
necessary. The presence of 
the gas in the bottle is recog- 
nized by the pungent odor and 
by the white fumes which ap- 
I>ear when the breath is blown 
over the top of the bottle. 

The method used in man- 
ufacturing hydrogen chlo- 
ride on a commercial scale 
is not different in principle 
from that just described. 
When STilfuric acid (H2SO4) 
and sodium chloride (NaCl) 
react, the hydrogen of the 
acid combines with the 
chlorine of the salt to form 
the gas hydrogen chloride 
(HCl), which is given oflf. 
There is left behind in the flask or retort a white solid which 
is called sodium sulfate (Na2S04). This reaction can be ex- 
pressed thus : 




Fig. 74. Hydrogen chloride generAtor. 



H2SO4 + 2 NaCl 



NaaS04 + 2 HCl t 



sulfuric 
aoid 



sodium 
chloride 



sodium 
sulfate 



hydropEen 
chloride 



It wiU be noted that this is an example of double decomposition 
and that one of the products is a gas. This is indicated by the arrow 
pointing up. Sulfuric acid is used because it boils at a comparatively 
high temperature (338** C), while hydrogen chloride is a gas at room 
temperatures. 

120. An experiment with hydrogen chloride. The extreme 
solubiUty of this gas in water may be strikingly shown in the 
following experiment : 
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We fill a dry flask with the gas and insert in it a two-hole rubber 
stopper in one hole of which is a ** dropper " containing water and in 
the other a straight glass tube drawn down to a small opening on the 
inside end. The apparatus is set up as shown in figure 75. Next we 

pinch the rubber bulb, expelling a few drops 
of water into the flask. This water dis- 
solves so much of the gas that the water 
in the jar is forced by atmospheric pressure 
to behave like a fountain. 

It is this great solubility of hydrogen 
chloride in water which causes the 
characteristic fuming of the gas in 
moist air. The moisture of the air dis- 
solves the gas and then forms small 
droplets of the solution, which remain 
suspended in the air like white fog. 

121. Properties. Hydrogen chloride 
is a colorless gas, about one-fourth 
heavier than air. It has a very irri- 
tating, sharp odor and is extremely 
soluble in water : one cubic centimeter 
^^ of water dissolves between 400 and 

Fig.^. Hydrogen chloride ^00 cubic centimeters of the gas. 
is extremely soluble in Hydrogen chloride will not bum and 
^**'' will not support combustion. The 

dry gas reacts only very slowly with most metals at room 
temperature. It will react with some at a high temperature. 
The hydrogen of the compound is liberated as hydrogen gas, 
and the chlorine combines with the metal (simple replacement). 

It reacts with zino and the product is zino chloride (ZnCls), a white 
solid. The equation for the reaction is : 




Zn + 2 HCl 



imo 



hydro^^en 
chlonde 



ZnCl2 + Hat 

hydrogen 



zinc 
chloride 



The above reaction is exactly analogous to that between steam and 
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iron to give hydiiogen and iron oxide. The equation for this reaction 



is: 



3 Fe + 4 H,0 — »- FcO* + 4 H, t 

iron Bteam iron hydrogen 

oxide 

122. Hydrochloric acid. The solution of hydrogen chloride 
in water is known as hydrochloric acid. Its properties are 
quite different from those of the dry gas, and the two substances 
should not be confused. Solutions of the gas in water con- 
taining as much as 40 per cent by weight of the gas can be 
prepared. A solution containing more than 30 per cent of 
the gas is called concentrated hydrochloric acid. This is the 
concentration of the conmiercial acid which is known as " mu- 
riatic acid.'' When it is diluted with 3 or 4 times its volimie 
of water, we have dilute hydrochloric acid. A concentrated 
solution of the pure gas in distilled water is " chemically pure '' 
(C. P.) hydrochloric acid. This is a colorless Kquid with a 
density of about 1.2 grams per cubic centimeter. 

Hydrochloric acid is a very active substance. We have 
already used it for preparing carbon dioxide (§ 63). It reacts 
vigorously with zinc, producing hydrogen. In fact, with all 
the conmion metals except mercury, silver, copper, and lead, 
hydrochloric acid produces hydrogen. The equation for the 
reaction with zinc is : 

Zn + 2 HCl — >- ZnCU + Hat 

lino hydrochloric zinc hydrogen 

acid chloride 

This reaction is exactly the same as that of the dry hydrogen chloride 
except that it takes place very rapidly and at room temperature. 

123. Acids in general. Hydrochloric acid is an example 
of the large class of substances known as acids, all of which 
contain hydrogen. In a dilute water solution the hydrogen 
can be liberated by metals, the action being a case of replace- 
ment. Some substances, like sugar, contain hydrogen, which 
cannot be replaced by metals; they are therefore not acids. 
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Water solvMons of aM adds have a peculiar sour ta^te, and all 
turn a certain natural dye, called litmus, from blue to red. Some 
of the commoner acids, beside hydrochloric and sulfuric, are 
nitric, acetic (which gives vinegar its sour taste), and citric 

acid (which is one of the acids present in 
lemons). 

Another characteristic of acids is their 
rapid reaction with certain compounds 
known as bases. 

124. Bases. We saw (§31) that when 
sodium reacts with water, hydrogen and 
a compound called sodium hydroxide 
(NaOH) are formed. This compound is 
soluble in water and when its water solu- 
tion is evaporated it is left as a white 
solid. Sodium hydroxide, known com- 
mercially as " caustic soda," is a t3rpical 
base. Certain soluble bases (NaOH and 
EOH) are called alkalies. Water solutions 
of ba^es have a peculiar biting, or caustic, 
taste and a soapy feeling. They change red 
litmus to blue, which is the reverse of the 
change caused by acids. They all contain 
oxygen and hydrogen, a combination of 
atoms called the hydrozyl group (OH). 
125. Neutralization of base and acid. When a base and 
an acid are brought together in solution in just the right pro- 
portion, the characteristic properties of each disappear. It is 
evident that there has been a chemical change. The base and 
the acid are said to neutralize each other, and the process is 
called neutralization. To determine just when the right amount 
of acid has been used to neutralize a given amoimt of base, we 
use litmus or some other indicator * Uke phenolphthalein. 




Fig. 76. Neutralization 
of an acid by a base. 



* An indicator is a substance which shows one color in an acid and another 
in a base solution. 
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If we allow 10 oo. of hydrochloric acid to ran from a burette (Fig. 
76) into a beaker, and add a drop or two of litmus, the solution becomes 
bright red. A dilute solution of sodium hydroxide is now added little 
by little from the other burette, and the solution is stirred. When 
a certain amoimt of the base has run in, the color of the solution sud- 
denly turns blue. This shows that slightly too much base has been 
added. A few drops of acid will restore the red color, and a few drops 
more of the base will again make the solution blue. When the solu- 
tion is at a point where a drop of either acid or base will reverse the 
process, the right proportions of acid and base are present. This is 
called the end point Burettes are used in sucn an experiment so that 
the amount of acid and base employed may be accurately measured. 
If the solution is now evaporated, little cubes of a white solid will be 
foimd which is common salt. 

By the reaction of sodium hydroxide and hydrochloric acid 
sodium- chloride and water have been formed. The sodium 
chloride is soluble in water and can be found only by evapora- 
tion. The equation for this important reaction is : 

Babb Acib Saia> Watbb 

NaOH + HCl — >• NaCl + H,0 

sodium hydrochloric sodium water 

hydroxide acid chloride 

Sodium chloride (conmion salt) is an example of a very large 
and important group of compounds known as salts. The 
process of neutralization always produces a salt and water. 
It should be noted that the metal of the base and the non- 
hydrogen part of the acid are united in the salt. The com- 
pounds formed by the replacement of the hydrogen of an add by a 
metal are called salts. 

126. Chlorides. The compound resulting from the imion 
of an element and chlorine is called a chloride. All the salts 
which are formed from hydrochloric acid are called chlorides, 
irrespective of the base employed. Whenever a metal, such 
as zinc, reacts with hydrochloric acid, the metallic chloride 
(as zinc chloride) is made. Sometimes a chloride is formed by 
the direct combination of an element and chlorine, as, for 
instance, antimony and chlorine (§ 315). 
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All the common chlorides are readUy aolvble in water except 
those of silver {AgCl), lead {PbClt), and mercurj/ (HgCl). 

127. Test for a chloride. A solution of silver nitrate 
(AgNOj) — which is made from silver and nitric acid — is a 
test for a chloride, because it pro- 
duces a white, curdy precipitate 
(AgCI) with every aolution ^ich 
contains a chloride. A precipitate 
is an insoluble solid which results 
from a chemical action in solu- 
tion. 

If we dissolve a pinch of sodium 
chloride (NaCl) in water and add a 
few drops of silver nitrate solution, a 
white curdy precipitate (Fig. 77) con- 
sisting of silver chloride is at once pro- 
duced. We may divide the liquid con- 
taining the precipitate into two parts 
and add ammonia water to one and 
nitric acid to the other. It will be 
seen that the precipitate dissolves in 
ammonia water and does not dissolve 
n nitric acid. It will also be observed 
I chloride precipi- that the white predpitaie (urna purple 
tatas ■!!«« chloride. on standing in the eunligkl. 

The equation for this double decomposition is 

NaCl + AgNOa — >■ AgCli + NaNO, 



This test is a very sensitive one, and the presence of a very 
minute quantity of chloride can thus be recognized. 

128. Uses of hydrochloric acid. Very small quantities 
of hydrochloric acid are always found in the stomach, for its 



Pouring silver i 



USES OF HYDROCHLORIC ACID 



123 




presence is necessary in the digestive process. This acid is 
produced in the body from the salt that is taken with the food. 

Concentrated hydrochloric acid is man- 
ufactured in considerable quantities for use 
in the industries and in laboratories. It 
is generally shipped in large glass carboys 
(Fig. 78) packed in wooden boxes. It is used 
by tinmen and plumbers for cleaning metal 
surfaces which are to be soldered. 

129. Composition of hydrogen chloride. 
The fact that hydrogen chloride is composed 
of hydrogen and chlorine may be demon- 
strated in the same way that the composition '^* J*' ^Sld ^ *«' 
of water is shown ; that is, by electrolysis. 
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lULbt. 



acid 
transportation. 



for 







4 



f 



T. 



^ 



If concentrated hydrochloric acid is placed in 
the apparatus (Fig. 79) and an electric current is 
passed through the solution, we find that hydro- 
gen is produced at the negative ( — ) electrode and 
chlorine at the positive (+). At first the gases 
collect at unequal rates because the chlorine dis- 
solves in the solution ; but after a time the liquid 
becomes saturated, and both gases, the hydrogen 
and the chlorine, collect in the tubes in equal 
volumes. 



In this experiment we obtain from the 
aqueous solution of hydrogen chloride equal 
volumes of hydrogen and of chlorine, a gas 
which we have not as yet considered. This 
new gas is foimd to be greenish in color and 
to have a suffocating and irritating effect 
when breathed into the lungs. 

We may also, as in the case of water, re- 
verse the experiment and shmjo the formation 
of hydrogen chloride by the synthesis of equal volumes of hydro- 
gen and chlorine. 




Fig. 79. Electrolysis 
of hydrochloric acid. 
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Fig. So. Preparation of 
hydrogen and chlorine. 



A small bottle (Fig. 80) is filled with concentrated hydrochloHd 
acid nearly up to the neck, and an electric! current is sent through the 
solution for about 15 minutes. We then connect the exit tube with 
a stout glass tube (Fig. 81) which has a stopcock at each end. We 

allow the gases, hydrogen and chlorine, to pass 
through the straight tube and then to bubble 
through a sodium hydroxide solution. The 
whole apparatus has been covered with a dark 
cloth to prevent a premature explosion due to 
the sunlight. It is best to let the gases pass 
through the apparatus for at least 15 minutes 
more, then to close both cocks and to stop the 
current. 

The mixture of hydrogen and chlorine may 
be exploded by an electric spark if the tube is 
provided with platinum wires; or it may be 
exploded still more easily by exposure to di- 
rect sunlight or to a magnesium flashlight. 
Caution ! The gases explode instantly, but there is no noise, only a 
little click with a flash of light in the tube. 

To show the volume of hydrogen chloride gas formed, we may 
place one end of the tube under some m^cury in a dish and open the 
stopcock at that end. Since the mercury does not rise in the tube 
and no bubbles of gas escape, the volume of the hydrogen chloride is just 
equal to the sum of 
the volumes of hydro- 
gen and chlorine. 

If we now open 
one end of the tube 
beneath water, we notice that the water is sucked up into the tube with a 
rush. On testing the water in the tube we find that it is hydrochloric acid. 

These experiments show that one volume of hydrogen combines 
with one volume of chlorine to form two volumes of hydrogen 
chloride gas. 




t 
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Fig. 8i. Tube for synthesis of hydrogen chloride. 



H 



2 



+ 



CI 



2 



HCl HCl 



1 vol. hydrogen +1 vol. chlorine 



2 vol. hydrogen chloride 



This is a very interesting illustration of Gay-Lussae's Law 
of Volumes (§ 58). 
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/ HYDROGEN CHLORIDE IS PREPARED by the action of 

\ concentrated sulfuric acid on sodium chloride. 

C^ PROPERTIES : Hydrogen chloride is a colorless gas with 

(a, pungent odor. It forms a cloud with moist air, is extremely 

V soluble in water, and is one-fourth heavier than air. The dry gas 

/is inactive. 

- HYDROCHLORIC ACID (or muriatic acid) is a water solution 
of hydrogen chloride. It is a typical add : it reacts with metals, 
such as zinc, evolving hydrogen; it tastes sour and turns blue 
litmus red. 

A CHLORIDE is a compound of chlorine and some other 

element. All the common chlorides except three are soluble in 

water. 

BASES are compounds which will neutralize adds. They 

e mostly hydroxides of metals. Tho.se that are soluble in water 

are alkaline; they turn red litmus blue. 

SALTS are the compounds produced by the replacement of the 

hydrogen of an add by a metaL A salt and water are produced 

y the neutralization of a base by an add. 

C COMPOSITION OF HYDROGEN CHLORIDE: one volume 

^.of hydrogen will combine with one volume of chlorine to yield 

(Jwo volumes of hydrogen chloride. . . y^ jTZ ^ //^-^^ 






Vf^' . . . . ^ 



. , , ^ Questions amd Problems "Ourv-v* et/i. v^ 

^-^'^^-V^ uv^^vJi w vv Kp3 U^^ ^y<M, 5> *^ 

1. In preparing hydrogen onlorrde, what substanoe furnishes the 
hydrogen? what substance the chlorine? 

2. Why is the aqueous solution of hydrogen chloride more useful 
than the dry gas ? 

8. What are the three characteristio properties of acids in wat-er 
solutions ? 

4. How does a base differ from an acid? 

6. How would you prove that a given solution contained a chloride ? 

6. What are the products formed in neutralizing a base with an 
acid? 

7. Why does a tinman use muriatic acid in soldering metals? 
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8. Why is hydrochloric acid not shipped in tin cans? 

9. What are the difficulties in connection with the electrolysis of 
hydrochloric acid? 

10. What precautions must be taken in the synthesis of hydrogen 
chloride? 

11. What chemical law is illustrated in the synthesis of hydrogen 
chloride? What other experiment have we had which illustrates 
the same law? 

12. Calculate the percentage composition of hydrogen chloride. 

13. How many grams of sodium chloride are needed to yield, with 
sulfuric acid, 30 grams of hydrogen chloride? 

14. If the gas in Problem 13 is dissolved in water, making a 30% 
solution whose density is 1.15 grams per cubic centimeter, how many 
cubic centimeters of hydrochloric acid will be produced? 



RsviBW Questions 

1. Define and explain the terms dement; compound; atom; mole- 
cule, 

» 

2. (a) Define an add, a base, and a boU. (h) Write equations il- 
lustrating methods for making one member of each of these classes of 
substances. 

■'' 8. What weight of sodium sulfate could be obtained from 10 grams 
of sodium chloride ? 

4. State the Law of Multiple Proportions. Explain this law by 
means of examples. 

6. Write the following equations in complete form, using formulas : 

(Hot) copper and oxygen (gas) = ? 
(Hot) zinc and water (vapor) = ? 
Zinc oxide and sulfuric acid= ? 
Magnesium and hydrochloric acid= ? 
Sodium hydroxide and sulfuric acid= ? 

Topic for Furth^i Study 

The manufacture of hydrochloric acid. What is the commercial 
method of preparing hydrochloric acid ? What raw materials are used ? 
What is the by-product? Of what is the apparatus built? Why? 
Consult a book on Industrial Chemistry {Thorp' ft or' Rogers^), 
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CHAPTER XIII 

ATOMIC AND MOLECULAR WEIGHTS* 

Formula is result of exi>eriments — Avogadro's theory — 
its oonsequenoes — hydrogen molecule has two atoms — 
problems involving volumes of gases only — molecular 
weights — gram-molecular volume — atomic weights — 
atomic weight from molecular weight — combining weights — 
precise determination of atomic weights — finding the 
formula of a compound. 

130. A formula is the result of experiments. Thus far we 
have shown no experimental evidence why the molecules of 
hydrogen, oxygen, nitrogen, and chlorine should be represented 
by H2, Oj, Nj, and Clj. Nor have we attempted to explain why 
a molecule of water is represented by HjO, a molecule of sul- 
furic acid by H2SO4, and a molecule of acetylene gas by C2HJ. 
This interesting problem of how the formula of a substance is 
determined by experiment we shall discuss in this chapter. 

131. Uniformity of gases. We have already learned in 
Chapter V that all gases behave alike as regards the effects of 
pressure. Thus, the volume of any gas varies inversely as the 
pressure if the temperature remains the same, according to Boyle's 
Law. We have also learned that all gases behave aUke as re- 
gards the effects of temperature. Thus, the volume of any ga^ 
varies directly as the absolute temperature if the pressure remains 
the same, according to the Law of Chables. 

In Chapter VI we learned from the volumetric synthesis of 
steam that 

2 vol. hydrogen + 1 vol. oxygen — >- 2 vol. steam 

* Some teachers may prefer to postpone or omit this chapter. 

127 
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In Chapter XII we have just seen that 

1 vol. hydrogen + 1 vol. chlorine — ^ 2 vol. hydrogen chloride 

A careful study of the proeeaa of making ammonia gas by 
the direct union of hydrogen and nitrogen gives these results : 

3 Tol. hydrogen + 1 toI. nitrogen — >- 2 vol. ammonia 

These experimental facts all illustrate the Law of Gat- 
- LussAc: 
The volumes of gases ttsed and produced in a ckmiical change can 
always be repv^sented by the raHo of small whole numbers. 

f 132.'~Avc^an)'8 e^lanation. These striking cases of uni- 
formity in iiie behavior of gaaes led the famous Italian, Avo- 
gadro (Fig. 82), in 1811 to the fol- 
lowii^; explanation : He assumed that 
eqwsi po/umcs of gases under like con- 
ditions of temperature and pressure 
contain the same nunAer of molemiles. 
In other words, 1 cubic centimeter 
of hydrogen has just as many mole- 
cules as 1 cubic centimeter of oxy- 
gen, nitrogen, chlorine, hydrogen 
F.«. 82. Portrait Medal chlonde, or any Other gas, provided 
OF AuEDEo AvooADRo the conditions of temperatine and 
(1776-1856). pressure are the same. 

Profe^orofpMi^atTurin, 133 Consequenccs of this theory. 
It should be noticed at once that 
this theory makes no assumption as to the actual number 
of molecules in a cubic centimeter. But it does give 
us a simple method of comparing the weights of molecules 
of gas by comparing the densities of the gases, that is, 
their wei^ts per imit volume. We can best show this in 
a table : 
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Oab 


DBNSrrr 
(Grams per liter) 


Rblativb Wbiobtb of 

MOLBCXTXiBS 


Hydrogen 

Oxygen 

Nitrogen 

Hydrogen ehloride .... 


0.09 
1.43 
1.25 
1.64 


1 

16 
14 

18.2 



In this table we have used only the approximate values for 
densities and have taken hydrogen as the basis of comparison. 
It will be seen that the third colunm gives us the relative 
wei^ts of the molecules referred to the hydrogen molecule 
as a standard. 

134. Hydrogen molecule has two atoms. Another very 
interesting conclusion that we draw from Avogadro's theory 
is that every molecule of hydrogen has at least two atoms. Let 
us see why this is so. Our experiment in the synthesis of 
hydrogen chloride showed that 

1 vol. hydrogen + 1 vol. chlorine — >- 2 vol. hydrogen chloride 

According to Avogadro we must assume that we have the 
same number of molecules of hydrogen as of chlorine and twice 
that number of molecules of hydrogen chloride. Suppose we 
have a milUon molecules of hydrogen ; then we must have a 
million molecules of chlorine and ttoo miUion molecules of 
hydrogen chloride. Each one of these molecules of hydrogen 
chloride must contain at least one atom of hydrogen ; so that 
we have in all two miUion atoms of hydrogen coming from one 
million molecules of hydrogen. This experiment indicates that 
each molecule of hydrogen contains at least 2 atoms of hydrogen. 

It may help us to picture this relation if we draw squares to repre- 
sent the equal volumes, as shown below : 



1 MiUion 
Moleetdts 

Hz 



-h 



iMUlion 
MoUeuUa 
Cl2 



1 MiUion 

MoUeuXn 

HCl 


1 MiUion 
Moleeula . 

Ha 



Hydrogen 



Chlorine 



Hydrogen chloride 
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By a similar course of reasoning it follows that the chlorine 
molecule also contains at least two atoms. 
We represent these facts by the following equation : 

H2 + CI2 —>- 2 HCl 

This means that one molecule of hydrogen, containing 2 atoms, plus 
one molecule of chlorine, containing 2 atoms, gives 2 molecules of hydro- 
gen chloride, each containing one atom of hydrogen and one atom of 
chlorine. 

Note. It should be remembered that any even number might be used instead 
of two ; but since there is no reaction in which the hydrogen molecule appears 
to be divided into more than two parts, we decide that there must be only two 
atoms in the molecule. 

From a consideration of the volumetric sjnithesis of steam, 
we come by similar reasoning to the conclusion that the oxygen 
molecule contains two atoms ; and from a study of the sjnithesis 
of ammonia, we conclude that the nitrogen molecule also con- 
tains two atoms. 

135. Problems involving volumes of gases. One of the 
practical advantages which results from writing our equations 
involving the reaction of gases in molecular form is that it gives 
us a very simple method of computing the volumes of the gases 
involved. 

For example, suppose we wish to find the volimie of oxygen needed 
to burn 1 liter of carbon monoxide. 
We first write the equation 

2 CO + O2 — >- 2 CO2 

Since equal numbers of molecules of gases occupy equal volumes, 
we may read the equation thus : 

2 vol. CO + 1 vol. O2 — > 2 vol. CO2 

Therefore 1 liter of CO will require one-half a liter or 600 cc. of 
oxygen. 

Rule. In the case of gases the coefficients of formulas in equa^ 
tions represent the relative volumes of the substances. 
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136. Finding molecular weights. We have just seen how, 
by comparing the densities of gases, we may get the relative 
weights of their molecules. But the chemist takes as his 
standard the hydrogen atom. Therefore, the moieadar weight 
of a substance is a number which expresses how many times its 
molecule is heavier than the hydrogen aiom. 

For example, the density of oxygen is approximately 1.43 
grams per liter, and the density of hydrogen is about 0.09 

grams per liter; therefore the density of oxygen is -^-— or 

about 16 times the density of hydrogen. According to Avo- 
gadro, these densities will have the same ratio as the weights 
of the molecules. Therefore one molecule of oxygen weighs 
16 times as much as one molecule of hydrogen. But we have 
just seen that one molecule of hydrogen contains two atoms ; 
therefore one molecule of oxygen weighs 2X16 or 32 times as 
much as one atom of hydrogen. In other words, the molecular 
weight of oxygen is 32. 

In the same way we can find the molecular weight of nitrogen. 
Since nitrogen is 14 times as heavy as hydrogen, its molecule 
is 2X14 or 28 times as heavy as the hydrogen atom. Also, 
in comparing the densities of hydrogen chloride and hydrogen, 
we find that hydrogen chloride is 18.2 times as heavy as hydro- 
gen, and therefore its molecular weight is 2X18.2 or 36.4. 

137. Gram-molecular volume. We have just seen that the 
molecular weight of oxygen is 32. The chemist often has occa- 
sion to use as many grams of a gas as there are units in its molec- 
ular weight, and so he calls this weight the gram-molecular 
weight. Thus, 32 grams is the gram-molecular weight of oxygen, 
28 grams is the gram-molecular weight of nitrogen, and 36.4 
grams is the gram-molecular weight of hydrogen chloride. 

What volume does 32 grams of oxygen occupy under stand- 
ard conditions? Since one Uter of oxygen weighs approxi- 

32 
mately 1.43 grams, it follows that it takes z-^o or 22.4 liters of 
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oxygen to weigh 32 grams. If we divide the gram-molecular 
weight of any gas by its density, we always get 22.4 liters. 
Therefore we conclude that the gram-^molecular weight of any 

gas occupies a volume of 22,4 
liters. 

This gaseous voliune of 
22.4 liters (Kg. 83) is one 
of great importance to the 
chemist m the laboratory, 
for it furnishes him a quick 
means of calculating the 
molecular weight of any sub- 
stance which can be weighed 
in the gaseous state : all he 
has to do is to compute from 
the weight of a given vol- 
ume under standard condi- 
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Fig. 83. Cube representmg one gram- tions what 22.4 liters WOUld 

moiecoiAr volume. weigh in grams. 

For example, carbon dioxide weighs approximately 1.98 grams 
per liter; therefore 22.4 liters would weigh 22.4X1.98 or about 44 
grams. The molecular weight of carbon dioxide is, then, approxi- 
mately 44. 

Again, nitrogen weighs 1.25 grams per liter; therefore 22.4 liters 
would weigh 22.4X1.25 or about 28 grams. The molecular weight 
of nitrogen is, then, approximately 28. 



Questions aud Problems 

1. State the facts and theories which lead us to believe that the 
oxygen molecule contains two atoms. 

2. State approximately the relative niunber of molecules of nitrogen 
and oxygen in the atmosphere. 

8. From the table of densities of gases given in the Appendix, 
compute the molecular weights of the following gases : (a) Acetylene; 
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(5) Ammonia; (c) Carbon monoxide; {d) Hydrogen sulfide; and 
(e) Sulfur dioxide. 

4. The equation for the reduction of carbon dioxide with red-hot 

carbon is as follows : ^^ ^ ^ ^^ 

CO, + C — >- 2 CO 

and the equation for burning carbon monoxide is : 

2 CO + Oa — >- 2 CO2 

(a) What volume of carbon monoxide will be produced by the 
reduction of 100 liters of carbon dioxide? 

(&) What volume of oxygen is needed to bum the carbon monoxide 
produced in problem (a) ? 

6. When 150 cc. of hydrogen bum in chlorine, how many cubic 
centimeters of hydrogen chloride are produced? 

6. If the molecular weight of nitrous oxide is 44, what is the approxi- 
mate density (grams per liter) of the gas? 

7. The density of helium is 0.178 grams per liter and its atomic 
weight is 3.99. How many atoms does a helium molecule contain? 

138. Atomic weights. Another result of Avogadro's theory 
is that it gives us a direct method of calculating the relative 
weights of the atoms, that is, the atomic weights. We have 
just seen that the oxygen molecule is approximately 16 times 
as heavy as the hydrogen molecule, and we have also seen that 
the oxygen and hydrogen molecules each have 2 atoms. There- 
fore we can say that the oxygen atom is 16 times as heavy as 
the hydrogen atom ; in other words, the atomic weight of oxygen 
is 16y referred to the hydrogen atom as a standard. 

In the same way we can compute the atomic weight of 
nitrogen as 14 and of chlorine as 35.5. 

Unfortunately we cannot apply this same method to all the 
elements because we cannot obtain them in the gaseous condi- 
tion. 

139. Atomic weight from molecular weight. We have seen 
that the molecular weight of a substance expresses the number 
of times its molecule is heavier than the hydrogen atom ; and 
that the atomic weight of a substance expresses the number of 
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times its atom is heavier than the hydrogen atom, the unit 
in each case being the same, namely, the hydrogen atom. It 
is evident, then, that the molecular weight of a compound 
is equal to the sum of the atomic weights of its constituent 
atoms. 

It is possible experimentally (by means of its density, if it 
is a gas, and also by other methods not described here) to 
determine the molecular weight of a compound; it is also 
possible to determine experimentally its percentage composi- 
tion by weight. If, then, we mvMiply the molecular weight of 
the compound by the percentage of each elemerU present, we shall 
get numbers which are the atomic weights, or some multiple of 
them, of the constituent elements. Further, if we analyze several 
compounds of the same element, we shall find that the numbers 
obtained by multipl3dng the molecular weights by the per- 
centage composition of the element will in each case be the 
same, or multiples. We then take as the atomic weight the 
smaUest weight of any given element in the compounds con- 
sidered. In other words, by this method the smallest weight 
of an element found in the gram^m^lecvlar weights of its compounds 
is the atomic weight of that element. 

For example, let us determine the atomic weight of the element 
carbon. This element forms a niunber of gaseous compounds, whose 
molecular weights can easily be determined by finding the densities 
and multiplying by 22.4 (§ 137). The molecular weights of four such 
gaseous compounds of carbon (carbon dioxide, carbon monoxide, 
marsh gas, and acetylene) are given in the following table. We 
determine by experiment the percentage of carbon in each of these 
gases ; the results are given in the third column. If we now, in each 



Namib of Gas 


MOLBCTTliAB 

Weiobt (22.4 1.) 


Pbbcbntaoe of 
Cabbon bt Expbri- 

IfBNT 


Part of Molbo 

UT.AR Weight 

Dub to Cabbon 


Carbon dioxide . . 
Carbon monoxide . 
Marsh gas . . . 
Acetylene .... 


44.28 
28.02 
16.06 
25.98 


27.27 
42.86 
75.0 
92.31 


12.08 
12.01 
12.08 
23.98 
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case, mtiltiply the molecular weight by the percentage of carbon, we 
shall find what part of the molecular weight is due to the carbon (fourth 
column). 

From the results in the fourth column it is evident that '* the 
smallest weight of this element found in the gram-molecular weights 
of its compounds ** is 12. Therefore the atomic weight of carbon is ap- 
proximately 12. No compound has ever been found which gives a 
smaller weight for carbon. 

140. Atomic weights and combimng weights. If we analyze 
hydrogen chloride we shall find that 35.5 grams of chlorine 
are united with 1 gram of hydrogen. The chemist calls this 
number 35.5 the combining weight or reacting weight of chlo- 
rine. The combining, or reacting, weight of an dement is the 
weight of thai element which combines with or replaces 1 gram 
of hydrogen. It will be seen at once that this combining weight 
is exactly equal to the atomic weight of chlorine, which we 
have already determined by comparing the densities of the 
elementary gases chlorine and hydrogen. Indeed, this com- 
bining weight must be its atomic weight, because a molecule 
of hydrogen chloride (HCl) consists of but one atom of hydrogen 
combined with one atom of chlorine. 

Unfortunately the combining weights of some elements are 
ru)t equal to their atomic weights. If we analyze water (§ 59) 
we find that 1 part of hydrogen unites with 8 parts by weight 
of oxygen, and therefore the combining weight of oxygen is 8, 
or one-half its atomic weight It has been found in general 
that the atomic weight of an element is equal to its combining 
weight or some mvMple of it. In the case of oxygen this mul- 
tiple is 2. 

Let us take the case of an element which does not com- 
bine with hydrogen but which replaces it. Such an element 
is sodium; its combining weight may be determined as 
follows : 

If we put metallic sodium in water, hydrogen and sodium 
hydroxide are formed. When this experiment is done quanti- 
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tatively, we find that 23 grams of sodium replace 1 gram of 
hydrogen. Therefore the combining weight of sodium is 23. 

141. An indirect method of determining the combining 
weight. The question might easily arise, How can we determine 
the combining weight of an element which does not combine 
with or replace hydrogen? If we analyze black copper oxide, 
we find that 31.8 grams of copper are combined with 8.00 grams 
of oxygen. That is, the combining weight of oxygen (8.00 
grams) is united to 31.8 grams of copper; hence we feel 
sure that if copper and hydrogen did unite, 31.8 grams of 
copper would combine with 1 gram of hydrogen. The com- 
bining weight of copper is therefore 31.8. 

In general, when an element does not unite with cr replace 
hydrogen, we can determine its combining, or reacting, weight by 
finding what weight of it will unite with the knaum combimng 
weight of another element 

142. Precise determination of atomic weights. The com- 
bining, or reacting, weight of an element can be determined 
in the laboratory with great accuracy. The method for de- 
termining atomic weights which has already been described 
(§ 139) involves finding the density of a gas. This cannot be 
done with exactness, and therefore the results are only approxi- 
mate. To find the precise atomic weight we determine the 
combining, or reacting, weight with great care and then multiply 
by some small whole number which will make the result agree 
with the approximate value. 

Up to this point we have assumed that the oxygen atom was 
exactly 16 times as heavy as the hydrogen atom. Precise 
experiments have shown, however, that oxygen is 15.901 times 
as heavy as hydrogen, so that the atomic weight of oxygen, on 
the basis that hydrogen is 1, would be 16.901. For many 
reasons chemists have found it more convenient to call the 
atomic weight of oxygen exaMy 16,00, which makes the atomic 
weight of hydrogen 1.008. 
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Theee values for atomio weights &re thus, obviously, dependent 
on the precise ohemioal an^ysis of compounds. Such experimental 
■work must be done with extreme care and extraordinary precision. 
One of the first chemists to make a aystematio study of atomic weights 
waa Berzelius. His methods 
have been greatly improved 
upon by later chemists, and to- 
day the accepted atomic weights 
are the result of very elabo- 
rate experiments. Theodore W. 
Richards (P^. 84) is the fore- 
most modem chemist in this 
field of investigation. 

/ 143. Necessary steps in 
I an atomic weight determi- 
nation. We may now sum- 
marize the necessary steps 
in detennitiing the atomic 
weight of an element. 

First, Find the approxi- 
mate atomic weight. To do 
this, {a) determine the molec- 
ular we^ts of a number 
} of gaseous compounds by 

\ finding their density ; (6) Pia. 84. Theodore W. Richards 
\ determine the percentage of (1868-). 

I the element in each of these ProfsBsor of chemistry at Harvard Uni- 
I , , . „ veraity. Awarded Nobel prize in 1015 

/ compounds by carefully ana- for hia work on atomic weighta. 

/ lyzing them ; (c) find what 

/ part of the molecular weight is due to the element by multi- 

/ plying tiie molecular weight of the compound by the percentage 

/ of the element in it ; (d) note the smallest weight of the ele- 

I ment ^ich is found in the gram-molecular weight of these 

\ compounds. 
^ \ Second, Determine very accurately the combining wei^t of 

\^the element in one or more compoimds. 
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Third, Multiply the combining weight by some small whole 
nimaber (1, 2, or 3) which will give a result close to the approxi- 
mate atomic weight. The number thus obtained will be the 
'precise atomic weight. 

144. Determining the formula of a compound. To find 
the precise value of atomic weights requires very great technical 
skill and patience. For us the main thing is to learn to usm^ 
atomic weights. 

One very important use of atomic weights is in finding the 
formula of a compound. We shall now illustrate this by de- 
termining the formulas of water, sulfuric acid, and acetylene. 

Water. We find that its percentage composition is as follows : 
hydrogen 11.19 per cent, and oxygen 88.81 per cent. By experiment 
we also find that its molectilar weight is approximately 18. Then 
the solution is as follows : 



Percentage 
compoRition 


Atotnio 
weight 




Atomio 
ratio 


11.19 -4- 


1 


= 


11.2 


88.81 4- 


16 


= 


5.55 



Hydrogen . . 
Oxygen ^ . . . 

Dividing the percentages (by weight) by the atomic weights gives as 
quotients numbers which show the relative number of e^ch kind of 
atom. If we assume that there is one atom of oxygen in the mole- 
cule, then there must be 2 atoms of hydrogen. In other words, divide 
the several quotients in column three by the smallest one of them. 
(That is, 11.2^5.55=2.) Therefore the simplest formula for water 
is H2O. This gives a molecular weight of 2+16 or 18, which corre- 
sponds with the experimental value given. 

Sulfuric Acid. Given the percentage composition : hydrogen 2.04 
per cent, sulfur 32.65 i)er cent, and oxygen 65.31 per cent. 





Percentage 
compofdtion 




Atomic 
weight 




Atomic 
ratio 


Hydrogen . 


. . 2.04 


• 


1 


= 


2.04 


Sulfur . . 


. . 32.65 




32 


= 


1.0$^ 


Oxygen . . 


. . 65.31 


.S. 

• 


16 


= 


4.08 



These quotients are evidently in the same ratio as the number of atoms 
of each element in the molecule. That is, there are 2 atoms of hydro- 
gen (2.04-7-1.02), 1 atom of sulfur (1.02 -r 1.02), and 4 atoms of oxygen 
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(4.08 -r 1.02) ; and the simplest formula of sulfuric acid is H2SO4. In 
this case the molecular weight is very difficult to obtain, and so we 
accept the simplest formula. 

Acetylene. Suppose we have given that the gram-molecular 
weight of acetylene is 25.98, that it contains 92.31 per cent carbon, 
and that the rest is hydrogen. To find the formula of acetylene the 
solution may be arranged thus : 

Percentage Atomic Atomic 

oompositioii weight ratio 

Carbon .... 92.3 -^ 12 = 7.7 
Hydrogen ... 7.7 -5- 1 = 7.7 

The simplest formula would be CH, but then the moleeuW^ 
weight of CH would be 13. Hence, in order to get the experi- 
mental value 25.98, the formula must be doubled. Therefore 
the formula for acetylene is C2H2. ^ 

SUMMARY OF CHAPTER Xm 

UNIFORM BEHAVIOR OF ALL GASES: 

The volume of any gas varies inversely as the pressure if the 
temperature remains the same (Boyle's Law). 

The volume of any gas varies directly as the absolute tem- 
perature if the pressure remains the same (Law of Charles). 

The volumes of gases used and produced in a chemical change 
can always be represented by the ratio of small whole numbers 
(Law of Gay-Lussac). 

AVOGADRO'S THEORY: Equal volumes of gases under the 
same conditions of temperature and pressure contain the same 
number of molecules. 

As a consequence of this theory, we conclude that molecules of 
hydrogen, oxygen, nitrogen, and chlorine have two atoms each. 

RELATIVE VOLUMES OF GASES are represented by the 
coefficients of their molecules in an equation. 

MOLECULAR WEIGHT of a substance is the number which 
expresses how many times its molecule is heavier than the hydrogen 
atom. 
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Gram-molecular weight of any gas occupies a volume of 22.4 
liters. 

ATOMIC WEIGHT of an element is a number which expresses 
the relative heaviness of its atom. Atomic weight of oxygen, 
16, is taken as the standard. 

Atomic weight of an element is determined approximately 
by getting the number representing the smallest weight of the 
element in the gram-molecular weight of any of its compounds. 

COMBINING, OR REACTING, WEIGHT of an element is the 
weight of that element in grams which combines with or replaces 
1 gram (more exactly 1.008 grams) of hydrogen. 

ATOMIC WEIGHT is either equal to or a multiple of the com- 
bining weight. 

TO FIND THE FORMULA FROM PERCENTAGE COM- 
POSITION : Divide the percentage of each element by its atomic 
weight ; the quotients will be the relative number of each kind of 
atom. Use molecular weight to find what multiple of the simplest 
formula to use. 

Problems 

^"^ — ^ 1. If 500 CG. of marsh gas under standard conditions weighs O.'S/Q 
grams, what is the molecular weight of marsh gas ? 

2. If the marsh gas in Problem 1 is composed of 75% carbon and 
25% hydrogen, how many atoms of each element does one molecule 
of the compound contain? (Assume the atomic weights as given on 
the back cover.) 

3. A certain gas contains 30.4% nitrogen and 69.6% oxygen. 
What is the simplest formula which could be used to express its com- 
position? 

4. The analysis of a substance showed carbon 80% and hydrogen 
20 %. The molecular weight was found to be 30. What is its formula ? 

6. When a liquid is heated to 150° C, it is foimd that 185 cc. of 
the gas formed weighs 0.247 grams. What is its gram-molecular weight ? 

6. The quantitative analysis of the liquid used in Problem 5 showed 
hydrogen 13.0%, oxygen 34.8%, and carbon 52.2%. Calculate its 
formula. 

7. Given the formula of carbon monoxide as CO; compute its 
density (grams per liter) under standard conditions. 
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8. When marsh gas bums the equation for the reaction is as 
follows : Qj^ +2 0, — >- CO, + 2 H,0 

(a) Calculate the volume of oxygen used when 1000 cubic feet 
of this gas bums. (&) Calculate the volume of air used in burning 
the same volume of gas. (c) Calculate the volume of carbon dioxide 
formed. 

9. The analysis of a certain compound showed : hydrogen 0.84% ; 
carbon 10.05%; and chlorine 89.11%. What would be the simplest 
formula which represents this composition? 

10. To determine the molecular weight of the compound used in 
Problem 9, an experiment was performed which showed that 0.250 g. of 
the substance gave 53.0 oc. of gas when collected over water at 20° C. 
and 740 mm. Calculate the gram-molecular weight of the substance, 
and revise your answer in Problem 9 accordingly. 

11. The analysis of ammonia gas shows that it is 82.4% nitrogen, 
and the remainder is hydrogen. Compute the combining weight 
of nitrogen. 

12. From a study of the following data in regard to nitrogen com- 
pounds and from the combining weights foimd in the previous problem, 
calculate the atomic weight of nitrogen : 



NmtoGEN CoMPOumMi 


DsNarrr (jgnxaa per liter) 


PBbCsi«toi' NiTBOGior 


Ammonia 

Nitrous oxide 

Nitric oxide 


0.762 

1.97 

1.34 


82.4 
63.6 
46.7 



Topic for Further Study 

The exact determination of atomic weights. The modem methods 
of atomic weight determination involve many experimental precau- 
tions; the fundamental chemical facts are, however, very simple. 
Consult the work of Morley on hydrogen and oxygen (Smithsonian 
Contributions, No. 980) and Richards on chlorine and silver (Carnegie 
PubUcation 69). 






CHAPTER XIV 

VALENCE AND NOMENCLATURE 

Why valence is important — its meaning — graphical 
representation — valence of common elements and groups — 
variations in valence — its use in writing formulas — rule — 
replacement reactions — relation of atomic and combining 
weights to valence. 

Naming compounds — bases — acids — salts. 

146. Importance' of valence. A knowledge of valences and 
an ability to use them are of great help in the study of chemistry. 
For instance, they will aid us in writing the formulas of com- 
pounds : if we know the valences of two elements we can pre- 
dict the formula of their compound (if they combine), even 
before we have determined its composition and formula experi- 
mentally. Likewise, if we know the composition of one com- 
pound of two elements, we can predict the formulas of many 
other compounds involving these elements. Thus, knowing the 
composition of thorium oxide to be Th02, we can predict that 
of thorium sulfate, thorium chloride, thoriimi nitrate, etc. 

146. What do we mean by valence? In our study of 
compounds we have noticed that the various elements differ 
greatly from one another in the number of hydrogen atoms 
with which they will combine. This fact is iUustrated in these 
compounds : 

HCl H2O NHs CH4 

hydrogen water ammonia marah 

dilonde gas 

Thus, an atom of chlorine will combine with but one hydrogen 

atom, an atom of oxygen with two, an atom of nitrogen with 

142 
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three, and an atom of carbon with four. We call this property 
of an element which determines the number of hydrogen atoms 
that its aiom can hold in combination or can replace its valence. 
In other words, the valence of chlorine is one, of oxygen two, 
of nitrogen three, and of carbon four. 

147. Graphical representation. The valences of elements 
do not tell us anything about the reasons why certain elements 
unite and certain others do not. They merely tell us with how 
many hydrogen atoms elements can combine. Furthermore 
we do not know in what way the elements are actually joined 
to one another ; but our rules of valence tell us how many atoms 
will be united in a given compound. We can picture this 
graphically by supposing that each atom has a certain number 
of hooks, or bonds, which enable it to join to some other atom 
or atoms. We are quite certain, of course, that the actual way 
in which atoms are linked is different from that represented 
by rigid hooks, but we may use this method in order to visualize 
the conception of valence. 
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Fig. 85. DiAgram repretentiiig ffae vftlence of Atoms by hooks. 

The aooompanying diagrams (Fig. 85) represent such an imaginary 
linkage of the atoms in hydrogen chloride and water. It is obvious 
that if elements unite with one atom of hydrogen they must have 
only one bond, or hook; their valence is one. Similarly, elements 
which combine with two, three, and four atoms of hydrogen have two, 
three, and four bonds respectively. If an element like zinc, which 
has a valence of two, imites with chlorine, which has a valence of one, 
it will require two chlorine atoms to link up with the two bonds of a 
single zinc atom. The formula will, therefore, be ZnCls. 

148. Valences of common elements and groups. We may 
indicate the valence of an element or a group of elements by 
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writing slightly above and to the right of the S3nnbol a small 
Roman nimieral, thus: ff, O", N™, C^. Because hydrogen 
has only one bond, we take it as our standard of valence. 

Using this system for indicating the valence of an atom, we 
show in the following table the valences of the common ele- 
ments and of some common groups of elements. Certain 
groups of elements, Uke the hydroxyl (OH) group in bases 
and the SO4 group in sulfuric acid, the NO3 group in nitric 
acid and the NH4 group in ammonimn compounds, remain 
intact throughout a number of reactions. Such groups of 
elements act very much like a single element and are called 
radicals. Radicals have valences just as do elements. Ele- 
ments or groups which have the valence of one are called 
monovalent ; if they have a valence of two, divalent, etc. 



Valences of Common Elements and Radicals 



MONOYALBNT 


DlYAUBNT 


Tbivalknt 


Tetrayaljbnt 


H 

CI 

Na 

K 

Ag 

NH4 

OH 

NO, 


Ca 

Ba 

Mg 

Zn 

Hg 

Cu 

Fe 

Sn 

S 



SO4 

CO. 


Al 

Bi 

Sb 

Fe 

P 

N 

PO4 


Sn 

c 

Si 

s 

Si04 


PUNTAVALENT 


N 
P 
As 
Sb 



149. Variable valence. It will be noticed in the above 
table that certain elements are indicated as having more 
than one valence* Such facts complicate the general rules 
of valence. Almost all elements form a certain number of 
compoimds in which they have an unusual valence. For 
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example, the valence of carbon is almost without excep- 
tion four, as in carbon dioxide (CO2) (oxygen is divalent 
and there are two oxygen atoms). But in carbon mon- 
oxide (CO) the valence is two. Such exceptions are rare and 
must simply be learned as they occur. A few elements, like 
iron, form two series of compounds in which the element has 
different valences. For example, we have a number of com- 
pounds of iron called ferrous compounds, in which iron has a 
valence of two; others are called ferric compounds, in which 
iron has a valence of three. Such elements are said to have a 
variable valence. 

160. Writing formulas. Let us now see how we can apply 
the information in the valence table to the writing of formulas. 
We shall first take a compound of aluminum and chlorine 
called aluminum chloride. We see from the above table 
that chlorine has a valence of one (CP) and aluminiun three 
(Al"') ; therefore the formula must be Al^ClJ. Let us take 
another case : the compound formed by neutralizing calcium 
hydroxide with sulfuric acid is called calcium sulfate. The 
sulfate radical has a valence of two (SOf), calcium also has 
a valence of two (Ca") ; therefore the formula is Ca^SOJ. 
The two bonds of calcimn are joined with the two bonds of the 
sulfate group. 

Sodium sulfate, made by neutralizing sodium hydroxide and 
sulfuric acid, has the formula NagSO? since it requires two 
atoms of monovalent sodium to hook on to the two bonds of the 
sulfate radical. Aluminum sulfate has the formula A1™(S04)3. 
Since the valence of aluminiun is three, it is necessary to have 
two aluminum atoms (a total of six bonds) and three sulfate 
groups (a total of six bonds) linked up together in order to 
satisfy all the bonds of the oluminum and of the SO4 radical 
in this compound. We must remember that in writing formulas 
we have to take such a number of atoms of each element (or of 
groups) that all the bonds of both elements (or groups) will be 
united. 
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In writing formulas of molecules made up of two atoms or 
radicals of unequal valence we shall find the following Rijl.s 
FOR Valence helpful : 

Vaience X number of atoms (or radicals) in the case of one 
element (or radical) equals valence X number of atoms (or 
radicals) in the case of the other. 

In the case of aluminum' sulfate we have a valence of three and two, 
and we can satisfy these requirements only by having a total of six 
bonds. There is a radical in phosphoric acid which has the formula 
-PCy and a valence of three. Sodiimi phosphate will, therefore, 
have the formula NasP04 since we must take three atoms of the mono- 
valent sodium. The aluminum compound will, however, have the 
formula A1™P0'5* since aluminum is trivalent and so is the phos- 
phate radical. The student will do well to practice writing formulas 
for a great variety of compounds based on the valences of the elements 
and radicals given in the tables. 

It is very important to learn the valence of each element or 
radical as we study it, and always to use it in writing formuUis, 
The student will find it good practice to check up every formula 
that he writes in order to make sure that the total valences of 
the two halves of the compound balance. It is not necessary to 
memorize the entire table of valences, provided he remembers 
the formula of at least one simple compound of each element. 
For example, suppose he wishes the valence of mercury. Per- 
haps he recalls that the formula of the red oxide of mercury is 
HgO°. Then, since the valence of oxygen is two, the valence 
of mercury in this compound is also two. 

151. Replacement reactions. When one element of a com- 
pound replaces another, the number of atoms of the elements 
\concerned must be such that the valences of the replacing 
^element must equal the valences of the element replaced. 
/ Thus, when zinc replaces hydrogen in hydrochloric acid, each 
/ atom of zinc replaces two atoms of hydrogen since the valence 
I of zinc is two and the valence of hydrogen one : 

Zn + 2 HCl — >. ZnCl2 + Ha 
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When aluminum reacts with hydrochloric acid, three atoms of 
hydrogen appear for every atom of aluminiun since the valence 
of the metal is three : 

2 Al + 6 HCl — ^ 2 AlCla + 3 Hj 

This use of the rules of valence will be found helpful in writing 
replacement reactions. 

In Chapter XIII we learned that the atomic weight of an 
element was either identical with or some multiple of its com- 
bining weight. That factor by which we multiply the com- 
bining weight in order to get the atomic weight is the valence. 
For example, the combining weight of zinc is 32.7, and its atomic 
weight is 65.4. The valence of zinc is two. Again, the com- 
bining weight of aluminum is 9.03, its atomic weight is 27.1, 
and its valence is three. In other words, 

atomic weight 
Valence = 



combining weight 



162. Naming of compounds. The chemist writes formulas, 
but does not talk formuUis, Hence it is necessary to pay close 
attention to the method of naming chemical compounds, for a 
very sUght change in the name of a compound will often trans- 
form it into a compound of quite different properties. For 
example, merciuic chloride (HgCl2) is corrosive sublimate, 
which is extremely poisonous ; but mercurous chloride (HgCl) 
is calomel, which is a common medicine. 

'^ In naming bases, we simply prefix the name of the metal to 

the word hydroxide. Thus we have sodimn hydroxide (NaOH), 

. calcium hydroxide (Ca(0H)2), and aluminum hydroxide 

(A1(0H)3). 

'^ In namiTig acids, we must distinguish between an acid con- 

sisting of two elements (a binary add) and an acid consisting 
of three elements (a ternary add). In the binary acid we have 

>:f but one element beside the hydrogen; here we prefix hydro- 

(^ to the name of the second element and add the termination 

:i 

11 
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-ic. Thus we have hydrochloric acid (HCl) and hydrosulfuric 
acid (H2S). The large majority of ternary acids contain oxygen 
as the third element. It often happens that the same three 
elements form more than one acid. The most familiar one is 
named from the characteristic element and ends in the suflSx 
-ic ; while the one with less oxygen has a similar name, but the 
ending is the suffix -ous. Thus we have sulfuric acid (H2SO4) 
and sulfurous acid (H2SO3) ; also nitric acid (HNO3) and nitrous 
acid (HNO2). The ternary acids are often called the oxygen 
acids, or oxy-acids. 

In naming a salt, we have to consider very carefully the acid 
from which it has been derived. If the acid is a binary, then 
the salt is named after its two constituent elements with the 
ending -ide. Thus we have sodium chloride (NaCl), zinc 
chloride (ZnCl2), and copper sulfide (CuS). If the acid is 
ternary and its name ends in -ic, then the name of the salt 
ends in -ate, but if the ternary acid ends in -ous, then the name 
of the salt ends in -ite. This will be made clear in the following 
examples : 



Name of Acid 


Formula 


Name of Salt 


FOBMULA 


Hydrochloric . . . 
Sulfuric . . . . . 

Sulfurous 

Hydrosulfuric . . . 

Nitric 

Nitrous 


HCl 

H2SO4 

H2SO8 

H2S 

HNO, 

HNO2 


Sodium chloride . . . 
Copper sulfate . . . 
Potassium sulfite . . 
Zinc sulfide .... 
Potassium nitrate . . 
Sodium nitrite . . . 


NaCl 

CUSO4 

K2SO3 

ZnS 

KNO3 

NaNOz 



/. 



)/ 
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SUMMARY OF CHAPTER XIV 



THE VALENCE of an atom is the number of hydrogen atoms 
(ji^th which it will combine or which it will replace. This may 
be represented by supposing that each atom has a certain number 
of hooks, or bondSy which enable it to join some other atom or 
atoms. This is merely a mechanical analogue. 
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A RADICAL is a group of elements that acts like a single ele- 
ment in a chemical reaction. 

Some elements have more than one valence^ the valence being 
different in different compounds. 

IN WRITING FORMULAS of binary compounds the total num- 
ber of bonds of one element must equal the total number of bonds 
of the other element. 

IN REPLACEMENT REACTIONS the number of atoms which 
one element will replace of another can be predicted from the 
valences of the two elements. The total number of bonds of the 
replacing and replaced atoms must be equal. 

VALENCE = ?*?5j^J![^^L_ 

combming weight 

ALL BASES contain the hydrozyl (OH) radical and are called 

hydroxides. 

THE NAME of a binary acid has the prefix hydro- placed before 

the name of the second element and the suffix -ic added. The 

/ derived salt has the suffix -ide. 

i I / THE NAME of a ternary acid is derived from its most charac- 

i \ I teristic element. The most familiar acid ends in -ic and its salt 

\ ^ J in -ate. The acid with one less atom of oxygen than the -ic acid 

Y^has a name ending in -ous^ and its salts end in -ite. 

Questions 

1. Mark the valences in the followiiig formulas : 

SO,; CO; PjOj; PtCU; KL 

2. Correct the following formulas : 
ZnNOs; CaCl,; Cu(N0,)4; AgCl,; A1,0,. 

3. Two grams of a tetravalent metal unite with 0.54 grams of 
oxygen. Find the atomic weight of the metal and write the formula 
for its oxide. 

4. The atomic weight of a certain metal is 52. By experiment 
it is foimd that 26 grams of this metal replace 1 gram of hydrogen from 
hydrochloric acid. What is the valence of the metal in this displace- 
ment? 

6. The formula for phosphoric acid is HsP04. What is the formula 
for phosphorous acid? 
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6. Silver, zino, aluminum, and tin have valences of 1, 2, 3, and 
4 respectively; write the formulas for their chlorides, sulfates, and 
phosphates, assuming that the salts have the normal composition. 

7. What is the difference in composition between potassiirm ohlo- 
rate and potassium chloride? sodium nitrate and sodium jii trite? 
ferric chloride and ferrous chloride? 

8. Complete and balance the following equations : 

(a) KOH +HC1 — ► 

(6) NaOH +H2SO4 — ► 

(c) Ca(OH)a+H2S04 — ► 

{d) Ba(OH)8+H,P04 — ^- — 
(e) Al(OH), +H,S04 — ^— 

9. Give the names of all the salts formed in the preceding ques- 
tion. 

10. Write the formulas of the following salts and indicate the 
valence of each element or radical : magnesium oxide, aluminum clilo- 
ride, potassium nitrite, silver sulfate, ammonium chloride. 

11. From the table of atomic weights and of valences, compute 
the combining or reacting weights of the following metals : zinc, mag- 
nesium, silver, aluminum, and potassium. 

12. Examine the formulas under (a) and write the formulas under 
(6): 

(a) SnSj, HaP04, T1,0, CrCU, HjS, Ca(NO,)„ AIPO4. 

(b) Tin chloride, thallium nitrate, chromium oxide, calcium phos- 
phate, aluminum sulfide. 

13. Given the valence of B as two, derive the probable valences of 
A, C, and D from the following formulas : 

AaBs, B2C, BjDa. What would be the formula of a compound of A 
withC? 




r*->^ 
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CHAPTER XV 
SOLUTIONS 

Solvents — saturated solutions — crystallization — super- 
saturation — importance of solutions — osmotic pressure — 
boiling points and freezing points of solutions — solution of 
gases in liquids — the nature of solutions — suspensions and 
emulsions — colloidal solutions — applications of colloids. 

163. Solvents. We have seen in Chapter VI that water is 
a very good solvent for many substances. This is particularly 
true for the compounds known as acids, bases, and salts. There 
are several other liquids besides water which have consider- 
able solvent power. Alcohol, for example, will dissolve a 
number of substances, such as shellac, which are not soluble 
in water. Some substances, like fats, waxes, and gums, are 
insoluble in water but soluble in certain organic compounds, 
such as ether, carbon tetrachloride, carbon disulfide, and 
gasolene. For this reason, when we wish to make a solution 
of a particular substance, we must try by experiment to find 
the solvent which is most suitable. This fact is taken ad- 
vantage of in removing spots from clothing. If the spot is 
salt or sugar we use water to remove it. If it is a grease spot, 
however, we use gasolene or some similar substance. To re- 
move paint from clothing we must use turpentine or ether, 
since these are about the only solvents which will dissolve the 
oily material used in paint. 

164. Saturated solutions. There is a certain limit to the 
amoimt of material which a solvent will dissolve. This limit 
varies greatly with the nature of the material to be dissolved 
and the nature of the solvent. Thus, 100 grams of water at 
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20° C. will dissolve 34 grams of potassium chloride and only 
7 grams of potassium chlorate. When a solution contains a 
large quantity of the material, it is said to be concentrated ; 
when only a small quantity, it is dilute ; when it contains all 
the dissolved substance that it possibly can take up at a specified 
temperature, it is said to be saturated. We call the maximum 

amount of solid 
which can be dis- 
solved in 100 
grams of solvent 
the solubility of 
the substance. 
This amount 
usually varies 
with the temper- 
ature. Solubility 
curves (Fig. 86) 
may be drawn 
by plotting tem- 
peratures hori- 
zontally and the 
number of grams 
dissolved in 100 grams of water vertically. In nearly all cases 
as the temperatm^ is raised more material can be dissolved. 
For example, 100 grams of water will dissolve 13 grams 
of potassium nitrate (KNO3) at 0° C, 26 grams at 15° C, 
169 grams at 80° C. ; on the other hand, the solubility of sodium 
chloride is more constant : 36 grams at 15° C. and 38 grams at 80° 
C. This difference in solubility is strikingly illustrated in figure 
87. A few substances, such as calcium hydroxide (Ca(0H)2), 
become less soluble as the temperature increases. When the 
maximum amount of a substance that can be dissolved is very 
small, we say that the substance is insoluble. Strictly speak- 
ing, however, no material is absolutely insoluble. For example, 
a saturated solution of powdered marble in water contains 
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0.00013 grams in 100 grains of water, although we say that 
marble is insoluble in water. 

166. Crystallization. The material which is dissolved in 
a solution is uniformly distributed throughout the whole solu- 
tion and is homogeneous to .the eye. It will not separate out 
even on long standing. These are the essential differences 
between a mechanical mixture like sand and water and a true 
solution like sugar or salt in water. If some of the solvent is 
removed by evaporation from a saturated solution, the dis- 
solved material wiU separate out in the form of crystals. An ex- 
ample of this was given in section 125, where the water evapo- 
rated leaving salt in the form of little cubes. Another way of 





KNOm JVa a KNO^ 

Ug. tag. 189 g. 

Fig. 87. ReUtive solubiUty of udt and saltpeter in cold and hot water. 

obtaining a crystalline solid from a solution is to make a satu- 
rated solution of the substance at a high temperature and then 
allow it to cool. If the solubiUty of the material is much less 
at the lower temperature, a corresponding amount of soUd 
will separate in the form of crystals. The separation of a solid 
from a solution in these ways is called crystallization. 

Crystals can be classified into a smaU number of classes 
according to their geometrical form (see Appendix). Examples 
of some common minerals which occur as crystals are shown 
in figure 88. The crystalline forms of substances should 
be observed closely, for they often help to identify the 
substances. 

Some solids take water with them when they separate from 
a solution. This water seems to be only loosely bound to the 
rest of the molecule but to be definite in amount. We call 
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it water of crystallization and indicate it thus in the formula : 
CuSOi • 5 HjO (copper sulfate). Such salts are often called 
hydrates, and the same salt without its water of crystallization 
is said to be dehydrated. For example, crystallized copper 
sulfate is blue, but dehydrated copper sulfate is white. The 
water of crystaUization can usually be driven off simply by 
heating the substance ; in a few cases it is so loosely held that 
it is lost even at room temperature. This last process is called 
efflorescence. 

156. Supersaturation. Sometimes when we cool a hot, 
clear, saturated solution to room temperature, no crystals 

appear even though the solution now contains 

much more material than could be taken up 
by the solvent at this temperature. Such a 
solution is said to be supersaturated. Cr3rstal8 
will usually appear in it if it is allowed to 
stand, or if it is shaken or violently stirred. 
The addition of a very small crystal of the 
substance concerned will always bring about 
crystallization at once. 




We may demonstrate this hy preparing a hot 
saturated solution of sodium sulfate in iei flask. We 
stopper the flask with cotton batting to keep out the 
dust and allow it to cool without moving the flask. p|g^ g^^ Crystalli^ 
When it is cold, we suspend in the solution a small zation of a su- 
crystal of sodium sulfate and note the rapid forma- per saturated 
tion of the crystals (Fig. 89). soltttion. 

167. Importance of solutions. Not only are solutions very 
important to the chemist, but they are vitally important to all 
living things. Our food must be dissolved in the course of di- 
gestion in order to pass into the blood and so be transformed 
into muscle and bone. Plants take in the nitrogen-containing 
substances and mineral matter which are in the soil only when 
they are in the form of solutions. These enter the roots and 
are conveyed as sap to the growing parts of the plants. 
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There are many places in our great West, formerly deserts, 
which have become fertile simply throu^ irrigation. The addi- 
tion of water to the land dissolved the food materials which were 
already in the soil and so made them available as plant food. 
Figure 90 shows a field before and after irrigation. No part 
of the sail can act as plant food unless it is first dissolved. 



The question may be asked, How about "dry farming"? In 
some arid regions it has been found feasible to prevent the evaporation 
of the Umited amount of moisture by deep plowing and by thorough 
and constant surface cultivation of the soil. After a time enough 
moisture may be retained to grow a crop. In certain cases the rain- 
fall ia so small that a crop can be grown only once in two years. Dry 
farming is simply a system of consertdng the moisture so that the 
plants may have the amount of water they need to dissolve their food, 

168. Osmotic pressure. The question sometimes comes up, 
Why does the sap rise in a tree? To explain this let us study 
very briefly the peculiar behavior of solutions. 

By way of illustration we may perform the following experiment. We 
tie parchment paper over a small glass funnel and make the joint tight 
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I Solution 



with sealing wax ; then we fill the funnel with a solution of sugar and 
attach a long glass tube to the stem by rubber tubing. We place the 
funnel in a beaker of distilled water, as shown in figure 91. The solu- 
tion rises in the tube because of the passing of the water through the parch- 
ment. After several days the solution in 
the tube will have reached a considerable 
height. 

Certain thin fiilms of vegetable and ^^-^ 
animal material tend to allow water, 
but not dissolved substances, to pass 
through them. These are called semi- 
permeable membranes. They can also 
be prepared artificially by precipitat- 
ing certain substances mto the pores of 
an earthenware vessel. Water passes 
through the membrane into the inside 
vessel, and a pressure is exerted which 
corresponds to the height of the water 
column. The passage of water through 
a membrane from a dilute to a con- 
centrated solution is called osmosis, 
and the pressure in the inside vessel 
is called osmotic pressure. All* solu- 
tions exert an osmotic pressure if they 
are separated by a semi-permeable 
membrane from pure water or a more 
dilute solution. Water passes in such 
a direction a« to cause the more concen- 
trated solution to become more dilute. 

Osmosis appears to be an explanation of the action of the 
roots of plants. The water or dilute solution which is taken 
in by the ceDs at the root tip is passed from cell to cell farther 
into the root by osmosis and finally reaches the tubes or pores, 
through which it is carried into the stems and leaves. This 
process continues as long as the cell sap is a more concentrated 



Fig. 91. Apparatus to show 
osmosis. 

The water in the beaker 
passes through the mem- 
brane and dilutes the 
sugar solution; the vol- 
ume being increased, it 
rises in the tube. 
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solution than the soil water. Likewise the food we ea1> is 
changed into liquid form, passes into the blood by osmosis, stud 
is carried throughout the body. 

169. Boiling point and freezing point of solutions. Under 
ordinary conditions pure water freezes at 0° C. and boils at 
100° C. The addition of any soluble solid lowers the freezing 
point and raises the boiling point. This lowering of the freeziiig' 
point is made use of in several ways. For example, the brine 
which is used in refrigeration plants is a solution of calcium 
chloride in water. It freezes at a much lower temperature 
than water and therefore conducts heat away from the water 
which is to be frozen. Again, if we make a mixture of ice and 
salt, some of the melting ice forms a saturated solution of salt. 
A saturated solution of salt freezes at —21° C, and hence a 
mixture of ice, solid salt, and a solution of salt can stay to-. ; 
gether permanently only at this temperature. The result is \ 

that more ice will continue melting, thus absorbing heat 
until the temperature is lowered to —21° C. A mixture \ 

of this kind is called a freezing mixture and is used for such 
purposes as making ice-cream. Since salt water (the sea) 
freezes at a considerably lower temperature than pure water, 
it is only in extreme climates that harbors and bays freeze 
over. 

160. Quantitative observations. If we dissolve in 1000 
grams of water one gram-molecular weight of alcohol (C2H6OH), 
which is 46 grams, and in another liter of water a gram-molec- 
ular weight of glycerine (C3H6(OH)3), which is 92 grams, we 
find that both solutions freeze at the same temperature, namely 
- 1 .86° C. We find further that both solutions boil at 100.52° C. 
In other words, a gram-molecule of any dissolved substance 
lowers the freezing point of a given weight of water by a constant 
amount, and raises the boiling point a constant amount. These 
experiments indicate that it is not the total wei^t of material 
dissolved in a given weight of water that determines the freez- 
ing and the boiling points, but rather the number of molecvles 
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in soluHon. This fact has furaished another method of deter- 
mining the molecular weights of many solids and liquids ; but 
we need not describe its details here. 

161. Solution of gases in liquids. Thus far we have been 
considering the solution of solids in liquids ; but we shall often 
have to consider the solubility of gases in liquids. It will 
help us to remember the main facts about the 
common gases if we divide them into three 
groups: 

1. Very soluble : ammonia, hydrogen chlo- 
ride, and sulfur dioxide. 

2. Fairly soluble : hydrogen sulfide, chlo- 
rine, and carbon dioxide. 

3. Slightly soluble : oxygen, hydrogen, 
nitrogen, and the inert gases. 

It has been found that an increaee of pres- *^8- w-. Bubbles of 
' '^ ur in water. 

sure always increases the quantity of gas going 
into solution, and that the increase is directly proportional to 
the pressure. This is called the Law of Henkt, and was 
formidated in 1803. We have already noted one practical 
apphcation of it in the manufacture of carbonated wat«r 
(5 65). 

If we slowly heat a beaker containing oold water, small bubbles 
of air will be seen to collect in great numbers upon the walls (Fig. 92) 

and to rise through the liquid to the aurfaoe. It might seem at first 
that these are bubbles of steam; but they must be bubbles of air, 
(1) because tbey are formed at a temperature below the boiling point 
of water, and (2) because they do not condense as they come to the 
cooler layers of water above. 

This simple experiment shows that ordinary water contains 
dissolved air, and that the amoimt of air which water can hold 
decreases as the temperature rises. The solubility of gases 
diminishes wiOi rising temperature. It is the oxygen of the air 
that is di^lved in water which supports the life of fish. 
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162. The nature of solutions. The facte about solutions 
which we have been considerii^ have led investigators to be- 
lieve that solutions are in very much the same condition as 
gases. That is, we think of the molecules of a dissolved sub- 
stance as flying around 
among the molecules of the 
solvent, much as the mole- 
cules of a gaa fly about, ac- 
cording to the kinetic 
theory. If this conception 
of solutions is correct, when 
a substance dissolves in 
water it is really separated 
into individual molecules 
just as if it were vaporized. 
We can thus understand 
why the determining factor 
in the raising of the boiling 
point and the lowering of 
the freezing point b the 
relative number of dis- 
solved molecules. We can 
further picture osmotic 
pressure as being due to 
the bombardment of the 
i-permeable membrane 
by the molecules of the 
dissolved substance which cannot pass through it. 

If we place a, crystal of some colored substance, like copper sulfate 
(CuSO,) or potassium permanganate (KMnOi), at the bottom of a 
tall oylinder of water, we see the color of the material being; rapidly 
distributed throughout the whole solution. This diffusion in a liquid is 
similar to the way in which one gas diffuses in the presence of another gas. 

We have already seen {§ 49) a few drops of bromine (a red liquid) 
poured into a tall jar of air diffuse upward through the jar. This is 
a case of diffusion of gases. 



Fia. 93. Jacobus Hendbicub > 

HoFP (1852-1911). 
Applied the gas lawa to solutioiiB: 

founder of the modem theory of 

solutions. 
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These experiments suggest, as we have said, that the structure 
of solutions may be very much like that of gases. Along these 
lines there has been developed in the last 25 years what is 
practicaUy a kinetic theory of solutions. If the parallel between 
gases and solutions is correct, then osmotic pressure should be 
very much like gas pressure. It has been found that the 
osmotic pressure of very dilute solutions follows the Laws of 
Boyle and Charles. This most striking evidence for the ki- 
netic theory of solutions was worked out by the Dutch chemist, 
van't Hoflf (Fig. 93). The theory seems to apply best to dilute 
solutions ; with concentrated solutions it is not so satisfactory. 
It is probable that in both dilute and concentrated solutions 
there is some chemical combination between the dissolved sub- 
stance and the solvent^ such as there is known to be in the case 
of ammonia and water. If this is true, the particles which we 
imagine are moving aroimd in the solution are not particles of 
the dissolved substances alone, but are 
particles of the dissolved substance com- 
bined with one or more molecules of the 
solvent. Some such picture as this repre- 
sents our present knowledge of solutions. 

163. Suspensions and emulsions. If 
we take some very finely powdered sub- 
stance, such as flour, and stir it up with 
water, we obtain an apparently uniform 
mixture. On standing, the solid wiU 
slowly settle, and the mixture will thus 
graduaUy separate into solid and liquid. 
Such mixtures are called suspen- ^U;. 94. immiscible Uquids. 

sions. Muddy water is a conunon example of a suspension. 

Many liquids wiD dissolve in one another in all proportions ; 
for example, alcohol and water. These substances are said 
to be miscible in all proportions. If we mix water and carbon 
disulfide (CS2), we very soon notice a sharp line of separation 
between these two immiscible liquids (Fig. 94). Some liquids. 
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such as phenol (C»H»OH) and water, have a limited solubility 
in each other, the solubiUty depending on the temperature. 

K oil and water, two immiscible liquids, are violently shaken 
up together, small globules of the one may remain suspended in 
the other for a long time. This is a mechanical mixture like a 
suspension, and is called an emulsion. Salad dressing is such an 
emulsion ; we make it by shaking up ohve oil and vinegar to- 
gether. After long standing emulsions 
will separate into the two liquids. 

The difference between solutions on 
the one hand and suspensions and 
emulsions on the other is probably due 
to the size of the particles. In a solu- 
tion we have molecules distributed 
throu^out the liquid which are very 
small and move about rapidly. In 
suspensions and emulsions the parti- 
cles are many thousand times larger 
than molecules and can be seen with 
Fls.99. AbMrnofUghtahin- a microscope. 
ingtbioiiKha colloidal soin- 161. Colloidal solutions. Between 
the true solutions and the suspensions 
and merging into both we have what is known as colloidal so- 
lutions, or colloids. Colloidal solutions usually look perfectly 
clear to the naked eye, but when a beam of li^t is thrown 
through them they can be seen to be not entirely homogeneous. 

U we put some sttLrch into cold water we find that it is not soluble, 
but forms a. suspension. But if we boil it in water the grains of starch 
swell and break, and the Btaroh becomes finely diffused throughout 
the water. This clear liquid is & colloidal solution. When the liquid 
s poured through a filter paper, almost all the starch goes through the 
' paper. On ooolii^, the liquid becomes a clear, stiff jelly. 

If we pass a beam of tight tbroiigb a solution of commos salt, we 
ie no distinct path because the molecules are too small to reflect 
light. But if we pass a beam of light through the olear oolloidal solu- 
a of starch we see the bright path (Fig. 95). 



APPLICATIONS OF COLLOIDS 



163 



V^ 



The size of the particles of the dissolved substance in a 
colloidal solution lies between the size of those in a true solu- 
tion and those in a suspension. They are so small that they 
can move with some freedom, and they never settle out as do 
suspensions. On the other hand, they probably do not move 
around as freely or as rapidly as dissolved molecules because 
they are so much larger. Colloidal solutions exert a very small 
osmotic pressure and have almost the same freezing and boiling 
points as the pure solvents. This shows that the dissolved 
particles are very large. 

166. Applications of colloids. The importance of the study 
of colloids in chemistry can be estimated when we realize that 
a very large part of Uving matter is made up of colloidal sub- 
stances. The cells of plants and of 
animals ; part of the blood ; the sap 
of trees Uke rubber; much of our 
food, the proteids for instance — 
these are typical examples of col- 
loids. They are furthermore of 
great importance in the industries : 
the process of tanning leather and 
of dyeing, the making of artificial 
silk and of glass involve a knowledge 
of colloids. 

Glue and gelatin well illustrate some of the properties of 
colloids. Colloidal solutions of a number of such simple sub- 
stances can be prepared. Some of these, Uke glue, are very 
stable and can be preserved for a long time ; others are unstable 
and on being treated with small amoimts of certain substances 
or on being heated precipitate the colloidal material. This 
process is often spoken of as coagulation. For example, the 
colloidal material in milk — casein — can be rapidly coagulated 
at 50° C. by the addition of a Uttle acetic acid (Fig. 96). This 
same change takes place slowly in the preparation of junket 
with the aid of rennet and in making cheese. 
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Fig. 96. Coagulation of casein 
in milk through the addition 
of acetic acid. 
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Some colloidal solutions on cooling or on evaporation turn 
into jeUy-like materials which are called gels. The most familiar 
example is gelatin, a 5 per cent solution of which turns into a 
gel at 18^ C. Gels go back into coUoidal solutions if we warm 
them or add more water. They all contain a great deal of 
the solvent although they are very rigid solids. For this 
reason a relatively small weight of a dry substance like gelatin 
will in solution produce a large amount of gel. All the fruit 
jellies which are made directly from the fruit are gels ; a colloidal 
substance, pectin, which is present in the fruit, causes the gel 
to form. Solid alcohol is a gel formed by dissolving a colloidal 
substance (stearic acid) in denatured alcohol. 

SUMMARY OF CHAPTER XV 

WATER is the common solvent for adds, bases, and salts. 
Many substances which are insoluble in water will dissolve in 
alcohol, ether, carbon tetrachloride, or gasolene. 

A SATURATED SOLUTION is one which contains in solu- 
tion all of a given substance which it can acquire. A saturated so- 
lution on cooling sometimes becomes supersaturated. 

SOLUBILITY is expressed as the number of grams of a sub- 
stance that will dissolve in 100 grams of the solvent. This changes 
with the temperature^ usually increasing rapidly with an increase 
of temperature. 

CRYSTALLINE SOLIDS separate from solutions on evapora- 
tion, or when a saturated solution is cooled. 

WATER OF CRYSTALLIZATION is the definite amount of 
water with which some substances rather loosely combine when 
they separate from a solution as crystals. 

AN EFFLORESCENT substance loses its water of crystalli- 
zation at room temperature. . 

OSMOSIS is the process by which water passes through a 
semi' permeable membrane which holds back dissolved substances. 

Dissolving a substance in a solvent lowers the freezing point 
and raises the boiling point in proportion to the number of mole- 
cules present 



QUESTIONS 166 

SOLUTIONS are believed to have a structure much like gases. 
The molecules of the dissolved substance fly about among the 
solvent molecules. 

SUSPENSIONS AND EMULSIONS are mechanical mixtures 
of solids and liquids, and of liquids and liquids, respectively. 

COLLOIDAL SOLUTIONS contain particles between the size 
of molecules and those in suspension. Colloidal solutions look 
clear, but a beam of light shows that they are not homogeneous. 

Questions 

1. Define and illustrate the meaning of these terms: solvent, 
insoluble, saturated, dilute solution, supersaturated solution, coUddal 
solution, suspension, and emulsion. 

2. Compare the freezing point of Great Salt Lake and of Lake 
Erie. 

3. What two tests could you apply to a solution to show that it 
was colloidal? 

4. How would you determine whether a given solution is unsatu- 
rated, saturated, or supersaturated? 

6. Crystals of washing soda become covered with a coating of 
white powder. Have they gained or lost weight? Explain. 

6. What other substances besides salt could be used with the ice 
in an ice-cream freezer? 

7. Why is a solution not considered a chemical compound? 

8. Why does stirring or shaking make a solid dissolve more rapidly 
in a liquid? 

9. How do you explain the foam on ginger ale after it is opened 
and i>oured into a glass ? 

10. What is the difference between the action of hydrochloric acid 
on zinc and the action of water on sugar? 

11. The white of a raw egg is a colloidal solution. How could you 
coagulate it? 

Topic for Further Study 

Colloids^ What common household substances are colloidal gels? 
How can they be liquefied? What happens when. milk stands for 
some time? Why doesn't the same thing happen to a gelatin solu- 
tion? [Findlay's Chemistry in the Service of Man.) 



CHAPTER XVI 

THE THEORY OF IONS 

Electrolytes and noneleotrolytes — abnormal behavior 
of electrolytes — ionization — electrolysis — acids and bases 
— neutralization — degree of ionization — ionic reactions — 
reactions which go to completion — rules for solubility — 
valence of ions — the electron. 

166. Solutions as electrical conductors. Solutions of dif- 
ferent substances in water vary greatly in their power to conduct 
an electric current. Some solutions will not conduct the cur- 
rent at all; others conduct it very readily. Let us try to 
understand the reason for this difference. 



We may study the conducting power of solutions, roughly, with 
apparatus somewhat like that shown in figure 97. The two platinum 

wires are connected with the 
electric circuit. The lamp 
which is on one of the wires 
serves as resistance to control 
the current and also as an in- 
dicator of the current. When 
it glows brightly the solution 
is a good conductor. 

Let us use this apparatus 
to test distilled water and then 
solutions of sugar, common 
salt, hydrochloric acid, so- 
dium hydroxide, acetic acid, 
anmionium hydroxide, and alcohol. We find that the lamp does 
not light when pure water or a solution of sugar or alcohol is used. 

166 




Fig. 97. Apparatus to show conductivity of 

solutions. 
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But the solutions of salt, sulfuric aoid, and sodium hydroxide cause 
the lamp to bum brightly ; while the solutions of acetic acid and amr 
monium hydroxide give only a dull red glow to the filament. 

It may have been noticed that in those solutions which con- 
duct the electric current bubbles of gas rose from the electrodes ; 
this indicated that a chemical change was going on. Solutions 
of acids, bases, and salts are called electrolytes because they 
conduct electricity ; pure water and solutions like those of sugar 
and alcohol are called nonelectrolytes. A chemical change 
always accovivpaniea the passage of electricity through an elec- 
trolyte y and in, this respect these conductors differ from metallic 
^ conductors. 

\\C 167. Other peculiarities of electrol]rtes. Solutions of acids, 
Qj pases, and salts are peculiar in several other respects besides 
^ that of being electrolytes. In Chapter XV we learned that 
one gram-molecule of a substance like sugar when dissolved 
in a liter of water lowered the freezing point from 0** C. to 
— 1.86® C, and raised the boiling point from 100® C. to 
100.52® C. If one gram-molecule of sodium chloride or sul- 
furic acid is dissolved in a liter of water, the freezing point 
will be lowered and the boiling point raised ; but Oie effect will 
be almost twice as great as with sugar. All electrolytes behave 
in much the same way. So we say that acids, bases, and salts 
give abnormal elevaUons of the boiling point and abnormal lower- 
ings of the freezing point. When we examine the osmotic 
pressure of electrolytes we find that these same solutions give 
abnormally high osmotic pressure. 

We have seen that the lowering of the freezing point, the 
raising of the boiling point, and the osmotic pressure depend 
directly on the number of molecules present in a given weight 
of solvent. It would seem, therefore, as if an electrolyte con- 
tained a great many more molecules of dissolved substance 
than did a nonelectrolyte. This can be accounted for if we 
assume that the molecules of a substance like salt on dissolmng 
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in water break up into two or more parts which are just as free 
\ as a molecule to move about in the solution. 
< 168. Ionization. On the basis of these facts a Swedish 
Whemiat, named Arrhenius (Fig, 98), si^gested a theory which 
has been called the theory 
of ions. He supposed that 
when salt dissolved in water 
it was broken up, or disso- 
dated, into particles of so- 
dium and of chlorine, and 
that each particle carried an 
electric charge, a positive 
charge in the case of sodium 
and a negative charge in the 
case of chlorine. This pro- 
cess is caUed ionization, or 
electrolytic disBociation ; to 
the charged particles Fara- 
day (Fig. 99) gave the 
name ions, meaning " wan- 
derers." Thefollowingequa- 
FiQ. 98. SvANTE A0GO8T Abrhbkiub tiou reppeseuts the change : 
(185&-). 
SuBgeated the theory of ioniiation. NaCl >■ Na+ + CI" 



Note. An ion is indicated by writiuE a + or — dgn aiter and above the 
symbol. 

These charged particles, or ions, must not be confused with atoms ; 
they are atoms carrying an electric charge, but this electric charge 
completely modifies the nature of the particle. Particles of sodittm 
could not be floating around in an aqueous solution, for sodium is a 
very active metal which would immediately react with the water. 
The sodium ion is, however, quite different and does not react with 
the water. 

We can now explain by the theory of ions the abnormal be- 
havior of electrolytes in regard to the elevation of the boihng 
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point, the lowering ^f the 

freezing point, and/the os- 
motic pressure. Since the 

molecules split up' into ions, 

we have, for example, in a 

solution of common salt 

twice as many particles as in 

an equimolecular solution 

of sugar, which is a nonelec- 

trolytfi. 
( 169. Electrolysis. Let us 
inow apply this theory to 
^explain two fads about elec- 
trolytes: namely, that they 

conduct electricity, and are 

at the same time decomposed 

by the current. We shall 

suppose that we have some 

hydrochloric acid in a beaker 

with two electrodes dipping Fio- 99- Michael Fakaday 

into the solution, as shown (1791-1867). 

c inn k J - Began as Davy'a aasiatiuit. Made jj 

m figure 100. According ^^^^ ^^^. 

to our theory the sblution chemiawy. 
contains, besides the water (\4iiich is only very slightly ionized), 
hydrogen chloride (HCl) molecules, hydrogen ions (H+), and 
chlorine ions (Cl~), all flying around among the water mole- 

_* cules. When the electrodes are 

connected to some source of 
electricity, such as a generator 
1 ((?) or a storage battery, one 
electrode becomes positively 
(+) charged and is called the 
anode, while the other electrode 
,S"S"h.S:S'.2: becomesnegatively(-)charged 



1 electricity and 



© « 



elflctiolyEiE 
(HO). 



of hjdrocliloric add 



and is called the catbode. 
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Eleotrioal engineers often speak of electricity as " juice " because 
they think of it as a fluid flowing along a conductor. It is conven- 
tional to say that the electric current flows through a conductor from 
the positive (+) end to the negative (— ). So in the case of the elec- 
trolyte, we speak of the current as flowing through the solution from 
the anode t^the cathode. 

According to the theory of ions, the negative electrode 
(cathode) attracts the positive ions (H"*^) and repels the nega- 
tive ions (Cl~). This is merely the well-known law of elec- 
tricity that like charges repel and urdike charges attract. At 
the same time the negatively charged ions (CI") are attracted 
by the positive electrode (anode), and the positive ions (H^) 
are repelled by it. Thus we see that when the electric circuit 
is closed the ions begin to migrate to their proper electrodes. 
In an electrolyte the ions themselves move and actually carry 
the electricity with them. Nonelectrolytes do not conduct 
electricity simply because they do not furnish the ions to carry 
it. 

When the positive ion — in this case the hydrogen ion — reaches 
and touches the cathode, its positive charge is neutralized, and 
the result is an ordinary hydrogen atom. But we have already 
found that atoms of free hydrogen imite in pairs to form mole- 
cules (H2), and so we see bubbles of the gas. At the same 
time the negative ions are discharged at the anode, and chlorine 
is set free. (At first this is largely dissolved in the hydrochloric 
acid.) 

We thus find that the theory of ions gives us a very satisfactory 
account of the electrolysis of an aqueous solution, such as dilute hydro- 
chloric acid. Sometimes the process is complicated by the fact that 
the atoms which are freed at the electrodes react with the water as 
fast as they are formed. This is the case with sodium hydroxide. 
The sodium atoms which are formed at the negative electrode immedi- 
ately react, forming more sodium hydroxide and hydrogen. The 
hydroxyl ions, when the charge is removed, immediately break down 
into water and oxygen. Thus the gases which are produced at the 
two electrodes are hydrogen and oxygen, and sodium hydroxide is 
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continually regenerated. The equations are : 

NaOH — »- Na+ + OH" 
at the negative electrode : at the positive electrode : 

2 Na + 2 H,0 — >■ 2 NaOH-f- H, 4 OH — >- 2 HaO + O2 

170. Acids and bases. We can now more clearly under- 
stand the essential characteristics of acids and bases. When 
an acid like hydrochloric acid dissolves in water, it dissociates 
into a hydrogen ion (H"^) and some other negative ion, in this 
case the chlorine ion. All acids dissociate, giving hydrogen 
ions, and we may thus define acids as substances which dissolve 
in water and give hydrogen ions. 

All bases contain the hydroxyl group. On dissolving in 
water they dissociate into a positive ion, usually a metal, and 
the negative hydroxyl ion (OH"). We can define bases as 
substances which dissolve in water with the production of the 
hydroxyl ion. All the characteristics of acids are really peculiari- 
ties of the hydrogen ion, and the characteristics of bases are due 
to the hydroxyl ion. In the case of dibasic acids, such as sul- 
furic acid, two hydrogen ions are produced ; and in the case of 
bases, such as calcium hydroxide, two hydroxyl ions are pro- 
duced: H2SO4 — ^ 2 H+ + SOr - 

Ca(0H)2 — »- Ca++ + 2 OH" 

171. Neutralization. We have seen that when an acid 
and a base are brought together, water and a salt are formed. 
In terms of the ionic theory this means that the hydrogen ion 
of the acid and the hydroxyl ion of the base unite to form 

'^^^'" * 11+ + OH- —J- H2O 

This reaction takes place because the molecules of water are 
very shghtly dissociated. A molecule of water shows very Uttle 
tendency to dissociate into a hydrogen ion and a hydroxyl 
ion. When we neutralize hydrochloric acid with sodium hy- 
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m 

droxide, there are thus formed undissociated water molecules. 
The sodium ions and the chlorine ions are not afifected ; they 
still move around freely in the solution : 

Na+ + OH- + H+ + CI- —^ Na+ + CI" + H2O 

The solution, however, is electrically neutral since there are 
an equal number of positive and negative ions. We now have 
exactly the same condition at hand as if we had started with 
salt and had dissolved it in water. As we evaporate the solu- 
tion and it becomes more concentrated, a certain number of 
the sodium and chlorine ions join, forming undissociated sodium 
chloride molecules. As soon as the solution becomes saturated, 
these undissociated molecules begin to join together, and solid 
crystalline sodium chloride separates out. 

172. Degree of ionization. The process of ionization is a 
reversible one. In concentrated solutions there are a number 
of undissociated molecules. As we dilute such a solution, 
more and more of these molecules dissociate until we find that 
we have only ions present : 

NaCl =^:i= Na+ + Cl" 

Thus it is only in dilute solutions that we can neglect the 
efifect of the undissociated molecule. There are certain sub- 
stances whose molecules dissociate much less readily than do 
common salts. Such a substance is acetic acid. Even in 
dilute solutions only a small fraction of the total number of 
molecules of this acid are dissociated into hydrogen ions and 
negative ions. The result is that when we compare a solution 
of acetic acid with one of hydrochloric acid (which has the same 
number of molecules in a given volume), there are many times 
the number of hydrogen ions in the hydrochloric acid solution 
more than there are in the acetic acid. That is, the concentration 
of hydrogen ions in the solution of acetic acid is relatively low. 
Acids of this sort are said to be weak acids. Because they 
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have a relatively small concentration of ions, they conduct the 
electric current only feebly; and because the hydrogen ion 
concentration is low, they are only sUghtly acidic. 

In the same way some bases, like anmionium hydroxide and 
copper hydroxide, are only shghtly dissociated and are said 
to be weak bases. It must be remembered in comparing the 
strength of different acids and bases that we are comparing 
the relative degree of dissociation in dilute solutions. In order 
to compare the properties of the dilute solutions of two acids, 
we must take solutions of such strength that there will be an 
equal number of molecules in a given volume of each solution. 
In such equimolecular solutions the number of hydrogen 
ions will therefore vary directly with the strength of the acids. 

Hydrochloric and nitric acids are strong acids. They are almost 
completely dissociated in dilute solutions. Sulfuric acid is also a 
strong acid, although it is not quite so strong as the two just men- 
tioned. Acetic and sulf urous acids are weak acids ; hydrogen sulfide 
and carbonic acids are exceedingly weak acids. Sodium, potassium, 
and calcium hydroxide are strong bases; ammonium hydroxide is a 
weak base. 

173. Ionic reactions. Reactions in aqueous solutions are 
characterized by the fact that nearly all of them occur almost 
instantly. The reason for this is that these reactions take 
place between ions. For example, an acid neutralizes a base 
so rapidly that we cannot measure the speed. In general, we 
can think of all reactions which take place in dilute solutions 
of acids, bases, and salts, as being between ions. We can 
often write such reactions by forming equations in which the 
ions are shown ; the neutralization reaction has already been 
written in this way. 

The replacement of the hydrogen of an acid by a metal is really the 
transfer of the electricity from a hydrogen ion to a metallic atom ; the 
metallic atom is thereby turned into a metallic ion and free hydrogen 
is liberated. Such a reaction can be represented thus : 

Zn+ 2 H+ — >• Zn++-H H, 
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The negative ion of the amd need not be shown in suoh ui equation, 
because it is not involved in the reaction. 

When we mix a solution of sodium chloride and potassium nitrate, 
aothing happens. The various ions merely move around b«el; in 
the solution. A certain number of undissociated potassium chloride 
and sodium nitrate moleeules are produced : 

Na++ CI- + K* + NO,- ^=t Ka + NaNO, 

As both of these substances are 
soluble in water, they do not separate 
out, but dissociate again into the orig- 
inal ions. When we make a mixture 
of sodium chloride and silver nitrate 
(AgNOi), we at once get a white pre- 
cipitate. This is because the silver ions 
and cbJorine ions conibine to form un- 
disBooiated silver chloride (AgCl) mole- 
cules, wliich are immediately removed 
from the solution since sDver chloride 
is insoluble. In this way the reaction 
goes to completion : more and more 
sodium ions and chlorine ions unite, 
and more and more silver chloride is 
preoiiHtated, until either the chloride 
ions or silver ions are exhausted : 

Agt-fCl- — *-AsC\i 

174. Reactions wbich go to corn- 
Fig, loi. ReadioD goes to com- pietion. We may divide all double 
' decomposition reactions which go 

to completion in aqueous solution into three classes. ■ 

(1) If one of the products of the action is a gas insoluble in 
water, it will escape, and the action will therefore run to an end. 
Such a ease is the action of dilute hydrochloric acid on sodium 
carbonate {Fig. 101) : 

2 HCI -I- N&^03 —*- 2 NaCl -|- HiO + CO, t 

When we mix dilute sodium chloride and dilute sulfuric acid, 
we do not get the same result since hydrogen chloride is 



REACTIONS WHICH GO TO COMPLETION 175 

soluble in water. We merely have a mixture of the various 
ions, DO molecules being formed or removed. When we use con- 
centrated acid and heat the mixture, a reaction takes place 
because hydrogen chloride is now expelled. 

(2) Ionic reactions will go to completion if an insoluble 
precipUaie is formed. This case has already been discussed 
in connection with the precipitation of silver chloride. Another 
example is the formation of barium sulfate (Fig. 102) ; 

Ba^ + 2 CI- + 2 H* + SOr " —>■ BaSO< I + 2 H+ + 2 CI" 

(3) Ionic reactions will also run 
to completion if oile of the possible 
products is only sligktiy dissoeuUed. 
The commonest example of this 
is the process of neutralization, 
which has already been considered. 

ITS. Substances insoluble in 
water. In order to use the fore- 
going principles we shall need to 
know what substances are insol- 
uble in water, or soluble only 
with difficulty. We have already 
(§ 161) considered the case of 
gases. We shall now state some 
rules for the solubility of soUds 
which it will be well to remember. 

Oenebal Rules por Solubiutt Kg. loi. Reaction toee to eom- 
pletion bcunae ■ precipitate !■ 

1. ^ sodium, pota»Hum,aJid ammo- formed. 
nium oompoimds are ioliAle in water. 

2. All nitrates, eMorates, and acetates ore soluble in water. 

3. All chlorides are soluble, except those ot silver, mercury (mer- 
outoub). and lead (lead slightly soluble). 

4. All svlfates are soluble, except those of barium, lead, and oal- 
□ium (calcium slightly soluble). 
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5. All carbonates are insoluble, except those of sodium, potassium, 
and ammonium. 

6. All oxides and hydroxides are insolvhle, except those of ammo- 
nium, sodium, potassium, and barium (calcium hydroxide slightly 
soluble). 

176. Valence of ions. Monovalent elements like sodium 
and chlorine form ions which have only one electric charge. 
However, certain elements and groups of elements form ions 
which have more than one charge. For example, when sodium 
sulfate dissociates, it forms two monovalent . sodium ions and 
one divalent sulfate ion : 

Na2S04 — ^ 2 Na+ + SOr " 



Valence op Some Common Ions 



Positive Ions 


Negative Ions 


Monovalent 


Divalent 


Trivalent 


Monovalent 


Divalent 


Trivalent 


Na+ 

K+ 

Ag+ 


Ca++ 
Ba++ 

Mg++ 
Cu++ 
Zn++ 
Fe++ 


A1+++ 


OH- 

ci- 

Br- 
I- 

NOs- 
OCI- 


SO4— 
CO3-- 

SOs— 

s 


PO4 



It will be seen that all the metals form positive ions but that 
many dififer in their valence. The valence of these ions, how- 
ever, corresponds to the valence of the metals as we have 
previously learned them (§ 148). Certain nonmetals form 
single ions, and many of them form ions of a complex nature 
which contain oxygen. The valence of the nonmetallic ions 
likewise varies. It will help us to appreciate what is meant 
by valence if we recognize that the valence of a positive ion 
is the nimiber of positive charges that each atom gains on going 
into the ionic condition. Similarly, the valence of a negative 
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ion represents the number of negative charges which these 
atoms or groups of atoms hold. It will be seen that in order to 
have an electrically neutral solution a substance must dis- 
sociate in such a way that the algebraic sum of the total charges 
will be zero. That is, sodium sulfate could not have the for- 
mula NaS04 because it would then dissociate so that there 
would be twice as much negative electricity as positive. There 
must be two positive ions to counterbalance the doubly charged 
negative ion. 

Impossible NaSO* — >• Na+ + SOr - 
* Actual NazSO* — ^ 2 Na+ + SOr " 

177. The electron. When the ionic theory was first pro- 
posed little was known about the nature of electricity, and very 
little was said about the nature of the charges in the ions. It 
was necessary to assume, of course, that there must always be 
nn equal number of positive and negative ions because a solu- 
tion is electrically neutral ; that is, it is neither positively nor 
negatively charged. Recent developments in physics have 
given us a clearer idea about the nature of electricity. 

In conmion salt, we think that each of the sodium and 
chlorine atoms contains a minute nucleus of positive electricity, 
which comprises most of the mass of the atom. Aroimd the 
nuclei there are many tiny particles of negative electricity called 
electrons. Each one of these electrons weighs about one 
eighteen hundredth daV Tr ) ^s much as an atom of hydrogen. 
When we dissolve such a substance as salt in water, we pro- 
vide an opportunity for the charged sodiimi and chlorine atoms 
to separate and move aroimd freely. Thus, a chlorine ion 
(Cl~) consists of an atom of chlorine pliis one electron (Cl+«), 
which it has gained from the sodium atom; a sodium ion 
(Na"^) is an atom of sodiimi mimis one electron (Na— «). The 
sodium ion is positively charged because the atom has lost 
one unit of negative electricity ; the chlorine ion is negatively 

charged because the atom has gained this negative electricity. 
I) 
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When these ions combine, the resulting molecide (NaCl) is 
electrically neutral. 

The electron is the smallest quantity of electricity which 
can be transferred from one atom to another, and the smallest 
quantity of electricity that is capable of existing alone. The 
positive unit of electricity is unknown in the free state, and 
apparently exists only when combined or associated with matter. 

A " current " of electricity is regarded as a stream of electrons 
flowing along the conductor. It should be noted, however, 
that the stream or procession of electrons is flowing in the op- 
posite direction from that of the electric current. . 

SUMMARY OF CHAPTER XVI 

AQUEOUS SOLUTIONS which will conduct an electric cur- 
rent are called electrolytes;, solutions which will not conduct 
the current are called nonelectrolytes. Solutions of acids, bases, 
and salts are electrolytes. 

ALL ELECTROLYTES show an abnormal lowering of the 
freezing point, an abnormal raising of the boiling point, and an 
abnormally high osmotic pressure. 

THE IONIC THEORY assumes that in solutions of electrolytes 
the molecules are dissociated into charged particles called ions. 

ELECTROLYSIS involves the discharge of the positive and 
negative ions at their respective electrodes with resulting chemical 
change. 

ACIDS are substances which produce hydrogen ions by elec- 
trolytic dissociation. 

BASES are substances which produce hydroxyl ions by elec- 
trolytic dissociation. 

NEUTRALIZATION merely involves the combination of a 
hydrogen ion and a hydroxyl ion to form an undissociated molecule 
of water. 

IONIZATION is a reversible process and is complete only in 
dilute solutions. Some acids and bases are only slightly disso- 
ciated ; they are said to be weak. 

VALENCE of an ion is the number of electric charges in it 
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, QUESTIONS 
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Reactions go to completion, 

(1) if one of the products is a gas insoluble in water ; 

(2) if an insoluble precipitate is formed ; 

(3) if one of the possible products is only slightly ionized. 
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Questions 

1. How can you determine whether kerosene is an electrolyte? 

2. When dry sodium hydroxide is treated with dry hydrogen 
chloride, no chemical change takes place. Explain. 

^^8. What five series ot facts indicate the truth of the theory of ions? 

\^4. How would you define a salt in terms of the theory of ions? 

V 5. Describe the electrolysis of hydrochloric acid in terms of the 
electron theory. 

6. Write the ionic equation for the following reactions : 

Zinc and hydrochloric acid 
Potassium hydroxide and sulfuric acid 
Calcium hydroxide and hydrochloric acid 
Aluminum and hydrochloric acid 
Sodium and water 

^^^ 7. When cold concentrated sulfuric add is added to zinc, there is 
no change. Explain. 

*J 8. What is the distinction between a strong acid and a concerUraied 
acid? 

9. When silver nitrate (AgNOs) solution is added to potassium 
chlorate (KClOj) solutfon, no precipitate is formed. When silver 
nitrate solution is added to potassium chloride (KCl) solution, a white 
precipitate is formed. Explain carefully. 

10. Define the following terms: dectrode, electrolyte^ electrolysis, 
electrolytic dissociation, and electron. 

11. What are the properties of the hydi:ogen atom? of the hydro- 
gen ion ? 

12. Which of the following substances would you expect to be 
insoluble in water : copper sulfate, lead nitrate, mercuric oxide, barium 
hydroxide, zinc nitrate, sulfur dioxide, tin oxide, aluminum sulfate, 
ammonium chloride, calcium carbonate? 

18. Write the formulas of the soluble substances named in ques- 
tion 12, and indicate the ions and the valences. 
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ij/, \^ \ 14. A gram-molecular solution of sodium chloride froze at -3.42® C. 
Was the ionization complete? 

16. When dry sodium bicarbonate and dry tartaric acid (baking: 
powder) are mixed, there is no action. When water is added there is 
violent effervescence. Explain. 

Rbvibw Qtjestions 

1. Using the language and symbols of the ionization theory, state 
what happens when copper sulfate is dissolved in water. 

2. Explain fully according to the ionization theory what happens 
when a solution of sodium sulfate is added to a solution of barium 
chloride. 

3. What happens to the hydrogen of hydrochloric acid when this 
acid is neutralized by an alkali? Give the reason for your answer. 

4. State accurately Avogadro's theory. Explain its use in deter- 
mining molecular weights. ^ 

6. Define element; compound; atom; molecule, 

6. How many cubic centimeters of hydrogen gas, measured under 
standard conditions, would be necessary to reduce 10 grams of copper 
oxide? 

Topic for Further Study 

Sir Humphry Davy and his brilliant pupil Michael Faraday. Which 
man did more for the advancement of chemistry, Davy or Faraday? 
{Mooters History of Chemistry and Thorpe*s Essays in Historical 
Chemistry.) 



CHAPTER XVII 

SULFUR AND THE SULFIDES 

Oocurrenoe of sulfur — production — experiments — prop- 
erties — allotropic forms — chemical behavior. 

Occurrence of hydrogen sulfide — preparation — properties 
— analytical uses. Carbon disulfide. 

Use of sulfur in rubber — comparison with oxygen. 

178. Importance and occurrence of sulfur. We shall now 
consider the element sulfur, which has been known since the 
earliest times. Large deposits of free sulfur occur in Sicily, 
Texas, and Louisiana. It is frequently found around the rims 
of craters and in the vicinity of volcanoes, as well as in non- 
volcanic regions. 

There are large deposits of sulfur compounds, such as the 
sulfides of metals: iron pyrite, or fool's gold (FeS2), galenite 
(PbS), and zinc blende (ZnS) ; also the sulfates, such as gypsum 
(CaS04-2H20). 

Mixed with saltpeter (KNO3) and charcoal (C), sulfur has 
long been used in black gunpowder. Sulfur enters into the 
lime-STilfur mixtures used for spraying shrubs and trees; it 
furnishes the sulfur dioxide for bleaching and disinfecting. 
Perhaps most important of all is its use in the manufacture of 
sulfuric acid, a substance which plays a large and essential 
r61e in the preparation of other chemicals. 

179. bdustrial Production, in Sicily, where the sulfur deposits 
are on or near the surface of the ground, a very simple but wasteful 
method of production is employed. The sulfur mixed with consid- 
erable rock and dirt is piled up in heaps on a slanting hearth and is 
set on fire. Some of the sulfur bums, and the heat it gives out melts 

181 
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the rest so that it runs down the sloping floor away from the impurities. 

The crude sulfur is then pmifled by distillation, a prooeea which is 
._ _ carried out by boiling the sulfur in a 

retort B (Fig. 103) and sending the 
vapor into a cold chambw D, in which 
it condenses. At first it oolleots in 
the form of a fine powder, which is 
called flowers of Bulfnr. After a time 
the walls of the chamber become 
warm, and the sulfur melts and col- 
lects on the fioor C. It is then run into 
wooden molds and oast in the form 
of sticks. This is the ordinary T<dl 



w T« ^,. u M ,^ In America the deposits of 

Fig- 1 03. Distillallon of BuUor. ,, - ■ ■ , 

Buliur are aix hundred or more 
feet below the surface of the ground; o»b™^ 
and because of the surroundit^ clay, 
quicksand, and rock, it is impossible to 
mine it by the usual methods. An 
American chemist, Herman Frasch, after 
ten years of labor worked out a most in- 
genious and successful method of getting 
sulfur. The process is essentially this : A 
is drilled down to the bottom of the sulfui 
Into thb hole is Lowered a six-inch iron 
which contains two smaller pipes, one v 
the other (Fig. 104). Water heated under 
sure to a temperature well above its bi 
point (170" C.) is forced down throi^ thi 
inch pipe. On coming into contact witt 
sulfur, the hot water melts it and turns th^ u»*- M«ibiwi 

derground deposit into a subterranean lake of (,( pijing la tii« 
molten sulfur. Compressed hot air is now forced Fr«»«h process, 
down through the smallest pipe and forms a froth with the molten 
sulfur and hot water. The pressure of the hot water and com- 
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preaaed air forces this froth up through the middle pipe, whence 
it discharges into a large wooden bin which measures about 
150 by 250 feet. In this way great quantities of sulfur can be 
melted and blown to the surface. It is very pure (about 99 per 
cent) ; and after it has solidified, the hi^e blocks are broken up, 
loaded directly into care (Fig. 105), and shipped to various 
points for use without further purihcation. 



Pig. 105. Loading aolfur froin th« hugs block*. 
The locomotive derrick takes up 2 tons at a time. 

180. Experiments nriUl sulfur, if we carefully heat some pow- 
dered sulfur in a large test tube, it easily melts and, if not overheated, 
gives a pale yellow liquid, which flows about the tube like oil. As we 
heat it more strongly the sulfur rapidly grows darker and becomes 
so thick and sticky that even if the tube is turned upside down it does 
not run out. When we heat it still more, it becomes Uquid again, al- 
though it remains dark in color, and presently boils. As we let the liquid 
cool we note that the sulfur goes through these same changes, but in 
the reverse order. 

181. Properties of sulfur. Sulfur is a pale yellow, brittle 
Bohd about twice as heavy as water. It is not soluble in water 
and has no marked taste or odor. When heated it melts at 
114° C to a straw-colored liquid ; as the temperature rises, the 
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liquid becomes darker and more and more viscous until at about 
235° C. it is almost black and too thick to run out of the vessel. 
Then it grows thinner again on further heatii^ and boils at 
445° C. As a solid it is a very good insulator of heat and 
electricity. 

182. Varieties of sulfur. If we dissolve some roll sulfur in & 
sm&U quantity of carbon disulfide (CSi) and then pour the solution 
into a crystallizing dish, the 
aolveat slowly evaporates mid 
leaves the sulfur in the shape 
of small eryatals. 

If this experiment is car- 
ried out on a larger scale 
and with certain precau- 
tions, more perfectly shaped 
crystals will be formed, like 
the ones shown in figure 
106. These crystals gener- 
3 (octahe- 
dral) and belong to the rhombic system ; hence this variety is 
called rhombic sulfur. The free sulfiu- found in nature is 
rhombic. Itoll sulfur and flowers of sulfur are largely com- 
posed of very small crystals of this sort. 

Another crystalline variety can be obtained by first melting some 
sulfur and then allowing it to cool alowly. This can be conveniently 
done in a clay crucible. As the melted sulfur begins to solidify, a 
thin crust forms over the surface. If a hole is broken through and 
the liquid sulfur underneath is poured out, a loose mass of needle-Uke 
crystals (Pig. 107) is found to fill the interior of the crucible. 

These crystals which grow in the liquid are of the monoclinic 
or prismatic variety. They are long, transparent, pale-yellow 
needles, almost rectangular in cross section and beveled at the 
points. Sulfur can be kept in this form indeflnitely, provided 
the temperature is above 96° C. and below its melting point; 
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but when it is allowed to cool, it slowly becomes opaque 
because of its change into particleB of rhombic sulfur. 

We Bhall now heat a quantity of ordinary 
roll aulf UT in a small flask until it is almost 
boiling and then pour the hot sulfur in a thin 
stream into a beaker of cold water, as shown 
iu figure 108. It is oonvenient to plaee a fun- 
nel in the beaker and pour the stream of sul- 
fur around it. Then we may oaaily lift out 
the fmmet and the solidified sulfur with it. 
It is no longer brittle but seems almost like a 
gum. 

The dou^-like product obteuned by 
suddenly chilling the molten sulfur in pj^ ^07. Piimutic or 
cold water is called plastic sulfur. Since ' nMdl«-«ii«pwi ctyttdi 
it has no crj^talliue form it is also called 

amorphous sulfur. This variety is unstable and in the course of 

a few days changes into ihe Aombic form. The crystalline 

forms of sulfur are soluble in carbon 

disulfide ; the amorphous forms are 

not. 

There are a munber of other forms 
iu which elementary sulfur can exist, 
but we shall not discuss them here. 

183. AUotFq>ic forms. The differ- 
ent modifications of an element, such 
as we have described for sulfur and 
such as exist also for other elements 
hke carbon and oxygen, are called 
alio tropic forms. It must not be 
Fi(. loS. Ponrim maltid ml- thoi^t, however, tiiat the sulfur 
(or uito eold water toims atom itself is different in these vari- 
ations. The differences in form are 
due to the number of atoms which are combined in the 
sulfur molecule, and perhaps also to the way in which the 
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atoms are grouped together. In the case of sulfur we do not 
yet know just how many sidfur atoms there are in the molecule 
of each of the different modifications ; but we do know that 
sulfur atoms have a tendency to form large molecules, since 
gaseous sulfur contains a molecule which has eight atoms. In 
the case of the allotropy of oxygen it has been found that the 
difference is due solely to the fact that one form has two atoms 
to*the molecule, while the other form (ozone) has three. 
. 184. Chemical behavior of sulfur. All forms of sulfur 
behave very much alike chemically. When sulfur bums in the 
air it yields a pungent gas, sulfur dioxide (SO2). Most metals 
when heated with sulfur unite with it directly, forming metallic 
sulfides. 

Among the first chemical reactions which we investigated 
were those between iron, zinc, copper, and sulfur, forming the 
various sulfides. The equations for these reactions are : 

Zn + S — >• ZnS 
Fe + S — ^ FeS 
Cu + S — >- CuS 

Sulfides 

186. Occurrence of hydrogen sulfide. This gas (H2S) has 
a characteristic odor which is recognized whenever animal 
substances containing sulfur become putrid. Thus, bad eggs 
owe their disagreeable smell to the presence of this gas. It is 
also found in solution in certain sulfur springs and occurs in 
volcanic gases. 

186. Preparation of hydrogen sulfide. When hydrogen is 
slowly passed over melted sulfur, the two combine to form hydro- 
gen sulfide. Even after a few minutes a trace of the gas can be 
detected by means of a strip of paper moistened with lead 
acetate (Pb(C2H302)2) solution. The paper turns dark owing 
to the formation of lead sulfide (PbS), which is black. 
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The usual method of preparing hydrogen sulfide is by the 
action of dilute hydrochloric or sulfuric acid on iron sulfide 

(FeS) : FeS + 2 HCl -^ FeCU + H^S t 

When only a small amount of the gas is needed, the apparatus 
shown in figure 109 is convenient. But the Kipp generator 
(Fig. 25) is better when the gas is 
required in larger quantities. In- 
asmuch as the gas is somewhat 
poisonous, all experiments with 
it should be performed either un- @^ 
der a well-ventilated hood or in 
the open air. 

187. Properties of hydrogen 
sulfide. This gas is colorless and 
a little heavier than air. It is 
fairly soluble in water, which en- 
ables us to use it in the labora- 
tory as a solution. In pure form 
it acts as a poison, and even when 
diluted with considerable air it 
causes headache and nausea ; but 
fortunately its obnoxious smell gives warning of its presence. 

The gas readily bums with a bluish flame, forming water and 
sulfur dioxide :• 

2 HaS + 3 O2 — ^ 2 H2O + 2 SO2 

When it bums in a bottle the supply of oxygen is not suflScient 
to combine with both the sidf ur and the hydrogen ; hence the 
hydrogen and only a part of the sulfur bum : 




Fig. 109. Hydrogen sulfide 
generator. 



2 H2S + O2 



2 H2O + 2 S 



The compound is not very stable. This can be demonstrated 
by holding a cold porcelain dish in the hydrogen sulfide flame 
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(Fig. 110). The dish shows a yellow spot due to the sulfur 
which is condensed on its surface. The gas in the interior of 
its own flame was decomposed by heat into its constituent 
elements. 

A water solution of the gas is a very weak acid known as 
hydrosulfuric acid; it has about the same effect on litmus 

paper as carbonic acid (H2CO3). A salt 

results from neutralizing hydrosulfuric acid 
with a base. This salt is called a sulfide, 
and can be obtained by evaporating the 
solution. 

188. The use of hydrogen sulfide in the 
laboratory. Because of its action on me- 
tallic solutions, hydrogen sulfide is used as 
one of the reagents in analytical chemistry. 
Y, „ The metallic sulfides which are formed 

Fig.iio. Hydrogen sui- ^^^e such characteristic colors that they 
fide flame deposits fumish a convenient test for the presence 

sulfur on a cold dish, ^j ^j^^ ^^^^^^ 

Let us experiment with three solutions : (1) Dissolve a little lead 
acetate (Pb(C2H802)2) in some water in a test tube. (2) Dissolve 
a bit of white arsenic (AS2O8) in a few drops of hydrochloric acid 
and then add water. (3) Dissolve a small quantity of antimony 
salt (tartar emetic) in water. Now pass a few bubbles of hydrogen 
sulfide through each solution in turn. In the first test tube we get a 
black precipitate (PbS), in the second a yellow precipitate (As2Ss), 
and in the third a red precipitate (Sb2S3). 

Thus we see that certain metallic sulfides which are insoluble 
in water or dilute acids can be prepared by passing hydrogen 
sulfide into an aqueous solution of the metalUc salt. 

We shall now prepare dilute solutions of copper sulfate (CUSO4), 
iron sulfate (FeS04), and potassium sulfate (K2SO4), and shall then 
pass a few bubbles of hydrogen sulfide into each. We get a black 
precipitate in the copper solution and no precipitate in the other two. 

If we add a few drops of ammonia water to these solutions, we get a 
black precipitate in the iron solution but nothing in the potassium solution. 
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In this experiment we note that copper sulfide (CuS) can be 
precipitated in an acid solution, iron sulfide (FeS) in an alka- 
line solution, and that potassium sulfide is precipitated in 
neither acid nor alkaline solutions. This furnishes a means of 
eepa^atiI^; copper, iron, and potassium. The following equa- 
tion will help us to understand this reaction : 

CuSO^ + H^ —*- CuS 1 + H,SO, 

In the case of iron sulfate we have a reversible reaction : 

FeSO, + H^ ;^^ FeS + HjSO, 

The iron sulfide is acted upon by the dilute sulfuric acid. But 
by adding ammonia we neutralize this acid and thus allow the 
iron sulfide to form. 

Some metals, like silver and lead, react 
directly with hydrogen sulfide to form the 
metallic sulfide. The tarnishing of silver 
in the household is probably due to the 
hydrogen sulfide which comes from slight 
leaks in gas pipes and from 4^e burning 
of coal. Illuminating gas is supposed to 
be free from this gas, but it usually con- 
tains a trace of it. 

189. Carbon disulfide (CSj). We have 
already seen (§ 182) that this is a valuable 
solvent because it dissolves sulfur, rubber, 
and other substances which are not sol- 
. uble in water. It is manufactured from 
coke and sulfur : uiiutiSKifi^ 

C ~|~ 2 S *- CSi maWng caibon disulfida. 

The reaction requires a very hi^ temperature, which is usually 
obtained commercially in an electric furnace (Fig. 111). The 
main part is filled with coke, and the sidfur is added throi^ 
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the hoppers, lite electric terminals are near the bottom. 
The heat generated vaporizes the sulfur, ^ich unites with the 
hot carbon to form carbon disulfide. 

Carbon disulfide is a colorless, heavy liquid which boils at 
46° C. When pure the Uquid is said to have a pleasant smell, 
but it undergoes slight decom- 
position, which gives it a very 
disagreeable odor. It is very in- 
Jlammable. Its vapors mixed with 
air are explosive, and consequertUy 
no flame should be near when car- 
bon disulfide is being used. 

Besides being valuable as a 
solvent, it is useful in extermi- 
nating ants and other insect 
pests. It has also been em- 
ployed to destroy the prairie 
dog, as well as rats and mice. 

190. Use <A sulfur in malring 
rubber. The India-rubber tree 
(Fig. 112), chiefly grown in the 
tropics, furnishes a milky juice, 
which is made into crude rub- 
ber by a rather primitive sort 
of evaporation. This material, 
called caoutchouc, is essentially 
Pig. tti. Rubber tree in Sumati*. a compound of hydrogen and 
carbon. It is soft, elastic, but 
unsuitable for most purposes be- 
cause it very gradually oxidizes in the air and forms a brittle 
substance. When mixed with 10 per cent of sulfur and certain 
metallic compounds and then heated out of contact with the 
air to about 150° C, it becomes stiffer, more elastic, and much 
more durable. This process of vulcanizing produces the com- 
mercial article called rubber. 
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Hard rubber, also called vulcanite, is obtained when caout- 
chouc is mixed with from 30 to 50 per cent of sulfur and then 
heated to» a temperature about 30 degrees higher than that 
appUed in making the soft vulcanized rubber. Hard rubber is 
used in the manufacture of fiuch articles as buttons and 
fountain pens; it is also a valuable insulating material for 
electrical machinery. 

It has been found possible to prepare an artificial rubber which is 
almost identical with the natural variety. The process, however, is 
expensive, and the raw materials, such as potato starch or turpentine, 
are not cheap enough. The result is that large rubber manufacturers 
are laying out extensive rubber plantations in tropical countries in order 
to increase the supply of available rubber. 

191. Comparison of sulfur and oxygen. Although sulfur 
and oxygen seem very imlike in their physical characteristics, 
yet in their chemical behavior they are somewhat similar. Both 
unite with hydrogen to form a compound containing two atoms 
of the latter element; that is, both are divalent. Oxygen 
unites with hydrogen much more readily and vigorously than 
does sulfur, but the reactions are similar in both cases : 

2 Ha + O2 — >- 2 H2O 

H2 "T" S > H2k> 

Both elements combine with many metals, forming on the one 
hand sulfides, on the other oxides. The reactions in the case 
of copper will serve as an illustration : 

2 Cu + O2 — >• 2 CuO 

Cu + S — >- CuS 

The sulfides and oxides* resemble each other somewhat in re- 
gard to their physical properties, such as solubility in water, 
etc. We shall find additional cases later on in which elements 
resemble each other much as do sulfur and oxygen. 
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SUMMARY OF CHAPTER XVH 

SULFUR is found in a free state ; also in sulfides and sulfates. 

In Sicily it is melted away from rocky material. 

In Louisiana it is melted underground by superheated water 
and forced to the surface. 

COMMERCIALLY, sulfur is sold as flowers of sulfur and as 
roll or lump sulfur. 

ALLOTROPIC FORMS of sulfur include the rhombic, the 
prismatic, and the amorphous. 

The rhombic form is the stable form ; it melts at 114^ C. and 
boils at 445° C. It is about twice as heavy as water, insoluble in 
water, soluble in carbon disulfide. 

SULFUR BURNS in air, forming sulfur dioxide. It combines 
directly with a number of elements, forming sulfides. 

SULFUR IS USED in the manufacture of gunpowder, lime- 
sulfur spray, carbon disulfide, sulfur dioxide, sulfuric acid, and in 
vtdcanizing rubber. 

HYDROGEN SULFIDE is formed in nature by the decay of 
organic matter containing sulfur; it also occurs in volcanic gases 
and in the water of sulfur springs. 

In the laboratory^ hydrogen sulfide is prepared by the action of 
dilute hydrochloric or sulfuric acid on iron sulfide. 

PROPERTIES OF HYDROGEN SULFIDE: a colorless gas 
with a characteristic unpleasant odor, fairly soluble in water, 
heavier than air. It bums in an abundance of air to form water 
and sulfur dioxide, but in a limited supply of air it forms water and 
sulfur. 

The water solution is called hydrosulfuric acid; it is a weak 
acid and forms sulfides with most metallic solutions. Used in 
chemical analysis to separate metals. 

Questions and Problems 

1. Describe how you would proceed to prove a yellow powder to 
be sulfur. 

2. What properties have the allotropie forms of sulfur in com- 
mon? 
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3. Write the names and formulas of four metallic sulfides and of 
the corresponding oxides. 

4. Given that 22.4 liters of air weigh about 29 grams. From the 
formula of hydrogen sulfide compute its molecular weight and compare 
its density with that of air. 

6. If two liters of hydrogen sulfide are burned with an abundance 
of air, how many liters of sidfur dioxide will be formed? What law 
is applied here? 

6. Write the equations for the following reactions : 

(a) lead nitrate (Pb(N08)f) and hydrogen sulfide; 
(6) silver nitrate (AgNOs) and hydrogen sulfide ; 

(c) zinc chloride (ZnCls) and so(Uum sulfide ; 

(d) copper chloride (CuCls) and hydrogen sulfide. 

7. Would you expect hydrosulfuric acid to be a good conductor 
of electricity? 

8. Write the equations for making silver sulfide in three different 
ways. 

9. How many liters of hydrogen sulfide (standard conditions) 
can be prepared from 500 cc. of hydrochloric acid with an excess of 
iron sulfide? Assimie the hydrochloric acid contains 40% HCl by 
weight and has a density of 1.2 grams per cubic centimeter. 

J(^ 10. How many grams of iron sulfide are needed to give with dilute 
sulfuric acid 5 liters of hydrogen sulfide at 15° C. and 60 cm. ? 

11. Carbon disulfide is burned in air so that 1 liter of carbon dioxide 
is formed. How many liters of sulfur dioxide are produced? 

12. When hydrogen sulfide is passed into zinc sulfate solution, the 
reaction is reversible. How would you make it complete? 

13. What is meant by saying that hydrosulfuric acid is weak? 

14. Write as an ionic equation the reaction of copper sulfate and 
hydrogen sulfide. 



Topic for Further Study 

Rubber. When was rubber first used? Why has it become so 
important during the last twenty years? How can rubber be made 
synthetically? What is the difference between plantation and native 
rubber? {Slosson's Creative Chemistry, Tilden's Chemical Discovery 
and Invention, B. F. Goodrich Co, ^8 Wonder Book of Rubber.) 




CHAPTER XVIII 
OXIDES OF SULFUR AND THEIR ACIDS 

Sulfur dioxide — preparation and properties. Sulfurous 
acid — its uses — sulfites and bisulfites. 

Sulfur trioxide — preparation and properties. Manufac- 
ture of sulfuric acid — properties of concentrated and 
dilute — sulfates — test for SO4 ion. 

Acid and basic anhydrides. 



Sulfur Dioxide and Sulfurous Acid 

192. Preparation of sulfur dioxide. We have already seen 
that sulfur bums in the air and forms an oxide known as sulfur 

dioxide (SO2). This gas has a chok- 
ing effect familiarly known as " the 
smell of burning sulfur. ' ' The equa- 
tion is as follows : 

S + O2 — >- SO2 

One method of preparing it 
commercially consists in heating 
strongly, or roasting in air, a me- 
tallic sulfide such as pyrite (FeSjj) 
or zinc blende (ZnS), which gives 
the oxide of the metal as well as 
sulfur dioxide : 

2 ZnS + 3 O2 — ^ 2 ZnO + 2 SO2 




Fig. 113. Preparation of sulfur 
dioxide. 



To prepare sulfur dioxide free from nitrogen and excess of^ 

air, we may slowly drop hydrochloric acid on crystals of sodium 

hydrogen sulfite (Fig. 113) : 

194 
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NaHSO, + HCl — »- NaCl + H,SO, 

HjSO,— >-H,0 + SO,t 

This reaction is simply a case of double decompoBition, in ^ich 
one product, the sulfurous acid (H^Oj), is unstable and breaks 

up into water and sulfur dioxide, as shown in the 

second equation. Another laboratory method con- 
sists in heating t<^ther concentrated sulfuric acid 
and copper. The products of this reaction are cop- 
per sulfate, water, and sulfur dioxide. The reac- 
tion is complicated, but the following equation 
represents the total change involved : 

Cu + 2 H,S04 — *- CuSO* + 2 H,0 + SO, 1 

193. Properties of sulfur dioxide. This gas is 
colorless but has a eharacteriatic sharp taste and 
odor. It is more than twice as heavy as air (mol. 
wt. SOi = 64 ; 22.4 liters of air weigh 29 g.), and is 
one of the most easily hquefied gases known. Under 
ordinary pressure the hquefied gas boils at —8" C. 
At room temperatures the hquid may be kept in 

stout glass bottles or metal cylinders (Fig. 114) be- '*%^*' "^ 
cause the pressure is only three or four atmospheres. tMiatu (or 
The gas is very soluble in water, does not bum, '^^ ^°'' 
and will not support combustion. 

194. SuUurous acid. Sulfur dioxide not only dissolves 
in water, but also combines with water to form an acid known 
as sulfurousacid (H^Oj). When the water solution is heated, 
the acid breaks up into water and sulfur dioxide. Thus the 
reaction is reversible : 

HsO + SO, ^±= HiSO, 

This compound, sulfurous acid, is so unstable that it is im- 
pos.sible to separate it from the water in which it is dissolved. 
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In fact, the main reason why we believe that it exists is, that 
the salts of the acid can be prepared. Thus the acid solution,, 
when neutralized by sodium hydroxide, gives, on evaporation, 
a substance which corresponds to the formula Na2S03. This 
would indicate the following equation : 



2 NaOH + H2SO3 



sodium 
hydroxide 



suifurous 
acid 



NasSOs + 2 H2O 

sodium water 

sulfite 



^ Suifurous acid does not keep ; it slowly absorbs oxygen from 
f {he air and changes into sulfuric acid. This change is ex- 
pressed by the equation : 



2H2SO8 + O2 

- suifurous oxygffli 

acid 



2H2SO4 



sulfuric 
acid 



On account of the readiness with which it combines with the 
oxygen from other compounds, suifurous acid is a powerful 
reducing agent. 

For example, potassium permanganate (£lMn04) is a substance 
very rich in oxygen. We dissolve a crystal in water, getting a deep 
violet solution. We now pour this colored liquid into some suifurous 
acid solution. The result is that the color is instantly removed be- 
cause the suifurous acid has taken some of the oxygen from the per- 
manganate, leaving colorless compounds in solution. 

196. Uses of sulfur dioxide. The moist gas 
(that is, suifurous acid) is used to bleach straw, 
silk, and wool — materials which cannot be 
bleached with chlorine because they become hard 
and brittle. The bleaching effect disappears 
after a time, however, and hence materials 
Fig. 115. Bleach- bleached by sulfur " yellow with age.^' 

ing flowers with 

sulfur dioxide. »-,. , i. 1. i. i • -u 

This property can be shown by placing a number 

of moist colored flowers near burning sulfur and then covering the whole 

with a glass bell jar (Fig. 115). After a short time the flowers become 

white. 
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Such foods as dried fruits and canned com and cherries are 
sometimes bleached with sulf urous acid. The acid also has anti- 
septic properties and will prevent the fermentation of sugar, 
sweet cider, and preserves of various kinds. Its use as a food 
•preservative is, however, questionable. That it is decidedly 
injurious to plant life is evident from the blighted vegetation 
in the vicinity of smelters and chemical works where this gas 
is allowed to escape. 

By far the most important use of sulfur dioxide is in the 
manufacture of sulfuric acid. 

196. Sulfites and bisulfites. When sulfurous acid is neu- 
traUzed by a base, the salt produced is called a sulfite. 
If an excess of sulfur dioxide is passed into the solutions 
of the bases, the acid sulfite, or bisulfite (NaHSOa), is 
formed. Thus : 

NaOH + HaSOs — ^ NaHSOa + H2O 

In the acid sulfites, or bisulfites, there is one hydrogen atom 
which has not been replaced, while in the sulfite all the hydro- 
gen atoms have been replaced. 

Acids Uke carbonic acid (H2CO8), hydrosulfuric acid (H2S), 
sulfurous acid (HaSOs), and sulfuric acid (H2SO4) which have 
two replaceable hydrogen atoms in each molecule are called 
dibasic acids. Hydrochloric acid and nitric acid (HNO3) 
each liave but one replaceable hydrogen atom per molecule 
and so are monobasic acids. Phosphoric acid (H3PO4) is a 
tribasic acid. The acid salt may be made by treating the acid 
with only half enough base to neutralize it, or by adding an 
excess of acid to the normal salt. 

197. Use of bisulfite in making paper. When calcium 
hydroxide, or slaked lime (Ca(0H)2), is treated with an excess 
of sulfurous acid, the product is calcium bisulfite (Ca(HS03)2). 
This reaction is as follows : 

Ca(0H)2 + 2 H2SO3 — ^ Ca(HS08)2 + 2 H2O 
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In making the cheaper varieties of paper, wood is cut into 
chips and " cooked " with a solution of calcium bisulfite. This 
dissolves out the objectionable constituent (Ugnin) of the wood, 
leaving the pure cellulose, which is the material desired for 
making paper. 

Sulfur Trioxide and Sulfuric Acid 

198. Preparation of sulfur trioxide. It is possible to make 

sulfur dioxide, when heated, combine with oxygen to a slight 

extent to form sulfur trioxide (SO3). But this reaction is 

exceedingly slow. The rapid combination of sulfur dioxide 

and oxygen can be effected by the same catalyst that was used 

for the union of oxygen and hydrogen (§ 36), namely, finely 

divided platinum. The reaction, which is reversible, is as 

follows : 

2 SO2 + O2 =F^ 2 SO3 

At about 400° C. nearly all of the two gases unites, but above 
that temperature the reverse action sets in. 

To illustrate this reaction one form of apparatus is shown in figure 
116. We first place some platinized asbestos * in a hard-glass tube. 
We bum the sulfur at S and draw the mixture of sulfur dioxide and 
air through the plug Pt of the platinized asbestos by means of an as- 
pirating arrangement. The plug is gently warmed. The resulting 
trioxide may be condensed by placing the large test tube in a freezing 
mixture. 

199. Properties of sulfur trioxide. Sulfur trioxide is a color- 
less liquid, which solidifies at about 15° C. and boils at about 
46° C. It exists in two allotropic forms ; one is the Uquid just 
mentioned, the other is a white crystalUne solid which sublimes 
without melting. Sulfur trioxide combines readily with water, 

* Clean asbestos is dipped into a rather concentrated solution of platinic 
chloride and then ignited over the Bunsen flame, leaving finely divided platinum 
throughout the asbestos. 
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forming sulfuric acid. If the tricndde is thrown into water it 
dissolves with the evolution of much heat : 



200. Manufacture of sulfuric acid. Enormoua quantities 
of thia acid are manufactured all over the world for use in a 
great variety of industries. At the present time there are two 



Tig. ti6. HkUng luUur triozlde by the contMt piocew. 

methods of manufacture : the contact process and the chamber 
process. In both processes the first step is the same, namely, 
bumii^ sulfur or roasting a metallic sulfide to get sulfur dioxide. 
The chief difficulty comes in the next step ; that is, in making 
sulfur dioxide into sulfur trioxide. This is overcome by using 
a catalyst, and here is where the principal difference between 
the two processes lies. In the contact process the catalyst is 
usually iron oxide which is kept at a definite temperature. In 
the chamber process the chemical changes are very compU- 
cated ; the sulfur dioxide is changed to sulfuric acid by the use 
of steam, oxides of nitrogen, and air. The apparatus is so ar- 
rai^ed that the oxides of nitrogen cannot escape and are used 
over and over ^ain. 
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In the contact process (F^. 117) the catalytic agent is ferric oxide 
or, as in our experiment, Quel; divided platinum. When prepared 
eommeroiaUy the mixture of sulfur dioxide and air is carefully freed 
from dust and other impurities ; for unless these are removed from the 
gases the platinum soon loses its catalytic power. The temperature 
must also be earefully r^:ulated and kept at 400° C. ; if it falls below 
that point the reaction is too slow, and if it rises above it the reverse 
reaction sets in. Finally, the sulfur trioxide is absorbed in ooncen- 
trated sulfuric acid instead of in water because Jt has a great tendency 
to pass throt^rh the latter in the form of a mist, or fog, which cannot 
be caught. The resulting acid is called fnining suUuric acid; this is 
essentially a solution of sulfur trioxide in concentrated sulfuric acid. 



Fig. 117. DUgram of tha contact proceaa for makiite luUuric add. 

On dilution with water the sulfur trioxide combines with the water 
and produces sulfuric acid. 

In the chamber process (Fig. 118) the oxides of nitrogen are used 
as the catalytic agent. The sulfur dioxide is oxidized to sulfur trioxide 
by the aid of nitrt^en dioxide (NOi), a brown gas. The latter sub- 
stance (NOi) is reduced to nitric oxide (NO), but this in turn takes 
oxygen from the air to form the higher oxide of nitrogen again. Thus 
the nitric oxide, by being alternately oxidized by the a,ir and reduced 
by the sulfur dioxide, acts as a carrier of oxygen. The reaction is 
carried out in large lead chambers. To aid in this process, as well as 
to furnish the necessary water to convert sulfur trioxide into sulfuric 
acid, steam is blown into the lead chambers. 

In practice the gases from the sulfur or pyrite burners pass through 
a tower (Glover), which serves to cool the gases and to charge them 
with oxides of nitrogen. From the last of the series of chamb^^ the 
gases pass through another tower (Gay-Lussac), in which the oxidea 
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of nitrogeD. are absorbed in concentrated sulfurio acid. This aoid is 
then pumped to the top of the first biwer, where it is diluted and gives 
ap the oxides of nitrogen. 

The a«id which collects in the chambers is only about 60 per cent 
pure hydrogen sulfate. The chamber process is the older method 
and is still used extensively f<n- making the less oonoentrated grades 
of sulfurio acid. 

201. Properties of concentrated sulfuric add. Pure sul- 
furic acid is a colorless, oily liquid about twice as heavy as 



Fli- itS. IHkBrain of the duunber process for maldiic anlfailG add. 

-water. Commercially it is known as oil of vitriol because it 
waa formerly made by distilling green vitriol (FeS04 ■ 7 HjO). 
It boils at a high temperature (338° C.) and is an exceedingly 
corrosive substance. If spilled on the skin it produces bad 
bums. It mixes with water in all proportions, evolvii^ a lai^ 
amount of heat. Since the concentrated acid has a great 
aflonity for water it is used for dryii^ many gases. 

Closely connected with this avidity for water is the dehydrat- 
ing action of the acid. It will remove hydrogen and oxygen in 
the form of water from many substances which contain those 



To show the action of sulfurio add on paper, whioh is largely cellu- 
lose (CiHigOi), we write with a ghiss rod and some dilute sulfurio acid 



202 
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upon white paper. We dry the paper oaref ully by holding it at some 
distance above the Bunsen flame. Where there is writing the paper 
turns black and charred (Fig. 119) because the dilute acid becomes con- 
centrated through the evaporation of the water. 

Hot concentrated sulfuric acid is an oxidizing agent. It is 
reduced to sulfur dioxide and water by many substances. For 
example, if carbon is boiled in it the carbon is oxidized : 



2 H2SO4 + C 



2SO2 + 2H2O + CO2 





If metals, such as silver, copper, and mercury, are used, they 

are converted into sulfates; 
and sulfur dioxide is liber- 
ated. 

202. Action witih salts. On 
account of its high boiling 
point, concentrated sulfuric 
acid is used in preparing the 
more volatile acids, such as 
hydrochloric and nitric acids. 
For example, to make hydro- 
chloric acid we use the 
cheapest chloride, conunon 
salt: 

NaHS04 + HCl t 




Fig. 119. ChArring paper wifh sulfuric 

acid. 

NaCl + H2SO4 



The hydrogen chloride is a gas at room temperatures. It will 
be noted that in the above equation sodium hydrogen sulfate (NaHS04) 
is one of the products; but if we take twice as much salt and heat 
the salt and acid to a higher temperature, we get twice as much hydro- 
chloric acid. This is done on a commercial scale ; the equation was 
given in section 119. 

To make nitric acid we use the cheapest of the nitrates, sodium 
nitrate (NaNOa) : 

NaNOs + H2SO4 — ^ NaHS04 + HNO3 \ 
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The nitric aoid is volatile at SG"* C. If we double the quantity of so- 
dium nitrate and heat it to a higher temperature, the nitric acid decom- 
poses ; so the actual quantity of nitric acid produced is not doubled. 

203. Dilute sulfuric acid. Great care must be taken in 
diluting sulfuric acid because a large amount of heat is gen- 
erated. We pour the concentrated add in a small stream into the 
water, not the water into the acid. When diluted with con- 
siderable water, sulfuric acid is a strong acid ; that is, it is 
largely dissociated into ions : 

H2SO4 — ^ 2 H+ + SO4— 

It reacts with such metals as zinc, iron, and aluminum, forming 
free hydrogen and the sulfates of the metal. It can be neu- 
tralized with bases, forming salts. Dilute sulfuric acid has no 
avidity for water, is not an oxidizing agent, and obviously 
cannot be used for such purposes as preparing hydrogen chloride. 
In all these respects it differs from the concentrated acid ; this 
distinction should be carefully noted. 

204. Sulfates. The salts of sulfiuic acid which contain no 
hydrogen are called sulfates; the salts which still have one 
atom of hydrogen are called bisulfates or acid sulfates. The 
sulfates of many metals are very important and are in common 
use. Thus, plaster of Paris is partly hydrated calcium sulfate 
(2 CaS04 • H2O) ; Epsom salt is hydrated magnesimn sulfate 
(MgS04 • 7 H2O) ; the bluestone used in batteries is hydrated 
copper sulfate (CUSO4 • 5 H2O). They are for the most part 
crystalline solids which are soluble in water. The sulfates 
of barium, strontium, calcium, and lead are insoluble. 

The test for a sulfate, that is, for the SO4 ion, is the addition 
of a soluble barimn salt (such as the nitrate) to the solution in 
question. If a white precipitate is formed which is insoluble 
in both hydrochloric and nitric acid, a sulfate is present : 

Ba(N03)2 + Na2S04 — ^ BaS04 i + 2 NaNOa 
Ba++ + SO4-- -^ BaS04 1 



204 OXIDES OF SULFUR AND THEIR ACIDS 

206. Uses of sulfuric acid. Concentrated sulfuric acid is 
employed as a drying agent both in the laboratory and in the 
industries. In enormous quantities it enters into the manu- 
facture of dyes and into the production of a number of organic 
substances which serve as explosives. Because of its high 
boiling point it is used in the laboratory for the preparation of 
other acids from their salts. The dilute acid is used in storage 
batteries and in electroplating; also in cleaning the surfaces 
of many metals. Large amounts are consumed in the fertilizer 
industries. On accoimt of its varied and extensive uses, sulfu- 
ric acid may he considered as one of the foundation stones of 
modem dvilizaiion. (See Industrial Chart, p. 205.) 

206. Acid anhydrides. The two oxides of sulfur (SO2 and 
SOs) react with water to produce sulfurous and sulfuric acid 
respectively. An oxide which combines with water to form an 
acid is often called an acid anhydride. Another example is 
carbon dioxide, which reacts with water to form carbonic acid 
(H2CO3). Carbonic acid, like sulfurous acid, is unstable and 
on heating goes back into the anhydride. The reaction is 
therefore reversible : 

H2O + CO2 =^=^ H2CO3 

Another acid anhydride is the white oxide obtained by burn- 
ing phosphorus in air. This combines with water to form 
phosphoric acid, which like sulfuric acid is stable and does not 
easily revert to the anhydride : 

P2O6 + 3 H2O —>- 2 H8PO4 

The oxides of such elements as are not metals (and are 
therefore sometimes called nonmetals) are acid anhydrides. 
The oxides of the metals, on the other hand, unite with water 
to form bases. For example, calcium oxide reacts with water 
to form calcium hydroxide : 

CaO + H2O — ^ Ca(0H)2 
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This difference in the behavior of the oxides of the nonmetals 
and metals is often indicated by calling the former acidic 
oxides and the latter basic oxides. 



SUMMARY OF CHAPTER XVm 

SULFUR DIOXIDE IS PREPARED by — 

(1) burning sulfur or by roasting sulfides; 

(2) the action of hydrochloric acid on bisulfites; 

(3) the action of hot concentrated sulfuric acid on copper. 

■ 

SULFUR DIOXIDE is a colorless, chokmg gas which is more 
than twice as heavy as air. It is very soluble in water. The 
water solution contains sulfurous acid. 

SULFUROUS ACID is unstable. It is a reducing agent. It 
has bleaching and antiseptic properties. It forms two classes of 
salts, sulfites and bisulfites. 

An acid which has fti^o replaceable hydrogen atoms is called dibasic. 

SULFUR TRIOXIDE is formed by the union of sulfur dioxide 
and oxygen with the aid of a catalyst It unites with water to 
form sulfuric acid. 

SULFURIC ACID IS MANUFACTURED by (1) the contact 
process, in which the sulfur dioxide is oxidized with the help of a 
catalyst, and (2) the chamber process, in which the oxidation is 
brought about by the use of the oxides of nitrogen. 

CONCENTRATED SULFURIC ACID has a strong attraction 
for water. When hot it is an oxidizing agent. It will drive out 
other acids from their salts because of its high boiling point. 

DILUTE SULFURIC ACID reacts with many metals, form- 
ing hydrogen. It forms two classes of salts — sulfates and bisul- 
fates. All sulfates are soluble except those of barium, strontium, 
calcium, and lead. 

SULFURIC ACID IS USED in nearly all mdustries. 

THE OXIDES OF THE NONMETALS, such as SO2, SOs, 
CO2, P2O6, react with water and form acids. They are caUed 
add anhydrides, or acidic oxides. 

THE OXIDES OF THE METALS, like CaO» react with water 
to form bases; they are called basic oxides, i 
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Questions and Problems 

1. How many grams of sulfur dioxide can be made by roasting 
50 grams of iron pjrrite (FeSj) ? 

2. How much sulfur will be required to prepare a ton (2000 lbs.) 
of sulfuric acid containing 2% of water? 

3. What weight of copper sulfate crystals (CUSO4 • 5 HsO) can 
be made from 100 grams of pure copper? 

4. Why does the burning of sulfur in the air not yield pure sulfur 
•dioxide? 

6. What is an acid anhydride? Give the names and formulas 
of two anhydrides containing sulfur. 

6. Name and give the formulas for the raw materials used in 
making sulfuric acid. 

7. Which is the more stable acid, sulf urous or sulfuric acid ? Give 
your reasons. 

8. Is sulfuric acid a stronger acid than hydrochloric? Explain. 

9. Show how the two oxides of sulfur illustrate the Law of Multiple 
Proportions. 

10. Give two reasons why boiling sulfuric acid causes such serious 
l>urns if spilled on the skin. 

11. How would you test for a svlfide, a sulfite, and a sulfate f 

12. How could you determine whether the sulfuric acid in a bottle 
^ere concentrated or dilute? 

13. What is the easiest way to bleach a straw hat? 

14. Commercial sulfuric acid is generally not colorless. How do 
you account for the color? 

16. What would happen if water were poured into sulfuric acidf 
(Don't try it !) 

Topic for Further Study 

Catalysis in industry. What would appear to be the advantage of 
the contact process for producing sulfuric acid over the chamber 
process? Why has it not entirely 8ui>erseded the chamber process? 
What other manufacturing operations use catalysts? What are 
-some of the substances used as catalysts? {Duncan* s Chemistry of 
Commerce.) 



CHAPTER XIX 

AMMONIA AND AMMONIUM COMPOUNDS 

Household ammonia. — composition and formula — prep- 
aration — properties — refrigeration — manufacture of am- 
monia from coal and from elements — chemical behavior — 
ammonium hydroxide and ammonium salts — commercial 
uses. 

207. Household ammonia. The cleansing agent which is 
commonly used in the household is labeled ammonia or, more 
accurately, ammonia water. The name ** ammonia " properly 
belongs to the gas which causes the familiar, peculiarly pungent 
smell of the cleanser. This gas is extremely soluble in water 
and is therefore usually sold in water solution. It owes its 
cleansing qualities to the fact that it is a base. Since both 
ammonia gas and water are volatile, it was formerly called the 
" volatile alkali.'' 

208. Composition of ammonia. When we heat ammonia 
water, we get a gas which can be shown to be composed of nitro- 
gen and hydrogen. To demonstrate the fact that ammonia 
contains nitrogen, we lead the dried gas through a tube contain- 
ing hot copper oxide. We find that the copper oxide is reduced 
to metaUic copper, water is formed, and a gas comes from the 
delivery tube which proves to be nitrogen. The presence of 
hydrogen in anmionia might be inferred from the formation 
of water, a compoimd of hydrogen and oxygen. But we can 
definitely prove that it is a constituent of ammonia by passing 
the gas through a tube containing heated magnesium. In this 
case the gas set free is hydrogen. The product left in the tube 

208 
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is magnesium nitride, which when put in water gives us ammo- 
nia again. 

To determine the formula for ammonia we have only to perform 
the experiment with copper oxide in a quantitative way. The results 
o( such exx>eriments show that ammonia is 82.3 per cent nitrogen and 
17.7 per cent hydrogen. Dividing the percentages b> the respective 
atomic weights we get the ratio of the atoms to be one of nitrogen to 
Ikree of hydrogen. Since one liter of ammonia weighs about 0.77 
gjams, the gram-molecular weight (that is, the weight of 22.4 liters) 
is 17.2. This corresponds to a formula NHs. 

We may write the equations for these reactions : 

3 CuO + 2 NHa —^ 3 Cu + 3 H2O + N2 



copper 
oxide 



ammoma 



copper 



water 



nitrogen 



3 Mg + 2 NHj — »- MgjNj + 3 Hj 



magnesium ammoma 



MggNa + 6 H2O 



magnesium 
nitride 



hydrogen 



magnesium 
nitride 



water 



3 Mg(OH)s + 2 NH, 

magnesium . ammonia 

hydroxide 



209. Laboratory preparation of ammonia. By heating a 
water solution of ammonia we can conveniently prepare the 
pure gas. When the solu- 
tion is boiled, the dissolved 
gas is expelled because it is 
much less soluble in hot than 
in cold water. If we wish to 
free the gas of water vapor, 
we arrange the apparatus 
(Fig. 120) so that the am- 
monia passes up through a 
drying tower which is filled 

with pieces of soda Ume ^«- "^- Preparation of dry ammonia. 

(NaOH and CaO). Because of its extreme solubility in water 
the gas is collected in a bottle held mouth down, from which 
it displaces the air. 
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Another convenient way of preparing the gas is by heating a mix- 
ture of ammonium chloride, or sal ammoniac (NH4CI), and slaked 
lime (Ca(0H)2) in a large test tube, as shown in figure 121. The 
reaction is as follows : 



2 NH4CI + Ca(OH)i 



CaCU + 2 H,0 + 2 NH, t 



210. Properties of ammonia. Aside from its pungent 
odor the most striking characteristic of ammonia is its extreme 

solubility. It is even more soluble 
in water than hydrogen chloride. 



The rapidity with which ammonia gas 
is absorbed by water may be shown by 
the following experiment. A large flask 
is entirely filled with ammonia, and a stop- 
per is inserted through which ruiis a long 
tube and a " dropper " containing water. 
The lower end of the tube dips into a 
beaker which contains a red litmus solu- 
tion (slightly acid). By pinching the rub- 
ber bulb a little water is ejected into the 
flask, whereupon the contents of the 
beaker at once rush up into the flask 
(Fig. 122) and the red solution becomes 
blue. 

As might be supposed from its 
^^* l^o^^'t^o^T ""* molecular weight, 17, ammonia is 

about one-half as heavy as air. It 
is easily liquefied ; at ordinary temperatures a pressure of only 
about 4.5 atmospheres (66 pounds per square inch) is needed. 

211. Refrigeration with liquid ammonia. Liquid anmionia 
is very extensively used in making artificial ice and in pro- 
ducing the low temperature required in cold-storage plants. 
This use of ammonia depends on the fact that it can easily be 
hquefied at ordinary temperatures by applying pressure, and 
that when this pressure is released the gas evaporates, absorb- 
ing a great deal of heat from the surroundings, 
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ITigure 123 shovs how this principle is applied in the production 
of artificial ioo. The gas ia compressed by piunp A and is forced 
through the coil of pipe, where the heat 
produced by the compression is removed 
by running water. When the ammonia 
emerges from this coil, it is at room tem- 
perature and under sufficient pressure to 
be a liquid. The Uquid ammonia flows 
through an expansion valve, which ooa- 
necta with the long series of coils ; these 
are made of large pipe and are under at- 
mospheric pressure. In these pipes the 
liquid now evaporates (because it is under 
atmospheric pressure), and in so doing it 
absorbs heat from the surrounding bath of 
brine. The gas is returned to the pump 
and again makes the cycle. The temper- 
ature of the brine is thus lowered to about 
-15° C. The brine, which is a solution of 
common salt or calcium chloride (CaCli), 
does not freeze at this temperature. Pure 
water in suitable metal containers is im- 
mersed in it and is frozen in from 24 to 
36 hours into cakes of ice. Sometimes sul- 
fur dioxide (SO.) OT carbon dioxide (COi) pig. i„. Ammonia is ex- 
is used instead of ammonia. tremalj solubla in water. 

If it is desired to keep the interior of a room at a low tempera- 
ture, the brine itself is circulated by means of a pump through 
coils of pipe placed in the room ; it then returns to the tanks 




lefiigBiation plant 
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containing the ammonia coils. The temperature of a room 
can thus be kept very low, and meat and other food placed in 
it can be preserved for a long time, since at this low temper- 
ature decay and putrefaction practically cease (Fig. 124). 

In many cities the entire 
ice supply is produced in 
plants using the ammonia 
process just outlined. Cold- 
storage plants which are 
cooled by ammonia refriger- 
ation machines are located 
wherever convenient, in con- 
nection with the handling of 
food products. Thus many 
hotels and clubs have 
c;opyright by p^b. Pioio ssnice. Small ammonia refrigeration 

FiE, 134. lasida riew of a refrigeratioii plants, which serve instead 
of the usual household ice 
chest, and most steamships are also equipped with them. 

212. The manufacture of ammonia. Practically all of the 
ammonia that is sold is now obtained from coal. Coal is very 
largely composed of carbon, but it also contains some very 
complicated compounds, which were probably formed by plant 
life ages ago. When coal is heated in closed containers away 
from the air, these compounds decompose and produce a mixture 
of gases, water, and tar, while the carbon is left behind as coke. 
Under these conditions the nitrogen compounds in the coal 
produce ammonia, which is removed from the other gases by 
dissolving it in water. The production of coke and coal gas 
from coal is carried out on a large scale, thus making great 
quantities of ammonia available. 

213. Making ammonia directly from the elements. It 
has long been known that if electric sparks are passed through 
a mixture of nitrogen and hydrogen, a small amount of a 
can be produced by sjTithesis from the two elements. 
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process has recently been developed for combining these gases 
on an industrial basis. A mixture of nitrogen and hydrogen 
is subjected to a pressure of about 200 atmospheres, is heated 
to about 500° C, and then passed over finely divided iron, 
which acts as a catalyst. Only a small percentage of the gases 
unites to form anmionia; this small amoimt is absorbed in 
water, however, and the remaining mixture of gases again 
passes over the iron and the process is repeated. 

. In this so-called Haber process the nitrogen and hydrogen are pre- 
paced from producer gas (§ 255) and steam. Producer gas is essen- 
tially a mixture of nitrogen and carbon monoxide made by biu*ning 
coal in a limited supply of air. This gas is mixed with steam and 
I)assed over a heated catalyst, which causes the carbon monoxide to 
react with the water as follows : 



CO + H2O 



CO2 + Hj 



The resulting gas contains nitrogen (originally present in the air), 
hydrogen, and carbon dioxide. The latter compound is removed by 
treating the highly compressed gas with water. This process will be 
considered again in connection with the fixation of nitrogen. 

214. Chemical behavior of ammonia. We have just seen 
that under certain conditions the inert element nitrogen will 
combine with hydrogen to form ammonia : 

N2 + 3 H2 :^?:^ 2 NH3 

One volume of nitrogen imites with three volumes of hydrogen 
to form two volumes of ammonia : 




ff2 


B2 


H2 



NHi 


NS^ 



At ordinary temperatures ammonia is a stable compound, 
but when heated to high temperatures (above 700° C.) or when 
subjected to an electric discharge, it may be decomposed into 
its elements. Therefore we write the equation as a reversible 



one. 
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Ammonia will neither support combustion nor bum in air, 
but it can be made to bum in an atmosphere of oxygen with a 
feeble, yellowish flame. We have already observed (§ 208) 
that it acts as a reducing agent. The hydrogen of anmionia 
can be replaced by a few metals, forming the nitrides. Thus 
we have seen magnesium change into magnesium nitride (Mg3N2) 
when ammonia was passed over it. 

215. Ammonium hydroxide. The action of ammonia upon 
water does not seem to be merely a solution of the gas in 
water since the resulting solution has basic properties. It 
turns red htmus blue ; it feels soapy and sHppery to the touch ; 
it neutralizes acids, forming salts. Therefore it appears as 
though a part of the gas must combine chemically with water 
as indicated in the equation : 

NHa + H2O ^^F^ NH4OH 

The product of the reaction is called ammonium hydroxide, 
and its solution contains the ammonium ion (NH4+) and the 
hydroxyl ion (OH""). When this solution is heated, the com- 
pound decomposes into ammonia and water. Therefore the 
equation is written to represent a reversible reaction. 

216. Ammonium salts. When ammonia and hydrogen 
chloride combine at ordinary temperatures, the product is a 

white crystalline soUd called am- 
monium chloride (NH4CI) : 

NHa + HCl — ^ NH4CI 




This reaction can be shown very prettily 

by taking two clay pipes and moistening 

the inside of one with a concentrated water 

„ . . solution of ammonia and the other with 

Fig. 125. Union of ammonia x x j u j 1.1 • 'j ttti. 

with hydrogen chloride. concentrated hydrochloric acid. When 

the mouths of the two pipes are brought 
near each other, a white cloud of ammonium chloride particles is pro- 
duced (Fig. 125). Enough of the gaseous ammonia and gaseous hydro- 
gen chloride escape from the aqueous solution to cause this reaction to 
take place in the air surrounding the pipes. 
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When ammonium hydroxide is neutraUzed with hydrochloric 
acid and the solution is evaporated to dryness, a white solid 
results which is identical with that produced by the union of 
gaseous ammonia and hydrogen chloride. This is, of course, 
ammonium chloride, or sal ammoniac : 

NH4^ + OH- + H+ + CI- — ^ NH4^ + Q- + H2O 

Although the ammom'um radical (NH4) has never been ob- 
tained in a free state, yet we have many ammonium salts. In 
all of these compounds this group of atoms NH4 acts very much 
Uke a monovalent metal, such as potassium or sodium. In a 
water solution these salts are ionized, giving NH4 as the positive 

ion. Thus: NH4CI — ^ NH4+ + Q- 

If, however, we send an electric current through such a solu- 
tion, we do not obtain ammonium and chlorine, because the 
chlorine reacts with the solution, forming hydrochloric acid 
and nitrogen, and the ammonium ion decomposes into ammonia 
and hydrogen, the ammonia dissolving in water. 

When anmionium salts are heated in a dry tube, they are 
decomposed and most of them give ammonia and an acid. 
For example, ^^^^ ^^ NH3 1 + HCl 

It will be noticed that in this case both products are volatile, 
but when these products are cooled, they reunite to form the 
soUd ammonium chloride. Here again we have a case of a re- 
versible reaction. 

In order to Uberate anmionia from its salts, we have merely 
to heat any ammonium compound with an alkali (such as lime 
or sodium hydroxide) in order to neutralize the acid ; we then 
get the unmistakable odor of free ammonia. This can be used 
as a test for ammonium salts. 

217. Uses of ammonia. We have already seen that liquefied 
anunonia is used for refrigeration purposes, being shipped in 
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strong steel cylinders. The aqueous solution, aqua ammonia^ 
is used as a cleanser both in the home and in the industries. 
Ammonium sulfate ((NH4)2S04) is a valuable fertiUzer since 
it (contains a large percentage of nitrogen and, like all ammonium 
salts, is very soluble. Sal ammoniac (NH4CI) is used commer- 
cially in the manufacture of several types of batteries. Smelling 
salts are made of ammonium carbonate ((NH4)2C03) , an unstable 
salt which decomposes into ammonia, water, and carbon dioxide : 

(NH4)2C03 — ^ 2 NH3 1 + H2O + CO2 1 

Lumps of the solid salt are covered with alcohol and some 
aromatic oil in order to make the powerful odor of the ammonia 
pleasanter. Ammonium nitrate (NH4NO3) is used in explosives 
because it decomposes easily and leaves no soHd products. 

SUMMARY OF CHAPTER XIX 

AMMONIA (NH3) is a colorless gas with a pungent odor, about 
half as heavy as air and exceedingly soluble in water. It is easily 
liquefied at ordinary temperatures. 

In nature ammonia is formed by the putrefaction of animal 
and vegetable matter. In the laboratory it is usually prepared by 
heating ammonia water or a mixture of anunonium chloride and 
calcium hydroxide. The chief commercial source is from the dis- 
tillation of coal. In the Haber process nitrogen and hydrogen 
combine directly to form ammonia. 

CHEMICAL BEHAVIOR: ammonia reduces copper oxide to 
copper, forming water and nitrogen; ammonia reacts with hot 
magnesiiun, producing magnesium nitride and hydrogen ; ammonia 
combines with hydrogen chloride to form ammonium chloride. 

AMMONIA IN WATER SOLUTION is basic and contains the 
NHt"*" and OH" ions of ammonium hydroxide. 

AMMONIUM SALTS are prepared by neutralizing ammonium 
hydroxide with acids. 

AMMONIA IS USED for refrigeration piuposes, as a cleansing 
agent (in water solution), and as a source of anunonium compounds. 
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Questions and Problems 

1. What is the dififerenoe between ammonia and ammonium? 

2. What would be the action of dry ammonia on dry litmus paper ? 
Why? 

3. What three gases are sometimes used in refrigeration plants? 
What property have they in common? 

4. How would you prove that ammonium hydroxide is a weak 
base? 

6. Ammonia is sometimes spoken of as a basic anhydride; Ex- 
plain. 

6. What is meant by a reversible reaction? Give two examples 
from this chapter. 

7. How would you test a salt for the presence of the ammonium 
radical? 

8. Write the equation for the neutralization of ammonium hydrox- 
ide by sulfuric acid. 

9. Ammonia is passed over hot copper oxide so as to produce 
500 cc. of nitrogen. How many cubic centimeters of ammonia are 
required ? 

10. Ammonia is passed over hot magnesium so as to produce 1 
liter of hydrogen. How many liters of ammonia are needed ? 

11. If 10 grams of magnesium nitride are put into water, how many 
grams of ammonia are produced ? 

12. If aqua ammonia is 35% by weight ammonia and has a density 
of 0.882 g. per oc., how many grams of ammonia are there in 100 cc. 
of the solution? 

13. How many grams of ammoniimi chloride are required to react 
with slaked lime in order to give the ammonia required in Problem 12? 

Topic for Further Study 

Refrigeration. If possible, visit a cold-storage warehouse or an 
artificial-ice plant. What is the principal expense entailed in this 
method of refrigeration? Investigate the household refrigerator. 
Measure the temperature in a household refrigerator with a ther- 
mometer. What is the temperature in a cold-storage plant? In an 
ice-cream freezer? On what principle do the iceless refrigerators oper- 
ate? {Creasy* 8 Discoveries and Inventions.) 



CHAPTER XX 
NITRIC ACU) AND OXIDES OF NITROGEN 

Saltpeter — nitric acid, prepar&tioa and properties — 
oxidizing ageat — aqua r^a — action with metala — ■ ni- 
trates — test for NOj ion — uses. 

Oxides of nitrogen — nitric oxide — nitrogen dioxide — 
nitrous oxide. 

218. Saltpeter. Saltpeter, or niter, is known to most people 
as one of the ingredients of gunpowder and as a preservative 
; for meats. It was formerly 
obtained from certain dry 
countries in Asia where a 
decomposition product of 
animal matter reacted with 
potash to form potassimn 
nitrate (KNOj). Another 
similar compoimd, called 
Chile saltpeter, is found in 
great deposits in Chile and 
Peru {Fig. 126). This raw 
saltpeter, " caliche," con- 
tains from 17 to 50 per cent 
of sodium nitrate (NaNOj). 
As long ago as the ninth 
centmy men knew how to 
oopnigM by B. j(. jtfeimwn. make nltric acid (HNO3) 

Fig. 1,6. Sritp.tBr flddB in ChOe. f^j^^ saltpeter. They fol- 
lowed a method similar to our own, and called the acid " aqua 
fortis " {strong water) because of its great chemical activity. 
218 
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219. Preparation of nitric acid. Nitric acid is generally 
prepared by a process very like that used in the preparation 
of hydroohloric acid, 
namely, by the action 
of concentrated sul- 
furic acid on a nitrate. 
Sodium nitrate, as the 
most abundant of the 
nitrates, is mixed with 
concentrated sulfuric 
acid and heated in a 
retort. In •the labora- 
tory we take a tubu- 
lated glass retort (Fig, 
127) for this purpose, 
but in the commercial ; 
manufacture of nitric 
acid an iron retort "«■ "'" l*b«««t«^ i»»»"««ion of nhric .dd. 
(Fig. 128) is used. The nitric acid is much more volatile than 
the sulfuric acid ; hence it distills off and is condensed in a suit- 
able apparatus. The substance left in the retort is sodium bi- 




Bulfate: 



NaNO. + H,S04 ■ 



- NaHSO* + HNOs 1 



n^. 138. Cooimercial preparatioD ot ni 



portions ; the concentrated form which i 



220. Proper- 
ties. Pure nitric 
acid is a color- 
less Uquid, boil- 
ing at 86" C. It 
fumes stroi^y 
wheu exposed to 
moist air. It 
is miscible with 
water in all pro- 
B buy contains about 



8 per cent of the acid, the rest beii^ water. Such a mixture 
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has a density of 1.4 grams per cubic centimeter and boils at 
120° C. It is highly corrosive, a few drops on the skin caus- 
ing a bad bum. The dilute acid will turn the clothing and 
skin yellow. 

Nitric acid can very easily be decomposed into water, 
nitrogen dioxide (NO2), and oxygen. This decomposition 
takes place even when the acid is exposed for a long time 
to sunUght. When the acid is heated strongly the decom- 
position is very rapid: 

4 HNO3 —^ 2 H2O + 4 NO2 + O2 

Nitrogen dioxide is a red-brown gas 
which dissolves in water. When 

it dissolves in 
nitric acid it 
gives the latter 
a yellow color. 
The so-called 
fuming nitric 
acid results if 
much of this 
oxide is dis- 

Fig. 129. Decomposition of nitric acid in a clay pipe. solved. 

We may show the decomposition of nitric acid by arranging a clay 
pipe so that the stem dips beneath the water, as in figm'e 129. When 
the stem is red-hot a few drops of concentrated nitric acid are poured 
into the bowl. As the acid runs down the stem, it is decomposed 
into water, oxygen, and nitrogen dioxide. This latter gas dissolves 
in water, and thus only oxygen is collected. The red-brown color which 
is characteristic of nitrogen dioxide can easily be seen when the bubbles 
first appear in the water. 

221. Oxidizing action. Since nitric acid easily decomposes 
and gives off oxygen it is a good oxidizing agent. The equation 
which represents the decomposition of nitric acid when it acts 
as an oxidizing agent is as follows : 




2 HNO, — ^ HsO + 2 NO + 3 [0] 

We indicate the fact that the oxygen is taken up by some other 
substance and not itself set free by writing the symbol in 
brackets. 

The oxidizing action of nitric acid 
can be shown by gently heating a, 
small quantity of sawdust and put- 
tii^ two or three drops of concen- 
trated nitric acid on the charred 
mass. This experiment is best carried 
out in a crucible or porcelain dish. 
(Pig. 130). The mass instantly t&kes 
fire, the charcoal burning at the ex- 
pense of the oxygen from the nitric 

222. Aqua regia. Nitric acid 

oxidizes hydrochloric a«id to Kg. ,30. Action of nitric .dd on 
water and free chlorine : chmTod wwduat. 

HNO3 + 3 HCl — *- 2 HiO -I- NO + 3 [CI] 

For this reason a mixture of one part of nitric and three parts 
of hydrochloric acid slowly evolves free chlorine, which at the 
moment of ita liberation is very active. This mixture of acids, 
called aqua regia, will dissolve gold and platinum. We speak 
of an element at the moment of its Uberation from a compound 
as being in the nascent state ; most elements in this state are 
more active than in the free state. The nascent state we shall 
indicate by writing a bracket around the symbol. Since we do 
not know the molecular condition of a nascent element, we 
write a monatomic formula for it. 

223. Action with metals. Nitric acid behaves differently 
from most acids as regards its action with metals. Free 
hydrogen is practically never produced by the action of even 
dilute nitric acid on metals. The reason is that the hydrogen, 
which is probably at &rst produced, is immediately oxidized to 



222 NITRIC ACID AND OXIDES OF NITROGEN 

water by the nitric acid, the acid lq turn being reduced to 
oxides of nitrogen. The exact product of the reaction depends 
on the concentration of the acid and the particular metal em- 
ployed. In some cases the oxides of nitrogen may be fmlher 
reduced to ammonia by the nascent hydrogen. 

The most typical reaction is that of moderately dilute nitric 
acid on copper. The products in this case are copper nitrate, 
water, and nitric oxide : 

3 Cu -^ 8 HNOs —^ 3 Cu(N03)2 + 2 NO + 4 H2O 

copper nitric copper nitric water 

acid nitrate oxide 

The balancing of this equation is difficult and it will be foimd 
best to memorize it. 

224. The nitrates. Nitric acid is a monobasic acid and 
forms salts, called nitrates, when neutraUzed by a base. Thus : 

Na+ + OH- + H+ + NO3-— ^Na+ + NO3- + H2O 

Besides dissolving all metals except gold and platinum, it dis- 
solves a number of metallic oxides, such as copper oxide, form- 
ing the corresponding nitrate and water : 

CuO + 2 HNO3 —>• Cu(N03)2 + H2O 

copper nitric copper water 

oxide acid nitrate 

Nitric acid acts on such salts as will give a volatile product with 
the acid : 

CaCOs + 2 HNO3 —^ Ca(N03)2 + H2O + CO2 1 

calcium nitric calcium water carbon 

carbonate acid nitrate dioxide 

• 

Nitrates cannot be prepared by precipitation because the 
nitrates of all metals are soluble in water. We therefore often 
use the nitrate of a metal when we wish to work with a water 
solution containing the ion of that metal. 

When a nitrate is heated, it generally decomposes into the 
metaUic oxide, nitrogen dioxide, and oxygen : 
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2 Cu(NO,), -^ 2 CuO + 4 NO, + O, 

copper copper nitrop^en oxygen 

nitrate oxide dioxide 

But in the case of sodium and potassium nitrates the products 
are oxygen and a nitrite : 

2 NaNOa — >- 2 NaNOi + Oj 

sodium sodium oxsrgen 

nitrate nitrite 

226. Test for nitrates. We may easily recognize a nitrate 
by adding concentrated sulfuric acid and then heating with 
copper. The nitric acid which is formed acts on the copper, 
and broton vapors appear. Minute amounts of the NO3 ion 
may be detected by adding a so- 
lution of ferrous sulfate (FeS04) 
to the solution which is to be 

tested. Then concentrated sul- ^^<ua^ -^ 

furic acid is poured in so as to ^^^f^^i^' ♦ 

form a layer below the mixed 

solutions. The appearance of a Fig. 131. Dark brown ring indicates 

dark brown ring (Fig. 131) just 

above the heavier sulfuric add indicates the presence of IheNOz ion. 
The composition of this dark colored compound is not definitely 
known. The test, however, is very delicate, although it re- 
quires some skill in manipulation. 

226. Uses. Nitric acid enters very extensively into the 
preparation of a number of organic compounds which are used 
as explosives and as intermediate substances in the preparation 
of dyes. The acid is also employed as a cleansing agent and 
for dissolving certain metals. The nitrates are very largely 
used as fertilizers. (See Industrial Chart, p. 205.) 

227. Oxides of nitrogen. Five oxides of nitrogen are known ; 
only three of these are important. They are nitrous oxide 
(N2O), nitric oxide (NO), and nitrogen dioxide (NO2). Nitro- 
gen trioxide (N2O3) and nitrogen pentoxide (N2O5) are unstable 
substances of no especial importance. 
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228. Nitric oxide (NO). Nitric oxide is most readily pre- 
pared by the action of dilute nitric acid upon copper. The 
equation for this reaction has already been discussed (§ 223). 
The apparatus is the same as that used to generate hydrogea. 
The gas is colorless and almost insoluble in water. 

The most important property of nitric oxide is its ability 
to unite with oxygen, even at ordinary temperatures, to form a 
red-brown gas, nitrogen dioxide (NO2) : 



2N0 + O2 



'2 



nitric 
oxide 



oxygen 



2 NO 

nitrogen 
dioxide 



'Water 



229. Nitrogen dioxide (NO2). This gas, which is formed 
when nitric oxide comes in contact with oxygen, has a very 

unpleasant odor and is poisonous when in- 
haled. 

prepare nitric oxide as just described, 
with it over water, and then introduce 
132), which can be conveniently gen- 
erated by dropping water 
on sodium peroxide (Na202). 
As each bubble of oxygen 
enters the tube, it unites 
with the nitric oxide to form 
the red-brown nitrogen di- 
oxide. But the color soon 
fades, and the water rises in 
the tube as the dioxide re- 
acts with the water. 




Sodium Peroxide 

Fig. 132. Introducing oxygen into nitric oxide. 



An interesting property 
of nitrogen dioxide is its 
reaction upon water by which nitric acid and nitric oxide are 
produced : ^ ^^^ + h^O — ^ 2 HNO3 + NO 



nitrogen 
dioxide 



water 



nitrio 
acid 



nitrio 
oxide 



When cooled this gas grows pale yellow, and its density 
becomes twice as great. This paler gas has the formula N2O4 



NITROUS OXIDE 



and is called nitrogen tetroxide. At ordinary temperatures 
the gas is a mixture of the two ; so we express the relation by 
a reversible equation : 



We have already seen that nitrogen dioxide plays the 
part of the carrier of oxygen in the manufacture of sul- 
furic acid bv the chamber process 

(NjO). Nitrous 
hich the dentist 
It was the first 
1 to a patient to 
Y unconscious of 
netimes produces 
jria it has been 
I gas." 

It can be con- 
veniently pre- 
pared by heat- 
ing ammonium 
nitrate. This 
decomposes 
into water and 
Fig' 133- Preparation of nitrous o^de. nitrous oxide : 

NH4N0a — »- 2 HiO t -H NjO T 



Th« appanttuB may be set up as ahowa in figure 133. The heat 

must be caroFully r^ulatod or an explosion may occur. The nitrate 
first melts and then begins to effervesce as it decomposes. One of 
the products is steam, which is condensed in the catoh bottle ; the 
other, nitrous oxide, is collected over warm water, in which it is but 
slightly soluble. 
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Nitrous oxide is a colorless gas with a slightly sweet taste. 
It supports combustion almost as well as oxygen. Unlike 
oxygen, however, it does not unite with nitric oxide to form 
the brown dioxide. It will not support the combustion of 
sulfur unless it is burning vigorously. Nitrous oxide is easily 
liquefied and in this form is sold in steel cylinders. When it is 
used in minor operations, it is customary to mix it with air in 
order not to deprive the patient entirely of oxygen. 

It will be well to compare the action of heat on anmionium 
nitrate and on ammonium nitrite : 

NH4N0a— ^2H20 +N2 

ammonium water nitrogen 

nitrite 

This was the reaction which we used in preparing pure nitrogen 
(§ 75). 

SUMMARY OF CHAPTER XX 

NITRIC ACID IS MADE by heating concentrated sulfuric 
acid and sodium nitrate. It is a colorless liquid which mixes with 
water. The commercial concentrated acid contains 32 per cent 
of water. 

NITRIC ACID is easily decomposed, forming oxides of nitrogen 
and free oxygen. It is a powerful oxidizing agent A mixture of 
nitric and hydrochloric acid is aqua regia; this furnishes nascent 
chlorine. 

UNLIKE MOST ACIDS nitric acid very seldom produces 
free hydrogen with metals. Oxides of nitrogen are usually the 
products ; in some cases ammonia may be formed. 

NITRATES MAY BE PREPARED by the action of nitric acid on — 

(1) metals, except gold and platinum ; 

(2) oxides and hydroxides ; 

(3) salts giving volatile products. 

NITRIC ACID IS USED in the preparation of explosives, ferti- 
lizers, and dyes. Of the nitrates those of sodium and potassium 
are the most important. Sodium nitrite is made by heating sodium 
nitrate. 
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NITRIC OXIDE (NO) is prepared by the action of dilute nitric 
acid on copper. In contact with oxygen it produces nitrogen 
dioxide (NO2), which is a red-brown gas, poisonous, and soluble 
in water. Nitrogen dioxide on cooling doubles its molecules and 
passes into nitrogen tetroxide (N2O4). 

NITROUS OXIDE (N2O) is made by heating ammonium 
nitrate. It supports combustion. It is used in surgery to produce 
anaesthesia. 

Questions and Problems 

1. Why are the dei>osits of Chile saltpeter so valuable? 

2. Why is sodium nitrate instead of potassium nitrate used in the 
manufacture of nitric acid? 

3. What is aqua ammonia f aqua fortisf aqua regiaf 

4. Explain how the chloride is formed when gold or platinum 
dissolve in aqua regia. 

6. Name three metals which dissolve in nitric acid but do not 
dissolve in hydrochloric acid. 

6. State the law which is illustrated in the oxides of nitrogen. 
Explain. 

7. How would you distinguish nitrous oxide from oxygen? 

8. How many grams of nitric acid could be made from 10 grams 
of sodium nitrate? 

9. How many grams of nitric acid could be made from 10 grams of 
potassium nitrate? Compare this answer with that to Problem 8. 

16. Calculate the density (grams per hter) of nitric oxide from 
the formula NO. 

11. Compute the weight of copper which will be needed to generate 
with dilute nitric acid one liter of nitric oxide (standard conditions). 

12. One liter of nitric oxide is converted into nitric dioxide by 
contact with the air. How many liters of air (approximately) will 
be required? 

Topic for Further Study 

Sodium nitrate from Chile. How is the material mined, purified, 
and shipped ? How long will the present supply probably last ? (Dmij- 
can*s Chemistry of Commerce.) 



CHAPTER XXI 

EQUILIBRnTM ; FIXATION OF NITROGEN 

Reversible reactions — kinetic equilibrium — Law of Con- 
centration, or Mass Action — effect of temperature — effect 
of catalysts. 

Fixation of nitrogen — direct oxidation — ammonia pro- 
cess — cyanamide process. Explosives — nitrogen cycle — 
nitrogen comi>ounds as fertilizers. 

231. Reversible reactions. We have already met a number 
of reactions which will " work backwards " when the conditions 
are changed. We have called these reversible reactions and 
have indicated them by a double arrow. For example, when 
steam is passed over hot metallic iron, hydrogen is set free, and 
iron oxide is formed ; but if hydrogen is passed over hot iron 
oxide, the oxide is reduced to iron, and water is formed : 

3 Fe + 4 H2O =?=^ Fe804 + 4 H2 

iron steam iron hydrogen 

oxide 

In the first case we read the equation from left to right, and in 
the second case from right to left. In the first case we sweep 
out the hydrogen with a smplus of steam and prevent the 
reverse action ; in the second case we sweep out the steam with 
a smplus of hydrogen. 

Another example of a reversible reaction is the case of hydro- 
chloric acid. In a normal solution (that is, one containing 
36.5 grams HCl per liter) about 78 per cent of the molecules are 
ionized, and the rest are in the molecular state. This condi- 
tion we represent by the following equation : 

HC]=^=^H+ + C1- 

228 
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If we add water and make the solution more dilute, more mole- 
cules dissociate, and the reaction goes from left to right ; but 
if we evaporate the solution, the ions combine, and the reaction 
goes from right to left. 

232. Kinetic equilibrium. In the first example we might 
inclose some iron turnings and steam in a closed tube and keep 
the temperature high enough for either reaction to go on. If 
we should keep the tube in this condition for some time and 
then should open it, we should find that no progress had been 
made in either direction ; some of the iron would be oxidized, 
and there would be a certain proportion of hydrogen and of 
steam. This balanced condition is not believed to be due 
to any cessation of chemical action, but rather to the fact 
that both actions are going on cU the same rate. Therefore it is 
called kinetic equilibrium. 

In the case of a solution of hydrogen chloride we believe 
that the molecules are moving about rapidly and are constantly 
spUtting up into hydrogen ions and chlorine ions. At the 
same time these ions in their wanderings about the solution 
are meeting others with an opposite charge and are uniting 
to form .molecules of hydrogen chloride. The result is that 
although the molecules are continually dissociating and as- 
sociating again, yet the ratio between the ions and the mole- 
cules does not change so long as the volume- of the solution 
and its temperature remain constant. This, then, is another 
case of kinetic equilibrium. 

We must not conceive of kinetic equUihrium €L8 a condition of rest. 
It may help us to grasp the idea if we think of a tank which has water 
pumped in and flowing out at such a rate that it stays just three- 
fourths full. The level of the water remains constant, but the actual 
water is continually changing. This is a mechanical analogue of kinetic 
equilibrium. 

233. Law of Concentration. In practical chemical work 
we usually want our reactions to continue in one direction until 
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we obtain as much of the product as possible. Therefore it is 
necessary to study all the conditions of equihbrium and es- 
pecially the effect of concentration. We can cause a reaction 
which is in equilibrium to go on further in one direction or the 
other by increasing the concentration of one of the substances 
in the reaction mixture. By concentration we mean simply 
the amount of material in a given volume. 

If in the case of the equilibrium in the closed tube containing 
iron and steam we should open the tube and allow some of the 
hydrogen to escape, more would be formed, and the reaction 
would go from left to right; but if only the steam were per- 
mitted to leave the tube, then the hydrogen would go on acting 
with the oxide to restore the proportion, and the reaction would 
go from right to left. The continuance of the reaction in one 
direction or the other depends on the relative amounts in a 

given volume of the active substances, hydro- 
'H2SO1 gen and steam; that is, on their concentration. 

This is sometimes called the Law of Mass Action. 

To illustrate the application 
of this law to solutions, we 
place some saturated sodium 
chloride solution in a crystal- 
lizing dish. We then introduce 
hydrogen chloride gas through 
an inverted funnel (Fig. 134). 
After a short time crystals of 

sodium chloride are formed in 
Fig. 134. Pure salt predpitated b, hydro- ^j^ saturated solution, 
gen chlonde. 

In the saturated salt solution we have a ca,se of equilibrium 
between the ions and the molecules of salt : 




NaCl 



Na+ + Cl- 



When we introduce hydrogen chloride gas we add another case 

of equilibrium : 

HCl =^=^ H+ + CI- 
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We have increased the concentration of the chlorine ionSy which 
means that the sodium ions meet the chlorine ions more fre- 
quently than before, and therefore they combine to form mole- 
cules of salt faster than the molecules dissociate. But the 
solution already is saturated with molecules of salt ; hence salt 
crystaUizes out as pure sodium chloride. 

We may generalize these facts into the Law of Concentration, 
or Mass Action, as follows : 

By increasing the concentration of one of the reacting substances 
or by decreasing the concentration of one of the 'products, we may 
cause the chemical action to go more nearly to completion in a 
given direction. 

234. Applications of the Law of Concentration. We have 
already seen that a reaction wHl go to an end — 

(1) if one of the products is volatile : 

NaCl + H2SO4 -^ NaH804 + HCl t 

(2) if one of the products is insoluble : 

NaCl + AgNOs — ^ NaNOa + AgCl i 

(3) if one of the products does not ionize : 

NaOH + HCl — >- NaCl + H2O 

All neutralization reactions go to an end because water, which 
is always one product, is practically nonionized. 

In each of these cases we see that the action goes to completion 
because one of the products is removed; that is, its concentration 
becomes practically zero. 

Many reactions, however, do not go quite to an end because 
no product is absolutely insoluble. Take, for example, the 
reaction 

Ba(NOa)j + H2SO4 -^ BaS04 i + 2 HNO3 
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The barium sulfate is practically insoluble but not quite so. 
If we wish to precipitate all of the barium from a solution we 
add an excess of sulfuric acid. In this way we increase the 
concentration of the SOr "" ions and so precipitate the Ba"*" + 
ions more completely. 

In the experiments on combustion we found that charcoal 
and other materials bum faster in pure oxygen than in air 
(which is oxygen diluted with nitrogen). In a steamship the 
coal is burned under forced draft in order to supply the oxygen 
faster ; that is, to increase the amount of oxygen available at 
any one time. According to the Law of Concentration, or 
Mass Action, we express these facts by stating that the speed 
at which a given material bums depends for one of its factors upon 
the concentration of the oxygen. 

235. Effect of temperature. We have already seen many 
cases in which an increase in the temperature hastens a chemical 
reaction. It has been found that, in general, a rise of 10° C. 
about doubles the speed of most reactions.- 

For example, the directions on a Kodak Development Tank state 
that when the solution is 70° F., the time needed to develop a photo- 
graphic film is 15 minutes ; at 65° F., 20 minutes ; at 60° F., 25 minutes ; 
and at 55° F., 30 minutes. This means that raising the temperature of 
the developer 15 degrees Fahrenheit (or 8.3° centigrade) makes it work 
twioe as fast. 

The condition of equilibrium of any chemical reaction de- 
pends on the temperature. A change in temperature will 
almost always cause the equilibrium to shift in one direction 
or the other. This has been shown in the following equation : 

2NO2 =^=^ N2O4 

high low 

temperatures temperatures 

A rise in temperature favors the formation of the nitrogen 
dioxide from the nitrogen tetroxide with a corresponding in- 
crease in color. On cooling again the nitrogen dioxide goes 
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back to the tetroxide and the color fades. For every temperature 
there is a certain ratio between the amounts of these two oxides. 

236. Effect of catalysts. Many reactions do not come to 
equilibrium as quickly as in the case just discussed. For ex- 
ample, a mixture of nitrogen and hydrogen will stand at 500° C. 
and no change will take place. If, however, we pass this mix- 
ture of gases at the same temperature over finely divided iron, 
the reaction follows at once, and 3 per cent of ammonia 

A catalyst will thus increase the speed of a reaction and cause 
it to reach rapidly a condition of equilibrium. As pointed out 
before, it acts as a chemical lubricant, overcoming a certain 
amount of hindrance to the action. A catalyst will not, how- 
ever, change the equilibrium of a reaction. We can find no 
catalyst which will cause nitrogen and hydrogen to combine 
to a greater* extent than they do in the presence of heated iron. 

Fixation of Nitrogen 

237. The problem of fixation of nitrogen. Nitric acid and 
the nitrates are important in our modem life because they are 
necessary in the manufacture of explosives and of fertilizers. 
The principal source of nitric acid and the nitrates was formerly 
the deposits of sodium nitrate in Chile. This supply is not 
only rapidly becoming exhausted, but it may at any time be 
cut off from the rest of the world through some such con- 
tingency as war. The atmosphere, however, contains enormous 
quantities of nitrogen from which it should be possible to syn- 
thesize nitric acid and its derivatives. In fact, a number of 
successful methods have been developed for doing this very 
thing; they are called processes for the fixation of nitrogen. 
We shall consider three of the most important of these and 
shall find that what we have just learned about reversible 
reactions will be of great value in understanding them. 
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238. Direct oxidation. Nitrc^en and oxygen will combine 
to a very sli^t extent at a very high temperature. The re- 
action is a reversible one and proceeds to the ri(^t as the 
temperature is increased : 

N, + 0, ^=^ 2 NO 

At 2000° C. only about one per cent of the mixed gases com- 
bine ; at 3000° C. about five per cent ; ^ile at ordinary tem- 
peratures the equihbrium mixture contains practically no 



Fig. I3S. IMagiam of the Birkland-Eyda proceH of fixation of nitrogen. 

oxide. If the mixture of nitrogen and oxygen is heated to 
3000" C. and is then allowed to cool down slowly to room 
temperature, there will be no apparent change. The nitric 
oxide which was formed at the high temperature will keep 
reverting to its elements as the temperature is gradually lowered. 
If, however, the mixture is quickly cooled, the reaction does not 
have time to reverse itself completely, and a certain amount of 
nitric oxide will be left. A number of conunercial processes 
for directly oxidizing atmospheric nitrogen are based on this 
principle (Fig. 135), In all of these processes air is blown 
throng a fiame produced between the electrodes of a power- 
ful electric arc. In passing throi^h this arc the air reaches a 
high temperature and is then suddenly cooled as it leaves the 
flame. The gas from such a furnace contains about one per 
cent of nitric oxide. Since there is an excess of oxygen from 
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the air in this mixture, the nitric oxide goes into nitrogen 
dioxide as the gas is cooled : 

N, + Oi — »- 2 NO ; high temperature 

2 NO + 0» — >■ 2 N0» ; lower temperature 

The gases are now led throu^ towers down which wat«r 
drips, and the nitrogen dioxide combines with the water, form- 
ing nitric acid and nitric oxide. The latter comes in contact 
with air and produces more nitrogen dioxide, which in turn 
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reacts with the water. Thus, in the presence of air nitric 
oxide will completely dissolve in water, forming nitric acid : 
3 NO* + H,0 — *- 2 HNO. + NO 
2 NO + Oi — »- 2 NOj 
4 NOs + 2 H^ + 0* — »- 4 HNOa 

This nitric acid is neutralized with calcium carbonate, forming 
calcium nitrate, which is used chiefly as a fertilizer and as a 
source of nitric acid. 

This method of making nitric acid {known as the Birkland- 
Eyde process) has worked successfully in Norway, where 
electric power is cheap on account of the abundant water 
power. The Birkland-Eyde electric furnace (F^. 136) uses 
an electromagnet to spread out the arc into a disk of 
flame. 
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239. Ammonia process. We have already seen (5213) 
that ammonia can be prepared according to the Haber process 
by combiuii^ hydrogen with the nitrogen of the air. Nitric 
acid can then be made by the oxidation of the ammonia, which 
is done by heating a mixture of ammonia 
and air in contact with some catalyst, such 
as platinum. This process works at a rela- 
tively low temperature and therefore re- 
quires very little energy. 

240. Cyanamide process. There is an- 
other ammonia process flAich is not so di- 
rect. Calcium carbide (CaCj), which is 
used to generate acetylene, will combine 
with nitrogen flAen heated (Fig, 137), 
forming carbon and a compound called 
calciimi cyanamide (CaCN») : 
Fit- I3T. Calcitun cvu>- 

amide ftuimce. CaC, + Nj — »- CaCNj + C 

When this compound (CaCNi) is treated with steam under 
pressure, it decomposes, formii^ calcium carbonate and am- 
monia: _ 

CaCN, -I- 3 HsO ^ CaCO* + 2 NHj t 

The ammonia is oxidized into nitric acid, as described in the 
preceding section, according to the following reaction : 

NH, + 2 Oj — »- HNO, + HjO 

The preparation of nitric acid from sodium nitrate is or- 
dinarily the most economical process, but the newer methods 
of making it from atmospheric nitrogen are coming into use. 

241. Explosives. An explosion is a very rapid chemical 
action in which a large volume of hot gases is produced from 
liquid and solid materials called explosives. The more rapid 
the action and the greater the quantity of ^ses produced, the 
more violent is the explosion. 
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All modem explosives contain nitrogen and are prepared 
from nitric acid. Old-fashioned black powder is a mixture 
of charcoal, sulfur, and potassium nitrate. On being ignited 
it bums suddenly with the evolution of a large volume of gases. 

Place a small pile of gunpowder on a brick ; then bring the ends of 
two wires which are connected to the secondary of a small induction 
coil almost together 
and embed them in 
the powder. When 
the electric spark is 
• discharged between 
the wires, the powder 
burns with a huge 
puff of smoke (Fig. 
138). 



If this action oc- 




Fig. 138. Gunpowder exploded by an induction coil. 



curs in a confined 

space, such as a gun barrel, a strong expansive force is exerted. 

Modem explosives are carbon compounds which contain 
nitrogen and oxygen. They are formed by the action of 
nitric acid on a number of different substances. They all 
have the property of decomposing quickly when they are 
ignited, or when another explosive is set off very near them. 
This latter process is called detonation. When they decom- 
pose they produce an enormous volume of gases at a high tempera- 
ture, and these gases exert a terrific pressure, which does the 
work required of an explosive. 

The explosive which forms the basis of the smokeless powder 
used in guns of all calibers is made by the action of nitric acid 
on cotton. Cotton is a compound of carbon, hydrogen, and 
oxygen, called cellulose, and the action of the nitric acid con- 
verts it into a compound called nitrocellulose. The nitro- 
cellulose is turned into a jelly-like mass by certain solvents; 
this is pressed out into short rods or strips and dried. It bums 
in the barrel of a gun when ignited by the priming charge; 
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the gases produced push out the projectile (Fig. 139). Trini- 
trotoluene (T.N.T.) and picric acid are the explosives used inside 
high-explosive shells, in mines, and in depth charges ; they are 
produced by the action of nitric acid on toluene and carbolic 
acid respectively. These latter substances are prepared from 
coal tar. Trinitrotoluene (T.N.T.) and picric acid can be set 
oS only by first exploding in them a more sensitive e^qjlosive 
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(a detonator). They explode suddenly and with much violence, 
causing great damage. 

Nitroglycerines made by the action of nitric acid on glycerin 
(C3H6(OH)j). It is a very sensitive explosive and is little 
used unmixed. When it is soaked up in sawdust or some other 
porous material, and mixed with sodium nitrate, dynamite is 
produced. Dynamite is too violent and sensitive an explosfve 
to be used in guns or shells. It is used for blasting, for making 
large holes in the earth, and for wrecking purposes both in war 
and peace. It is extensively used in modem agriculture for 
blasting out stumps (Fig. 140), breaking up bowlders, blasting 
ditches, as well as in preparing the holes for the planting of trees. 

All modern warfare is based on the prodigious use of ex- 
plosives of all kinds, which in turn depend for their manufacture 
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on nitric acid. A belligerent country shut off from the supply 
of Chile saltpeter must have some method of producii^ nitric 
acid from the air or else 
have large stocks of salt- 
peter stored up. In the 
recent great war Germany 
was able to continue fight- 
ing, only because her chem- 
ists had peri'ected the pro- 
cesses for the production of 
nitric acid from the air. 

242. Nitrogen c^cle in 
nature. Nitn^en com- 
pounds are an essential part of all living plants and animals. 
Those nitrogen compounds which occur naturally are called 
proteins ; they are composed of carbon, nitrogen, oxygen, and 
hydrogen. The plant is able to build them up from the water, 
carbon dioxide, and the inorganic nitrates which it finds in the 
soil. The protein in 
animals is obtained en- 
tirely from the plants 
or other animals which 
they consume. The 
waste products of plant 
and animal life contain 
the nitrogen of the ord- 
inal protein combined 
in a number of differ- 
ent compounds, which 
are easily acted upon 
by certain bacteria in 
the soil, forming am< 
monium compounds. 
These ammonium compounds in turn are oxidized by other 
bacteria to nitrates, whidi can be taken up by plants (£%. 141). 




Fig. 141. IfitioKaii cydi 
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ITius nitrogen makes a cycle through plant and animal life 
and the soil. 

243. Nitrogen compounds as fertilizers. Unfortunately 
there are two factors at work upsetting this cycle. In the 
first place, there are certain bacteria which convert some of 
the nitrates of the soil into free nitrogen, which is thus lost. 
In the second place, in modem civilization the waste products 
of plant and animal life no loi^r find their way back to the 
soil ; large quantities of them are forever wasted by being 
dumped into rivers and the sea. For these reasons nitrogen 
must be continually supplied to the soil in some form in which 
the plants can use it. If the waste products of life, such as 
manure, are available, they make an excellent fertilizer, but 
the supply is very limited. The artificial fertilizers which can 
■be prepared by the chemist consist 
of ammonium compounds and the 
nitrates. Most of the nitric acid 
produced by the direct oxidation of 
nitrogen is converted into calcium 
nitrate, which is used directly as a 
fertilizer. In some localities calcium 
cyanamide can be used directly as a 
nitrogen fertilizer. The ammonia 
prepared from it, or prepared by the 
Haber process, can be used as am- 
monium salts, or it may be oxidized 
to nitric acid and used as nitrates. 
This problem of obtaining available 
nitrogen for plants from the atmosphere 
is one which mil have great economic importance in the years to come. 
Some plants have themselves the power of converting the 
nitrogen of the air into useful compounds. This is brought 
about by certain bacteria which are found in the tubercles on 
the roots of leguminous plants, such as peas and clover (Fig. 
142). It is now possible to buy these bacteria and to inoculate 
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beans and similar plants with them before planting. This in- 
sures the growth of the bacteria on the roots of the plant and 
consequently the direct production of a nitrogen fertiUzer by 
the plant itself. 

SUMMARY OF CHAPTER XXI 

REVERSIBLE REACTIONS come to a condition of equilibrium 
in which the two opposite reactions proceed at the same rate^ and 
the average percentage composition of the mixture remains con- 
stant. 

THE LAW OF CONCENTRATION, OR MASS ACTION, states 
that by increasing the concentration of one of the reacting sub- 
stances or by decreasing the concentration of one of the products 
a reaction may go more nearly to completion in a given direction. 

THE COMPOSITION OF THE EQUILIBRIUM MIXTURE 
depends on the temperature. A catalyst may be used to increase 
the speed of the reaction and cause the equilibrium to be estab- 
lished quickly, but it does not change the composition of the equilib- 
rium mixture. 

THE FIXATION OF NITROGEN means the process of manu- 
facturing nitrogen compounds out of the free nitrogen of the air. 

THE COMMERCIAL PROCESSES for the fixation of nitrogen 
include the following : 

(1) the direct oxidation (Birkland-Eyde) ; 

(2) the synthesis of ammonia (Haber) ; 

(3) the cyanamide process. 

The ammonia made in these last two processes can be oxidized 
to nitric acid. 

NITRIC ACID is used in the manufacture of all explosives. 
Smokeless powder is nitrocellulose and is made from cotton. 
The bursting charge in shells, mines, etc., is trinitrotoluene 
(T.N.T.) or picric acid. Dynamite is nitroglycerin absorbed in 
some porous material and mixed with sodium nitrate. 

NITRATES are essential to plant growth. Nitrogen goes 
through a cycle in animal and plant life and the soil. This cycle 
is upset by several factors. For this reason nitrates must be 
applied to the land as fertilizers. 

R 
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Questions 

1. Write the reaction of zinc oxide on carbon monoxide as a re- 
versible reaction. State how the direction may be controlled. 

2. Write the reaction of ammonia and water as a reversible reaction. 
State the conditions which control its direction. 

3. Write the reaction for the decomposition of the red oxide of 
mercury. Under what conditions is this reaction reversible? 

4. Why is chemical equilibriimi considered kinetic? 

6. State the Law of Concentration, or Mass Action. Why is it 
important to the industrial chemist? 

6. What is meant by saying that a reaction goes to an end ? 

7. State three conditions under which reactions do go to an end. 
Illustrate by equations. 

8. Examine the following reactions and write the complete equa- 
tions for those which go to an end. State the reason in each case. 

NaCl + Pb(N08)2 — ► ? FeS + H2SO4 — ► ? 

NaNO, + CUSO4 — ► ? KOH + HNO3 — ► ? 

BaCl, + KNO3 — ► ? Pb(N08)2 + H2SO4 — ► ? 

Zna2 + AgNOa — ► ? NaNOs + K2SO4 — >- ? 

CaCO, + HCl — >- ? ZnS04 + HNO, — ► ? 

9. Why are catalysts so commonly used in commercial chemical 
processes ? 

10. Why is the " fixation of nitrogen " such an important chemical 
problem? 

11. When black gunxK>wder is ignited, the reaction may be expressed 
in the following equation : 

2 KNOa +3 C + S — ► KjS +3 CO2 +N2 

What are the approximate proportions in which the three components 
of gunpowder are mixed? 

12. What i)er cent of the products in the equation just given are 
gases? 

13. What other elements besides nitrogen are essential to plants? 

14. How does a plant get its supply of nitrogen? 
16. How does an animal get its supply of nitrogen? 
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16. Name and give the formulas for four fertilizers containing 
nitrogen. 

17. What sort of plants can " fix " atmospheric nitrogen? 

18. '' Sulfate of ammonia " is a very concentrated commercial 
fertilizer. What per cent of nitrogen does it contain? 

Topics for Furthbr Study 

The fixation of nitrogen in the United States. What methods of 
fixing nitrogen are commercially XK>ssible to-day ? What methods have 
been used on a large scale in this country? Why is the manufacture 
of nitrogen compounds from the air of national importance ? {Slosson's 
Creative Chemistry, Duncan's Chemistry of Commerce, U. S. Dept. 
of Commerce Bulletin No. SB — Utilization of Atmospheric Nitrogen, 
and Findlay's Chemistry in the Service of Mankind.) 

Explosives. Why are nitric and sulfuric acids considered the prime 
essentials for the manufacture of explosives? What other materials 
are needed for war-time explosives? for commercial explosives? 
What is the difference in action between smokeless powder, T.N.T., 
mercury, fulminate, and dynamite? How is each made? What ex- 
plosives are used in mining and agriculture? {Martin's Modem 
Chemistry, Tilden's Chemical Discovery and Invention, and Bird's 
Modem Science Reader.) 




CHAPTER XXII 

CARBON, HEAT, AND FUELS 

Carbon, its allotropic forms — diamond and graphite — 
coal, ooke, lampblack, and boneblaok — chemical behavior of 
carbon — coal as fuel — heat units — calorimeter — fuels and 
smoke — petroleum, gasolene, kerosene, oils — fuel gases: 
natural, coal, water, and producer — gas burners and flames 
— acetylene welding. 

S244. Carbon, a very important element. Ca«rbon is a most 
interesting and unusual element, both in itself and in its com- 
pounds. We shall therefore have occasion to devote some time 
to its consideration. In this chapter we shall study the ele- 
ment itself and a few of its compoimds with hydrogen, which 
are used as fuels. In Chapters XXIII and XXIV we shall go 
on with other important carbon compounds, both simple and 
complex. Its two oxides ^ carbon dioxide and monoxide — 
we have described in earlier chapters ; we have already spoken 
of its essential importance to both plant and animal life. In 
general we may say the following of this element : that it has 
the usual characteristics neither of a metal nor of a nonmetal ; 
that it forms no salts which give a positive ion ; and that the 
only acid which is produced from its oxide (carbonic acid) is a 
very weak one. 

246. Allotropic forms. It certainly requires much imagina- 
tion to believe without more ado that charcoal, graphite, and 
diamond are only different forms of one and the same element. 
But despite their widely divergent physical properties they are 
all elementary carbon, and we may prove this experimentally 
by showing that each of them will bum in oxygen and evolve 

244 
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carbon dioxide as the sole product. Just as in the case of 
sulfur, we have here two crystalline forms, diamond and 
graphite, as weU as certain amorphous, or noncrystalline, forms, 
such as charcoal and lampblack. It is possible to change these 
forms into one another. Charcoal can be converted into 
graphite by heating it to a very high temperature. It is even 
possible to make very small diamonds artificially. 

246. Crystalline carbon. In c^ain localities of South 
Africa, South America, and the Elast Indies diamonds are 
found in gravel deposits. In their 
native state they are not at all like 
the gems which the name suggests. 
They generally look like ordinary 
rough stones, hardly transparent, 
and with little appearance of being Fig. 143. Diamonds, rough and 
crystals. To make them into gems *^** 

(Fig. 143) they are ground, or "cut," in such a way that they 
will reflect light from a number of different faces; that is, 
" sparkle " in the light. 

Diamond is one of the hardest substances known. It can 
be cut and polished only by other diamonds or by diamond 
powder. Some diamonds are brownish and even black ; these 
are used for cutting glass and for giving a cutting edge to drills 
and rock-borers. 

Another form of crystalline carbon is graphite. Although 
it occurs in nature abimdantly in certain localities, it is now 
also manufactured on a large scale from hard coal. Hard coal 
is a form of impure carbon, which passes into graphite when it 
is subjected to a very high temperature out of contact with the 
air. This high temperature is produced in a so-called electric 
resistance furnace. A powerful electric current passes 
through a long bed of coal. Since coal is a poor conductor 
of electricity its resistance to the electric current produces 
large quantities of heat, which raise the mass to the desired 
temperature*. The electric current plays no part in the chemical 
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changes brou^t about in such a, furnace but merely generates 
the necessary heat (Fig. 144). 

Graphite is a glistenii^, black substance, which consists of 
a mass of fine, crystalline, slippery scales. It is soft and greasy 
and for this reason enters very extensively into the manufacture 
of lubricants. It is also used in makii^ " lead " pencils, stove 
polishes, and paint. Crucibles are often made of it because it 
will not melt at the highest temperature. It is sometimes 
called plumbago, or black lead. 



Fig. 144. Graphite electric furnace. 

247. Amoiphoiis carbon. The noncrystalline, or amorplioiis, 
form of carbon is prepared in many ways. Pure amorphous car- 
bon can be got by heating cane sugar, which is a compoimd of 
carbon, hydrogen, and oxygen. On being heated the hydrogen 
' and oxygen escape as water and leave the amorphous carbon. 
Wood charcoal is another form of amorphous carbon, but it 
contains a small amount of impurities as ash. It is made by 
heating wood out of contact with the air, a process which is 
called destructive distillation. Certain volatile materials, such 
as wood alcohol and acetic acid, are evolved duriiig this treat- 
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Fig. Z45. Modem plant for malring wood charcoal. 



ment. In the older processes for making charcoal these were 
allowed to escape, but in a modem plant (Fig. 145) they are 
condensed and 
used. Coke is 
still another 
common sub- 
stance which is 
essentially amor- 
phous carbon. 
It is formed from 
coal in exactly 
the same way 
that charcoal is 
made from wood. Both coke and charcoal are used as fuels and 
as reducing agents in metalliu-gical operations. 

The reduction of copper oxide with carbon wiU illustrate this use. 
We heat a mixture of black copper oxide and charcoal in a hard-glass 

test tube (Fig. 146) and lead the gas 
evolved into limewater. The white 
precipitate shows carbon dioxide. 
Metallic copper is left in the tube : 

2 CuO + C >- 2 Cu + CO2 1 

We shaU mention only a few of 
the other forms of amorphous car- 
bon. Lampblack is made by burn- 
ing certain oils in a limited supply 
of air and collecting the soot. It 
is almost pure carbon. Large quan- 
tities are used in the manufacture 
^ . y di printer's ink and pamt. The 

£ ^ ^^ ^ <Z-i> charcoal which is made by heating 

bones without access of air is called 
animal charcoal, or boneblack. 
Thus we see that coke, charcoal, and boneblack are produced by 
the destructive distillation of coal, wood, and bones respectively^ 




Fig. 146. Reduction of copper 
oxide by carbon. 
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248. Coal. The most important variety of amorphous carbon 
is coal (Fig. 147). The coal we bum to-day was once Uving 
vegetation. This has long been buried under beds of sand as 
the result of certain geological changes which have taken place 
in the earth's crust, and has been subjected to pressure and 
fairly hi^ temperatures. In consequence the vegetable ma- 
terial has undergone a partial decomposition, yielding amor- 



Fig. 147. Gansway in > coal mine, s 



phous carbon as the main product. Anthracite coal (hard 
coal) is about 90 per cent carbon, nearly all of which is in 
the uncombitted state. Bitaminous cool (soft coal) contains 
somewhat less carbon ; a considerable part of it is combined 
with hydrogen, oxygen, nitrogen, and sulfur. Coal is used 
directly as a fuel and also for the manufacture of coke. 

The plant for the produotioD of coke (Fig. 148) consists essentially 
of the following parts : iron retorts or ovens in which the soft ooal is 
heated ; a aeries of towers and scrubbers through which the gases pass 
in order to remove heavy, tarry material (coal tar), ammonia, gas, and 
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hydrogen sulfide ; a gas holder to oolleot the purified ooal pks. The 
ooke is left in the retorts. Coal tar and ammonia, aa well as the coal 
gas and the ooke, are of great commeroial value. 

219. Chemical behavior of carbon. None of the forms 
of carbon react with either bases or acids. They do not dis- 
solve in ordinary solvents, althoi^ melted iron does dissolve 
carbon to a certain extent. At ordinary temperatures aU 
forms of carbon are very inert; but at h^ temperatures they all 



Fig. 148. Diacnun (rf ■ plant (or nukliic coal (aa and Its br-prodnctt. 

bum, forming carbon dioxide, or, in a limited supply of oxygen, 
carbon monoxide. At high temperatures carbon acts as a re- 
ducing agent and tlius removes oxygen from the oxides of 
many metals. This is essentially the process of producing 
metals from their ores. 

260. Coal as a fuel. Carbon in the form of coal is the 
source of nearly all the energy which is used to run our factories 
and to keep us warm in winter. But carbon alone is not 
sufhcient ; we must bum it, and in order to bum it we must 
have oxygen. Thus both carbon and oxygen are necessary 
for the production of the energy which is set free when they 
combine. When we buy a ton of coal we are not especially 
interested in the gases which go up the chimney or in the ashes 
left behind, but we are interested in the energy produced. 
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Heat is the form of energy with which we are most famiUar. 

We must recall that heat, light, and electricity, are all forms 

of energy. The energy of anything is its capacity for doing 

work. Energy, like matter, may he transformed, but it can 

never be created or destroyed. 

This has been called the Law 

OF Conservation of Energy. 

Since energy has no weight, it 

must be measured by some 

effect which it produces. 

261. How we measure heat. 
Experiments show that if one 
pound of hard coal could be 
completely burned, and if all 
the heat generated in this pro- 
cess could be used to heat 
water, the temperature of one 
ton of water would be raised 
about 7° F. Engineers reckon 
the heat value of fuel in units, 
each of which is equal to the 
heal required to raise the tern- 
perature of one pound of water 
one degree Fahrenheit. This 
heat unit is called the Brittsh 
thermal unit and is written 
B.t,u. For example, the heat 
value of a pound of coal varies 
from 11,000 to 16,000 B.t.u. 
The heat unit used in Europe and in all physical and chemical 
laboratories is a metric imit called the calorie. A calorie is the 
heat required to raise the temperature of one gram of inaier one 
degree centigrade. 

2B2. Calorimeter. The instrument which is used to deter- 
mine the heat value of a fuel is called a calorimeter (Fig. 149). 
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The ftpparatua oonaists of a Btrong steel cup, or bomb, with & tightly 
fitting screw cap. A sample of ooal (about 1 g.) is weighed aud placed 
in the little tray inside the steel cup, and a piece of platiaum wire is 
connected to the electrodes of the bomb and allowed to dip into the 
coal. Then the cap is screwed into place, and oxygen is forced in 
under eonsiderable pressure. The cup is now placed in a can of watei 
which is surrounded by air space and more watOT, and the outside 
oontainer is covered with felt. The apparatus is provided with a 
thermometer reading to 0.001° C. and has a mechanical stirrer. The 
ooal is fired by sending an 
electric current through the 
platinum wire. The rise of 
temperature is noted. From 
the weight of the water and 
its rise in temperature (aft«r 
making several corrections), 
the heat value of the ooal e&n 
be computed. 

Another type of fuel calo- 
rimeter, known as Parr's Per- 
oxide Bomb, does not use 
oxygen gas as just described. 
Sodium peroxide is mixed 
with the fuel sample and ig- 
nited in the bomb. This ap- 
paratus ia less expensive and 
Bufiioiently accurate for a,p- 
proximate determinations. 

ORB i?...i^ .«^ »«»b.. ^' *So. BoUai with nndaifead utomatic 

253. Fuels and smoke. rtok«r, which Bi«. .mokeiBMcombnBtton. 
Coal, coke, wood, and 

charcoal are common forms of solid fuel. When heated suffi- 
ciently these substances bum, producing carbon monoxide and 
carbon dioxide. This chemical reaction is called exothermic 
because heat is liberated. When 12 grams of carbon (its atomic 
wei^t) are burned to carbon dioxide, the amount of heat 
generated is 96,480 calories. Since this heat is an important 
result of the reaction we may express it as follows : 

C -I- 0, — »- COj + 96,480 cal. 
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In lai^ furnaceB much carbon monoxide and unconsumed 
■uoal in the form of fine particleB may escape if insufficient air 
is supplied or if the furnace is not properly constructed. This 
imconsumed coal is responsible for the smoke which has be- 
come such a serious public nuisance in many of our cities where 
large quantities of soft coal are burned. The smoke involves 
in addition an enormous 
waste of fuel. By properly 
designing the fire box of the 
furnace (Fig. 150) and by 
regulating the supply of fuel 
and air, complete combustion 
will ensue, and no smoke will 
be formed. This is econom- 
ical from the point of view 
of tiie factory, and is very 
desirable for those who in- 
habit the surrounding coun- 
try. 

264. Petroleum. Petro- 
leum is a very complex 
mixture of a number of 
compounds of carbon and 
hydrogen called hydrocar- 
l>ons. It occurs in large quantities underneath the surface 
■of the earth in many parts of the United States and in some 
■other countries. The crude oil is pumped from wells (Fig. 151). 
;Some of it is used directly as a fuel and is called crude burning 
M)il. The greater portion is sent through long pipe lines (Fig. 
152) to the seaboard, where it is refined. This process of re- 
fining consists in diatiUing the substance and then removing 
certain ill-smelhng and tarry materials. 

The distiUation is carried out so that different portions which boil 
at different temperatures are collected separately. The low-boihng 
fraction (between 70° aad ISO" C.) is called gasolene and is used exten- 
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sivelj' for automobiles and gaa engines. The next portioa (boiling 
between 150° tuid 300° C.) ia called kerosene and ia used as & burning 
oil. It will not take fire directly, but if allowed to moisten a wick in a 
Buitable lamp will bum with a 
pleasant, luminous flame. 

Certain kinds of crude 
petroleuiti yield on distilla- 
tion bi^-boiiing oils (lubri- 
cating oils) and a solid wax- 
like material, parafiiu. Such 
oils are said to have a 
" paraffin base." Other 
varieties of petroleum do 
not give lubricatii^ oils and — 
paraffin but a thick, black 
pitch, which is used in 
roofing and pavii^ (Fig. 153) ; such oils are called " asphaltic." 
Pennsylvania petroleum has a paraffin base, Mexican and Cali- 
fomian oils are for the most part asphaltic. "Liquid petro- 
latum," or "Russian oil," is the high-boiling distillate from 
still another variety of oils known as the " naphthene base " 
oils. Russian oil is widely 
used as a laxative in medi- 
cine. 

Of all the products obtained 
from petroleum gasolene is at 
present the most valuable. To 
increase the available supply 
some of the higher-boiling 
liquids have been decomposed 
into simpler molecules, which 
Fig. IS3- Ap^ring Ut to roads. constitute the lower-boiUng 

Uquids. This process, which 
is called " cracking of oils," consists in vaporizing the oils and then 
heating the vapor (about 500° C. ) under pressure (about 12 atmos- 
pheres) in an iron apparatus. 
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Oils derived from petroleum are used very extensively as 
fuel. When they bum, carbon dioxide and water are produced. 
They are to a small extent burned with the aid of a wick, as in 
the case of kerosene. For the most part they are blown out 
from a nozzle in the form of a fine spray mixed with air or 
steam. This spray is ig- 
nited and gives a very 
long, hot fiame. Loco- 
motives and steamships 
are sometimes fired with 
crude oil. Oil is also 
used as a fuel in a num- 
ber of manufacturing 
processes. 

26S. Gaseous fuels. 
In certain parts of the 
United States a mixture 
of gases issues from the 
ground which ie called 
Kg. 154. IHa(r«nof«w.ter-B«.piuit. natural gas. The chief 
constituent of this gas is 
methane (CH4). Natural gas bums with a luminous flame ; it 
is used for lighting and heating piuposes in many of our cities, 
and as fuel in many industries. The gas obtained in the de- 
structive distillation of coal is called cool gas. It also contains 
methane and in addition hydrogen, carbon monoxide, and some 
complex compomids of carbon. As it bums with a luminous 
flame it is used for lighting purposes in many cities. Water 
gas is a mixture of hydrogen and carbon monoxide produced by 
passii^ steam over red-hot coal. The reaction is : 

H,0 + C —*- CO -I- H, — 26,990 cal. 
It will be noticed that in this reaction heat Is absorbed ; 
that is, heat must be supphed to keep it going. Such a reaction 
is called endothermic. 
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The process of makiiig water gas (Fig. 154) is cajried out by alter- 
nately allowing a mass of coal to burn in air until it beoomes red-hot, 
and then shutting off the air and blowing in steam ; the water gas which 
is formed in the second part of the process is collected. When the 
temperature has fallen too low the steam is shut off and air again ad- 
mitted. Since hydrogen and carbon monoxide both bum with nonlu- 
minous flames water gas must be treated before it can be used for 
lighting purposes. This is done by 
adding certain volatile petroleum 
oils. The process is called en- 
riching. 

There is another gas which is 
used in many metallurgical opera- 
tions and as a fuel for gas engines ; 
this is called producer gas. It is 
made by forcing air through a very 
deep coal fire in the generator 
(Fig. 155). The resulting gas mix- 
ture contains all the nitrogen of 
the air, but all of the oxygen has 
combined with carbon to form car- 
bon monoxide. Often a little steam * 
is introduced with the air and is 
reduced as in the making of water 

gas. 11 made in this way producer N^^^Ai^ga^ ^ A%r and steam 

gas is composed mainly of nitrogen, pig. 155. Diagram of a producer-sas 
carbon monoxide, and hydrogen. plant. 

In the accompanying table the approximate composition of 
these various fuel gases is expressed in percentage by volume. 




Namss of Gases 



Hydrogen .... 
Methane .... 
Other hydrocarbons 
Carbon monoxide . 
Carbon dioxide . . 
Nitrogen . . . . 



Formulas 


PSNNA. 

Naturaij 
Qas 


Coal Gab 


Enriched 

Watkr 

Gab 


H2 




46 


32 


CH4 


82 


34 


20 




17 


4 


17 


CO 




8 


26 


CO, 




3 


3 


N, 


1 


5 


2 


100 


100 


100 



Producer 
Gas 



12 
3 

21 

7 

57 

100 
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266. Tlie hydrocarbons. The natural oil, petroleum, is 
a mixture of hydrocarbons. There are several hundred of 
these compounds of carbon and hydrogen known, and they 
may be grouped into series according to their composition. 
One group is caUed the paraffin series, of which only the first 
six are given in the following table : 

HtDROC ARSONS OP THE PARAFFIN SeRIEB 



Najh 


FOBMDU. 


mouicclab 
Wdiobt 


Point 


Methane 


CH, 


16 


-160°C 


Ethane ........ 


CH. 


30 


-93 ° 


Propane 


CH, 


44 


-45 " 


Butane 


C«H.o 


58 


+ " 


Pentane 


C,H„ 


72 


36 ° 


Eesane 


C,H,4 


86 


71 ' 



It will be noticed that the series starts with methane, the 

priQci[>al component in natural gas, and that the difference 

between each two successive members in 

the list is CHj. It will also be noticed 

that the number of hydrogen atoms is 

twice the number of carbon atoms plus 

two. This fact can be expressed in the 

general formula C„Han+2. The members of 

this series have higher boiling points as the 

molecules become larger ; so that the first 

four are gases, the next ten are liquids 

under ordinary conditions, and above that 

they are solids. Members of this series 

gu-jei Oaine. have been studied at least as far as hexa- 

contane (CjoHm). 

But even this loi^ succession of compounds does not include 

e,ll the hydrocarbons. Ordinary coal gas owes its luminosity 

to ethylene (CgH4), which is the first member of another series 
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Osidizino 



ofUut 




with the general formula CnHjn. There is yet another group 
which begins with acetylene (C2H2) and has the general formula 
CnH2n>2. AU tkese hydrocarbons are vivJLuaUy soluble so that 
mixtures can be made in any proportion. 

257. Gas burners and flames. When gas 
burns in the ordinary fishtail burner, it is 
spread out in a thin sheet by the tip so that 
sufficient air is brought into contact with the 
gas to bum all of the carbon. In the flame 
itself some of the complex carbon compounds 
are broken down into free carbon by the high 
temperature. This free carbon is heated 
white-hot by the combustion which is going 
on, and it is these particles of incandescent 
carbon which give the flame its illuminating 
power. Water gas contains no such carbon 
compounds and must therefore be enriched. 
Figure 156 shows the structure of this tj^pe 
of flame. It will be noticed that there are ^^' *57. Bunsen 

. rm 1 . burner and flame.. 

several distmct zones. The luminous zone is 

full of particles of white-hot carbon, which on passing to the 

outer zone are completely consumed, forming parbon dioxide ; 

the heat given off in this combustion keeps the flame at the 

necessary temperature. 

In a Bunsen burner (Fig. 157) we admit air into the interior 

of the flame. This cools down the flame so much that the 

temperature is not 
high enough to de- 
compose the com- 
plex carbon com- 
pounds into free 
carbon ; the flame 

is therefore nonluminous. The burners on a gas range (Fig. 

158) are modified Bimsen burners, so arranged as to give a large 

number of small blue flames. 

8 



xd;, 




Fig. 158. Burner used on a gas range. 
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In a WeUbach lamp we have a mantle which is made in- 
candescent by the heat of a Buusen Same (Fig. 159). When 
such mantles are used it is not necessary 
to enrich the gas with illuminants. The 
Welsbach mantles are composed of the 
oxides of two rare elements, thorium and 
cerium. By their use with the same 
amount of gas the consumer gets four 
times as miick light as with an ordinary 
burner. 

268. Uses of acetylene. Acetylene 
{CjHi) is a gas which is produced by the 
action of water on calcium carbide : 

CaCs + 2 HtO —*- Ca(OH), + Cft 

It can either be generated as required, or 

can be conveniently dissolved in a liquid 

known as acetone in a tank under pres- 

Fig. isp. Weiib«eh nua- g^^re. Acetylene will bum with a very 

ueaod Bunaeii bimuir. , , n • - n 

Juminous name in an especially con- 
structed burner {Fig. 160) which admits air. 
It is used to a limited extent for illuminating 
purposes. If oxygen is blown through such 
a flame complete combustion of the acety- 
lene takes place and we obtain a very hot 
nonluminous flame. This flame is one of the 
hottest known and is used extensively be- 
cause it will easily melt iron and other metals. 
Acetylene is an endo thermic compound, and 
when it decomposes heat is generated, as 
shown in the followii^ equation : 

CA — »-2C + Hs + 49,300 cal. ' burner tip. 

In the acetylene flame the heat of combustion of the carbon 
and hydrogen is added to this heat of decomposition : 

2 CjHj -H 6 Oj — >- 4 CO. -I- 2 HsO + 603,000 cal. 
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With the right mixture of oxygen and acetylene it is possible 
to get a temperature of about 2700° C. The ozyacetylene 
torch, which is very much hke the oxyhydrogen blowpipe, cuts 
steel by melting it (Fig. 161). The tip of the flame when 
drawn slowly over the metal melts it at the point of contact 



Pig. i6i. Cnttmg iteel with an oxyEcetjrlens torch. 

and so cuts the metal into pieces. It is especially useful in 
dismantling steel structures. 

Pieces of iron and other metals may be joined together by 
heating them until they melt and then allowii^ the molten 
metal to fuse together. This process is called ozyacetylene 
welding, and is of great importance in the industries. Its most 
general application is in welding thin metal, such as the parts 
of steel railway cars, repairs on railway rolling stock, and the 
cutting up of large masses of steel, as the wrecked frames of 
buildings, bridges, and the like. Strength tests on welds show 
that a weld is about 85 per cent as stroi^ as the same thickness 
of plate. 
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^ SUMMARY OF CHAPTER XXH 

CARBON FORMS AN ENORMOUS NUMBER OF COM- 
POUNDS, especially with hydrogen, oxygen, and nitrogen. 

THE THREE ALLOTROPIC FORMS of carbon are diamond, 
graphite, and amorphous carbon. They have different physical 
properties, but all 3rield carbon dioxide when burned in sufficient 
oxygen. 

CARBON IS INERT at ordinary temperatures but bums at 
high temperatures. It is a reducing agent. It reacts with lime 
to form calcium carbide when heated in an electric furnace. 

USES OF CARBON in different forms are — 

Diamond: gem and abrasive; 

Graphite : lead pencils, lubricant, crucibles, and electrodes ; 

Coal : fuel and in manufacture of illuminating gas and coke ; 

Coke : ore reducer, fuel, and in making water gas ; 

Lampblack: printer's ink and paint; 

Boneblack: decolorizing sugar and oils. 

MOST IMPORTANT FUEL IS COAL. Heat is measured in 
^ /^ calories. A calorie is the heat required to raise one gram of water 
one degree centigrade. Engineers' heat unit is B. t u. (British 
^ thermal unit). 

CHEMICAL REACTIONS which give out heat are caUed 
exothermic; a few reactions absorb heat and are called endother- 
mic. 

FUELS are substances which bum in air. The reaction is 
strongly exothermic ; we carry out this reaction because we want 
the heat evolved. 

SOLID FUELS are coal, coke, wood, and charcoal. 

PETROLEUM is a mixture of hydrocarbons. Gasolene, kero- 
sene, and crude fuel oil are obtained from petroleum. 

FUEL GASES include natural gas, coal gas, water gas, and 
producer gas. Fuel gases which contain hydrocarbons bum with 
a luminous flame because carbon is set free. 

ACETYLENE is produced from calcium carbide. The oxy- 
acetylene flame is extremely hot and is used for cutting and weld- 
ing metals. tXj',',^ { - Cy^//^ 
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Questions and Problems 

1. What is the easiest way to show the presenoe of oarbon in a 
compound? 

2. What is the most useful form of carbon? Explain. What is 
the most expensive form? Why? 

3. What are the by-products in the coal-gas industry? 

4. How do we measure the fuel value of coal ? 
6. What are characteristics of a good fuel? 

6. Why is crude oil such an excellent fuel for looomotives and 
steamships ? 

7. How would you prove that carbon dioxide and water are formed 
when kerosene burns? 

8. Why is it desirable to remove the sulfur compounds from 
illuminating gas? 

9. Why is producer gas not used for iUuminating purposes ? 

10. Which fuel gas is richest in hydrogen? in methane? in carbon 
monoxide? (Examine table.) 

11. Why is not the flame used in a gas range smoky? 

12. Why are Welsbach mantles not more generally used ? 

18. For what especial purposes is the acetylene lamp adapted? 

14. How many tons of oxygen are required to bum completely one 
ton of coal which is 90% carbon? 

16. How many tons of carbon dioxide are produced in Problem 14 ? 

16. How many grams of carbon will be required to reduce 10 g. of 
copper oxide to metallic copper? 

17. Write the equation for the complete combustion of acetylene. 

18. How many liters of air are required to bum 1 liter of acetylene? 

Topics for Further Study 

Fuels. If possible, see in operation furnaces or stoves burning gas, 
oil, and coal mechanically stoked. What are some of the relative 
merits of each fuel? In certain parts of the country only anthracite 
coal is used in the homes; why? The iron blast furnace requires 
anthracite coal or coke as a fuel ; the glass industry requires gas or oil. 
Explain. {Creasy' a Discoveries and Inventions, Bird's Modern Science 
Reader, and Findlay'a Chemistry in the Service of Mankind.) 
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THE SIMPLER COMPOUHDS OF CARBON 

Organic compoundB — alcohol, preparation and properties 
— alcoholic liquors — industrial alcohol — empirical and struc- 
tural formolaa — other alcohols — ether — carbon tetrachloride 
and chloroform — aldehydes — acids — esters — fats — soap — 
other hydrocarbons — ooal-tar products and dyes. 

2S9. Organic and inorganic compounds. The most striking 
characteristic of carbon is its ability to form ahnost nmnber- 




ng. i6i. TflKst cells as aeen nndM a microocope. 



less compounds in which a whole series of carbon atoms are 
linked to one another. These are called organic compounds ; 
compounds of all the other elements are called inorganic com- 
pounds. We can define organic chemistry as that branch of chem- 
istry which deals with the compounds of carbon. The elements 
which often appear with carbon are hydrogen, oxygen, nitro- 
gen, the halogens, and sulfur ; a few other elements sometimes 
are constituents of organic compounds, but they are of minor 
importance. There are over 100,000 known organic com- 
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pounds ; in this chapter we shall consider some of the simpler 
and more important of these. 

260. Ordinary alcohol (C2H6OH). This compomid is the 
product obtained from the fermentation of sugars, a chemical 
process brought about by the presence of small living plants, 
of which yeast (Fig. 162) is a conunon example. The other 
product of the fermentation is carbon dioxide : 



CeliiaOe 

sugar 



2 CjHsOH + 2 CO, t 



alcohol 



carbon 
dioxide 




Alcohol may be prepared in the laboratory by making a 10 per cent 
solution of sugar or molasses in water, pouring it into the flask shown 
in figure 163, and then 
adding a little yeast which 
has already been dis- 
solved. If this is kept 
for a day at about 30** C. 
the bubbles of carbon di- 
oxide will rise to the sur- 
face and can be led off 
through limewater, as 
shown in the figure. To 
prevent the carbon diox- 
ide of the air from affect- 




NqOH 




-Ca(OB)% 



ing the Umewater, we may pig. X63. Preparation of alcohol in the laboratory, 
attach a tube of sodium 

hydroxide sticks. The alcohol is separated from the solution by distil- 
lation. 

When a mixture of alcohol and water is distilled, the liquid 
begins to boil at about 78° C, which is the boiling point of pure 
alcohol. As the process continues the boiling point rises until 
it reaches 100° C, the boiling point of water. If the distillate 
(what is distilled over) is separated into fractions according to 
the temperature, the first fraction collected contains a large 
percentage of alcohol, while the fractions collected during the 
latter part of the process will be mainly water. On a large 
scale the distillation is carried out in an apparatus having a 
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tall fractionating coliuno (Fig. 164) and partial condenser. The 
water vapor is condensed in the fractionating column and par- 
tial condenser and returns to the still ; the more volatile alcohol 
passes on until it reaches the total condenser. The distillate 



Fig. 164. Commercial still with fractioiuitiag column. 

is 95 per cent alcohol, and the liquid returning to the still is 
largely water. This process is called fractional diBtilUtion and 
is very similar to that used in the distillation of petroleum. 

261. Properties anct uses of alcohol. Pure alcohol is a color- 
less liquid boiling at 78° C. ; it is inflammable and is used to 
some extent as a fuel. It is an excellent solvent, dissolving 
many substances which are only slightly soluble in water. It 
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is the solvent used in making varnishes for wood and lacquers 
for metaly as well as in the manufacture of celluloid, collodion, 
and artificial silk. It mixes with water in all proportions but 
is not ioniased in aqueous solution ; it does not interact with 
dilute acids, bases, or salts. 

Conmiercially alcohol is made from the starch of potatoes 
or grains, such as com. It is conmionly known simply as 
alcohol, but the chemist calls it ethyl alcohol to distinguish it 
from other alcohols, such as methyl, or wood alcohol. 

262. Alcoholic Liquors. Alcoholic beverages are prepared by al- 
lowing different substances to ferment. Wine contains from 8 to 15 
per cent of alcohol and is formed by the fermentation of grape juice. 
Beer contains only about 5 per cent of alcohol and is prepared by 
allowing a mixture of grains and water to ferment under special con- 
ditions. Distilled liquors are made by the fractional distillation of 
fermented liquors like wine or beer. Brandy is distilled wine ; whisky 
and gin are essentially distilled beers ; they all contain from about 40 
to 50 per cent of alcohol. Since January 16, 1920 the use of alcoholic 
beverages has been prohibited in the United States, and pure alcohol 
can be purchased only for certain special purposes under strict regu- 
lalnons. 

263. Indutstrial alcohol. The price of ordinary alcohol is 
about $7.20 per gallon, of which $6.60 is the tax imposed by 
the government. Since the high price prevented the extensive 

* industrial use of alcohol. Congress in 1907 passed an act ena- 
bling dealers to sell alcohol which contained certain poisonous 
substances without the tax. These poisonous substances, which 
make impossible the use of this alcohol as a beverage, are or- 
dinarily wood alcohol and benzene (CeHe). The mixture is 
called denatured alcohol ; it is suitable for varnish making and 
other industrial operations. 

264. Formula of ethyl alcohol. The formula of ethyl alcohol 
might be written CjHeO, which tells us that there are 2 carbon 
atoms, 6 hydrogen atoms, and 1 oxygen atom. This is called 
an empirical formula and states the facts derived from the per- 
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centage composition and molecular weight of the substance. 
It would be sufficient for most of the inorganic compounds 
which we have thus far studied. But it is inadequate in organic 
chemistry, for it often happens that there are several compounds 
which have the same empirical formvia. For example, there is an- 
other substance, called methyl ether, which also has the formula 
C2H6O but which is a gas having totally different properties 
from ethyl alcohol. The difference between these two sub- 
stances must lie in the way their atoms are joined together. 
We are thus led to inquire how the atoms are linked and to show 
this linkage in our formulas. Accordingly we write them 
graphically as follows : 

H H H H 

I ' 'I 

H— C— C— OH H— C— O— C— H 



H H H H 

ethyl alcohol methyl ether 

Since these formulas show how every atom in the molecule is 
joined to every other one, they are called structural formulas. 
We usually condense such a formula as that of alcohol and 
write it C2HBOH. 

We cannot here consider how these structural formulas are 
derived ; it is enough to say that they rest on a mass of ex- 
perimental evidence. They tell the trained chemist how a 
given substance will probably react, because he knows that 
certain linkages represent certain reactions. It has been found 
that in orgam'c compounds carbon always has the valence 4, 
and this point is useful in remembering and writing structural 
formulas. Although a formula means very little in organic 
chemistry imless it is of the structural type, nevertheless we 
shall sometimes use the empirical formula when the structural 
formula is very complicated. 

265. Other alcohols. Another well-known substance is 
wood alcohol, or methyl alcohol, which has the formula CH3OH. 
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It is prepared, as we have seen, in the destructive distillation 
of wood. It resembles ethyl alcohol in many of its properties 
and is used as a solvent and as an agent for denaturing ethyl 
alcohol since it is very poisonous. 

There are besides these two a great many other substances called 
alcohols. They all react in such a way that we represent them by a 
formula in which a hydroxyl group (OH) is attached to a carbon atom. 
The following table shows the names and formulas of a number of 
alcohols and of the corresponding hydrocarbons of the methane 
series : 

CH4(methane) ..... CH.OH (methyl alcohol) 

CaH, (ethane) CsHgOH (ethyl alcohol) 

CsHg (propane) CgHrOH (propyl alcohol) 

We may regard an alcohol as being derived from the hydrocarbons by 
substituting for one or more hydrogen atoms a corresponding number 
of hydroxyl groups. It should be noted that this is a method of 
showing relationship on paper and does not represent a reaction which 
we carry out in the laboratory. Accordingly, in the series it will be 
noticed that each alcohol differs from the one above in that it contains 
one more atom of carbon and two more atoms of hydrogen (CH2). 
Such a series of organic compounds which differ from one another by 
a constant number of carbon and hydrogen atoms is called an homolo- 
gous series. All members of such a series have very much the same 
chemical properties, but their physical properties gradually differ 
as we go up the series. There are a great number of homologous 
series in the different classes of organic compounds. 

266. Ether. When alcohol is treated with sulfuric acid 
under certain conditions, ethyl ether and water are formed. 
Ethyl ether has the structure represented by the formula 
(C2Hb)20 and may be regarded as ethyl oxide. The equation 
for its formation is 

2 C2HBOH —^ (C2H6)20 + H2O 
ethyl alcohol ethyl ether 

It will be noticed that in ether we have two groups of carbon 
and hydrogen atoms (C2H5) joined together by an oxygen atom. 
This is a characteristic linkage of a whole homologous series 
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which are known as ethers. The lowest member of this series 
is methyl ether (CHaOCHa), of which we have already spoken. 
By comparing its formula with that of alcohol we can see that 
the substances are entirely different although they contain 
the same number of carbon, hydrogen, and oxygen atoms. 
Substances which have the same empirical formulas but differ- 
ent structural formulas are called isomers. The number of 
isomers in organic chemistry is very large, and it is because of 
this fact that only structural formulas have any real meaning 
in that subject. 

Ethyl ether, or, as it is usually called, simply ether, is a 
colorless liquid boiling at 35° C. It is prepared on a large 
scale and is used extensively as a solvent and as an anaesthetic. 
It produces imconsciousness when inhaled and has been used 
for a number of years in surgical operations. 

267. Carbon tetrachloride and chloroform. Substances 
which are derived from hydrocarbons by the exchange of one 
or more hydrogen atoms for a corresponding number of atoms 
of some other element, or for an equivalent number of radicals, 
are called substitution products. Chlorine forms several sub- 
stitution products of methane. If we replace all four hydrogen 
atoms in methane with chlorine, we obtain a compound called 
carbon tetrachloride (CCI4). As a matter of fact, the reaction 
between chlorine and methane is very hard to control, and pure 
methane is not easy to obtain ; therefore carbon tetrachloride 
is actually prepared by another reaction. Carbon disulfide 
(CSa) readily reacts with chlorine, forming sulfur chloride and 
carbon tetrachloride ; the two liquids can be separated by 
distillation : 



CS2 + 3CI2 — 


■^ S2CI2 


+ CCI4 


carbon chlorine 


sulfur 


carbon 


disulfide 


chloride 


tetrachloride 



Carbon tetrachloride is a heavy, colorless liquid boiling at 
79° C. and has an odor not unlike that of chloroform. It 
readily dissolves greases, gums, and resins. As a noncom- 
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bustible solvent it finds a wide use in technical operations. 
When mixed with gasolene it is sold as a cleansing fluid under 
various trade names, such as "Carbona." It is the main part 
of the fluid used in certain small fire extinguishers 
(Fig. 165). When squirted on the fire it forms a 
very heavy vapor, which hangs over the burning 
material, excluding the air and thus extinguishing 
the flaines. It is particularly valuable in putting 
out burning oil since such fires cannot be extin- 
guished by water; for oil simply floats on the 
water and continues to bum. 

Carbon tetrachloride can be reduced to a sub- 
stance called chloroform (CHCI3) : 




^=^ 



ecu + 2[H] 



carbon 
tetrachloride 



naaoent 
hydrogen 



CHCls + 

chloroform 



HCl 

drogen 



chloride 



Fig. 165. "Vy- 
rene" fire 
extinguisher. 



Chloroform can also be prepared by. the action of bleaching 
powder on ethyl alcohol. It is a sweet-smelling;, volatile liquid, 
which finds certain uses as a solvent and as an anaesthetic. It 
is not so safe an anaesthetic as ether and is employed only in 
special cases. 

268. Aldehydes. Methyl alcohol can be oxidized to form 
a substance called formaldehyde (HCHO) : 



CH3OH + [0] 

methyl alcohol 



HCHO + H,0 

formaldehyde 



If we write out this formula in full we see that the oxygen 
atom has two bonds linking it to the carbon atom. The group 

H 



— C=0 is the characteristic of a whole class of compounds 
known as aldehydes. 

269. Formaldehyde is a gas with a penetrating odor, which 
causes the eyes to smart. It is used in water solution as a 
disinfectant and an antiseptic. The 40 per cent solution is sold 
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Fig. x66. Formaldehyde candle. 



under the name formalin. A solid compound called para- 
formaldehyde, when heated, 
breaks down to give the gas. 
This substance is often sold as a 
candle (Fig. 166), which can be 
lighted in a room for disinfection. 
270. Acids. Formaldehyde can 
be further oxidized to a liquid 
called formic acid (HCOOH). The 
structural formula shows a doubly 
linked oxygen atom connected 

with the carbon atom, and also a hydroxyl group ; thus : 

H— C— OH 

formic acid 

This combination (COOH) is called the carbozyl group and is 
characteristic of a class of organic substances known as acids. 
They are obtained by oxidizing the corresponding alcohols. 
There are a number of series of acids ; formic acid is the lowest 
member of a series called the fatty acids, the lower members 
of which are liquids and the higher members solids. They are 
all monobasic and form salts on neutraUzation. Formic acid 
is a fairly strong acid, but the acids become progressively 
weaker as the number of carbon atoms increase. Two of the 
higher acids which are soUds, palmitic (CisHaiCOOH) and 
stearic (CiyHasCOOH), are derived from fats, hence the name 
of the series. 

Acetic acid (CH3COOH) is the most important lower mem-' 
ber of this series. It can be prepared in the laboratory by 
oxidizing ethyl alcohol, but it is actually obtained as a by- 
product in the distillation of wood. Vinegar is essentially a 
dilute solution of acetic acid obtained by the oxidation of dilute 
alcohol by bacteria. Since it is a rather weak acid it is used in 
the industries when a weak acid is desired. 
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. Among the other well-known organic acids are tartaric acid, which 
occurs in many fruits such as grapes, and citric acid, which is contained 
in fruits like oranges and lemons. The ordinary household cream of 
tartar, a white solid used in baking powders, is the acid potassium salt 
made from tartaric acid. Oxalic acid is used to remove iron rust and 
ink from white cloth, to clean certain metals, such as copper, and to 
bleach straw hats ; it is poisonous. 

271. Esters. Alcohols and organic acids react to form water 
and a substance called an ester. For example, ethyl alcohol 
and acetic acid form an ester called ethyl acetate : 

CaHsOH + CH3COOH =5=^ CH3COOC2H6 + H,0 

eUiyl alcohol aoetio acid ethyl acetate 

The reaction is reversible and usually proceeds to a point where 
about 80 per cent of the material is converted into the ester. 

Ethyl acetate has a pleasant, fruity odor. Many esters 
occur naturally in fruits and flowers and are frequently the 
cause of their taste and smell. They may be prepared arti- 
ficially for flavoring beverages and foods and for making per- 
fumes. 

Esters react with water, as indicated in the reversible reaction 
just given. This process, called hydrolysis, goes on very slowly 
at ordinary temperatures. They are also decomposed by strong 
bases, such as sodium and potassium hydroxide, with the pro- 
duction of alcohols and salts of the organic acids ; thus : 

CH3COOC2H6 + NaOH —^ CHsCOONa + CjHbOH 

ethyl acetate sodium acetate ethyl alcohol 

This process is called saponification. 

272. Fats. The most important esters are those which 
occur naturally and are known as fats and oils. The solid 
animal fats are esters of palmitic and stearic acids and an 
alcohol called glycerin (C8H5(OH)8), which contains three 
hydroxyl groups. These animal fats are really mixtures of the 
esters just described. When they are heated with water in 
the presence of certain catalysts, they break down almost 



272 THE SIMPLER COMPOUNDS OF CARBON 

completely into free glycerin and the free aoid. The glycerin 
is used for a number of pmposee, including the manufacture 
of dynamite. The solid, fatty acids are used mainly for mak- 
ing candles and waxes. 



Fig. 167. EctUe used in nuUdog Map. 

It containH enough stock to make 10 or 12 carloada of soap. 

273. Soap, If in place of water we use sodium hydroxide 
we obtain glycerin and the sodium salt of the acid, which is 
8oftp. The following equation represents such a reaction : 

Fat Auuu Soap GlTciniH 

(C„H„COO),C.H,+ 3NaOH— »-3C„H,C00Na+CJI,(0H), 

■tyMiyl staUBM sodium Meuate 

It is not expected that the above equation will be memorized, 
but it is given in order to diow that the reaction for making 
soap is similar to that for making sodium acetate. Hence the 
appropriateness of the name, saponification. The sodium salts 
are only moderately soluble in water and can be separated from 
the reaction mixture by the addition of common salt. In 
makii^ soft soap, potasdum hydroxide is used instead of 
sodium hydroxide. 
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In the oommeroial manufacture of soap the fat and the alkali are 
heated together in huge kettles (Fig. 167) for several days. The soap 
is acdted out and rises to the top of the liquid. The glycerin, which is 
the other product of the reaction, is separated by distillation from 
the liquid containing the spent lye. A great variety of soaps can be 
manufactured, according to the nature of the fat which is used and the 
way in which the process is carried out. 



274. Cleansing power of soap. The following seems to be 
the explanation of the cleansing power of soap and soap solu- 
tions. Soap is a mixture of the sodium salts of very weak 
acids. Consequently when it is dissolved in water the salts 
are almost completely hydrolyzed into free fatty acids and 
sodium hydroxide. These free fatty acids do not, however, 
precipitate out but stay in colloidal solution, probably because 
they combine with some of the undissociated soap. A solution 
of soap is therefore essentially an alkaline colloidal solution, and 
its cleansing action is connected with this fact. It is a more 
or less general property of colloidal solutions that the colloid 
tends to bring other substances into 
colloidal solution and to prevent the 
precipitation of substances from col- 
loidal solution. This is called the 
mutual protection of colloids. When 
oil is shaken with soap solution the 
oil remains in the solution perma- 
nently suspended in what is essen- 
tially a colloidal solution. In the 
same way particles of dirt are 
brought into colloidal solution by 
soap water. 

275. Other hydrocarbons. We 
saw in the last chapter that there 
are several series of hydrocarbons 
which contain less hydrogen than the paraffin hydrocarbons ; 
as, for example, the ethylene (CH2=CH2) and tixe acetylene 
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(CH=CH) series. In these substances tjie carbon atoms are 
joined with a double or triple bond. There is still another 
series of hydrocarbons called aromatic compounds, which are 
obtained as a by-product from the tar in the distillation of 
coal (Fig. 168). In these compounds the carbon atoms are 
joined together in a ring containing double bonds. The most 
important are benzene (CeHe), toluene (C6H6CH3)7^and naph- 
thalene (CioHs). All these are the starting points in. the man- 
ufacture of the so-called coal-tar dyes, of many important drugs, 
and of certain explosives. Naphthalene itself is used directly 
as moth balls. 
The structural formulas of benzene and toluene are as follows : 





CH, 


CM 


i^ 


HC^V 


HC CH 


HC CH 


HC CH 


benaene 


^5S 

toluene 



276. Carbolic acid. The hydrogen atoms of benzene and 
of toluene may be replaced by other atoms and groups. Car- 
bolic acid, or, as it is also called, phenol, is a hydroxyl deriva- 
tive of benzene and has the formula CeHsOH. Carbolic acid 
is another substance obtained from coal tar. It is an ^cellent 
disinfectant and is used extensively for that purpose. Strong 
solutions of it have a corrosive action on the flesh, and it must 
therefore be used with caution. A substance called Bakelite, 
somewhat resembling hard rubber, is made by the interaction 
of formaldehyde and phenol. It is used in the manufacture of 
such articles as phonograph records and for insulation in elec- 
trical machinery. 

A substance closely allied to phenol is pyrogallic acid (CeHsCOH)*), a 
reducing agent which is used as "pyro" developer in photography. 
Its alkaline solution absorbs oxygen from the air and so is used to 
determine oxygen in gas analysis. 
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277. Dyes. Dyes are colored compounds which can be 
fixed on fabrics so that they cannot easily be washed oflf. In 
the past most dyes were obtained from certain plants and trees. 
In the last sixty years an industry has grown up which now 
manufactures many of these same dyes by starting with coal 
tar. A host of new colors have also been developed and put 
on the market at a very reasonable price. These dye-stuffs 
are much too complicated to be considered in this book. They 
are all organic compounds and are made by starting with 
benzene, toluene, or naphthalene and preparing carefully step 
by step a whole series of compounds, imtil finally one is formed 
which is the required dye. Each step in a new process requires 
long and painstaking work in the laboratory before the best 
way of carrying out the preparation is discovered. It is then 
performed on a large scale with large apparatus. Hence, while 
it is true that the manufactured dye-stuffs require coal tar as 
the starting point, it must not be thought that the colors are 
already present in the tar and need only be extracted by some 
simple process. The same is true of a number of drugs which 
are sometimes called "coal-tar products.'' 

SUMMARY OF CHAPTER XXXH 

ORGANIC CHEMISTRY is the study of the compounds of 
carbon. 

A STRUCTURAL FORMULA represents the arrangement of 
ihe atoms composing a molecule. Several compounds may have 
the same empirical formula. These are isomers. 

A HYDROCARBON is composed of carbon and hydrogen only. 
The methane series has the general formula C,M2n+i; the ethyl- 
ene series^ CrMini the acetylene series^ CfM2n-2\ the benzene 
senes^ CnHsn-e. 

SUBSTITUTION PRODUCTS axe those in which one or more 
hydrogen atoms of a hydrocarbon are replaced by some other 
element or radical. Carbon tetrachloride and chloroform are 
such products. 



276 THE SIMPLER COMPOUNDS OF CARBON 

ALCOHOLS may be thought of as being derived from hydro- 
carbons by the substitution of one or more hydrozyl groups for a 
corresponding number of hydrogen atoms. Ethyl alcohol is 
made by the fermentation of sugar. Methyl alcohol is a by-|M:od- 
uct of the distillation of wood. Denatured alcohol is ethyl alcohol 
to which some poison has been added. 

ETHER is ethyl oxide. It is prepared by the action of sulfuric 
acid on alcohol. H 

ALDEHYDES contain the group — C^O. Formaldehyde, the 
commonest aldehyde, is made by oxidizing methyl alcohoL 

IH 



?' 



ORGANIC ACIDS contain the carbozyl group — C=0. They 
can be made by oxidizing aldehydes. Formic acid, acetic acid, 
oxalic acid, tartaric acid, and citric acid are familiar organic acids. 

ESTERS are compounds obtained by the interaction of acids 
and alcohols. The reaction is reversible. 

FATS are glycerin esters of palmitic and stearic acid. These 
fats can be hydrolyzed to glycerin and the free fatty acid, both of 
which are useful. 

SOAPS are sodium salts of the higher fatty acids. They are 
formed by the action of soditun hydroxide on fats. 

SOAP SOLUTION is essentially a colloidal solution of a fatty 
acid. It cleans because as a colloidal solution it tends to take 
other substances, like oil and dirt, into co&oidal solution and thus 
remove them. 

BENZENE, TOLUENE, AND NAPHTHALENE are three hydro- 
carbons found in coal tar. In them the carbon atoms are joined 
in a ring. They are called aromatic hydrocarbons. They are 
the starting point for the manufacture of so-called coal-tar dyes, 
and many drugs and explosives. 

CARBOLIC ACID, OR PHENOL, is a hydroxyl derivative of 
benzene, also found in coal tar. It is used as an antiseptic and 
in making Bakelite. 

Questions 

L Why are structural formulas so much used in organic chemistry ? 
2. What is the relation between carbon tetrachloride and methane? 
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3. What is the principal source of the paraffin series of hydro- 
carbons? 

4. Why is it not economical to make grains into alcohol? 
6. Why is glycerin considered an alcohol ? 

6. What group of elements is characteristic of organic acidc ? 

7. What is the relation between ethyl alcohol and acetic acid? 

8. Why in organic chemistry are esters sometimes compared with 
salts ? 

9. Name three organic acids which are found in nature. 

10. To what class of substances does glycerin belong? 

11. What is the difference between benzene and benzine? 

12. Why is alcohol sometimes mixed with water to form a non- 
freezing mixture for the radiator of an automobile? 

13. What valuable by-product is obtained in the manufacture of 
soap? 

14. What two explosives are made from coal tar? 

16. What is the difference between a synthetic dye and a natural 
dye? 

16. What is the catalyst used in fermentation? 

17. Name five organic substances found in the home and describe 
how each was made. 

Topics for Further Study 

Industrial alcohol. How is industrial alcohol made? What laws 
govern its manufacture and sale? Why? In what way is the pro- 
duction of cheap alcohol of benefit to many industries? (Duncan's 
Chemistry of Commerce and Martin's Modem Chemistry.) 

The importance of coal tar. What familiar materials are derived 
wholly or in part from coal tar? Why is coal tar often called a by- 
product? How is it refined? What are coal-tar " crudes," and why 
are they of vital importance in time of war? Why should the textile 
industries be interested in coal tar and its products? (Slosson's 
Creative Chemistry, Martin's Modem Chemistry, and Findlay's 
Chemistry in the Service of Mankind.) 




CHAPTER XXIV 

LIFE AND ORGANIC COMPOUNDS 

The carbohydrates: sugar, glucose, starch, cellulose — fab- 
rics and paper — nitrocellulose. 

Fats and oils — dry?ng oils — edible oils — hydrogena- 
tion of oils. 

Foods — kinds and uses — food values and comxx>sition — 
necessary quantity — accessory factors. 

« 

278. Carbon compounds and living matter. It was orig- 
inally thought that in some peculiar way organic compounds 
were different from inorganic compoimds. Before the middle 
of the last century all organic compounds had been obtained 
directly or indirectly from living matter, and it was believed 
that a " vital force '' was essential for their production. This 
view was shattered by the synthesis of several simple organic 
compounds from inorganic material. Since then a great many 
complicated organic substances of all classes have been syn- 
thesized from such purely inorganic matter as coal, calcium 
oxide, and water. We now know that there is no essential 
difference between organic and inorganic compounds. 

In this chapter we shall consider a few of the rather complex 
substances which are the principal products of animal and 
plant life. These compounds are put to a number of uses andV * 
are essential foods for man and beast. We shall not be able ' 
to do more than outline the process of formation of these com- 
pounds in plants and animals and shall only touch on their 
transformation during the life process. The branch of chem- 
istry which deals with these matters is every day becoming 
more important but is obviously too complicated to be con- 
sidered here. It is called biological chemistry. 

278 
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279. Con^KisitiOD. Sugar, starch, cotton fiber, and wood 
fiber are all common substances of great importance. These 
materials and a great 
many others which 
are products of plant 
life belong to a class 
of carbon compounds 
called carbohydrates. 
The carbohydrates 
all contain carbon, 

hydrogen, and OXy- ""■"»■ Sugar b«t « ,rown in CMomi.. 
gen. The last two elements are always present in the same pro- 
portion as in water ; hence one might imagine from the empirical 
formula that the substance were composed of carbon and a 
certain amoimt of water. This, of course, is not the structure 
of the compounds, but it has given rise to the name carbo- 
hydrates. We shall con- 
sider a few important car- 
bohydrates, 

280. Ordinary sugar 
(C!2H2jOii). The substance 
commonly called sugar is 
obtained mainly from the 
sugar cane and the sugar 
beet (Fig. 169), although it 
also occurs in the sugar 
maple and in honey. 



Kg. 170. Sugar one biing crushed The juicea of the sugar cane 

betwean roUcia. are extracted by crashing the 

stallcs between rollers (Fig. 
170) and evaporating the Uquid thus obtained in vacuum pans. In 
this way the solution boils at a low temperature (about 65° C), and 
the decomposition of a part of the sugar is prevented. When the 
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airup cools the sugar crystallizes, and the crystals are separated from 
the liquid by centrifiigal machines. This gives brown sugar, whieh 
is usually refined by being dissolved in water and passed ia solution 
through boneblack. The purified sirup is again coacentrated in vac- 
uum pans (Fig. 171) and crystallized out. Si^ar ia extracted from 
the sugar beet in much the same way, and the product is ideatical with 
the cane sugar. 



Fill 171. Vacuum pans used to evaporate the sugar juica. 
Since there are a great many different kinds of sugar we 
speak of ordinary sugar as cane sugar, or sucrose. When 
cane sugar is boiled with water and a little acid to act as a 
catalyst, it forms two simpler isomeric sugars, glucose and 
fructose ; this ease of hydrolysis ia often called inversion: 
CisHssOu + HiO — »- CaHisOe + C.H,jOfl 

Both of these sugars have a sweet taste, but not ao sweet as 
cane sugar, and they crystallize with difficulty. Thus a solution 
of cane sugar when boiled with the addition of a little acid or 
similar substance is converted into a sticky mass which will not 
crystallize, a fact which is taken advantage of in making 
different kinds of candy 
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281. Ghicose, or grape sugar (C6Hi20«). This sugar occurs 
in many fruits and is often called grape sugar because of its 
presence in grape juice. It can be prepared from cane sugar 
or starch. The molecule of cane sugar is composed of a mole- 
cule of glucose and one of fructose joined together with the 
loss of water, in much the same way as an ester is formed from 
a molecule of alcohol and one of acid (§271). So too a mole- 
cule of starch is probably made up of a great many molecules 
of glucose and similar sugars linked together. When starch 
is boiled with very dilute acid it is broken down into glucose. 

Let us boil a little starch with water into which have been put a few 
drops of hydrochloric acid to act as catalyst. Then we add enough 
sodium carbonate to neutralize the acid. The liquid is found to be 
sweet in taste because of glucose. We can test for glucose by adding 
Fehling's solution (§ 447), which gives a red precipitate of cuprous 
oxide (CU2O) on heating. 

To understand the change of starch into glucose we must note 
that starch has such a large molecule that we do not even try 
to write an exact empirical formula for it. It is sometimes 
written as (CeHioOs)^ since we do not know its mole^lar weight. 
This merely shows the relative number of atoms in the molecule 
without giving their total number. In this reaction the water 
decomposes the large molecules and combines with the material : 

(CeHioOs), + X H2O — >- X CeHiaOd 

starch gluoooe 

We have here an example of hydrolysis. 

This method is used commercially on a large scale for preparing 
glucose. The material is usually sold as a thick sirup under 
the name of glucose, or com sirup, or as a mass of crystals. 
Glucose is used very extensively in the manufacture of jams, 
jellieS) candies, and sirups. It is much cheaper than cane 
sugar and although not quite so sweet can be used in place 
of the crystalline sugar for most purposes. 
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282. Starch (CeHioOs). Starch is the most abundant of 
the carbohydrates. It is contained in large quantities in all 
grains and in potatoes. Starch is built up by plants from water 
and carbon dioxide under the influence of the energy from the 
sun. This is done in the plant through the agency of the green 
coloring material in the leaves, which is called chlorophyll. 
We do not know just how this remarkable synthesis takes 
place ; it has been impossible to duplicate it in the laboratory. 
The sugars which occur in the sugar cane, the sugar maple, 
etc., are probably formed either by a similar synthesis, or else 




PoUUo Wheat 

Fig. 172. Starch grains, greatly magnified. 
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by the decomposition of some starch already formed by the 
plant. 

Starch is usually obtained for oommeroial purposes from the potato 
or from com. It is present in vegetable material as small granules, 
which are often incased in fibrous material. The cellular structure 
of the vegetable is broken up by grinding ; the x>articles of starch are 
then washed away by a stream of water and collected. Starch is in- 
soluble in cold water but goes into solution in hot water, forming a 
colloidal solution. These colloidal solutions are used in the laimdry 
for stiffening purposes. 

The minute granules of starch differ somewhat in appearance 
(Fig. 172) according to the source of the starch. It is possible 
with a microscope to determine from what plant any particular 
sample of starch was obtained. Since it is the main constitu- 
ent of potatoes and all the grains, it enters very largely into 
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the food of man. These starchy foods are made more digestible 
by cooking because in that process the starch granules burst. 
But before starch can be assimilated in the hiunan body it must 
be converted into the simpler sugars by the action of the diges- 
tive juices. 

The alcoholic fermentation of grain, of which we spoke in the 
last chapter, starts with starch. The starch is changed into 
sugar by the action of water in the presence of a catalyst 
which occurs in sprouting barley. Catalysts foimd in living 
material are called enzymes. It is usual to bring the grain 
or other source of starch into contact with some sprouted 
barley. By the action of the enzyme the starch is thus con- 
verted into a sugar. Yeast is then added, and the alcoholic 
fermentation of the sugar takes place. 

283. Cellulose ((CeHioOs)!*) . Cellulose is the principal 
material in the woody fiber of plants. Linen, cotton, hemp, 
and flax are chiefly cellulose. Absorbent cotton and the ordi- 
nary filter paper used in the laboratory are almost pure cellulose. 
This substance is another carbohydrate and has the same 
chemical composition as starch. We know nothing about 
the size of its molecules, but it is evidently more complicated 
than starch ; so we write it as (C6HioOb)». It is insoluble in 
water and most other solvents. When boiled with acids it is 
hydrolyzed into simple sugars like glucose. 

284. Fabrics and paper. Vegetable fabrics like cotton, 
linen, and jute are composed of cellulose. The particular 
form in which this cellulose has been produced by the plant 
determines the nature of the thread and fabric. Paper is 
largely made from the cellulose obtained from wood, although 
the finer grades are manufactured out of linen and cotton 
rags. 

Wood is composed of a rather impure form of cellulose, but in the 
manufacture of pai>er some of these impurities, which are colored 
resinous materials, are removed after the wood has been reduced to a 
pulp. When this wood pulp is rolled out into thin sheets and dried 
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(Fig. 173), we have a poroiiB paper, such as filter paper, ■whioh is fairly 
pure cellulose. In order to make a {>aper that is suitable for writing 
and printing, the pulp ia mixed with a number of inorganic solids such 
as clay and ohBik ; these substances are called fillers and lend rigidity 
and body to the paper. Most papers are given a smooth coating by 
treating them with some Lubstanoe like casein (trom milk), which ean 
be ironed into the hard surface necessary for writing and printing. 

Cheap paper is made from so-called " mechanical pulp." 
This is wood which has merely been ground to a pulp by a 



Fig. 173. PipBi-maUng machine. 

sort of grindstone. Such paper contains most of the original 
impurities of the wood and soon turns yellow and becomes 
brittle. Better grades of paper are made from pulp which 
has been purified by treatment with sodium hydroxide, bleach- 
ing powder, or sodium sulfite. These chemicals remove the 
impurities from the cellulose. 

Paper made from mechanical pulp gives a yellow color when treated 
with a water solution of aniline (a benzene derivative, CfHiNU]). 
Newspapers and wrapping papers will give this test; writing paper 
usually will noL 
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Tlie animal fabrics, silk and wool, are not carbohydrates. 
They are complex nitrogen compounds. The essential differ- 
ence between the appearance of silk and cotton is, however, 
due to the mechanical structure of the Gber and not to its 
diemical constitution. Figure 174 shows the difference be- 
tween these fiber structures. A thread of silk is one continuous, 
long tube, which causes the well-known appearance of silk 
material. Cellulose can be converted into a long fiber which 




somewhat resembles that of silk. This is done by dissolving 
it in certain solvents and then squirting the solution through 
a very fine hole into a second solution which inmiediately causes 
the cellulose to be reprecipitated in the form of a fine, long, 
continuous thread. When these threads are woven into a 
fabric, the product closely resembles pure silk and is called 
artificial silk. The material is, however, still celluJose. 

Mercerized cotton is made by treating cotton cloth under 
tension with sodium hydroxide. After washing and drying, 
the cloth has a somewhat silky appearance and is stronger 
than ordinary cotton cloth, 

286. Nitrocellulose. When cellulose is treated with a mix- 
ture of sulfuric and nitric acids, it forms an ester of cellulose and 
nitric acid. This action probably takes place because of a cer- 
tain number of hydroxyl groups which are present in the cellu- 
lose molecule. According to the concentration of the acid and 
the way in which the reaction is carried out, a varying amount 
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of nitric acid can be made to react with the cellulose. The 
products are called nitrocellulose. 

Nitrocellulose which contains relatively little nitrogen (called the 
lower nitrates) is used in the preparation of smokeless powder ($ 241). 
Collodion is a solution of the lower nitrates in a mixture of alcohol and 
ether. When these solvents evaporate, they leave a thin film of material, 
which is used for coating photographic plates and for similar purposes. 
Collodion is often sold under the trade name of '' new-skin " or 
** liquid court-plaster.'* Celluloid is made by heating a mixture of 
camphor and nitrocellulose. It is consequently very inflanunable 
and ignites with almost explosive violence. The higher nitrates are 
called guncotton and are used as the explosive in torpedoes. 

Fats and Oils 

286. Fats and oils are esters. Both plants and animals 
form a number of substances which are classed as fats and oils. 
The plant products are usually liquids and are called oils ; for 
example, olive oil and cottonseed oil. Similar substances which 
are made in the animal body from the vegetable oils which it 
consiunes are semi-solids and are called fats, such as butter 
and lard. These svbstances are aM esters of organic adds and 
glycerin. For example, stearin is the principal fat in tallow; 
it has the formula C3H6(Ci8H3602)3. It is derived from glycerin 
(C8H6(OH)8) and stearic acid (C17H3BCOOH). 

287. Drying oils. One common use of the vegetable oils 
appears in the manufacture of paints and varnishes. Most 
important for this purpose is linseed oil, which is obtained 
by squeezing the oil from certain seeds. The acids of which 
linseed oil is the ester contain less hydrogen than the cor- 
responding fatty acids. If we should write out their for- 
mula we should find that, like ethylene, they contain carbon 
atoms linked together by double bonds. C!ompoimds of this 
sort which are deficient in hydrogen are called unsaturated 
compounds. In linseed oil these unsaturated esters have the 
property of combining with the oxygen of the air. This process 
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of oxidation results in the formation of a very tough, impervious, 
but transparent substance. It takes place when we spread a 
thin coat of linseed oil on a piece of wood and leave it for a few 
days. We speak of it as drying, but the process is really not 
drying in the usual sense of the word but oxidation. Paints 
are suspensions of colored materials in linseed oil ; when this 
mixture is exposed to the air, the oil is oxidized to a thin, hard 
coating which is colored by the suspended materials called 
pigments. Certain oxides, like red lead (PbsOO, facilitate the 
oxidation of the oil and are often mixed with the paint in order 
to cause it to oxidize more quickly. Such substances are spoken 
of as dryers. 

288. Edible oils. Fats and oils are used extensively as 
foods. For a great many culinary purposes it is necessary to 
have a solid fat; hence the animal fats are used in cooking 
to the almost complete exclusion of the vegetable oils. The 
only difference between these compoimds is a few hydrogen 
atoms more or less. Recently a process has been devised by 
which these hydrogen atoms can be added artificially. The 
vegetable oil is heated and mixed with a certain catalyst, 
usually finely divided nickel. Hydrogen gas is then blown 
through the mixture and under the influence of the catalyst 
is absorbed by the unsaturated oil, thus producing the ester 
of a fatty acid with a much higher melting point. The nickel 
is filtered oflF while the mixture is still hot. On cooling, the 
mass sets to a solid which in every way resembles an animal 
fat. This process is called the hydrogenation of oils. 

Olive oil consists mainly of olein (CsH6(Ci8H8s02)s) and palmatin 
(CsH6(Ci6Hji02)a) ; lard is prepared from the fat of the hog and contains 
stearin in addition to palmatin and olein. Beef tallow is a solid fat 
which is mainly stearin. These materials have become so expensive 
that various mixtures of beef fat and cottonseed oil are now used in 
cooking under such names as Cottolene. It is further possible by 
hydrogenation to convert cottonseed oil into a hard solid, which is sold 
as CrisGo and other lard substitutes. Fish oils can be converted into 
oils suitable for making soaps. 
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Foods 
289. Uses of different kinds of foods. The food we eat 

serves three distinct purposes : 

(1) To build up new parts and replace worn-out ones ; 

(2) To keep the body at the required temperature ; 

(3) To supply the energy which enables us to work. 

It is convenient to divide our foods into four classes accord- 
ing to their composition and the purposes they serve. The 
carbohydrates, such as starch and sugar, furnish both heat 
and body enei^ and also 
assist in building fats in the 
body. The fats — for ex- 
ample, butter, meat fat, and 
ohve oil — produce both 
heat and energy. To some 
extent they form layers of 
protective tissue niiich may 
serve as a reserve food sup- 
ply. The proteins, which 
are chemically very com- 
plex substances, are foods 
rich in nitrogen; for in- 
stance, lean meat and the 
tt^iite of e(KS. These re- 
place the worn-out muscle 
Fig. 175. Emil Fischer (1852-1919). tissue. The protems have 
Briuiant organic cheiniBt, wiio added much recently been Carefully 
studied by the German 
chemist, Fischer {Fig. 175). 
Finally, various mineral compounds are needed in the body to 
serve a great variety of uses. The quantities of iron, chlorine) 
sulfur, phosphorus, calcium, magnesium, sodium, and potassium 
which are required are extremely small. These substances are 
usually supplied in common salt, meat, fruit, and vegetables. 



VALUE OF FOOD 



289 



290. Value of food. Many articles of food contain com- 
pounds which represent all four classes of food substances, 
but the proportion of carbohydrates, fats, and proteins in them 
varies greatly (Fig. 176). Milk probably contains all of these 
food substances in about the proportion in which they are 
needed in the body. The composition of cow's milk averages 
approximately as follows : 

Water 87.2% 

Casein (nitrogenous matter) 3.6% 

Butter fat •. . . 3.6% 

Lactose (milk sugar) 4.9% 

Mineral matter 0.7% 

It is the casein which is u^ed in the manufacture of cheese. When 
milk sours the lactose changes by fermentation to lactic add. This 
change is brought about by certain bacteria. 

Since foods act partly as fuels to supply the necessary heat 
and energy, we may determine their heat value very much as 
we determine the heat value of coal. The following table 
taken from Sherman's " Chemistry of Food and Nutrition'* 
shows the percentage composition and fuel value in Calories * 
per pound of the jedible portion of a few conunon foods. 



Apples . . . 
Bacon . . . 
Bananas . . 
Beans, dried . 
Beef, round steak 
Bread, white . 
Butter . . . 
Corn, green . 

Eggs .... 
Oatmeal . . 
Potatoes . . 
Tomatoes . . 



Watsb 



84.6 

20.2 

75.3 

12.6 

73.8 

35.3 

11. 

75.4 

73.7 

7.3 

78.3 

94.3 



Carbo- 

HTDBATX 



14.2 

22.0 
59.6 

53.1 

19.7 

67.5 

18.4 

3.9 



Fat 



0.5 

64.8 

0.6 

2.9 

7.9 

1.3 

85.0 

1.1 

10.5 

7.2 

0.1 

0.4 



Fbotein 



0.4 

9.9 

1.3 

22.5 

22.1 

9.2 

1.0 

3.1 

14.8 

16.1 

2.2 

0.9 



Ash 



0.3 
5.1 
0.8 
3.5 
1.2 
1.1 
3.0 
0.7 
1.0 
1.9 
1.0 
0.5 



Fuel 
Valttk 



285 
2840 

447 
1565 

694 
1199 
3491 

455 

672 
1811 

374 

104 



* The Calorie used here is the large Caiori3, which is the amount of heat re- 
quired to raise the temperature of 1 kilogram of water V* C. 
U 
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U. 8. Depar t mtnl of Aorieuiture 



Preparad by C. F. LangwoHhw 



Water Carbohydtxitm 



Fat 



iVofM» 



AMk 



WHOLE EGG 



WHOLE MILK 



Fat: h.O 
A»h:0.7 — * 



H — Water: 73.7 



-Water: 87.0 

4 — Protein: 8J 

CarbohydrateK S,0 



PUEL VALUS: 

c 

USeaiorieeperpoumd 



m 

\^^^^ — Protein: l*.8 
^ — Fat: 10.5 
^^^^Aek: 1.0 

FUEL VALUE: 




896 caUriee per pound 



WHITE BREAD 



OATBOSAL 
COOKED 



i Water: 84.5 




Water: 85.8 

Protein: P.« 
Fat: 1.8 



Carho' 



Fat: 0.5 

rbohydratee: 11 .5 



hydratee: 58.1 
Aek:l.l—ii 




FUEL VALUS: 



u 



FUEL VALUE: I 880 ealoriee per pound 




1180 ealoriee per pound 



BEEFSTEAK 
EDIBLE PORTION 




Water: 81.9 



Protein: 9.8. 
Fat: 0.1 



POTATO 



Aeh: 1.0 



otein: 18.8 




Water: 78 8 



•Ask: 1.0 
FUEL VALUE: ^^1090 ealoriee per pound 



18.5 Carbohydraiee: 18.4 

FUEL VALUE: 




E 

875 ectioriea per pound 



Fig. 176. Diagram to show the proportion of carbohydrates, fats, proteins, and 

water in some common articles of food. 
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291. How much food do we need ? In recent years an im- 
mense amount of experimental study has been devoted to this 
subject, and the authorities do not altogether agree in their re- 
sults. In general, however, it is considered that the total energy 
value of an adult diet should be not less than 3000 Calories a 
day. It is evident, of course, that this value will depend some- 
what on the nature of the work which one is doing. Then, too, 
there are many other factors which affect the process of diges- 
tion but which are difficult to measure, such as the appetizing 
character of the food and the nervous condition of the person. 

The amount of protein required for bmlding up and replac- 
ing the worn-out parts of the body is probably a great deal 
less than that consiuned in our usual diet ; the balance of the 
protein food which we eat is merely consiuned as fuel. It 
must not be thought that the proteins alone supply the material 
for replacement and growth. Both fats and carbohydrates 
are also concerned in this process although their chief use is to 
supply energy. It would seem as if 75 grams (about 3 ounces) 
of protein per day were sufficient for the average adult; this 
is much less than most of us eat. 

292. Accessory factors. In addition to the foods that we 
have considered, the animal system must also have an adequate 
supply of water and inorganic salts, which are obtained with- 
out difficulty in the food. Recently a great deal of interesting 
evidence has been acciunulated showing that very minute 
amounts of certain compoimds seem also to be essential to 
the growth and healthy condition of animals. These sub- 
stances have been called accessory factors in the diet; they 
have not yet been definitely identified or isolated, although in 
certain cases they are nitrogen compoimds which have been 
called " vitamines." They appear to be substances analogous 
to catalysts. Certain diseases, such as beri-beri and scurvyy 
have been shown to be due to their absence in the diet. In 

' general, it can be said that a widely distributed diet will insure, 
a sufficient supply of these accessory factors. 
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Because of the extreme complexity of the reactions which 
go on in the body, the whole problem of nutrition is a very 
difficult one. The heat values of foods, such as those shown 
in the table, are of some help in determining the proper diet ; 
but one must obviously be very careful in drawing any con- 
clusions from such inadequate data. These energy values do 
not take into account the protein requirement, the digestibility 
of the food stuff, or the need and importance of accessory factors. 

SUMMARY OF CHAPTER XXIV 

NO ESSENTIAL DIFFERENCE exists between organic and 
inorganic compounds. Many organic compounds may be pre- 
pared in the laboratory from inorganic mateiiaL 

CARBOHYDRATES are compounds which contain carbon 
combined with hydrogen and oxygen in the proportion in which 
they occur in water. Sugar, starch, and cellulose are important 
carbohydrates. 

ORDINARY SUGAR is made from sugar cane or sugar beet. 
On being boiled with water in the presence of an acid it is 
hydrolyzed into glucose and fructose. 

STARCH is obtained commercially from com or potatoes. 
Starch may be broken down into glucose by dilute acids, or by an 
enzyme in sprouting barley. This change is brought about before 
the alcoholic fermentation of grains and starch. 

CELLULOSE is a carbohydrate which constitutes the fibrous 
material of plants. Cotton, linen, and paper are mainly cellulose, 
but wool and sitk are not. 

NITROCELLULOSE is made by the action of nitric acid on 
cellulose. It is the basis for smokeless powder, collodion, and 
celluloid. 

FATS AND OILS are the glycerin esters of organic acids. 
Drying oils are oxidized in drying. Vegetable oils differ from 
animal fats 'by only a few hydrogen atoms, which can be ad4ed 
artificially by means of a catalyst. 
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FOODS serve (1) as fuel to supply energy for doing work, (2) 
as fuel to keep the body warm, and (3) to furnish material to repair 
worn-out and growing parts. 

FOUR CLASSES OF FOODS are fats^ carbohydrates, pro- 
teins, and mineral compounds. Fats and carbohydrates furnish 
primarily the necessary energy. Proteins (nitrogen compounds) 
are essential to growing organisms and are necessary for replacing 
wear and tear. 

THE AVERAGE ADULT needs food which will furnish about 
3000 Calories per day and which contains about 76 grams of pro- 
tein, besides small but indispensable amounts of mineral com- 
pounds. 

CERTAIN MINUTE AMOUNTS of substances have been 
found to be essential in the diet. These substances are called 
accessory factors. 

Questions 

1. How does a hydrocarbon differ in oomposition from a carbo- 
hydrate? 

2. Why are vacuum iMins used in concentrating sugar solutions? 

3. How could you prove that a piece of filter x>aper contained 
carbon? 

4. How would you test for the presence of grape sugar? 

6. Describe the steps in the process of making alcohol from potatoes. 

6. In preparing starch from com, why is cold water used instead of 
hot? 

7. What is the difference between sucrose and glucose? between 
coUodion and celluloid? 

8. What chemical process takes place when the paint dries on the 
side of a house? 

9. What is the distinction between a fat and an oil? 

10. What is the difference between oils made from i>etroleum and 
vegetable oUs? 

11. What is the danger in putting formalin into milk as a preserv- 
ative? 

12. Why should oatmeal be thoroughly cooked? 
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13. What diffei^enoe should be made between summer and winter 
diets? 

14. What difference should be made between the diet of a bank 
clerk and that of a blacksmith? 

16. Name three articles of food which are rich in carbohydrates, in 
fats, in proteins. 

16. Why is an abundant supply of pure water necessary for the 
digestion and assimilation of our food? 



RSVIBW QUBSTIONS 

1. Describe three allotropic forms of carbon. State how they are 
obtained. Qive the uses to which they are put. 

2. What is soap? How is it made? Whiat is the difference between 
hard and soft soap? 

3. How is ethyl alcohol prepared commercially? What agent effects 
the production of ethyl alcohol in this process? 

4. How may nitric acid l>e made? Write the equation. State the 
properties of nitric acid. 

6. (a) Outline one method of making concentrated sulfuric acid, 
(b) Show how the properties of this product differ from those of 
dilute sulfuric acid. 

6. Explain how the human body obtains energy from the sun. 

Topics for Further Study 

Sugar. Has sugar always been an essential part of man's food? 
How is sugar obtained from the sugar cane and sugar beet? What is 
molasses? What familiar articles of food contain large amounts of 
glucose? How is it made, and is it a desirable food? Is saccharin a 
sugar? {Slo88on*8 Creative Chemistry and Martinis Modem 
Wonders.) 

Essential materials from wood and cotton. What is the chief con- 
stituent of wood fiber and cotton? What are some of the important 
things into which it can be converted? In what way has the printing 
press helped to deplete our forests? What is the chemical relation- 
ship of artificial silk, smokeless powder, ** new skin," writing paper, 
and a photographic film? How is each made? (Slosson'a Creative 
Chemistry and Duncan* 8 Chemistry of Commerce.) 




CHAPTER XXV 
SODIUM AND POTASSIUM COMPOUNDS 

Alkali metals — sodium chloride — hydroxide, prepara- 
tion, properties, and uses — sodium carbonate, manufacture 
by Leblano and Solvay processes — the two carbonates of 
soda, properties and uses — hydrolysis — other sodium com- 
pounds. 

Potassium compoimds — source and use as fertilizers — 
preparation of saltpeter — deliquescence. Metallic sodium 
and potassium — sodium peroxide — comparison with ammo- 
nium salts — flame tests — spectroscope. 

293. General characteristics. The compounds of sodium 
and potassiimi are so much alike that they can conveniently 
be considered in the same chapter. The elements sodiimi and 
potassiimi are both metals with a valence of one, and form 
positive monovalent ions. They are not found in a free state 
in nature. All of their simpler compounds are soluble in 
water. Both metals form strong bases with water, and both 
form many useful compounds, which occur abundantly. 

294. Sodium chloride, or common salt (NaCl). This sub- 
stance occurs as large beds of rock salt, which are found mainly 
in the United States, Austria, and Germany. It also forms the 
major part of the dissolved material in sea water and in certain 
mland lakes, Uke Great Salt Lake and the Dead Sea. Salt for 
commercial purposes is obtained by mining rock salt and by 
the evaporation of sea water or the brine which is obtained from 
salt wells located near salt deposits. In certain places, such as 
on some of the shores of San Francisco Bay (Fig. 177), the sea 
water is run into shallow basins and is evaporated by the heat 
of the Sim. In other places, as in Russia, the water is frozen 

295 
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out of the solution. But usually the solution is evaporated by 
heat under reduced pressure. The pure salt crystallizes out 
first and can, if necessary, be collect«d and recryatallized for 
further purification. 

Sodium chloride is the source of all sodium compounds and 
is consequently of great importance to many industries (see 
Industrial Chart, page 205). A small quantity of salt is es- 
sential in the food of both man and beast ; large amounts are 
used in preserving meat and fish and in making ice 



Fig. 177. Gatharing salt from San FranciBco Ba; with the aid of a tractor. 

When it is to be used for industrial purposes, it is generally 
sold in the form of rock salt, which is made by crushing to a 
uniform size the lumps as mined. For cooking purposes and 
for the table it is sold as a fine crystalline powder. It is gen- 
erally contaminated with a small quantity of calcium and mag- 
nesium chlorides, which readily absorb moisture from liie air 
and cause the salt to stick together in lumps. Chemically pure 
salt, from which these impurities have been removed, does not 
absorb water from the air. 

296. Sodium hydroxide, or caustic soda (NaOH). We have 
already seen (§ 31) that when metallic sodium reacts with 
wat«r hydrogen is evolved and a substance called sodium 
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iiydroxide is left in solution. Commercially it is prepared by 
one of two methods. 

The electrolytic method oonsiets in passing an electric current 
thirough a solution of sodium chloride. Sodium chloride in aqueous 
solution is ionized, as we know, into sodium (Na''') and chlorine (Cl~) 
ions. Thra^fore we find that the chlorine ions move toward the anode 
and Bjre discharged with the liberation of free chlorine ; and that the 
sodium ions move with the current toward the cathode and are there 



ng. 178. Electrolytic cell for dscomposing salt. 

discharged, formir^ metallic sodium. But this in turn reacts with the 
water of the solution and forms sodium hydroxide with the liberation 
of free hydrogen. These reactions can be expressed as follows : 

NaCl — ». Na* + CI" (in solution) 

At cathode 2 Na+ — »- 2 Na At anode 2 CI- — p- CI, 

2 Na + 2 H,0 — >- 2 NaOH + H, 

If this process is carried out in one vessel the sodium hydroxide 
gradually diffuses back to the other electrode and reacts with the 
chlorine to form products which are not desired. Several different 
devices have been invented to obviate this difficulty. Perhaps the 
simplest of these involvee the separation of the two electrodes by means 
of porous asbestos, as shown in figm% 176. The carbon rods act as 
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narily sold in slender sticks, but for industrial uses as a solid 
mass in iron drums. It rapidly absorbs water and carbon 
dioxide from the air. When dissolved in water it is almost 
completely ionized and is therefore a strong base. Its solutions 
are used whenever hydroxyl ions are needed in the laboratory. 

Concentrated solutions of sodimn hydroxide and the mois- 
tened solid itself are very corrosive, hence the name caustic 
soda. It will quickly disintegrate most vegetable and animal 
material. In the household it is valuable for cleansing pur- 
poses because it reacts with and dissolves grease ; it is sold in 
tin cans under the name lye. Sodium hydroxide is a very 
important substance in the industries ; it is used in the manu- 
facture of soap, in the refining of petroleum, and in the prepara- 
tion of coal-tar products. (See Industrial Chart on page 205.) 

297. The manufacture of sodium carbonate (Na2C08). For- 
merly this substance was obtained from the ashes of sea plants 
and was called soda ash. In recent times the need for it has 
become so great that two methods have been devised for mak- 
ing it directly from salt. 

The Leblanc process is the older and is still used in Europe. In this 
method sodium chloride and sulfuric acid react to produce hydro- 
chloric acid and sodium sulfate (also called Glauber's salt) : 

2 ^Cl + H2SO4 — ► NaiSO* + 2 Ha t 

The sodium sulfate is then reduced to the sulfide by heating with 

carbon; 

NaiSO* +4C — >-Na,S +4C0 t 

The sodium sulfide is now treated in water solution with calcium 
carbonate, and the following reaction takes place : 

Na^S+CaCOs — ^ CaS i +Na,CO, 

'^^ • 

The calcium sulfide (CaS) is relatively insoluble, and so the very 
soluble sodiiun carbonate can be dissolved away from it. In practice 
the process is shortened to two steps, the sodium sulfate being mixed 
with both coke and limestone. The last two reactions then go on 
together. 
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The principal by-product obtained is hydrochloric acid. If 
it were not for this valuable by-product, ihe Leblanc process 
could not hold its own in competition with the other important 
method of making soda. 

In the United States the Solvay process is used almost alto- 
gether. At Syracuse, N. Y. (Kg. 180), the process is carried 
out on an enormous scale. The principle of the process can be 
explained in three steps : 

[1] Ammonia and carbon dioxide are dissolved in water, forming 
ammonium bicarbonate (NH4HCO1). 

[2] This in turn reacts with sodium chloride, giving sodium bicar- 
bonate (NaHCOs) and ammonium chloride. The sodium bicarbonate, 
being only sparingly soluble in this solution, is precipitated. 

[3] Finally, the bicarbonate on heating forms the carbonate. 
The reactions are as follows : 

NHs 4- CO2 + H2O — ► NH4HCO, [1 ] 

NH4HC08+NaCl — ►NaHCO,! +NH4CI [2] 

2 NaHCO, — >- NajCO, + H2O + CO. [3] 

In the commercial process these reactions are carried out in the fol- 
lowing manner : Brine from a salt well is saturated with ammonia gas 
and is then pumped into a carbonating tower. Carbon dioxide enters 
this tower at the bottom under pressure and is absorbed by the am- 
moniacal brine. The sodium bicarbonate comes down as a fine powder 
suspended in the liquid and is filtered off. The ammonium chloride 
is recovered from the solution by evaporation and is treated with lime 
in order to secure the ammonia for use again : 

2 NH4CI + Ca(0H)2 — >- 2 NK: t + CaCU + 2 H2O 

In this way no ammonia is lost in the process. The carbon dioxide is 
obtained by heating limestone; the other product is calcium oxide, 
which gives with water calcium hydroxide : 

CaCOs — ► CaO -I-CO2 T 

CaO -I-H2O — ► Ca{OH)j 

The calcium hydroxide is used for regenerating the ammonia as just 
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described. Thus we see (Fig. 181) that in this process the raw materials 
are calcium carbonate (limestone) and sodium chloride, two substances 
which can be obtained very cheap and in large quantities. The two 
products are sodium carbonate and calcium chloride. The latter 
has very little value and is for the most part thrown away. 



CaCOz 



Coke 



Salt 



iNH^)tSOt 



Ltme Kiln 




z 



Ammonia 
Recovery 



( 



The Solvay process is much simpler and apparently more 
economical than the Leblanc process, which, as we have said, 

is still used because of the 
value of the hydrochloric 
acid produced in the first 
step. Such a product which 
is not the main object for 
which the process is carried 
ovl is called a by-product. 
Many manufacturing opera- 
tions are made financially 
possible by the production 
of one or more valuable by- 
products. 

298. The two carbonates 
of soda. Sodium carbonate 
forms large crystals contain- 
ing ten molecules of water 
(NaaCOs • 10 H2O). It is 
very soluble in cold water. 
Sodium bicarbonate 
(NaHCOs) (sometimes 
I called sodium hydrogen car- 



CaCl% 



) 



NaHC0z\ 
PreeipiiaU J 



CO2 



( NazCOs J 









Fig. 181. DUgram of the Solyay process. / donate) is a fine, white, 

) crystalline powder which is 
only sparingly soluble in water. ^ When a solution or^Bodium 
carbonate in water is saturated with carbon dioxide, sodium 
bicarbonate is precipitated : 



NaaCOs + H2O + CO, — >- 2 NaHCOs 



b 
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The reverse of this reaction takes place when sodium bicar- 
bonate is heated, as in the last step of the Solvay process. 
Both substances react readily with acids, forming a salt and 
carbonic acid. Since carbon dioxide is but slightly soluble in 
water the carbonic acid decomposes and the gas escapes ; for 
these reasons the reaction runs practically to an end : 

NaHCO, + HCl — ^ NaCl + HaO + CO, 
Na^COs + 2 HCl — ^ 2 NaCl + HjO + CO^ 

Because the carbonates will react with acids, producing salts, 
they can be used instead of a hydroxide for neutralizing an 
acid. They are also used as a source of carbon dioxide. The 
fire extinguisher described in section 67 contained a solution 
of sodiiun bicarbonate. 

299. Baking powders. Sodium bicarbonate is also an essen- 
tial component of baking powders; hence it is often called 
baking soda, or sal soda. The other necessary ingredient of 
baking powders is some solid substance which is weakly acidic, 
such as cream of tartar, calcium acid phosphate, or alum. 
When the carbonate and the acid become wet, there is a reaction 
which results in a large volume of carbon dioxide gas, which 
leavens the dough. In some cases sour milk is used instead of 
the solid acid. Here the lactic acid reacts with the carbonate. 
Baking powders usually contain a small amount of starch or 
flour to keep them from deteriorating. In making so-called 
raised bread, yeast is used, which )^acts with the sugar in the 
dough and by alcoholic fermentation produces carbon dioxide 
gas. 

300. Sodium carbonate, or washing soda (Na2C08). Sodium 
carbonate is often called washing soda because it acts as a 
mild alkali and yet is not so alkaline as to injure seriously the 
flesh or fabrics. Sodium carbonate is used in enormous quan- 
tities in the manufacture of caustic soda, soap, and glass. (See 
Industrial Chart on page 205.) 
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Some of the sodium carbonate is put on the market as a dry 
powder, but another large part is sold as the so-called soda 
crystals (Na2C08 • 10 H2O). These crystals are transparent and 
contain ten molecules of water. They slowly crumble to a 
white powder consisting of the more or less dehydrated sub- 
stance. This is an example of the process of efflorescence. 
/"^SlXHydrolysis. The reason why water solutions of sodium. 
^ carbonate show an alkaline reaction when tested with litmus is 
\! easily seen if we consider the ionic reactions involved. Water 
is very slightly dissociated into H+ and OH" and, although we 
have hitherto disregarded this dissociation, we now find it to be 
of importance. The carbonate ion (CO3" ") combines with a 
certain number of hydrogen ions (H+) from the water and 
thus produces carbonic acid (H2CO3). This is a very weak 
acid and is only very slightly dissociated ; hence a number of 
undissociated carbonic acid molecules are formed in the solu- 
tion, as shown in the following equations : 

H2O :^=^ H+ + OH- 

NaaCOs ^:^ 2 Na+ + COs" " 

2 H+ 4- CO3- - ^^=^ HaCOs 

For every ion of hydrogen which is thus removed by the forma- 
tion of the undissociated molecules, there is left a hydroxyl ion 
in the solution. The result is that a solution of sodium car- 
bonate contains a greater number of hydroxyl ions thau 
hydrogen ions. Therefore it reacts alkaline, but only feebly so, 
for the concentration of the hydroxyl ions is necessarily small 
since they can be formed only to the extent that undissociated 
carbonic acid is produced. The action of the ions of waier on a 
dissolved salt is called hydrolysis. It takes place whenever we 
are dealing with the salt of a weak acid and a strong base, and 
resvits in an alkaline solution. The weaker the acid, the more 
alkaline will the solution be. 
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It is interesting to note in this connection that the solution 
of sodium bicarbonate, often called acid sodium carbonate, 
reacts neutral with litmus. 

We also have hydrolysis in the case of salts which are formed 
from a strong acid and a weak base. Here a certain concentra- 
tion of undissociated base is produced, and an equivalent amount 
of hydrogen ions are set free, giving an acid reaction to the 
solution; thus, ammoniiun nitrate, copper sulfate, and zinc 
chloride solutions all react acid with litmus. 

Salts of strong acids and strong bases are not hydrolyzed, and 
the solutions give a neutral reaction. Such salts are sodium 
chloride, potassimn nitrate, sodium sulfate. 

302. Other important compounds of soditmi. We have already 

described (§ 218) sodium nitrate as that valuable natural Ditrate 
which is used as a source of nitric acid and as a fertilizer. A second 
imi)ortant compound, called sodium thiosulfate (Na2S203), is made by 
boiling a solution of sodium sulfite with sulfur. The hydrate is known 
as " hypo " (Na2S203 • 5 H2O) and enters extensively into the fixing 
process of photography and into the bleaching industry. Another 
salt is sodium cyanide (NaCN), a white solid with a strongly alkaline 
water solution. It is extensively used in extracting gold because it 
dissolves that metal in the presence of air. The compound itself is 
extremely poisonous, and in contact with acids evolves the very poisonous 
hydrocyanic^ or prussic, add (HCN), which is sometimes used to exter- 
minate vermin. 

303. Potassitmi compounds. Potassium compounds are 
very similar to sodimn compounds; we need consider them 
only very briefly. In general they are somewhat more soluble 
than sodium compounds and are therefore often preferred in 
the laboratory. Since they are more expensive, however, 
they are not used in the industries when the corresponding 
sodimn salt will serve as well. 

Potassium compounds are very widely distributed. They 
occur as the constituents of many igneous rocks, but these 
rocks are not suitable sources for obtaining the compounds 
commercially. 
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other luitural deposits have been found in certain places (e.g. 
in Utah) and have been used to a small extent. When the 
recent war cut off the Stassfurt supply, considerable quantities 
of potassium compounds were produced in this country from 
our own mineral deposits, from the cement industry, in which 
they are a valuable by-product, and from the ash of one or 
two giant algae of the California coast. Strangely enough, 
although most sea plants contain sodium compounds rather 
than potassium compounds, these algae are an important 
exception. 

306. Important potassitmi compounds. Potassiuim hydroxide, 
*or caustic potash (KOH), is prepared exactly as sodium hy- 
droxide and resembles this substance in its physical and chem- 
ical properties. In the laboratory it is used instead of sodiiun 
hydroxide for a few special purposes, but in general the re- 
actions of the two are identical. Potassium carbonate and 
bicarbonate are very much like the corresponding sodium 
compounds, except that the bicarbonate is very soluble in 
water. For this reason potassium carbonate cannot be pre- 
pared by the Solvay process but must be manufactured by the 
Leblanc process. Since the compounds of potassium are more 
expensive than those of sodium they find only limited uses aside 
from that as fertilizers. 

Potassium nitrate (KNO3) is commonly called saltpeter. 
It is usually prepared from sodiiun nitrate by the following 

reaction : NaNOs + KCl — ^ NaCl + KNO3 

When hot saturated solutions of sodium nitrate and potassium 
chloride are brought together, the sodium chloride is precipi- 
tated and can be filtered off, leaving potassium nitrate in 
solution with only a little sodium chloride. The solution can 
then be cooled and the potassium nitrate cr3rstallized out. 
This reaction depends upon the solubilities of the substances 
involved at various temperatures; the relationship is best 
shown by the curves given on page 152. 



308 SODIUM AND POTASSIUM COMPOUNDS 

306. Deliquescence. The chief use of potassium nitrate appears 
.'in the manufacture of g^unpowder. For this purpose it is bettra* thaa 
A* sodium nitrate because the latter tends to absorb moisture from the 
' air and so makes it difBoult to keep the gunpowder dry. There ore a 
C large number of salts which resemble sodium nitrate in their tendency to 
%ake up water from th« air. This property of certain substances is 
.caUed deliquescence. 



>K^ 307. Metallic sodium and potassium. Metallic sodium is 

VjJrepared by the electrolysis of fused sodium hydroxideB, This 

operation was first carried out 

by Sir Humphry Davy (Fig. 

183). 

In the iron apparatus shown in 
figure 184 the molten sodium 
hydroxide conducts the current 
just as a solution of the substance 
does; oxygen is liberated at one 
electrode and the metallic sodium 
and hydrogen at the other. In 
the fused hydronde, hovever, the 
metallic sodium finds do water 
with which to react and can be 
obtained in the free state. It is 
lighter than the fused hydroxide, 
floats to the top in a molten con- 
dition, and is ladled off from time 
to time. MetaUio potossiuia is 
made in exactly the Bam.e way. 



FiQ. 183. Sir Hchphhy Davt 
(1778-1829). 
9riUitmt English investigator who dis- 
covered sodium and potasaium sad 
invented the safety lamp used by 



:\ 



Both metallic potassium 
and metaUic sodium are very 
active substances and can be kept only if out of contact with 
the air. They are usually preserved under some such liquid as 
kerosene. When freshly cut both metals are silver white and 
very soft. They combine with most of the nomnetallic ele- 
ments, such as oxygen and chlorine, with great energy. The 
reaction with water has already been discussed (§ 31). In the 
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case of potassium the reaction Is so violent that a piece of the 
metal takes fire when it is dropped on water. 

308. Sodium peroxide. When metallic sodium is heated in 
air, it produces an oxide known as sodium peroxide (NaiOa). 
This oxide contains one atom more of oxygen than the normal 
oxide of sodium, and is a vigorous oxidizing agent ; for that 
reason it finds many uses. So- 
dium peroxide reacts with water 

to form oxygen and thus fur- 
nishes a very convenient method 
of generating oxygen in the lab- 
oratory. Metallic sodium is pre- 
pared on an industrial scale for 
the preparation of this sub- 
stance. 

309. Comparison with ammo- 
nium compounds. In Chapter 
XIX we studied the common 
compounds of ammonium (NH4), 
such as the hydroxide, chloride, 
Bulfate, and nitrate. These com- 
pounds are very similar to the 
corresponding compounds of so- 
dium and potassium, in that the 
salts are white solids and are solubis in water, and in that 
the anunoniiun radical forms a monovalent positive ion. 

310. Flame tests for sodium and potassium. Since all 
sodium and potassium compounds are soluble in water, we 
cannot test for them by any precipitation reaction. There 
is, however, one test for these elements which is extremely 
sensitive and which distinguishes them absolutely from every 
other substance. This is the color of the light which all 
sodium and potassium compounds, as well as the elements 
themselves, give out when they are heated to a high tem- 
perature. 
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We may hold a pieoe of clean platinum wire in the blue flame of a 
burner until all color disappears from the flame (Fig. 185). It may 

be necessary to use a new 
burner to avoid impurities. 
We touch the wire to a 
sodium salt and bring it 
again to the edge of the 
flame. Then we repeat the 
exi>eriment using a pure 
salt of i)otassium. 





Fig. 185. Flame tett 
for sodium. 



The yettow color is a 
test for sodium. This is 
so delicate a test that 
all the flames in a labora- 
tory where sodium salts are being used show traces of yellow 
color. 

Potassium compounds color a similar flame purple. This 
color is a test for potassium and its compounds but is easily 
obscured by the yellow color due to a trace of sodium. To 
obviate this difficulty the flame may be observed through a 





Fig. 186. Bunsen spectroscope. 

blue glass, which cuts out the yellow light and enables us to 
see the potassium flame if it is present. 



i S 
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311. Use of the spectroscope. A more exact method of 
testmg for sodium and potaesium is furnished by the spectro- 
scope (Fig. 186). This m- 
strument analyzes the light 
from the Same by means of 
a glass prism and shows a 
sharp, bright yellow line 
¥^en sodium is present, 
even though the flame may 
be at the same time col- 
ored by more than this 
one substance. OtJaer sub- 
stances show characteristic 
hnes when examined in 
this way (see Spectrum 
Chart). Some of them 
have a great many hnes 
of varied colors ; but none 
of the lines from different 
elements comcide exactly, 
and thus the presence of 
several elements in the 
same substance can be de- 
tected. This method of analysis was used by Bunsen (Fig. 
187) and Kirchhoff in discoverii^ two new elements which 
resembled sodium and potassium, namely, ctesium and 
rubidium. 

When the solar speotrum is studied carefully, we find that it is 
oroBsed by many vertical dark lines (see Speotrum Chart). These 
lines are called Fraunhofer lines and are caused by the presence in the 
outer layer of the sun's atmosphere of many gaseous elements which 
absorb certain characteristic portions of the light. The same effect 
may be observed in the laboratory if a beam of white light is passed 
throng^ a sodium flame and then into a spectroscope ; a dark line will 
be seen which is in the same place in the spectrum as the usual D line 
of the sodium spectrum. 



Fto. 187. Robert Wilhelm Bunbbn 

(1811-1899). 
Famous GermBn chemist who invented the 

spectroscope and the burner used in the 

laboratory. 
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SUMMARY OF CHAPTER XXV 

ALL SODIUM, POTASSIUM, AND AMMONIUM SALTS 
are at least moderately soluble in water. Sodium, potassium, 
and ammonium ions are positive and monovalent 

THE CHLORIDES of sodium and potassium occur in nature 
and are used to prepare other compounds of these metals. 

THE HYDROXIDES of these two metals are prepared by the 
electrolysis of the chloride solutions, or by the action of lime on 
the carbonate. They are strong bases. 

THE CARBONATES occur in plant ashes. They are manu- 
factured by the Leblanc process. Sodium carbonate is manu- 
factured by the Solvay process; this consists in the action of 
carbon dioxide on the ammoniacal solutions of the chlorides, which 
forms the bicarbonate. The carbonate is made from the bicarbon- 
ate by heating. 

THE CARBONATES ARE USED in washing powders and in 
making glass and other compounds. Sodium bicarbonate is one 
component of baking powders and is also used in chemical fire 
extinguishers. 

SOLUTIONS OF THE CARBONATE are weakly alkaline, be- 
cause of the excess of hydroxyl ions left by the formation of un- 
dissociated carbonic add from the hydrogen ions of water. This 
action is called hydrolysis. 

HYDROLYSIS is the action of the ions of water on dissolved salts. 
Salts formed by a weak add and a strong base give alkaline reactions. 
Salts formed by a strong add and a weak base give acid reactions. 

POTASSIUM COMPOUNDS are essential for the growth of 
land plants and are therefore used as fertilizers. The chief 
source is the Stassfurt deposits in Germany. 

METALLIC SODIUM AND POTASSIUM are made by the 
electrolysis of the fused hydroxides. They are very active sub- 
stances. Metallic sodium is used to prepare sodium peroxide^ 
an active oxidizing agent 

AMMONIUM compounds resemble potassium compounds 
in many respects. 

SODIUM compounds color a Bunsen flame yellow; potassium 
compounds color the flame purple. 
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THE SPECTROSCOPE enables one to detect extremely small 
quantities of sodimn, potassimn, etc., by analyzing the light from 
the flame into characteristic colored lines. 

QUBSTIONS 

1. What properties have ammonium salts in oommon with those 
of sodium and potassium? 

2. Why is caustic soda cheaper than caustic potash? 

« 

8. Why are baking powders used in oooking? 

4. What ingredient is oommon to all baking iwwders? 

6. Explain why the water solution of sodium carbonate gives an 
alkaline reaction with litmus. 

6. Desoribe three sources of common salt. 

7. How would you prepare chemically pure (C. P.) sodium chloride 
from salt? 

8. What are the most important uses of the two carbonates of 
sodiiun? 

9. How could you distinguish in the laboratory between sodium 
carbonate and bicarbonate? 

10. How would you test a comixMmd for potassiiun in the presence 
<rf sodium? ^ -"^ 

11. Explain why a given weight of sodium hydroxide '' goes farther *' 
in neutralizing an acid than the same weight of potassium hydroxide. 

12. Why is metallic sodiiun not prepared by the electrolysis of sodium 
chloride? 

18. When a Seidlitz powder is dissolved in water there is much effer- 
vescence. Explain. 

(Seidlitz powder contains tartaric acid in white paper and sodium 
bicarbonate and Rochelle salt in blue paper.) 

14. What would happen in Question 13 if the patient took the con- 
tents of the ^pesra separately f Don't try it! 

- 16. Compare the solubility curves of sodium chloride and i>otassium 
nitrate. What practical use is made of this difference in solubility of 
these two salts? 

16. What takes the place of baking i>owder in making "raised 
bread"? 
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17. Write the necessary equations to show the reactions involved 
in changing sodium chloride into sodium bicarbonate ; sodium chloride 
into metallic sodium ; sodium bicarbonate into sodium sulfate. 

18. Write equations for the preparation of sodium hydroxide by 
three different methods. 



Topics for Further Study 

Common salt. Why is salt said to be one of the foimdation stones 
of all chemical industry? What is its direct connection with human 
life? What two substances which are made from it are found in every 
household? What is the cheapest source of salt? (Martin's Modem 
Chemistry.) 

The chemistry of the stars. How has the spectroscope enabled 
astronomers to tell what chemical elements are present in the stars? 
What is the probable origin of the solar system? (Duncan's Some 
Chemical Problems of To-day and J. C, Philip's Romance of Modem 
Chemistry.) 



J 



CHAPTER XXVI 

THE HALOGENS 

Chlorine — preparation, properties, uses. Bromine — 
ocourrence, preparation, properties — hydrobromic acid — 
bromides. Iodine — hydriodic acid — iodides. Replace- 
ment of halogens. Fluorine — hydrofluoric add. Com- 
I>arison of the halogens. 

312. The halogens. We have already met the element 
chlorine a number of times in such compounds as hydrochloric 
acid and common salt. There are three other elements — 
fluorine, bromine, and iodine — which resemble chlorine in 
many respects and which together with dilorine are called 
the halogens. This family of elements is characterized by^ 
the fact that all the members are nonmetals with the valence 
of one. They form monovalent negative ions which are known 
as the chloride ion, fluoride ion, bromide ion, and iodide ion 
respectively. These ions are derived from the corresponding 
acids, which are water solutions of gaseous compounds con- 
taining one atom of hydrogen and one of the nonmetal. 

Chlorine 

This element is very widely distributed in the form of chlo- 
rides. We have already considered the most important, 
namely, those of sodium and potassium. Sodimn chloride is 
the source of all chlorine compounds. 

313. Preparation. Industrially chlorine is prepared as a by- 
product in the manufacture of sodium hydroxide (§ 295). 

The gas which is evolved during the electrolysis of sodium 

315 
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Fig. i88. Laboratory prepara- 
tion of chlorine. 



chloride is usually very pure and is either used directly or is 
compressed and liquefied for transportation. Large quantities 

of it are converted into an important 
compound called bleaching powder, 
which will be described in the next 
chapter. 

In the laboratory chlorine is pre- 
pared from concentrated hydro- 
chloric acid (Fig. 188). This acid 
is treated with an oxidizing agent 
which oxidizes the hydrogen of the 
acid to water and sets chlorine free. 
Manganese dioxide (Mn02) is com- 
monly employed as the oxidizing 
agent. The reaction is as fol- 
lows : 

4 HCl + MnOa — ^MnCk + 2 H2O + CI2 1 

Instead of employing hydrochloric acid it is possible to use 
a mixture of sodium chloride and sulfuric acid, which produces 
hydrochloric acid : 

Mn02+2NaCl+2H2S04— >-MnS04+Na2S04+2H20+Cl2t 

314. Properties. Chlorine is a greenish yellow gas with a 
very irritating odor. It is extremely poisonous and exposure 
even for short periods to a low concentration of it will produce 
serious lung trouble. For this reason it was the first " poison 
gas " used in the World War. A so-called " cloud attack " with 
this gas is shown in figure 189. It is about two and a half 
times as heavy as air. It can very readily be liquefied at 
ordinary temperatures by applying a pressure of between 
six and seven atmospheres. Liquid chlorine is now an article 
of commerce and is sold in strong steel cylinders. 

315. Chemical activity. Chlorine is an extraordinarily 
active substance. It combines with a number of elements at 
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room temperature, forming the chlorides with the evolution of 
much heat. Powdered antimony and arsenic burst into flame 



tig. 189. Clond attack with chlorine intiag ths World War. 

when they are introduced into the gas. A jet of hydrogen if 

lifted in the air will continue to bum in an atmosphere of 

chlorine {Fig. 190). This combustion is unusual inasmuch as 

no oxygen is involved. The reaction which 

takes place and which produces heat and 

li^t is the combination of hydrogen and 

chlorine to form hydrogen chloride. The 

whit« fumea of hydrochloric acid can be 

seen if one breathes into the jar. Many 

compounds of carbon and hydrogen — for 

example, turpentine — react so vigorously 

with chlorine that a flame is produced. The 

other products of the reaction are free carbon ^is- 'bo. ,^"'°*''8 
, , , , , , , hydrogen in chlorine, 

and hydrochlone acid. 

316, Chlorine water. Chlorine is somewhat soluble in 

water : one volume of water under ordinary conditions dissolves 
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about three volumes of the gas. The chlorine is partly in true 
solution and partly present as two compounds, hydrochloric 
acid and hjrpochlorous acid. This latter substance is unstable 
and breaks down easily into oxygen. Industrially it is a very 
valuable substance because of its oxidizing power. 

317. Uses. Chlorine is very extensively used in the in- 
dustries (see Industrial Chart on page 205). It enters into the 
manufacture of certain other chlorine compounds, such as sulfur 
chloride, carbon tetrachloride, and chloroform. Its main use 
lies in the production of dilute solutions of hjrpochlorous acid 
or the salts of this acid, both of which are important as bleach- 
iiag and disinfecting agents (Chapter XXVII). 

• 

Bromine 

Bromine occurs as the bromides of sodium and magnesium 
in certain deposits of common salt. The bromides can be 
extracted and separated from the chlorides by crystallization, 
or the bromine can be freed directly and then converted into 
any desired bromine compoimds. 

318. Preparation. Bromine can be prepared in much the 
same way as chlorine; that is, either by electrolysis of a 
solution of sodimn bromide or by the oxidation of hydrobromic 
acid. If a mixture of sodimn bromide and sodium chloride is 
electrolyzed, bromine is given off at the positive electrode 
before the chlorine. Advantage is taken of this fact in obtain- 
ing free bromine from the salt deposits just mentioned. 

In the laboratory we employ a mixture of manganese dioxide, 
sodium bromide, and sulfuric acid, which is equivalent to 
hydrobromic acid. The equation is similar to that for making 
chlorine. 

2NaBr+Mn02+2H2S04 — >-Na2S04+MnS04+2 HjO+Brj 

The laboratory preparation of bromine is usually carried out in 
an apparatus called a retort (Fig. 191). The mixture of sodium bro- 
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mide, sulfurio acid, aod mai^^anese dioxide is placed in the retort and 
gently heated. Bromine vapors fill the retort and condense in a cool 
receiver which is provided. Since bromine does not mix with water 
it is convenient to place some water in the receiver. A layer of bromine 
then collects undra this water, and the fumes do not escape into the 
atmosphere. 

319. Properties. Bromine is a dark, brownish red liquid, 
about three times as heavy as water ; it is the only nonmetatlic 
element which is a liquid 

underordinary conditions. 
It has a strong, suffocat- 
ing smell (the name bro- 
mine means a stench) and 
attacks the nose and 
throat, as chlorine does, 
and irritates the eyes. 
Tile Uquid produces very 
painful bums on the akin, 
and great care should be 
taken in handling it. It 
is somewhat soluble in , 
water, and such a solution 
is commonly called bromine water. Like the aqueous solution 
of chlorine, it is an oxidizing agent. 

Bromine is not quite so active as chlorine but combines 
readily with a number of elements with the evolution of much 
heat and light. 

320. Hydrogen bromide. Hydrogen bromide is a gaseous sub- 
stance similar in many ways to hydr<%en chloride. It cannot, how- 
ever, be satisfactorUy prepared by the same reaction. When we heat 
sodium bromide and concentrated sulfuric acid, we produce hydrogen 
bromide, but this substance is so readily oxidized by the warm con- 
centrated sulfuric acid that part of it becomes water and free bromine : 

NaBr -|- H,SO< — *- NaHSO, -|- HBr 
2 HBr -I- H,SO, — >- 2 HjO -(- SO, t -|- Br, t 
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For this reason we use some other method when we wish to prepare 
hydrogen bromide. One way is to treat a mixture of red phosphorus 
and water with bromine. Red phoaphoruB and brontine combine to 
form the compound phosphorus tribromide (PBrj). This compouiid 
immediately reacts with the water, forming pure hydrogen bromide 
and phosphorous aoid (HJ'Oi), which is not volatile : 

PBr, + 3 H,0 — >- 3 HBr + H JO, 

Hydrogen bromide is a oolorless gas, very soluble in water ; its 
aqueous solution is known as hydrobromlc add. Hydrobrontio aoid 
is a strong a«id. It is much more easily oxidized to water and the 
tree element than is hydrochloric acid. 

321. Bromides. The salts which are formed by neutralizing 
hydrobromic acid are called bromides. AU bromides are soluble 
ex4Xpt those of silver, lead, and mercury. Silver bromide is a 
yellowiHh solid, used extensively in photography. The bromides 
of sodium and potassium are valuable as drugs. 



Iodine 

Iodine in the form of iodides occurs to a small extent in 
certain salt deposits. It is also found in the deposits of sodium 
nitrate in Chile. This is the principal 
source of the element, althou^ it is also 
sometimes prepared from the ash ob- 
tained by bumii^ certain seaweeds. 

322. Preparation and properties. Io- 
dine is prepared in exactly the same 
way as bromine and chlorine. 

The preparation of iodine can be conven- 
iently carried out by warming a mixture of 
manganese dioxide, sulfuric acid, and sodium 
iodide in an evaporating dish on top ot 
^^^J^Jl^ I^'P" which ia placed a dish containing cold water. 
The iodine vaporizes and condenses on the 
under side of the top diah, forming a mass of beautiful crystals 
<Fig. 192). 
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Iodine is a steel-gray solid which is very easily vaporized. 
The vapor has a beautiful violet color and on being cooled 
passes back directly into a solid. This process of passing 
from solid to vapor and back again without the formation 
of a liquid is called sublimation. Iodine is only slightly soluble 
in water but is quite soluble in a solution of sodium or potassium 
iodides. It is also soluble in alcohol and is commonly sold in 
such a solution as tincture of iodine. 

Iodine is less active than either of the other two halogens 
that we have considered; however, it wiU combine directly 
with many nonmetals at room temperature or when slightly 
warmed. 

A very characteristic reaction of iodine is the formation of 
a blue color when a small amount is brought into contact with 
starch. This reaction is employed as a test for either iodine or 
starch. 

323. Hydrogen iodide. Hydrogen iodide cannot be prepared by 
heating sodium iodide and sidfuric acid, for the same reason that this 
general method was impossible with hydrobromio acid. It is produced 
by the interaction of red phosphorus, iodine, and water. Hydrogen 
iodide readily dissolves in water and forms the solution called hydriodic 
add. This acid is even more easOy oxidized than hydrobromio acid 
and is therefore a good reducing agent. It is a strong acid and on 
neutralization forms salts called iodides. 

324. Iodides. AU iodides except those of silver, lead, and 
mercury are soluble compounds. Silver iodide is a yellow, in- 
soluble substance, and like silver bromide is used in photograjJiy. 
Certain iodides are necessary in the preparation of drugs; 
iodine itself is used in medicine. 

325. The replacement of halogens. If we pass chlorine into 
a solution of a bromide or an iodide, we find that free bromine 
or iodine respectively is liberated and a chloride formed. This 
is a replacement reaction and is like the reaction in which 
metaUic zinc liberated hydrogen from the hydrogen ion, except 
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that we are now dealing with negative ions : 

CI2 + 2 Br- —^ 2 CI- + Br, 
CI, + 21- —^ 2 CI- + I2 

Bromine will liberate iodine from the iodide ; but iodine ^wUl 
liberate neither bromine nor chlorine from their salts. We 
can therefore write these three elements as a series in which the 
higher member will liberate any element below it from its ion. 

RUPLACSlfBMT SbBISS 

o, NoNMETALs rpj^ ^^y^^^ ^^ indlcatcs the order of activity 
Chlorine ^f these nonmetals, that is, chlorine is 

Bromme most active and iodine is least. 

Iodine 

Since chlorine is cheap and is easily obtained it is sometimes 
used to liberate bromine or iodine from a solution of its salts and 
in this way to prepare the free elements on a large scale. 

Fluorine 

The fourth member of the halogen family differs somewhat 
from the others. This difference is more apparent than real 
and is due mainly to the fact that fluorine is itself far mwe 
active than the other halogens and that its compounds are much 
more stable. Fluorine occurs as a constituent of one or two 
important minerals, of which fluorite (CaF2) and cryolite 
(NasAlFe) may be mentioned. The former is used as the chief 
source of fluorine and its compounds. Fluorine compounds 
are somewhat poisonous and are used in large amounts in the 
manufacture of insect powders, 

326. Preparation and properties. Fluorine is a slightly 
yellow gas, extremely poisonous and corrosive, and is very 
difficult to liquefy. It is the most active element known and 
at ordinary temperatures combines vigorously with most of 
the elements. Fluorine can be prepared only with diflSculty. 
A French chemist, Moisson, in 1886 first isolated it by the 
electrolysis of a solution of potassium fluoride (KF) in liquid 
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hydrogen fluoride (H2F2). The experiment had to be per- 
formed in platinum or copper apparatus as all other materials 
were attacked by the gas. 

327. Hydrogen fluoride. Hydrogen fluoride can be prepared 
by the action of concentrated sulfuric acid on calcium fluoride : 

CaFa + H2SO4 — ► CaS04 + HjF, 

It is a gas which is very soluble in water, forming an acid 
called hydrofluoric acid. Hydrogen fluoride is much more 
stable than hydrogen chloride and cannot be oxidized at all. 
It is easily condensed to a liquid, which 

boils at 19° C. , K^r.^.y^.^ 

Hydrofluoric acid is a strong acid ^ \ "^"^ "y > 

and forms salts called fluorides. It is ^^- ^ 

noteworthy because it wiU dissolve a ^- »w. Etching giMs with 

•^ .11. 1 hydronuonc aad. 

great many substances, mcludmg sand 

(Si02) and glass. For this reason it is kept in wax bottles. 
Its action with sand results in the formation of the gas silicon 
tetrafluoride (SiF4) and water : 

SiOj + 2 H2F, —^ SiF4 + 2 H,0 

The action with glass takes place in much the same way since 
glass is a compound of silicon. This action of hydrofluoric 
acid on glass is taken advantage of in etching designs on that 
material. The glass is painted over with wax except where 
it is desired to have it etched, and hydrofluoric acid is applied 
(Fig. 193). After a time the acid is washed off and the wax 
removed ; the glass is opaque where the acid has come in con- 
tact with it. 

328. Comparison of the halogens. The following table siunmar 
rizes the important physical and chemioal properties of the halojg;en 
family, the elements being arranged in the order of their atomic weights. 
It should be remembered that the activity of these elements decreases 
progressively from fluorine to iodine, and that the stability of the 
hydrogen compoimds decreases in the same order. This is also the 
order in which they replace each other. Fluorine is so active that 
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it replaces the oxygen of water. Because of this extreme a^dvity 
it is to be regarded somewhat in the light of an odd memiber of the 
series ; although its behavior seems more normal when we realize that 
it stands above chlorine in the family, and hence should be more active 
than even this active element. 



Nawb 


Atomic 
Wbioht 


BoiXiiNa 
Point 


Statb 


CoiX>R 


Fluorine (F) 
Chlorine (CI) 
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SUMMARY OF CHAPTER XXVI 

FLUORINE, CHLORINE, BROMINE, AND IODINE are 
all monovalent, nonmetallic elements and are called the halogens, 

CHLORINE is prepared industrially by the electrolysis of 
sodium chloride. It is prepared in the laboratory by the oxida- 
tion of hydrochloric acid with manganese dioxide. 

Chlorine is a very active element and combines with many 
elements at room temperature. It is somewhat soluble in water, 
and its water solution contains hypochlorous acid, which is an 
oxidizing agent. Chlorine is used for preparing solutions of this 
acid and of its salts. The salts are used extensively in the indus- 
tries. 

BROMINE is prepared from a bromide by heating with man- 
ganese dioxide and concentrated sulfuric acid. It is a liquid. 
It is somewhat less active than chlorine. 

Hydrobromic acid is not made by the action of sulfuric add on 
a bromide, but is best prepared by adding water to phosphorus 
tribromide. 

IODINE is prepared from an iodide by heating with manganese 
dioxide and concentrated sulfuric acid. It is a solid which sub- 
limes on heating. 

Hydriodic acid is a good reducing agent. It cannot be prepared 
from an iodide with sulfuric acid. 
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FLUORINE is an extremely active element. It is prepared 
by electrolysis in a special apparatus. Hydrofluoric acid is made 
by heating calcium fluoride with sulfuric acid. It will dissolve 
sand and glass. 

Chlorine will replace bromine and iodine from their salts; 
bromine will replace iodine; fluorine is so active that it replaces 
the oxygen from water. 

Questions aivd Problbms 

1. What properties have all the halogens in common? 

2. How could you distinguish bromine vapor from nitrogen diox- 
ide? 

3. How could you identify a chloride, a bromide, and an iodide? 

4. Write the equations for the reaction of chlorine with hydrogen ; 
with zinc ; and with antimony. 

6. How do you account for the smell of hydrogen sulfide which is 
produced when concentrated sulfuric acid is added to an iodide? 

6. How would you test for free iodine? 

7. What precautions must be taken in handling hydrofluoric 
acid? 

8. How would you prove the presence of starch in beans ? 

9. How many kilograms of sodium chloride would be required 
to prepare 2 liters of chlorine gas at 20° C. and under a pressure of 5 
atmospheres ? 

10. Calculate the per cent of fluorine in fluorspar (CaF2). 

11. How would you separate a mixture of iron and iodine? 

12. A comi)ound contains 2.1 % hydrogen, 12.8% carbon, and 85.1 % 
bromine. At 140° C. and 76 cm., 1.00 gram of its vapor occupies 180 cc. 
Calculate its formula. 

Topic for Further Study 

Poison gas in the World War. What gas was first used in the war? 
When and where was the attack made? What other gases were sub- 
sequently used? In what form? {Slosson's Creative Chemistry and 
AvM's Gas and Flame.) 



CHAPTER XXVII 

HYPOCHLOROUS ACID AND OTHER OXIDIZING 

SUBSTANCES 

Hypochlorous acid — properties — oxidizing action — 
chlorine water — hyi>oohlorites — bleaching — disinfecting 
and antiseptic action. Hydrogen peroxide, preparation and 
proi)erties — x>®roxide8 — ozone. 

329. Oxidizing substances. The most important use of 
chlorine is in the preparation of dilute solutions of hypochlorous 
acid (HOCl) and its salts. These substances are of the greatest 
value because they are cheap and efficient oxidizing agents in 
aqueous solutions and serve as bleaching agents and antiseptics. 
In this chapter we shall learn how hypochlorous acid and some 
other oxidizing agents, such as hydrogen peroxide and ozone, 
may be prepared and used. 

330. Hypochlorous acid (HOCl). Chlorine water contains, 
besides the dissolved chlorine, some hydrochloric acid and 
hypochlorous acid. The reaction between water and chlorine 
which forms these two acids is reversible : 

CI2 + HaO =^:^ HCl + HOCl 

In order to prepare a solution of pure hypochlorous acid, we treat 
chlorine water with some substance which will use up the hydrochloric 
acid and leave no other impurities in its place. This can be done by 
shaking chlorine water with silver carbonate (Ag2C08), a substance 
which is practically insoluble in water. This reacts with the hydro- 
chloric acid, forming water, silver chloride, and carbon dioxide. The 
silver chloride is insoluble, and this reaction runs to completion ; and 
therefore, also, the reaction between chlorine and water. Hypochlo- 
rous acid is a very weak acid and hence does not react with the silver 
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carbonate. We thus end with a dilute solution of hypochlorous 
acid containing silver chloride in susx>ension. The silver chloride 
can be filtered off. 

2 HCl + AgjCO, — ^ 2 AgCl + H^O + CO, t 
2 CI2 + 2 H2O + AgaCOa — >- 2 HOCH-2 Aga i + H,0 +CO2 1 

331. Properties. Hypochlorous acid is known only in solu- 
tion. The dilute solution prepared in the way just described 
shows the properties of a weak acid. It is an extremely unstable 
substance and tends to decompose, forming hydrochloric acid 
and oxygen according to the following equation : 

2 HOCl — >- 2 HCl + O2 

Because of this instability hypochlorous acid cannot exist in 
concentrated solutions. 

332. Oxidizing action. Because h3rpochlorous acid so readily 
loses its oxygen, it is a powerful oxidizing agent even in a dilute 
solution. For example, it rapidly oxidizes sulfurous acid to 
sulfuric acid : 

H2SO3 + HOCl — >- H2SO4 + HCl 

It wiU also oxidize many complicated organic compounds. It 
will oxidize hydrogen sulfide to water and free sulfur : 

H2S + HOCl — >- H2O + HCl + Si 

333. Chlorine water. Pure dilute hypochlorous acid is rather 
expensive to prepare. For almost any purpose chlorine water 
will serve equally well skice the presence of hydrochloric acid 
in the solution does no harm. As fast as the hypochlorous 
acid is used up by a reducing agent, more of the dissolved 
chlorine reacts with the water and produces additional hypo- 
chlorous acid, until finally aU the dissolved chlorine has been 
used up and converted into hydrochloric acid. 
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The slow decomposition qf hyi)ochlorous acid with the formation 
of free oxygen can be shown by filling a tube with chlorine water and 
allowing it to stand in the sunlight. A gas which can be shown to 
be oxygen collects in the top of the tube (Fig. 194) : 

2 CI2 + 2 H2O — >- 4 HC1+ O, 

The oxidizing action of chlorine water can be demonstrated by 
treating a solution of sulfur dioxide with chlorine water. The sul- 

f urous acid solution before such treatment ^will 
not give a precipitate with barium chloride in 
the presence of hydrochloric acid ; but after 
it has been oxidized with the chlorine water 
a heavy precipitate is formed, showing- the 
presence of sulfuric acid : 

a, +H2O +H,SO, — ^ H2SO4 + 2 HCl 

A solution of hydrogen sulfide in water 
forms a precipitate of sulfur on being treated 
with chlorine water, indicating that the oxi- 
dation has taken place : 




CI2 + H2O + H2S 



H204-2Ha+Sl 



334. H3rpochlorites. The salts of hypo- 
chlorous acid are caUed hypochlorites. 
/f^s-\^^^~>'y^ They can be prepared by neutraliz- 
£^ * J^ ing hypochlorous acid, but they are 

Fig. 194. Chlorine water more conveniently produced by other 

decomposes in sunUght. methods. 

Sodiiun hypochlorite (NaOCl) is formed when chlorine is run into 
a cold dilute solution of sodiiun hydroxide : 



CI2 + 2 NaOH 



NaOCl 4- NaCl + H2O 



What really happens in this case is that the sodium hydroxide neu- 
tralizes both the hjrpochlorous acid and the hydrochloric acid, which 
are in equilibriiun with chlorine and water. Sodium hj^wchlorite 
can also be prepared by electrolyzing a solution of sodiimi chloride in 
a single narrow cell without a diaphragm. Chlorine is liberated at 
one pole, and sodiimi hydroxide is formed at the other. The two sub- 
stances come in contact and form sodium h3rx)ochlorite. In both 
these methods for the preparation of sodium hypochlorites it will be 
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noted that a dilute solution of the h3rx)ochlorite is formed which con- 
tains considerable sodium chloride, but the presence of this latter 
substance does not interfere with the usefulness of the hyi>ochlorite. 

The hypochlorites are unstable substances. On account of 
this instability they are always prepared and used in cold 
dilute solutions. On being warmed or on long standing they 
oxidize themselves into compounds containing more oxygen, 
caUed chlorates. Sodium hypochlorite solution, for example, 
on heating gives sodium chloride and sodium chlorate (NaClOs) : 

3 NaOCl — >- 2 NaCl + NaClOs 

Potassium chlorate we have already used ; it is made by the 

action of chlorine on warm potassium hydroxide. 

336. Bleaching powder (CaCl(OCl)). This substance is made 

by the action of chlorine on slaked lime. It is a white powder 

which is rather unstable and smells strongly of hypochlorous acid. 

Pure calcium hypochlorite would have the formula Ca(0Cl)2. 

Bleaching powder acts very much Uke a mixed salt of calcium 

/OCl 
chloride and calcium hypochlorite, and has the formula Ca/ 

or CaCl(OCl) : ^Cl 

OCl 
Ca(0H)2 + CI2 — >- Ca< + H2O 

CI. 

Bleaching powder, or " chloride of lime," serves as a com- 
mercial source of hypochlorous acid since lime is a cheap 
base. (See Industrial Chart on page 205.) 

336. Bleaching. Hypochlorous acid is a powerful bleaching 
agent; this is the most important use to which it and its 
salts are put. Most coloring materials are compUcated or- 
ganic substances which can be oxidized into colorless com- 
pounds. The oxidation is very readily accomplished by a 
dilute solution of hypochlorous acid, which sets free nascent 
oxygen : 

HOCl — >- HCl + [0] 
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This action can easily be shown by dipping a piece of colored 
cloth in chlorine water or by suspending a piece of moistened 
cloth in an atmosphere of chlorine (Fig. 195). Dry chlorine 
has no oxidizing action, for it cannot form hypochlorous acid. 

Bleaching is a very important process in a great number of indus- 
tries. For example, most fabrics, such as cotton cloth, are colored 

slightly yellow by natural im- 



purities and must be bleached 
before they can be put on the 
market. Figure 196 show^ the 
general scheme for bleaching 
doth. The cloth passes through 
alternate vats of bleach {B) 
solution and very dilute sul- 
furic acid {S). In this ivay 
the hypochlorous acid is pro- 
duced only within the fibers of 
the cloth, where it will be 
most effective. Then it goes 
through a solution of sodium 
sulfite (C) to destroy any re- 





A B C 

Fig. 195. Bleaching colored cloth. 

At dil. HsS04 ; B, sol. of bleaching powder ; 

CHiO. 



maining hypochlorous acid which might weaken it. Finally the cloth 
is washed in water (TF) and ironed by passing over hot rolls {H) . 

Bleaching with hypochlorous acid is generally carried out in in- 
dustrial works in one of the following ways: (1) chlorine water is 
prepared by running chlorine gas into cold water, and this solution 
is used directly; (2) sodium hyx>ochlorite prepared by electrolysis 
or from chlorine gas and an alkali is used ; (3) a susx>ension of bleach- 
ing powder in water is used. This latter method is the one commonly 
employed in the household. Fabrics must be thoroughly washed 
after being bleached in order to remove the chemicals, which would 
otherwise slowly rot the cloth. 

Since hypochlorous acid is very weak it is easily displaced 
from its salts by other acids. When a hypochlorite is treated 
with dilute acid, a solution of hypochlorous acid results, which 
can then act as a bleaching agent. In the commercial use of 
the hypochlorites this is accomplished, as described above, by 
treating the material to be bleached first with the hypochlorite 
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and then witii dilute acid. When " bleachii^ powder " is used 
in the household, the acid required is slowly supplied by carboa 
dioxide in the air. The equations are : 
CaCl(OCl) + CO, + H,0 ^ CaCO, + HOCl + HQ 

HOCl — »- HCl + [O] used up m the bleaching. 

337. Disinfecting and antiseptic action. Diseases are caused 
and communicated by certain minute plants called bacteria. 
These microorganisms are generally present where there Ie 
much waste organic material. Hypochlorites readily oxidize 



Fi(. 196. Diagram of tha commeicul proceis of bleaching. 

such oi^nic material and destroy the bacteria. For this 
reason " chloride of lime " has long been used in the household 
as a disinfectant. More recently a solution of sodium hypo- 
chlorite (prepared by the electrolysis of salt solution) has come 
into use for washing the floors and walls in hospitals and sick 
rooms. 

Hypochlorous acid has recently been used as an antiseptic 
agent in surgery. Because of the sensitiveness of flesh to 
chemical reagents it must be employed only in very dilute 
solutions and under certain special conditions. Dakin's solu- 
tion, which has been found most valuable in dressing wounds, 
is essentially a solution of sodium hypochlorite, containii^ 
from 0.45 to 0.5 per cent of this substance. The solution must 
be made in such a way that it is practically neutral ; if it 
were either alkaline or acid it would be too corrosive in an 
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Open wound. Furthermore, it is used most advantageous 
when tlie patient can be so arranged that a streain of U 
solution continually passes into the wound and washes it out. 
The bacteria which are present in drinking water can readil 
be destroyed by hj'pochk 
lous acid. This is usuall; 
done by adding a smaJ 
amount of a hypochloritt 
solution, or by running a 
small stream of chlorine 
gas from steel cylinders 
containing liquefied chlo- 
rine into the water supply 
(Fig. 197). About one part 
of hypochlorous acid in a 
million parts of water will 
completely purify all except 
the most polluted supplies. 
This method of purification 
Fig. i»T. Purifiction of waMi by chlorine, h^s been adopted by many 
cities and towns. 
338. Hydrogen peroxide (HjOg). Another oxidizing agent 
of importance is hydrogen peroxide. This substance contains 
one more atom of oxygen than water. It ia unstable and easily 
decomposes, giving water and free o^gen ; for this reason it 
is a pov^rful oxidizing agent. 

When sodium peroxide is treated with ice-cold dUvie hy- 
drochloric add, it forms hydrogen peroxide and sodium 
chloride : 

Na^j + 2 HCl — ^ 2 NaCl + H»Ot 

Industrially the substance is made by the action of coM dilvie 
sulfuric acid on bariiuu peroxide : 
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The barium sulfate is insoluble and can be removed by filtra- 
tion. 

339. Properties and uses. Hydrogen peroxide can be pre- 
X>ared as an absolutely pure substance, but it is extremely 
unstable and is never used except in dilute solutions. It is 
commonly sold as a three per cent solution under the name of 
hydrogen peroxide. It is a vigorous oxidizing agent and will 
oxidize sulfurous acid to sulfuric and liberate free sulfur from 
hydrogen sulfide. On standing, strong solutions of it liberate 

oxygen : ^ H2O2 — >- 2 H2O + O2 

It is used extensively as a disinfecting and antiseptic agent. 
It has certaiu antiseptic powers, but they are extremely small 
compared with other good antiseptics. But it has the valuable 
property of giving off free oxygen when it comes in contact 
with open wounds, and the mechanical action of this evolved 
gas serves to cleanse the wound and to remove any foreign 
material. For this reason hydrogen peroxide is valuable in 
cleaning old wounds and in removing gauze and bandages. 

340. Peroxides. The atoms in hydrogen i>eroxide are probably 
linked in the following manner: H — O — 0— H. The peroxides are 
substances which have two oxygen atoms linked in this way; when 
treated with acids they form hydrogen x>eroxide. Like hydrogen 
peroxide they are strong oxidizing agents in aqueous solution. Sodium 
peroxide, when treated with water at ordinary temperatures, forms 
oxygen and is sometimes used for preparing this element : 

2 Na202 + 2 H2O — ^-4 NaOH + O2 

341. Ozone (O3). When oxygen is exposed to a silent dis- 
charge from an induction coil, it partially changes into an 
allotropic form called ozone. This substance has three atoms 
to the molecule ; its formation from oxygen is reversible, and 
the equation is as follows : 



3 O2 ^=^ 2 O; 



8 
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At the maximum only about 7 per cent of oxygen can be con- 
verted into ozone (Fig. 198). Its formation from oxygen involves 
an absorption of energy ; conversely, v/hen it passes back into 
oxygen, it gives out enei^. In general, allotropic forms of 
elements have different energy contents, 
and the unstable form tends to pass into 
the more stable with the evolution of 
enei^. 
„ Ozone reverts to oxygen slowly at ordi- 
nary temperatures and rapidly at higher 
temperatures. It is a vigorous oxidizing 
agent and will instantly oxidize sulfur di- 
oxide to sulfur trioxide at room tempera- 
tuie: 

SOj -1- Oi — *- SOs -1- O, 

It will also oxidize many organic com- 
pounds, and for this reason it is a bleach- 
ing agent. Air containing 4 or 5 per cent 
of ozone {prepared by an electric dis- 
charge) has been used in some places for 
disinfecting the water supply. It seems 

to act in a very satisfactory manner. It 
Fls. loS. Ozone geaer- , , ' j p ■ 

atoT. has been su^ested as a means of puri- 

fying air in houses and large halls, but has 
not given very successful results : it is a deodorizer but has 
very slight disinfecting action in the air. 

SUMMARY OF CHAPTER XXVH 

CHLORINE WATER contains dissolved chlorine and hydrochlo- 
lic and hypochlorous adds. 

^ Pure dilute hypochlorotis acid con be made by shaking chlorine 
water with silver carbonate. HypocUoioas acid is known on^ 
in solution ; it is unstable, breaking down into hydrochloric add 
and oxygen. It is a powerful ozidizini; agent. 
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- SODIUM HYPOCHLORITE is made by passing chlorine into 
cold sodium hydroxide or by electrolyzing sodium chloride. So- 
dium hypochlorite when warmed produces sodium chlorate. 
.^ BLEACHING POWDER, or chloride of lime, is made by the 
action of chlorine on slaked lime. It acts like a mixed salt 
(CaCl(OCl)). 

THE HYPOCHLORITES AND HYPOCHLOROUS ACID 
are excellent bleaching agents and are used as such in the in- 
dustries. 

Hjrpochlorous acid is a disinfecting and antiseptic agent and is 
used in purifying drinking water. Chloride of lime is used as a 
disinfecting agent. Dahin^s solution is one of the successful 
modem antiseptics which depend on hypochlorous acid for their 
action. 

HYDROGEN PEROXIDE is made by treating sodium peroxide 
or barium peroxide with cold dilute acid. It is an unstable sub- 
stance and a powerful oxidizing agent. It is sold in a three per 
cent solution. Its antiseptic action is slight, but it is used for 
cleaning wounds. 

> OZONE is an allotropic form of oi^gen produced by the action 
of a silent electric discharge. It is unstable and is a powerful 
oxidizing agent. It is used in some places for purifying the water 
supply. 

Questions 

1. Explain how chlorine is indirectly used in bleaching cotton 
oloth. 

2. Why is the bleaching of organic ooloring matter considered a 
process of oxidation? 

3. Why does not dry chlorine act as a bleaching agent? 

4. What is the difference between hydroohlorio acid and hypo- 
chlorous acid ? How would you test for each? 

5. What materials are injured by hypochlorous acid? 

6. Explain how chlorine reacts with water to produce nascent 
oxygen, 

7. What experiment could you perform in order to prove that 
hypochlorous acid is a weak acid? 

8. Why must chlorine water always be freshly prepared? 
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0. If bleaohing is an oxidizing action, why is free oxygen not 
used? 

10. What advantages has hydrogen i>eroxide over other oxidizing 
agents? 

11. What is the difference between oxygen and ozone? 

12. Explain how hydrogen i>eroxide produces ** nascent oxygen." 

18. Show how oxygen and ozone illustrate exothermic and endo- 
thermic reactions. 

14. Show how water and hydrogen peroxide illustrate the Law 
of Multiple Proportions. 

16. Why should bottles for hydrogen i>eroxide be made of brown 
glass? 

16. In what experiments have we used manganese dioxide as an 
oxidizing agent?. 

17. Compare sulfurous and hypochlorous acids as bleaching agents. 

18. What is the difference between a disinfecting and an antiseptic 
agent? 

10. How would you prepare potassium chlorate from potassium 
hydroxide? 

20. How would you prepare "chloride of lime''? For what is it 
used? 
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CHAPTER XXVin 

THE NimOGEN FAMILY AIO) THE PERIODIC 

SYSTEM 

Phosphorus, its preparation and properties — matches — 
phosphoric acid — phosphates as fertilizers. Arsenic and 
antimony. Bismuth. Useful alloys. 

The Periodic System — valence — metals and nonmetals 
— value and use of the i>eriodic system. 

342. Family characteristics. We have aheady studied two 
families of elements, the alkah metals and the halogens. Now 
we shall consider the nitrogen family, which includes (besides 
nitrogen) phosphorus, arsenic, antimony, and bismuth. We 
shall observe that there are greater differences between its 
members than between those in the other two families. These 
differences are, however, gradual modifications which vary 
progressively as the atomic weights increase. Finally, to 
understand these relationships between the elements con- 
cerned, we shall presently briefly outline the periodic system. 
In Chapters VIII, XIX, and XX we studied nitrogen and some 
of its compounds ; now we shall consider the rest of the group. 

Phosphorus 

343. History and occurrence. This element was discovered 
in the middle of the seventeenth century by an old philosopher 
(alchemist) named Brandt, who was searching for some sub- 
stance which would change everything into gold. But it was 
not until 1833, when matches began to be manufactured, that 

phosphorus became at all conunon or cheap, 
z 337 
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The element is found in nature in the form of phosphates. 
Bones and teeth contain a large amount of calcium phosphate 
(Cai(POi)a), which gives to them their 
necessary hardness and rigidity. The 
muscles, nerves, and brains of animals 
contain very complex organic com- 
pounds of phosphorus. These are 
formed in the body from the phos- 
phorus compounds which are con- 
tained in almost all vegetable food. 
The plants in turn need soluble phos- 
phates in the soil for their growth. 

344. Preparation. Phosphorus is 
obtained from the mineral calcium 
phosphate, which is mixed with coke 
and sand (SiOj) and heated in a suit- 



We may regard calcium phosphate (Ca,(PO,),) aa composed of two 
oxideB, 3 CaO and PjOi. The ealoium oxide seems to unite with the 
Band to form calcium eilioate, which fuses to a slag and is drawn off 

at the bottom: „ „ „ „.„ 

CaO + SiO, — *~ CaSiOj 

The phosphoric anhydride (PgOt) is reduced by the carbon as follows : 

2P,Oi+I0C — >-P4-|-10COt 
These gaseous products pass off through a pipe, and Vif phosphorus 
is oondensed under water. After further purification it is cast into 

The electric arc between the electrodes of the furnace supplies 
the necessary heat. This heat is due to the resistance offered to the 
electric current, and since the heat is developed in a very reetrioted 
area, it is possible to get the high temperatures needed for this process. 

346. Properties. When prepared in this way phosphorus is 
a white, waxy-looking solid which melts at 44° C and boils 
at 287° C, Its most striking property is the low temperature 
at T^ich it catches fire {35° C). This necessitates its being 
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kept under water and cut under water, for even the friction of 
the knife is enough to ignite it. Great care must be taken in 
handling it (never with the fingers) because the bums are deep 
and poisonous. It is not soluble in water but dissolves readily 
in some other liquids, such as carbon disulfide. 

When exposed in a dark room it glows; that is, it gives out 
light in spite of the fact that its temperature remains low. 
Usually when an object gives out light we think of it as hot, 
i i" and in fact most things must be heated to 600° C. or higher 
'It- before they begin to glow. It is well known that glowworms, 
fe lightning bugs, and many phosphorescent sea animals have 
r this power of emitting light without heat. This is called lumi- 
nescence. 

346. Red phosphorus. When the white phosphorus is 
heated to about 250*^ C. in a vessel from which air is excluded, 
it changes into an allotropic form called red phosphorus. 
This substance is dull red and is somewhat heavier than the 
white form. It is insoluble in carbon disulfide, is not poison- 
ous, and need not be kept under water. The red phosphorus 
does not melt but when heated passes directly into a vapor. 
This vapor shows a gram-molecular weight of about 128 grams, 
which corresponds to the formula P4. If the vapor is cooled 
quickly the white form is produced, but this very gradually 
changes at ordinary temperatures into the red. 

Still another allotropic form of phosphorus has recently 
been prepared by Bridgman. By heating white phosphorus 
to 200° C. and subjecting it to an enormous pressure (1200 
kilograms per square centimeter), he obtained black phosphorus, 
which is still heavier than the red. 

347. Matches. The easy inflammability of phosphorus has 
resulted in its being used in the manufacture of matches. 
The older process consisted in coating the end of a splint of 
wood with a paste containing white phosphorus, an oxidizing 
agent, such as lead dioxide (Pb02), and glue. The head when 
dry was dipped in varnish to exclude air. Because the use 
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of flAite phosphorus in the making of matches led to serious 
cases of poisoning among the workmen, its use in match fac- 
- I tones is prevented in the 

United States by a heavy 
tax. A Qonpoisonous com- 
pound of phosphorus known 
as phosphorus sesquisulfide 
(P4S,) is now substituted. 
This substance is quite as 
suitable as white phos- 
phorus. When the match 
is struck the friction warms 
up the sesquisulfide and in 
the presence of the oxidiz- 
ing agent it takes fire ; the heat of this combustion ignites the 
wood. To make the head of the match bum more easily it is 
usually impregnated with paraffin. 

Safety matches are tipped with a mixture of an oxidizing 
agent, a combustible material, such as antimony trisulfide 
(SbjSa), and a little powdered glass to increase the friction. 
The side of the box in which they are contained is coated with 
a thin layer of red phosphorus, antimony trisulfide, and ^ue. 
When the match is rubbed sufficient beat is produced to igmte 
a small bit of the red phosphorus in contact with the head of 
the match, \riiich then takes 6re. In safety matches the 
most combustible material (the red phosphorus) and the 
oxidizii^ agent are separated ; the match can generally be 
lifted only when these two constituents are rubbed together. 
Hence safety matches must be struck on the side of the box. 

348. I%osphoric Acid. When phosphorus bums with a free 
supply of oxygen, a white powder is formed known as phosphorus 
pentoxide (PjOb) : 

4P-|-5 0s — »-2Ps05 

The most characteristic property of flie pentoxide is its great 
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attraction for water. Since it has no chemical effect upon 
most gases, the latter may be very thorou^ly dried by allow- 
ing them to pass tiirough 
tubes containjngphosphoms 
Dentoxide. 

When this oxide is dis- 
solved in boilii^ water, 
phosf^oric acid is formed : 
Ps06 + 3H,0 — >"2HbP0, 

349. Phosphates as far-' 
tilizers. Since phosphoric 
acid is a tribasic acid it 
can form three classes of 
salts, according as one, 
two, or three of the hydro- 
gen atoms are replaced by 
a metal The rock phos- 
lAates of Florida (Fig. 200), 
Georgia, Tennessee, and the fig. 201. Justus Libbig (1803-1873). 

Carolinas are very largely oeman chemist who established the firat 
composed of calcium phos- 
phate (Caa(P04)s)- Since 
this phosphate is almost 
insoluble in water it is converted by tne action of sulfuric acid 
into the calcium dihydrogen phosphate (Ca(H2p04)2), which is 
much more soluble: 

CejCFOOj + 2 HtS04 —*■ 2 CaSO* + CaCHjPO*)* 

The resulting mixture of calcium sulfate and calcium acid 
phosphate is known as superphosphate of lime, which is a 
fertilieer. 

The composition and proper use of fertiUzers is one of the 
important subjects of investigation in agricultural chemiBtry, 
which was founded by Liebig (Fig, 201). We have seen that 
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in order to maintain the fertility of the soil there must he 
supplied to it three substances: (1) nitrogen compounds, (2) 
potassium compounds, and (3) soluble phosphates. Commercial 
fertilizers are usually a -mixture of these three fimdamental 
materials. But the composition of the fertilizer has to be 
varied to suit the needs of the crop to be raised and the 
composition of the soil. It frequently happens that soil needs 
liming because it contains too much acid formed from decom- 
posing vegetable matter. Such crops as grains and grass will 
not thrive on sour soil, and so it is sweetened by spreading 
slaked lime (Ca(0H)2) upon it. 

Absenic and Antimony 

The next two members of the family, arsenic and antimony, 
are of minor importance, and we shall consider them but briefly. 
They look very much like metals, and in their physical properties 
they show little resemblance to either nitrogen or phosphorus. 
They behave, however, essentially as nonmetals. 

350. Occurrence and preparation. Both elements occur in 
nature as sulfides. The ore is roasted, forming an oxide, which 
is then reduced. Most of the natural sulfides contain more or 
less arsenic ; when these ores are oxidized, the sulfur dioxide 
passes off as a gas, while the arsenic trioxide (AS2O3) settles as 
a solid in the flues. The deposit is reduced with carbon : 

AS2O3 + 3 C -^- 2 As t + 3 CO t 

361. Properties and uses. Both elements have a silvery 
luster ; arsenic tarnishes quickly, but antimony does not tar- 
nish. MetaUic arsenic is added in very small amoimts (about 
0.5 per cent) to lead in making small shot. The arsenic lowers 
the freezing point of the solvent lead and delays its soHdification 
as it drops from the top of the shot tower. It also imparts to 
the lead the required hardness. 

Finely powdered antimony, known as antimony black, is 
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used to coat plaster casts in order to give them a dull metallic 
appearance. 

When these elements bum they form oxides, arsenic triozide 
(AssOs) and antimony triozide (Sb20s) respectively. The arsenic 
trioxide is the " white arsenic " of commerce. It is very poisonous 
and when mixed with a water solution of a copper salt it furnishes 
a valuable insecticide known as Paris green. The oxides are anhy- 
drides of weak acids, which can be easily oxidized to arsenic acid 
(HsAsOi) and antimonic acid (HsSbOi). In these higher acids the 
elements have the valence of five. 

Arsenic and antimony also show some of the characteristic proper- 
ties of metals in that they form certain compounds which in water 
solution give a slight concentration of the ions, As "♦■++ and Sb "'■■'■■*•. 

Bismuth 

362. Bismuth. The last member of this family is a metal 
which shows only a few nonmetallic properties. It is not a 
very important substance. When heated 
strongly the metal bums, formmg a tri- 
oxide (Bi208). This is essentially a basic 
oxide and forms salts, such as bismuth 
nitrate (Bi(N08)8). If this nitrate is placed 
in water a white insoluble basic nitrate 
(BiONOs) is formed, which is used in 
medicine as " bismuth subnitrate." 

Fig. 202. Fusible plug 

363. Useful alloys of antimony and bis- of sprinkler 8y»- 

muth. Bismuth is used in preparing alloys with 
very low melting jwints. For example, Wood's metal, which contains 
bismuth, lead, tin, and cadmium, melts at 60° C, a temperature lower 
than the melting point of any of the components. Such alloys are 
used in sprinkler systems. If a fire breaks out in a room provided with 
sprinklers plugged with this alloy, the plug (Fig. 202) soon melts and 
allows the water to gush out and extinguish the fire. These alloys are 
also valuable materials for safety plugs in steam boilers and for connecting 
links in devices which automatically close fire doors and curtains. 
When antimony is added to lead and tin, the alloy obtained by 
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melting them together is called type metal. This h&a the property of 
expanding slightly when it sohdifies, which makes it useful in type 
founding. Babbitt metal contains the same metals in a difFerent pro- 
portioD, plus a little copper. It is used to line journal bearings in 
machiner7. In such antifriotioa alloys the harder particles are pressed 
into the softer matrix (embedding material) so that a smooth surface 
is always presented. 



The Periodic System 

364. Properties of elements and their atomic weigtits. We 
have already pointed out that the elements may be grouped 
together into families, such 
as the halogen family or the 
nitrogen family. The Rus- 
sian Mendelejeff (Fig. 203) 
wras the first chemist who 
clearly showed how all the 
elements could be arranged 
according to a definite sys- 
tem. ThiB is now called 
the periodic system. 

If we arrange all the ele- 
ments in the order of their 
atomic weights (omitting 
hydrogen), we shall find 
that the ei^th and six- 
teenth elements are fluorine 
and chlorine respectively, 
two substances which re- 
semble each other very 
closely. This relationship 
holds all tbroi^ the first 
sixteen elements; if we write them as on page 345, we note 
that similar elemente fall in vertical pairs, as, for example, 
nitrogen and phosphorus. 



Fia. 203. Mendelejeff (1834-1907). 
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HeU) 



Li(7) 
Na(;?5) 



OU9) 
MgW) 



Bill) 



am 



mu) 

V(31) 



0(16) 
S(3IS) 



F(19) 
Cl{35,5) 



We express the fact that sunilar elements reoccur in the series 
at certain definite intervals by saying that the properties of 
the elements are a periodic function of their atomic weights. 

366. The periodic classification. The table on page 346 
shows nearly all the elements arranged according to such a 
periodic classification. It will be seen that the elements fall 
into nine general vertical groups, the first of which is called 
the zero group and the last the eighth group. The third 
horizontal row starts with argon and ends with three elements, 
iron, cobalt, and nickel, which are placed in the ei^th group. 
The fourth row has no element in the zero group and is ob- 
viously somewhat different from the previous rows; it ends 
with the element bromine. The third and fourth rows of this 
table taken together are called the first lang period; the first 
and second rows are called short periods. Again, the fifth 
and sixth lines together make a second long period ; the seventh 
and eighth make a long period. It will be noticed that a long 
period has in the middle of it three elements which are put to- 
gether in the eighth group; this seems to take the place of the 
empty space in the zero group. 

We can show the relation of the elements still better by dividing 
each group into subgroups, or families, A and B. In the first two 
periods the first three elements are put in group A, the last three in group 
B. The elements which occur in the first half of each long period are 
placed in group A; those in the second half in group B. The zero 
and eighth groups have no subdivisions. 

366. Valence, The first important fact to be noted about 
the periodic table is that all the elements which occur in a group 
have the same valence toward a given element. Below the group 
is written the typical formula for the oxide and for the hydrogen 
compound of members of that group. The elements in the 
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zero group will not combine and may be considered as having 
a zero valency. 

It will further be seen from the oxides that as we proceed from 
left to right along any period the valence of the element in- 
creases regularly to the seventh. These regularities are very 
striking; when we remember that this classification of the 
elements is based solely on the position which they occupy in 
the series by virtue of their atomic weights, it is even more 
extraordinary. The elements which we are considering in this 
book are printed in heavy type in the table. The student may 
well familiarize himself with their position in the table. 

367. The nonmetals. In the first two periods (which are 
short periods) the members of groups V, VI, and VII are active 
nonmetals; the elements of groups I and II are very active 
metals. In the long periods the three middle elements, which 
fall in group VIII, are all metals of a rather inactive sort; 
at the beginning of the period are active metals, and at the end 
of the period is an active nonmetal, such as bromine. 

In order to see how valuable this periodic table is as a method of 
classification, let us consider the groups which contain the nonmetals. 
Group VIIB is the halogen family, which we have discussed in detail 
in an earlier chapter. We have already seen that there is a gradual 
change in properties as we proceed down the group from fluorine to 
iodine, the elements becoming less active. With group VIIA we 
need not concern ourselves. Group VIB contains oxys^en, sulfur, 
and the two elements selenium and tellurium, which resemble sulfur 
very closely^ We have previously called attention to the similarity 
between oxygen and sulfur. 

Group VB is the nitrogen family, which we have just discussed. 
Nitrogen is a typical nonmetal having the valence of three in ammonia 
and a valence of five in the oxide (N2O6), which is the anhydride of 
nitric acid. Phosphorus forms a hydrogen compound with a formula 
PHj and an acidic oxide with a formula P2OJ. Arsenic and antimony 
both form hydrogen compounds with the formulas AsHs and SbHs, 
but these compounds are much less stable than ammonia. Arsenic 
and antimony also form acidic oxides in which the element has the 
valence of five. Bismuth does not form a hydrogen compound ; its 
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oxide, in which it has the valence of three, is a basic oxide and forms 
salts. Bismuth is in fact a typical metal. We notice in this group 
a gradual increase in the metallic properties of the elements as we pro- 
ceed from nitrogen, a typical nonmetal, to bismuth, a typical metal. 
As a general rule, when we proceed down a group the elements become 
less active. In groups IV, V, VI, and VII this loss of activity is ac- 
companied by a gain in metallic properties; the oxides become less 
acidic and more basic. 

368. The metals. The very active metals sodium and 
potassimn we find together in group lA. The less important 
elements lithium and rubidium resemble them closely. These 
metals form oxides which combine with water, giving very- 
strong bases. We have already considered the close resem- 
blance in this group between sodium and potassium. The 
elements which he in IB and in group VIII are also metals, 
but of a different sort ; they are not so active and their hy- 
droxides are weak bases. 

In general, we may sum up by saying that in the periodic 
system the most active mstals are at the top and to the left; the 
most active nonmetals to the top and to the right. Certain rather 
inactive metals lie in the middle of the long period and are fimnd 
in groups VIII and IB, As we proceed down any group the 
elements become less active ; the nonmetallic elements become more 
metallic. 

The essential characteristic of an element like sodium is its 
activity and the formation of a positive ion ; this is sometimes 
called an extreme electropositive character. The essential 
characteristic of a nonmetal Uke fluorine is its activity and the 
formation of a negative ion; this is sometimes called an ex- 
treme electronegative character. With these definitions in 
mind we see that the most electropositive elements are in 
group lA, and the most .electronegative elements in group 
VIIB. In between those extremes lie elements which repre- 
sent the many gradations between these two opposite charac- 
teristics. 
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369. Value and use of the system. The periodic system is 
one of the greatest generalizations of all chemistry. While 
there are apparently nmnerous inconsistencies in special cases 
(as in the position of argon and potassimn, also in the position 
of iodine and tellurium), yet on the whole it represents a very 
orderly arrangement and classification of a multitude of chem- 
ical and physical facts. 

The table is of value first as a means of classifying what 
would otherwise be an almost hopeless and meaningless wil- 
derness of chemical facts. In this way the system is useful 
not only to the student but also to the chemist and to the 
scientific investigator. For the latter it points the way to 
a more fimdamental explanation of the whole science of 
chemistry. 

The second great use of the system has been in the prediction 
of the discovery of new elements. When Mendelejeff first pro- 
posed his table, he was obliged to leave in it a number of blanks 
which he beUeved represented elements not yet discovered. 
On the basis of the position of these blanks he was able to pre- 
dict with great accuracy not only the existence of these elements 
but their physical and chemical properties as well. His pre- 
diction was verified in three instances. The following table 
shows one of these ; he prophesied the properties of what he 
called eka-aliuninum, which when it was finally discovered 
was called gallium. There is hardly a scientific prediction in 
history that is more startling than this. 



Pbopertibb of Gallium 


Predicted 


Found 


Atomic weight .... 
Melting point .... 
Specific gravity .... 
Action of air 

Action on water . . . 


about 69 

low 

about 5.9 

none 

decomposes at red 
heat 


69.0 
dO,V 
5.93 
slightly oxidized at 

red heat 

decomposes at high 

temperatures 
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Finally y the system has been of use in the revision of certain 
atomic weights. A number of elements were thought at first 
sight not to fit into the table because of their atomic weights. 
In all but two or three instances a revision of the atomic weights 
showed that the earlier values were in error. There are still 
one or two elements whose atomic weights do not fit them into 
their proper place in the table. However, very recent de- 
velopments have shown that the position of these elements is 
correct. 

360. Position of hydrogen and the rare elements. The 
position of hydrogen in the system has been a matter of 
some discussion, but it is not of much consequence. It seems 
to be rather an odd element. Perhaps the best place for it 
is in group lA as it forms a positive ion. The rare gases fit 
very well into the zero group, and since they have no chemi- 
cal activity, we do not have to concern ourselves with their 
valence. 

SUMMARY OF CHAPTER XXVUI 

THE NITROGEN FAMILY consists of nitrogen, phosphorus, 
arsenic, antimony, and bismuth. 

PHOSPHORUS is an important constituent of plants and ani- 
mals. The common allotropic forms are white and red. 

Whtte Phosphorus Red Phosphorus 

Melts at 44'' C. Does not melt 

Very poisonous Not poisonous 

Low ignition point High ignition point 

Soluble in carbon disulfide Not soluble 

Phosphorescent in air Not phosphorescent 

Red phosphorus and the sulfide of phosphorus are used in the 
manufacture of matches. 

ARSENIC AND ANTIMONY have a physical appearance 
resembling metals. They bum in air, forming oxides which are 
acid anhydrides. They both form certain compounds which give 
a slight concentration of trivalent positive ions. Arsenic com- 
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pounds are very poisonous. Antimony is a component of type 
metal and other alloys. 

BISMUTH is a tsrpical metal ; it is used in making certain alloys 
which have a low melting point. 

ALL THE ELEMENTS CAN BE ARRANGED in a table accord- 
ing to their atomic weights. The properties of the elements are a 
periodic function of their atomic weights, 

THE PERIODIC SYSTEM classifies the elements into nine 
groups. All the elements in a group have essentially the same 
valence. The most active nonmetallic elements are at the top 
and right of the table; the most active metallic elements at the 
top and left. The elements in between have intermediate proper- 
ties. As a rule the lower members of any group are less active 
than the higher members. 

Questions and Problems 

1. What three other elements besides phosphorus have allotropic 
forms? 

2. Why is red phosphorus considered more stable than white 
phosphorus? 

3. What is the danger in using ordinary friction matches ? 

« 

4. Sodium is kept under kerosene, white phosphorus imder water. 
Explain. 

6. What characteristics has arsenic which belong to a metal? 

6. What essential characteristic has type metal which makes it 
useful? 

7. Name three practical applications for Wood's metal. 

8. What three elements are usually foimd in artificial fertilizers? 

9. What does the phrase " periodic function " mean? 

10. What natural processes might be called periodic? 

11; Explain how group (the inert gases) fits into the periodic 
system. 

12. What properties would you expect lithium to have? 

13. Give the formulas for strontium oxide, thorium oxide, and 
uranium oxide. 
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>^14. Caloulate the percentage of phosphorus in calcium phosphate 

jCCajCPOOs). 

L 16. How much sulfuric acid will be required to treat 1 ton of phos- 
phate rock? Assume the acid is 50% pure acid and the rock is 70 % 
calcium phosphate. 

16. Compute the atomic weight of phosphorus from the formula 

. P2O6 and the fact that 18.585 grams of phosphorus give 42.584 grams 

^ Df phosphoric pentoxide. 

Topic for Further Study 

fertilizers. Why does land need to be fertilized? What are the 
elements that must be supplied in the form of fertilizer? Is there an 
abundant supply of fertilizer material? What other factors affect 
crops besides fertilizers? {Slo88on*8 Creative Chemistry, Duncan's 
Chemistry of Commerce, and pamphlets issued by the State and 
Federal Agricultural Stations.) 




CHAPTER XXIX 

SitlCON AND aluminum" 

Silica — properties and uses — silicic acid and silicates 
-T glass — silicon — carborundum. 

Natural aluminum compounds — manufacture of aluminum 
— properties and uses — thermite — alumina — aluminum 
hydroxide — alums — purification of water — clay — 
pottery and porcelain. • 

361. Silicon and alumintun compounds. Although neither 
of these elements occurs in nature in the free state, their com- 
pounds are found in great abundance. It will be remembered 
that silicon makes up about one-fourth of the whole crust of 
the earth and that aluminum is the most abundant of the 
metals. 

. It will help to fix in mind the properties of these elements 
and their compounds if we recall that silicon is in the same 
group (IV) as carbon. Like carbon it has a valence of four 
and has no metallic properties ; its acid (H2Si03), like carbonic 
acid, is weak. Unlike carbon it does not form a great multi- 
tude of compoimds containing numerous atoms linked together 
in a chain. Aluminum is the only member of the third group 
which is at all well known or important. Its hydroxide has 
both acidic and basic properties. It. thus lies between the 
extreme metals and the nonmetals. 

Silicon 

362. Silica (Si02). The commonest compound of silicon is 

the oxide (Si02) called silicon dioxide, or more usually silica ; 

sand, sandstone, and certain other substances which are found 
2a 353 
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in eDormous quantities consist of silica. Ita purest form is 
quartz, or rock crystal, which occurs in fine, clear, six- 
sided prisms. Sometimes it appears in colored forms due 
to impurities ; thus, amethyst is violet, rose quartz pink, smoky 
quartz brown, and milky quartz white. Other varieties of silica 
are onyx, opal, and flint. Petrified wood is a kind of siUca 
which has gradually replaced the wood fiber of a tree, changing 
it to stone. 

Silica is also foimd in plants, especially in the leaves and 
stems, where it appears to give rigidity. Certain one-celled 



Fig. 304. Qiurtz laboratory apparatus. 

marine animals have skeletons containing silica. These ani- 
mals belong to the infusoria; in some localities there are 
inmiense deposits of very fine sand called infusorial earth 
(Tripoli). This material is used to absorb nitroglycerin in 
making dynamite; also for removing coloring matters from 
oils and in making polishing powders. 

363. Properties of silica. It is a hard, brittle substance 
and hence is used as an abrasive. Sandpaper consists of sharp 
quartz sand glued on paper. Silica can be melted in the 
oxyhydrogen flame and made into fine threads, tubes, flasks, 
or crucibles (Fig. 204). 
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Apparatus made of fused quartz does not expand or contract 
to any appreciable extent, even with considerable change in 
temperature. If we heat a quartz crucible red-hot in the 
flame of a blast lamp and then plunge it into cold water, it 
does not crack. 

Quartz vessels are not attacked by the common acids. 
However, they are dissolved very rapidly by hydrofluoric acid 
(H2F2). Silica also dissolves in fused alkalies to form silicates : 

2 NaOU + 8i02 — ^ NajSiOs + H2O 

This reaction likewise takes place when silica is boiled with a 
concentrated alkaU solution. 

364. Silicic acid and silicates. Silicon dioxide is the anhy- 
dride of an acid with the formula H2Si03 (H2O + Si02) ; but 
this acid cannot be formed by dissolving siUca in water. It is 
very weak and can be prepared only from its salts, the silicates. 
The siUcates of calcium, magnesium, aluminum, and iron form 
the greater part of the earth's crust. Many of the common 
rocks, such as granite, are composed of minerals which are 
complicated and mixed siUcates. Most of them are insoluble 
in water, but the alkali silicates are soluble. 

Water glass, or sodium silicate (Na2Si08), is made by fusing 
together silica and sodium carbonate : 

Na2C08 + SiOj — ^ NajSiOa + CO2 1 

A solution of sodium siUcate is an excellent preservative for 
eggs since it fills the pores of the shells and thus makes them 
air-tight. It is used to render wood or cloth fireproof, and as 
a cement for glass and pottery. 

We add some hydrochloric aoid to a solution of sodium silicate. 
The gelatinous precipitate is silicic acid : 

NajSiOs + 2 HCl — ^ HaSiOg I + 2 NaCl 



356 SILICON AND ALUMINUM 

Silicic acid is precipitated when sodium silicate is acidified. 
The acid comes down as a gelatinous precipitate containing a 
rather indefinite amount of water. When heated sufficiently, 
the jelly loses all of its water and forms silica. Silicic acid is a 
very good example of a colloid. 



■ for window glui. 

366. Glass. Conmion glass is made by melting together 

sand, sodium carbonate, and calcium carbonate. At a b^ 

temperature the carbonates react with the sand, forming 

glass, a mixture of sodium and calcium silicates : 

NasCOa + SiOi — >■ NasSiOs + COa 

CaCOa + SiO, — »- CaSiOa + CO, 

Such a mixture of silicates solidifies on cooling but does not 
crystallize. It stays as a transparent amorphous mass which 
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may be considered as a, supercooled solution of the one silicate 
in the other. On long standing certain grades of glass begin 
to crystallize, and this results in an opaqueness and a fragility 
of the glass. Hard glass, which melts at a hi^i^er temperature 
than ordinary, or soft glass, consbts of a mixtiu« of potassium 
and calcium silicates. Flint glass contains the silicates of 
leadf^rium, and potassium. 

' In the manufacture of glaaa the ingredienta are heated in a flre-oU; 
pot by gas flames to a veiy high temperature. All the earbon dioxide 



Fig. 106. GUu bottles tie blown in ■ mold. 

must be expelled from the melt, otherwise babbles and atreaks will 
occur in the product. Traces of metallio oxides added at tliis point 
produce different colors in the glass. The cheaper grades are often 
somewhat green because of iron oxide. 

GlasH is worked into shape by blowing. A mass of the fused glass 
is taken on the end of a long blowpipe, and a skiUed workman blovs 
it into large cylinders or other desired shapes. Window glass is made 
from cylinders by cutting off the ends, slitting the oyhnder length- 
wise, and rollicg it out as a plate while it is still soft. Meah&nical 
Mowers (F^g. 205) have now been introduced for making the larger 
cylinders. The apparatus automatically dips a large pipe into a kettle 
of molten glass, and then gradually raises it, pulling the molten glass 
upward as the pipe rises. A steady stream of air is kept flowing in 
through the pipe. Bottles and similar articles are formed by blowing 
the glass into molds eithw mechanically or by hand (Fig. 206). 
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Plate glass is iti&nufa«tured by ponring moltoi glass on a table, roll- 
ing it with a hot iron, and finally oarefully polishing it. Flint glass 
has peculiar optical properties and is used in the manufacture of lenses. 
Because of its brilliant appearance it is also made into ornaments, 
such as outclass vessels. The designs are cut by an emery irheel 
and then the object is polished with a very fine abrasive. 

366. Silicon. This element is seldom seen because it is 
reduced from its compounds only with great difficulty. But 
silicon can be prepared by heating pure sand with carbon to a 
bi^ temperature in an electric furnace : 

SiO, + 2 C — >- Si + 2 CO f 

It occurs as amorphous silicon in a brown powder and as 
crystallized silicon in black needles. Silicon is used as a 
deoxidizing agent m refining steel and in making iron alloys ; 
also as a crystal detector in radiotelegraphy. 

367. Carborundum. If the reaction between sand and 
carbon is carried out under certain conditions with a large 

excess of carbon, a com- 
pound of these two ele- 
ments is formed, known 
as carbon Bilicide, or car- 
borundum. An electric 
furnace (Fig. 207) similar 
Fil. J07- Seetion of ta alflctric funucs for tO the one used in the 
Hi-Mnscrbonrndum. manufacture of graphite 

is employed for this purpose. The core of the furnace is a 
mass of granulated coke. A mixture of sand, sawdust, coke, 
and a Uttle salt is piled around the central core. The beat 
generated by the passage of a strong current throu^ the coke 
is sufficient to cause the reaction to take place in the surround- 
ing mass. 

Carborundum is a crystalline solid with a beautiful purple color. 
It is extremely hard and is used as an abrasive in the form of 
grinding wheels and hones, and as a fine policing powder. 
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Aluminum 

368. Natural conqwunds of aluminum. Althoi^h aluminum 
is the most abundant metallic element, it is found in nature 
only in the form of compounds. Bauxite, a hydrated oxide 
of aluminum, is the source of the metal and of most of its 
compounds. In Greenland a double fluoride of aluminum 
and sodium \s found which is called crjoUte (AIFfSNaF). 
Aluminum is also found as a constituent of all the common 
siliceous rocks, such as 

feldspar, clay, mica, and 
slate. Emery,averyuse- 
ful and valuable natural 
abrasive, is an impure 
form of aluminum oxide 
(AljOj), colored brown 
by iron oxide. Sapphiree 
and rubies, which are 
hi^ly prized as gems, 
are beautifully crystal- 
lized aluminum oxide. 

369. Manufacture of 
aluminum. Because of 

the very great chemical ^- "*• I>i*«r«ni mnatntlag flie dmUiis o( 
activity of the element, 

aluminum oxide cannot be reduced to metallic aluminum by 
means of carbon in a furnace. The metal is now obtained 
by the electrolysis of its oxide. The process was discovered 
in 1886 by an American named Hall. The electrolyte for this 
process is a solution of aluminum oxide in fused cryolite ; the 
cryolite is not changed during the process but serves only aa a 
solvent. The oxide must be very pure and is prepared from 
bauxite by a long and careful process of purification. 

The eleotrolysiB is euried out in the apparatus shown in figure 
208. An iron box is liued with amorphous oarbon, whioh serves aa 
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the cathode. The anode is a set of carbon blocks suspended in the 
mixture. The cryolite is melted by the electric arcs which are formed 
when the current is first turned on. Aluminum oxide is added from 
time to time as the electrolysis prck^eeds. The metal is liberated at 
the cathode and collects as a liquid at the bottom of the box, from 
which it is drawn off into suitable molds. Oxygen is liberated at the 
anode and to a large extent bums up the carbon electrodes, which have 
to be renewed frequently. It requires only about 8 volts to keep the 
process going, but a current of several thousand amperes is needed. 

370. Properties. Aliiminum is a silver-white metal which 
usually has a rather dull surface due to a thin coating of the 

oxide. * It is very light in weight, 
being only one-third as heavy as 
iron, and is an excellent conductor 
of both heat and electricity. It does 
not work well in a lathe and can be 
soldered only with difficulty. 

Aluminum is a moderately active 
metal, but because of the thin coat- 
ing of adhering oxide which is al- 
ways present it is not acted on by 
moist air, hot or cold water, or di- 
lute sulfuric or nitric acids. Hydro- 
chloric acid acts on it rather rapidly, 
producing hydrogen. It is dis- 
solved by sodimn or potassium hydroxide with the formation of 
compounds called aluminates and with the liberation of hydro- 

ff 

^^ • 6 NaOH -h 2 Al — >- 2Na3A103 + 3 Hat 

371. Uses. Aluminimi is not so cheap as steel, and its use 
is therefore restricted to articles in which lightness is a prime 
essential, such as parts of automobiles and airplanes. It is 
sometimes used in the place of copper as a conductor (rf elec- 
tricity. It is a very satisfactory material for cooking utensils, 
not only because of its lightness, but also because it keeps bright, 
since the thin film of oxide is transparent and protects the metal 




Fig. ao9. Making molten iron 
by the use of thermite. 
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from further action of the air. Powdered aluminum is used ex- 
tensively as a paint to protect other metals from corrosion. Very 
thin foil made of aluminum is replacing tin foil to some extent. 

There are several important alloys of aluminum. Copper 
containing 5 to 12 per cent of aluminiun is called aluminum 
bronze ; it has a brilliant golden-yellow color. Magnalium con- 
tains a small amount of metallic magnesium. These alloys 
can be worked more easily than the pure metal. 

372. Thermite. MetaUic aluminum is a very powerful 
reducing agent. It reacts with the oxides of many metals, 
producing aluminum oxide 
and the free metal. This 
reaction takes place with 
the evolution of much heat 
and when once started 
proceeds vigorously. A 
mixture of aluminum and 
iron oxide is called ther- 
mite. When this mixture 
is ignited by means of a 

burning strip of magne- ^^^^ WMdin* nul. with thermite. 
slum ribbon, a reaction 
takes place, and a temperature of 3000° to 3500° C. is reached : 

2M + FesO, — »- AlsO, + 2 Fe 

Some thermite is placed in a sand crucible and on top of it a little 
heap of the ignition mixture eonsiating of sodium peroxide and powdered 
aluminum. Into this heap is inserted a piece of magnesium ribbon 
(Fig. 209). The orucible is then set into a pan of sand, and the mag- 
nesium ribbon is ignited. So much heat is developed that great care 
must be taken in doing the experiment. Very soon the crucible will _ 
contain liquid iron at the bottom, and the fused slag on top. This is 
a good example of an exothermic reaetion. 

Advantage is taken of this reaction in welding rails (Fig. 210), 
shafting, and similar objects. The reaction is carried out in a 
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cone-shaped crucible with a bottom opening. Extremely hot 
molten iron collects at the bottom and is allowed to run out 
on to the joint, which has been previously warmed to a red 
heat. The molten iron unites with the warm iron and makes 
a solid weld. 

The same reaction enters into the preparation of mang^anese 
and chromium from their oxides. A mixture of powdered 
aluminum and the oxide is ignited ; the free metal is thus pro- 
duced. 

373. Alumina. Aluminum oxide, or alumina (AI2O3), has 
already been mentioned. As it occurs naturally in a variety 
of forms and is extremely hard, it i? extensively used as an 
abrasive. Corundum and emery are natural forms of aluminum 
oxide which are thus employed. Alundum, an artificial abrasive, 
is prepared by heating the oxide obtained from bauxite in an 
electric furnace until it just melts. Crucibles and muffles are 
often made of almlidum because of its extremely high melting 
point. 

The colors of ruby and sapphire, both of which are natural, 
crystallized aluminum oxide, are, as we have said, due to traces 
of impurity. Substances very similar to these are now pre- 
pared artificially by fusing aluminmn oxide with a small amount 
of other metallic oxides to give the desired color. These arti- 
ficial gems are chemically identical with the natural ones and 
can be distinguished from them only with great difficulty. 
Their preparation forms a very large and profitable industry. 

374. Aluminum hydroxide. The hydroxide i? formed as a 
colloidal precipitate when ammonimn hydroxide is added to 
a solution of a salt of aluminum : 

6 NH4OH + Al2(S04)3 — >- 2 A1(0H)3 1 + SCNHOaSO* 

When heated, the aluminum hydroxide is decomposed into the 
oxide and water : 

2 A1(0H)8 — >- AI2O3 + 3 H2O t 
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Aluminum hydroxide has both acid and basic properties. This 
means that it ionizes in two different wajrs : 

A1(0H)8 — >- Al+t+ + 3 OH- 

HsAlOa —^ 3 H+ + AlOs— 

It dissolves in most acids to form soluble salts, and in the strong 
bases to form aluminates : 

A1(0H)3 + 3 HCl —^ AICI3 + 3 H2O 

A1(0H)3 + 3 NaOH —^ NasAlOs + 3 H2O 

376. Alums. When absolution of aluminum sulfate is mixed 
with a solution of potassiimi sulfate and evaporated, a double 
salt crystallizes out which has long been known as alum 
(K2SO4 • Al2(S04)8 • 24 H2O). 

We prepare a saturated solution of alum and suspend in it a small 
alum crystal by a thread, as shown in figure 211. The small crystal 
grows and often becomes very nearly perfect. 

This substance belongs to a class of compounds called double 
salts. We do not know the reason for their formation or for 
the way in which the atoms are 

joined together. There are a number /W^"^" ^^ixrArwd 

of double salts which have the same 
crystalline form as ordinary, or 

potassium alum, and which have a Fig. azz. Nursing crystals of 

similar formula ; such as ammonium *^"™* 

alum (Al2(S04)3 • (NH4)2S04 • 24 H2O) and chrome alum 
(K2SO4 • Cr2(S04)3 • 24 H2O). It should be noted that the last 
substance is called an alum although it contains no aluminum. 
Ordinary alimi is the commonest form in which aluminum com- 
pounds are used. 

376. Water purification. When aluminum hydroxide is pre- 
cipitated in muddy water, it has the power of carrying down with it sus- 
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pended puliideB. This property is used to advantage in the purificatioQ 
of water. Alum and lime are added in proper proportions to the oon- 
taminated water supply ; the alumiaum hydroxide which is formed 
earries down the suspended mat^^l from the water. 

377. Clay and potteiy. The purest form of clay, known as 
kaolio. is an aluminum silicate. This is a white substance 

formed by the decomposition 
of feldspar rock under the in- 
fluence of weather over a long 
period of time. Feldspar is 
a potassium aluminum silicate 
which is slowly converted into 
soluble potassium compounds 
and kaolin. Impure, or ordi- 
nary clay is a mixture of 
kaolin with other substances, 
particularly iron compounds, 
which give it a red color. 

Bricks, tiling, flower pots, and 
similar porous stoneware are made 
of common olay. The elay is 
copiTigiit by vnicnKtd * umitranoi. molded int« the desired form and 

K(- aia. PiUing ■ pottery oven with '^en !>aked in ovens fired gener- 
wue to be biked. ally with gas (Fig. 212). For 

many purposes the porous mat» 
rial must be covered with an impervious glaze. This is done by bring- 
ing salt into contact with the hot sm^acc ; a fusible sodium aluminum 
silicate is formed, which flows over it and on cooling solidifies to a hard 
mass. Cheap pottery is made in this way. Clay containing a Im^ 
amount of silica is used for preparing fire bricks, stove linings, and 
other materials which are to be subjected to a very high temperature. 

378, Porcelain. The pottery just described which is made 
by baking impure clay and putting on a superficial glaze is, 
as we have said, not of a very good quality. The better grades, 
porcelain and china, are made from pure white kaolin, feldspar, 
and quartz. The materials are ground fine, mixed with water. 
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and molded into the desired shape. This may be done by hand 
with the help of a pottei^s wheel, or the mixture may be pom^d 
into a mold of plaster of Paris. When dry, the object is baked 
at a relatively low temperature\|intil it is firm and hard but 
still porous. It is then covered with a thin coating of feldspar 
and silica and heated at a higher temperature and for a longer 
time. The thin coating melts and forms a glaze ; according 
to the length of time of heating and the composition of the 
material, the latter also partially melts and fuses with the glaze. 
In such articles the glaze and the body of the material are thus 
melted practically into one mass. Colored decorations are 
put on by adding colored oxide to the coating which subse- 
quently becomes the glaze. 



SUMMARY OF CHAPTER XXIX 

SILICON is a very abundant element which belongs to the 
carbon family. It can be prepared by heating sand and carbon 
in an electric furnace. With an. excess of carbon a carbon silicide, 
carborundum^ is formed. 

SILICA is silicon diozide, which is widely distributed as sand. 
Laboratory apparatus can be made from fused silica. Silica is 
dissolved by hydrofluoric acid and slowly by sodium hydroxide. 

SILICATES are salts of silicic acid. This acid on heating de- 
composes into the oxide and water. The silicates are insoluble 
except those of sodium and potassium. 

GLASS is a mixture of silicates. It is an amorphous solid. 
Ordinary glass is a mixture of sodium and calcium silicates. Hard 
glass contains potassium silicates. Flint glass contains the sili- 
cates of lead, barium, and potassium. 

ALUMINUM occurs very extensively as oxides and silicates. 
The metal is made by electrolysis of the oxide dissolved in fused 
cryolite. 

The metal is not attacked by moisture or air because of a thin 
coating of oxide. It dissolves in hydrochloric acid and in alkali 
solutions. 
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THERMITE is a mixture of iron oxide and metallic aluminunL 
When ignited, metallic iron is produced at a very high temperature. 
Thermite is used in welding. 

ALUMINUM OXIDE (alumina) is used as an abrasive and in 
the preparation of artificial gems. 

ALUMINUM HYDROXIDE is both acidic and basic. It forms 
salts with adds and aluminates with bases. Certain double 
salts of aluminum are called alums. 

CLAY is essentially an aluminum silicate. It can be baked 
into a hard porous form. A glaze can be put on by a suitable 
process. 

QUBSTIONS AIID PROBLEMS 

1. Name five important uses for silica. 

2. What is the difference between water glass and ordinary glass? 

5. What advantages has quartz glass for chemical apparatus? 
what disadvantages? 

4. Compare carbon and silicon. 

6. Why is an ordinary window not so smooth as plate glass? 

6. How would you exi)ect a solution of water glass to react with 
litmus? Explain. 

7. Why is it sometimes diflBcult to remove the ground glass 
stoppers from bottles containing ammonium hydroxide? 

8. What is the difference between silicon c^bj/de and carbon 
silicide? - - ' ^^* 






9. Name the ingredients of three different varieties of glass and 
give uses for each variety. 

10. What has made aluminum a comparatively cheap metal ? 

11. If aluminum is the most abundant metallic element, why is it not 
the cheapest metal? 

12. Why does the price of aluminum depend on the cost of elec- 
tricity? 

IS. What are the especial advantages of aluminum for kitchen 
utensils? 

14. What are the advantages of the thermite method of welding 
over other methods ? 
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16. What would be the reaction of a solution of aluminum sulfate 
on litmus? Explain. 

16. Make a list of the metals prepared by electrolysis. 

17. Write the equation for the reaction of aluminum on hydro- 
chloric acid. 

18. How many liters of hydrogen (standard conditions) could be 
generated by the action of hydrochloric acid on 1 kilogram of 
aluminum? 

19. Compare aluminum oxide and silicon dioxide. 

20. Write the equation for the hydrolysis of aluminum chloride. 

21. Calculate the percentage of water of crystallization in common 
alum. 

22. Write the equation for the reaction of alum and lime 
(Ca(0H)2). 

23. Name two solid substances which are prepared commercially 
by heating sand with carbon. 

24. Make a list of the abrasives mentioned in this chapter and 
give the formula of each. 

26. Name two colloids which have been described in this chapter. 

Topics for Further Study 

Glass and pottery. A niimber of industries and arts were developed 
long before the beginnings of the science of chemistry. Skilled crafts- 
men found by experience methods of producing such substances as 
glass and pottery. What chemical principles have recently been 
applied to these industries to bring about great improvements and 
economies? (Duncan's Chemistry of Commerce and Findlay'a Chem- 
istry in the Service of Mankind.) 

Products of the electric furnace. What substances are now manu- 
factured with the aid of the electric furnace? Would it have been 
possible to produce these materials before the electric generator was 
invented? How does this use of the electric current differ from that 
in the production of sodium hydroxide and chlorine or metallic 
aluminum? (Duncan's Chemistry of Commerce, Slosson's Creative 
Chemistry, Cressy's Discoveries and Inventions, and J. C, Philip's 
Romance of Modem Chemistry.) 



CHAPTER XXX 

MAGNESIUM AND CALCIUM 

Magnesium, its preparation and properties — magnesium 
oxide and hydroxide — magnesium salts. 

Calcium, its preparation and properties — calcium car- 
bonate — hard water — methods of softening water — lime 
— calcium hydroxide — mortar — cement — other calcium 
compounds. 

Strontium and barium. 

379. General characteristics. We shall now study two 
elements, magnesium and calcium, which belong to Group II 
of the periodic system. Besides these there are two other less 
important members, strontium and barium. This family 
(IIA) is sometimes called the alkaline earths. The metal 
radium also belongs here, but it is such an unusual element 
that we shall devote a whole chapter (XXXVI) to its descrip- 
tion. These elements are all very active metals which form 
positive divalent ions; they show no nonmetaUic properties. 
We shall find that the properties of the metals and their com- 
pounds vary in the order of the atomic weights. 

Magnesium 

380. Compounds found in nature, Magnesiimi occurs as 

magnesite (MgCOs) and as a double carbonate dolomite 

(MgCOs • CaCOs). There are also several natnral silicates of 

magnesium which are familiar and useful substances. These 

are meerschaum, talc or soapstone, and asbestos. Soapstone 

is used for sinks and table tops and when powdered is known 

368 
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as talcum powder or French chalk. Asbestos is a fibrous mineral, 
^which is manufactured into fireproof cloth and cardboard. In 
the Stassfurt deposits magnesium occurs as a sulfate and as a 
double chloride with potassium. 

381. Preparation and properties of the metal. Metallic 
magnesium is made by the electrolysis of fused salts, in the 
same way that such metals as sodimn and aliuninum are pre- 
pared. A mixture of magnesium, potassimn, and sodium 
chlorides is used. A carbon rod forms the anode and an iron 
crucible the cathode. The molten metal collects on the sides 
and bottom of the crucible. When cold the mass is broken 
up and the metal removed. It is usually put on the market 
in the form of a fine powder or as a thin ribbon. 

Magnesium is attacked by moist air and forms a white 
crust consisting of basic magnesimn carbonate. It bums in 
air with a brilliant white Ught, producing the oxide (MgO) 
send the nitride (Mg3N2) ; flashlight powder consists of a 
mixture of magnesimn powder and potassimn chlorate. Cer- 
tain kinds of signal lights and fireworks contain powdered 
magnesium. The metal reacts slowly with boiling water to 
form hydrogen: 

Mg + 2 H2O — ► Mg(0H)2 + H2 1 

It displaces hydrogen rapidly from cold dilute acids. 

382. Magnesium oxide and hydroxide. The oxide (MgO) 
is made by heating magnesium carbonate ; it is called magnesia. 
It is a very infusible substance and is used for making fireproof 
bricks and the linings for high-temperature furnaces. It com- 
bines slowly with water, forming a hydroxide (Mg(0H)2). 
This hydroxide is an insoluble white substance which finds 
some uses in medicine under the name of milk of magnesia. 
It is also formed when a soluble base like sodium hydroxide is 
added to a magnesium salt : 

MgS04 + 2 NaOH — >- Mg(0H)2 i + tis^SO^ 
2b 
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383. Magnesium salts. Magnesium carbonate (MgCQs) 
occurs naturally and is the source of magnesium oxide and 
hydroxide. It is insoluble in pure water but soluble in wat^r 
containing carbon dioxide. A magnesium bicarbonate is formed : 

MgCOa + HaCOa — ► Mg(HC03)2 

Magnesium sulfate (MgS04) is a constituent of some natural 
waters and occurs in certain salt deposits. It is often called 
Epsom salts and is used in medicine because of its laxative 
properties. Magnesium chloride is found in sea \^ater. In 
hot water this salt forms hydrochloric acid by hydrolysis : 

MgCla + H2O — >- MgO + 2 HCl 

The acid corrodes metals, and hence sea water cannot be used 
in ships' boilers. 

CALcroM 

384. Preparation and properties of the metal. Metallic 
calcium also is made by the electrolysis of a fused salt. Calcium 
chloride is used for this purpose. 

* 

The salt is fused in a graphite crucible, which forms the anode, 
and an iron rod is used as the cathode. The metal which is liberated 
around the rod adheres to it, and as this rod is gradually raised a stick 
of metallic calcium is pulled from the melt. It is a silver-white metal 
about as hard as lead and cannot easily be cut with a knife. It has a 
brilliant luster which is soon dulled by moist air. Water is slowly 
decomposed by calcium, and hydrogen is evolved : 

Ca + 2 H2O — ^ Ca(0H)2 + H, t 

When heated to a temperature above its melting i)oint it bums bril- 
liantly, forming the oxide (CaO). Metallic calcium has few oommer- 
cial uses. 

386. Calcium carbonate (CaCOs). This compound is the 
commonest form in which calcium is found. The purest variety 
is Iceland spar, which is crystalline and as transparent as glass. 
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Marble is almost pure calcium carbonate. It is composed of 
a mass of tiny crystals cemented together and is often as white 
as snow. Limestone is the most abimdant form of calcium 
carbonate, but shows less of the crystalline structure than 
marble and is often of a cloudy gray color. We believe that 
limestone was formed in some previous geological age from the 
shells of sea animals. 

Calcium carbonate is insoluble in water but like the mag- 
nesium compoimd is soluble in water containing carbonic acid, 
producing calcium bicarbonate : 

CaCOs + H2CO3 -^ CaCHCOa 

Calcium carbonate reacts with acids, giving carbon dioxide : 
CaCOa + 2 HCl —^ CaCla + H2O + CO2 1 

Pure calcium carbonate can be made in the laboratory by 
adding some soluble carbonate to a soluble calcium salt : 

NaaCOa + CaCU — >- CaCOa i + 2 NaCl 

Prepared in this way it is a white powder called) precipitated 
chalk (not crayon) and is used in poUshing powders (tooth 
paste) ; as whiting it is mixed with linseed oil to make putty. The 
natural forms of calcium carbonate are put to many uses besides 
that of preparing lime and carbon dioxide ; for example, it is 
used as a flux in blast furnaces, in making soda and glass, as well 
as for a building stone and as ballast for roads. 

386. Hard water. All natural water except rain water 
contains a certain amount of dissolved salts. Water in which 
there is a considerable amount of certain dissolved material is 
called hard water. 

Magnesium and calcium bicarbonates are among the chief 
ingredients of the hard water which is found in some locaUties. 
These materials can very easily be dropped out of solution by 



372 MAGNESIUM AND CALCIUM 

simple boiling; carbon dioxide is ei^lled and the insoluble 
carbonate is precipitated : 

Ca(HCO,), —*- CaCOa 1+ H^ + CO, t 

The hardness due to these salts is called temporary hardness. 

Salts such as magnesium sulfate and calcium sulfate cannot 
be removed by simple boil- 
ing, and water containing 
them is said to be perma- 
nentl; liard. In certain 
limestone regions all the 
water contains a great deal 
of temporary hardness. If 
it drips from some high 
place, as for instance from 
the top of a cave, it loses . 
some of its carbon dioxide 
and slowly precipitates 
calcium carbonate. This 
material often accumulates , 
in the form of long strips " 
like icicles. The stalactites 
and stali^fflites found in 

copynniitby p lib. Photo senncc. Certain UmestOBe caves are 

" 213). 

Hard water is very undesirable for industrial and household 
use for two reasons. In the first place, when such water is 
used in a boiler, it deposits on the inside a heavy crust called 
boiler scale. This crust is a very poor conductor of heat and 
greatly cuts down the efficiency of the boiler (Fig. 214). In 
the second place, hard water is unsuitable for washing pur- 
poses because it will not easily form a lather with soap. Soap 
reacts with salts of calcium and magnesium, producing inr 
soluble calcium and magnesium salts of the fatty acids : 
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2 CnHafiCOONa + MgS04 -^ (Ci7H36COO)2Mg + Na2S04 

These salts (often called calcium or magnesium soaps) are 
insoluble and form sticky particles in the water. Considerable 
soap must be used up in this way before 
the colloidal solution of soap is'produced 
and a lather can be formed. This is, of 
course, very wasteful. 




387. Methods of softening water. 

Hardness may be removed from water by a 

number of different methods; the process is 

called softening water. Temporary hardness pig. 214. Boiler scale in 

may he removed by boiling the water for a short a tube. 

time ; the insoluble carbonates are thus precipitated : 

Ca(HC0,)2 — >-CaCO, \ +H2O +COa t 

I Temporary hardness can also he removed hy the action of lime; this is 
done by stirring the water with the exact amount of lime necessary 
to cause the following reaction to take place : 

Ca(HC0a)2 +Ca(0H)2 — >- 2 CaCO,l +2 H,0 

^The precipitate is then filtered from the softened water. 

PermanerU hardness cannot he removed hy these methods, Sotium 
carbonate will remove permanent hardness by precipitating calcium 
or magnesium carbonates : 

CaS04 + Na«CO, — ►-CaC08i+ Na2S04 

Industrially the softening of water is carried out on a large scale, 
and the precipitated material is filtered off from the water, which is 
then ready for use. In the household the softening is often brought 
about on a small scale by the use of certain preparations which are 
widely sold. Sodium carbonate under the name of washing soda 
is often employed. A small amount of it is added directly to the water 
before the soap is introduced. It removes all temporary and perma- 
nent hardness, as just explained. An excess of sodium salts has no 
deleterious effect on the soap. Ammonium hydroxide under the name 
of household ammonia is often employed in washing. It precipitates 
calcium carbonate from temporary hard water and from water con- 
taining both permanent and temporary hardness. Ammonium 
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oarbonate, formed from the calcium bioarbouatee, acts like washing 
soda in removing permanent hardness : 

C»{HCO,), + 2 NH,OH — »- CaCO, i + CNHi),CO, + 2 H,0 
CaSO, + (NH,),CO, — »- CaCO, ( + (NH,),S04 
Magnesium salts cannot be precipitated in this way. Borax (N^iBiO?) 
is a salt of a, very weak aeid, and therefore its solution oontains sodium 
l^droxide, which aots like am- 
monium hydroxide in softening 
the water. 
I A new method of softening 
rater, called the permutite pro- 
cess, consistB in filtering the water 
through an artifioial sodium silico- 
aluminate. The oaloiunt and mag- 
neeium in the water are exchanged 
,for sodium in the permutite, a 
coarse sand-like material (Fig. 
215). After 12 hours' use one 
tank (Fig. 216} is filled with brine 
and allowed to stand the same 
length of time, while the sodium 
in the brine replaces the calcium 
in the filt«r. Then the oaloium 
chloride solution is drained off 
and the filter is again ready for 
use. Thus we see that only salt 
is consumed, and the original 
ohaiges last for years. 
EU.MS. Di.p™ of . permutite j.^^ convenienoo, the per- 

mutite radical may be indicated 
by Pe and the process of softening water as follows : 

Na,Pe -f- CaSO, — *- CaPe + NaiSO. j 

The reaction for the regeneration of the filter by brine is as follows : 
CaPe -I- 2 NaCT — *- NajPe -|- CaCl, 
388. Lime, or caldiun oxide (CaO). When limestooe 
(CaCOi) is heated it gives off carbon dioxide, and calcium 
oxide is left as a soUd : 

CaCO, =^^ CaO -I- CO, t 
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This reaction is reversible, 
and unless the gas is con- 
tinually removed the ac- 
tion works backward. The 
process is carried out on a 
large scale in a furnace 
called a kiln (Fig. 217). 

The hot gases from a suitable 

fire pass through the coaraeljr 

ground limestone, which is thus 

heated to the desired t«mpera^ PU-aifi. Perniutitew.teMofteDingpluit. 

ture. The calcium carbonate 

decomposes acoco'ding to the reaction previously given, and the carbon 
dioxide is removed by a strong 
draft through the kiln. In this 
way the action goes to completion 
at about 700* to 800" C. The 
product is often called quicklime. 

389. Properties and uses of 
quicklime. Quicklime is a white 
amori^ous substance. It can 
be melted only with the great- 
est difficulty. When heated 
stroi^y, it glows with a brilliant 
l^t and hence was formerly 
employed in limelights. Cal- 
cium oxide combines with water 
very rapidly and vigorously to 
form calcium hydroxide : 

CaO + HjO — >- Ca(OH), 

The reaction takes place with 
the evolution of much heat ; it 
is called slaking. When ex- 
Fig. 117- Hodani limekiln. posed to air, quicklime slowly 
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absorbs carbon dioxide and moisture. It is then said to be 
air-slaked and cannot be used for most purposes. 

390. Calcium hydroxide, or slaked lime (Ca(OH)2). The 
chief use of quicklime is in the preparation of calcium hydroxide, 
or, as it is often called, slaked lime. The hydroxide is a white 
substance, only slightly soluble in water. A clear solution is 
called limewater. A suspension of the hydroxide in ^water is 
called milk of lime and is generally employed when ^we wish 
to use calcium hydroxide. 

Calcium hydroxide is a fairly strong base although we cannot 
obtain concentrated solutions of it because of its insolubility. 
In dilute solutions it is almost completely ionized. It is a 
very cheap substance and is therefore selected whenever an 
alkaU is desired of which a concentrated solution is unnecessary. 
It is used to remove the hair from hides. Finely ground lime- 
stone and air-slaked lime are added to soils to neutralize their 
acidity. Lime is also employed very extensively as whitewash 
and in the preparation of plaster and mortar. It is usually 
prepared as needed by the slaking of quicklime ; it is the latter 
substance which is generally sold under the name of lime. 

391. Mortar and plaster. Mortar is a mixture of slaked lime 
and sand. It is used for holding together bricks and stone in 
the construction of buildings, walls, etc. It is exposed to the 
air for a long period in contact with a porous surface and under 
these conditions sets to a hard mass, which effectively binds the 
materials together. The setting of mortar is due largely to 
the absorption of carbon dioxide from the air and to the pro 
duction of calcium carbonate : 

Ca(0H)2 + CO2 — >- CaCOs + H2O 

We may put some pieces of old plaster in a test ^ube and add 
hydrochloric acid. The effervescence shows the presence of the 
carbonate. The sand is left behind undissolved by the acid. 

Some of the moisture in the original mortar is lost by evapora- 
tion and through the porous bricks ; this contributes also to 
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the formation of a firm, hard mass. The crystals of calcium 
carbonate interlace with the sand and form a rigid though 
porous structure. This porous structure facilitates the en- 
trance of more carbon dioxide into the interior of the mass and 
enables all the mortar to set. 

Plaster is also made from freshly slaked lime and sand, but it 
generally contains hair in addition. This material serves to 
hold it together. The setting of plaster is exactly like that of 
mortar. Recently a mixture of lime and cement has come 
into* use, which makes the use of hair unnecessary. An outer 
coating consisting of lime and plaster of Paris together with a 
little glue is put on when the plaster is nearly dry. 

Plaster of Paris is made by heating g3rpsum (CaS04 • 2 H2O) 
until about three-fourths of the water of crystallization is 
driven off: 

2 CaS04 • 2 H2O — >- (CaS04)2 • H2O + 3 H2O 

gypeum plaster of PariB 

We mix enough plaster of Paris with water to make a stiff paste. 
We then put a medal on a glass square, oil them both, and pour the 
paste over the medal allowing it to dry for half an hour ; the plaster 
cast is then removed. 

Plaster of Paris takes up water of crystallization and forms 
a hard mass. It is therefore also useful for making copies of 
statuary and for surgical bandages. 

392. Cement. Mortar depends for its settmg on the loss of 
moisture and absorption of carbon dioxide. For this reason 
it cannot be used under water. A material called cement will 
set to a hard rock-Uke mass even under water ; it can therefore 
be employed in the construction of dams, foundations for 
bridges, and similar objects. It is also superior to mortar and 
plaster in strength and firmness. 

Cement is made by heating a mixture of limestone and clay, or of 
natural rooks which have these constituents in the proper proportion. 
The mixture is pulverized to a fine powder and slowly fed into an 
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inolined revolving cylinder, through which hot gases from a fire are 
passed (Fig. 218). In this way the material is subjected unifonnly 
to the required temperature and finally falls out of the end of the 
revolving cylinder. The *' clinker," as it is called, is cooled and 

ground to a very fine powder. In the process of 
heating, a certain amount of water and carbon 
dioxide is driven off from the mixture. When 
this dehydrated powder is made into a paste with 
water, it slowly unites with some of the water and 
forms a material as hard as rock. It resembles 
a stone found in Portland, England, whence the 
name Portland cement. 




Fig. 2x8. Rotary cement furnace. 

The chemistry of the setting of cement is not well under- 
stood. It involves the hydration of the silicates in the mixture 
and probably also of calcium oxide. The crystals of the 
hydrated silicates and of calcium hydroxide interlace and form 
a hard and compact mass. 

Concrete is a mixture of cement, sand, and crushed stone 
or gravel made into a paste with water. It sets in the course 
of a few days to a solid mass, which is much harder and has 
greater strength than pure cement. Cement is never used 
alone but always as an ingredient of concrete. The latter has 
rapidly come to be one of the most important of building 
materials. It is used for making bridges, foundations, dams, 
walks, fences, and almost every sort of conceivable structure. 
When the concrete is to stand any severe tensile stress, as in 
the case of floors of buildings, steel rods or bands are embedded 
in it before it sets. This gives the mass much greater strength ; 
such a material is called reinforced concrete (Fig. 219). 
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303. Ottier calcium compounds. AmonE the other important 
compounds of oaloium are bleaching powder (CaCl(OCI)), caldnm car- 
bide (CaCi), and calcium cyanamide (CaCNi), all of which are pre- 
pared from lime. Calcium chloride (CaCli) is found in sea water and 
is also a bj'-prodnot of the Solv&y process. In grajiular anhydrous 
form it is very deUquescent and hence is used for drying gases. A 
saturated solution freeses at -18° C. ; it forms the brine in refriger- 



Fig. 119. Rettiforced-concrete buUdins in procau of conatniction. 

ating appliances. Caldnm flnoride (CaFi) occtirs naturally and is 
the chief source of fluorine compounds. 

AD coldum eompoundt give to a Bunten flame an ormtg* color. 



SrHONTItlM AND BARroH COMPOUNDB 

394. strontium and barium occur in nature as sulfates and 
carbonates. Their compounds are much rarer than those of 
calcium and they find only a few limited uses. Barium com- 
pomdt color flames a t/ettowiih green and for this reason are 
used in the manufacture of fireworks. 
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We pulverize separately and with great care equal volumes of barium 
nitrcUef poUusium chlorate, and gum sheUac, mix the i>owders g^ently 
but thoroughly on a piece of paper, place the mixture in an iron pan, 
and set fire to it. This makes green fire. 

Barium chloride is a crystalline solid which is soluble in 
water. It is used in the laboratory as a test for sulfuric acid, 
barium sulfate being formed as a white precipitate : 

BaCla + H2SO4 —^ BaS04 i + 2 HCl 

Barium sulfate occurs naturally as barite, a white mineral which 
is used in the manufacture of paint and in coating paper. 

StrorUium compounds bum with a bright red flame. The 
nitrate (Sr(N08)2) is used as red fire in pyrotechnics. 



SUMMARY OF CHAPTER XXX 

METALLIC MAGNESIUM is prepared by the electrolysis 
of fused magnesitun salts. It is an active metal and unites with 
nitrogen. It bums with a very intense white light and is used in 
flash-light powders, fireworks, and in the alloy magnaUtun. 

MAGNESIUM OXIDE is prepared by heating the carbonate. 
It is very infusible and is used for making fire bricks. Magnesium 
hydroxide is a white insoluble substance. 

METALLIC CALCIUM is prepared by the electrolysis of fused 
calcitun chloride. It slowly decomposes water at room temper- 
ature. 

CALCIUM CARBONATE occurs in many forms, such as marble, 
limestone, and chalk. It is insoluble in pure water but soluble 
in water containing carbon dioxide, the bicarbonate being formed. 

HARD WATER contains dissolved salts. If the dissolved 
material is calcium or magnesitun bicarbonates it can be thrown 
out of solution by boiling. This is called temporary hardness. 
Hardness which cannot be removed in this way is called permanent 
hardness. 

Hard water forms a crust in boilers and precipitates calcium 
and magnesium soaps with soap solutions. Temporary hardness 
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can be removed (1) by boiling or (2) by slaked lime. Permanent 
hardness can be removed by sodium carbonate. Sodium car- 
bonate, ammonitmi hydroxide, and borax are used in the house- 
hold for softening water. Permutite is used for softening water 
for industrial purposes. 

LIME (calcium oxide) is made by heating calcitmi carbonate. 
Lime rapidly and energetically combines with water, forming 
calcium hydroxide (slaked lime). Calcium hydroxide is only 
slightly soluble in water. 

MORTAR is a mixture of calcitmi hydroxide and sand. It hardens, 
or sets, by the evaporation of water and the absorption of carbon 
dioxide. Plaster is a mixture of calcitmi hydroxide, sand, and 
hair. 

CEMENT is a partially dehydrated mixture of limestone and 
clay. When mixed with water it sets to a hard mass. This 
setting is due to the hydration of certain silicates and calcium 
oxide. Concrete is a mixture of cement, sand, and gravel. 
Calcium compounds give an orange flame. 
Strontium compounds give a crimson flame. 
Barium compounds give a greenish flame. 

Questions Ain> Problems 

1. What properties have the metals of this family in common? 

2. Write the equation for the reaction of magnesium and dilute 
sulfuric acid. 

3. How could you distinguish between Epsom salts and Glauber's 
salt? 

4. In what two different ways could you obtain carbon dioxide 
from magnesite? Write the equations. 

6. How could you show that the alkali metals are more active 
than the metals belonging to the family of alkaline earths? 

6. What is the difficulty about using hard water in the household ? 

7. What are the consequences of using hard water in a steam 
boiler? 

8. What are the results' of using sea water in a ship's boiler? 

9. What is the difference between air-slaked lime and limewater? 
10. Why is it dangerous to let barrels of quicklime get wet? 
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11. Compare the hardening of mortar with the hardening: of plaster 
of Paris. 

12. Explain why air-slaked lime can be used to " sweeten " soil. 

13. Could you use a barium hydroxide solution in place of limewater 
in testing for carbon dioxide? 

^14. Write the equation for making calcium hydroxide into calcium 
acid sulfite (CaCHSO.),). 

u 5.__H ow could you obtain barium sulfate from barium chloride ? 

16. How much quicklime could be made from one ton of lime- 
stone which is 97% pure calcium carbonate? 

17. What weight of water would be needed to slake the lime made 
in Problem 16? 

18. How many liters of carbon dioxide at 18° C. and 75 cm. pres- 
sure could be obtained from 1 kilogram of calcium carbonate? 

^t\ ,'.(. ^-^^ i Rbview Questions 
I — ^ y 

1. What is bleaching powder? How is it made? 

I 2. Name not less than five elements which would color a Biinsen 
name and give the color in each case. 

I 3. Give the formula and state one use of each of the following : sal- 
lammoniac, cream of tartar , graphitey plaster of Paris^ cooking soda, quick- 
\lime, vinegar, 

I 4. State briefly how you would prove that the atmosphere contains 
(a) nitrogen, (6) carbon dioxide, (c) water vapor. 

6. What elements occur commonly in organic substances? How 
can their presence be shown? 



Topic for Further Study 

Soft and hard water. Is the water used in your household soft? 
How easily does it lather with soap? Compare it with rain water. 
Does any precipitate form on the inside of the teakettle? How effec- 
tive is washing soda in removing any hardness which you may find ? 
Try some of the cleansing or soap powders recommended for use with 
hard water. How is water purified for industrial use? (Thorp and 
Lewises Outlines of Industrial Chemistry.) 
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CHAPTER XXXI 

IRON AND STEEL 

Iron ores — smelting — blast furnace — cast iron — 
-wrought iron — steel — micf oscopio study of iron — crucible 
steel — Bessemer steel — open-hearth process — electric 
furnace — hardening and tempering of steel — case harden- 
ing — special steels and iron alloys — comparison of irons 
and steels. 

396. Importance of iron. Iron is doubtless the most valuable 
metal in the world. Not that it is so costly ; indeed, its value 
rests upon its cheapness and its adaptability to an enormous 
number of uses. It has in fact become a necessity in our modem 
life, and we are said to live in the age of steel and concrete. 
Particularly in our own country has the industry of iron and 
steel production reached such huge proportions that the yearly 
outpvi approximates thirty million tons. For the development 
of this industry chemical knowledge and engineering have been 
required. In our present chapter we shall discuss methods of 
iron and steel production. 

396. Iron ores. The principal compounds of iron which 
occur naturally are various forms of the oxide, the carbonate, 
and the sulfide. Of these the oxides are the chief source of 
metallic iron. The most important iron ores are hsematite 
(FeaOa), magnetite (FesO^, limonite (Fe208 * 3 H2O), and 
siderite (FeCOa). 

Metallic iron is obtained from these oxides by the action of 
carbon and carbon monoxide at a high temperature. The pro- 
duction of a metal from its ores is often called smelting. Iron 

ore is never pure iron oxide but always contains certain amounts 

383 



384 IRON AND STEEL 

of other mineral matter, euch as quartz or limestone. For this 
reason the smelting must be done in such a ymy that these 
impurities can be conveniently removed. 

397. The blast furnace. The produotion of iron from its ores is 
carried on ia an apparatus called a blast furnace. It eonsista of an 
iron Btruoture 60 to 90 feet high lined 
with fire brick (Kg. 220). Near the 
bottom of the fumaoe are a number of 
pipee called tuyeres, which allow a 
stream of hot air to be blown into the 
furnace. This air is usually dried by 
first cooling it to a low temperature, 
the water oondennng out in the form 
of ice. Before the dry air enters the 
furnace it is preheated by means of the 
BO-oalled stoves shown as towers in the 
picture (Fig. 221), The charge conaUU 
of a mixture oj the ore, eo*«, and a avb- 
Stance cabled afflux. The purpose of the 
flux is to combine with the rooky im- 
purities in the ore. When the impur- 
' ity is mostly silica, the flux is lime- 
stone ; if the impurity is limestone, the 
flux is aiUea. The resulting compound 
j^ ^ in either case ia calcium silicate and is 

oalled Blag. The slag melts at a lower 
Fig. 3io. DiaEram of a blui temperature than either the impurities 
funuce. or the flux, and this oauses the whole 

ma,8s to b^n to soften at a relatively 
lower temperature; hence the name flux (a flowing). The heat re- 
quired for the process is generated by the combustion of the coke in 
the lower half of the furnace. Carbon dioxide is first formed hut 
is immediately reduced to carbon monoxide by the red-hot coke. 
Carbon monoxide ascends and meets the iron oxide in the uppor half 
of the furnace and there reduces it to iron : 

Fe,0, + 3 CO ^:± 2 Fe + 3 CO, 

This reaction is reversible, and it is necessary to have an exoesa 
of carbon monoxide in order to carry it through. Therefore the gases 
which escape contain 20 to 35 per cent of carbon monoxide. Th^ 
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are oombnstible and are burned 

in the stoves which preheat the i 

mcoming air. ' 

The charge ia fed in through | 

the hopper at the top and ' 

slowly desoends through the ! 

fumaoe. The iron and slag be- I 

gin to melt and flow when they j 

reach the lower part of the fur- 
nace. The complete reduction | 
of iron oxide then takes place 
by means of hot carbon : 
Pe,0,+3C-»-2Pe+3CO 
The alag and the molten iron 
form two layers ; the latter, be- tis- an. Blut funimce and its •toves. 
ing heavier, is at the bottom. 

The fumac« is tapped from time to time at the proper points, and the 
iron and slag are separat«ly run off. A blast furnace ia kept in con- 
tinual operation ; it is not necessary to interrupt it until the lining 
has been worn oat. Figure 222 Bhowa by a diagrarm what goes into the 
furnace and what eomea oul. 

398. Cast iron. The molten iron from the blast furnace is 
run into sand molds or a continuous belt of iron molds (F^. 
223) ; the resultii^ metal is 
called cast iron or p^ iron. It 
is impure metallic iron and con- 
tains about 5 or 6 per cent 
of impurities including silicon, 
manganese, sulfur, phosphorus, 
and carbon. The latter is pres- 
ent in relatively large amounts, 
varying from 3 to 5.5 per cent. 
The other impurities exist in 
s amounts. Pure iron melts 
at 1510" C, but because of the 
pugnmihoinne -what goto presence of the unpurities cast 
ad what comai out of a blast f , , '^ „ « ^ 

M. iron melts at about 1100" C. 



El FH ^ El 



0- 



386 IRON AND STEEL 

Pig iron can therefore be easily remelted and cast into any de- 
sired form. It expands on soUdifyii^, and consequently the 
metal fills all the details of the mold and makes a very satis- 
factory casting. It is, however, brittle and has a rather low 
tensile strength. It cannot be welded. It is used for niftlfing 
such things as stoves, radiators, ornamental iron work, base 
plates, and other heavy parte of machines. 



Fi|. 113. Pouring molten iion inlo molds on an endlets belt. 

399. Wrought iron. Most of the unpurities in cast iron 
can be removed by heating pig iron in contact with iron ore. 
This is done in a reverberatory furnace (Fig. 224). The hot 
products of combustion, which are deflected by the low roof, 
play upon the pig iron and melt it. Workmen with long rods 
stir the molten iron on a bed of iron ore and in this way bring 
it thorou^Iy into contact with the oxide, irfiich in turn oxidizes 
the carbon and sulfur to volatile oxides. The phosphorus and 
silicon are oxidized to their oxides, and these combine with 
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lime or some other basic oxide which is present and form a 
slag. As the impurities are extracted from the iron its melting 
point rises and it becomes thicker and thicker. Finally it is 
Temoved in balls on the ends of the iron rods. 'While still hot 

these balls are pressed out 

into bars, and the product 

is known as wrought iron. 
Wrought iron is a fairly 

pure iron (table on page 

396) except for the small 

amounts of slag ^ich 

always remain in it and _, „ . ,. ^ .. 

■^ Pll. 314. IMagnun of reTeibBTatory furnace. 

give to it Its fibrous struc- 
ture. It is extremely tough and hence is used La the manufac- 
ture of articles, such as anchors and chains, which must stand 
severe and sudden stresses. It is not brittle and can readily be 
welded, 

400. Steel. The amount of carbon in iron greatly influences 
its properties. It is probably present in the form of a com- 
pound called iron carbide, or cementite (FeiC). Wrou^t 
iron contains less than 0.2 per cent of carbon; cast iron, as 
we have seen, from 3 to 5.5 per cent. Between these extremes 
Ue materials which are called steel and which contain usually 
between 0.60 and 1.5 per cent of carbon. As a matter of fact, 
considerable steel (called mild steel) is now manufactured 
^ich, as far as its carbon content is concerned (less than 0.2 
per cent), is not different from wrought iron. Steel is more 
uniform and freer from slag than wrought iron. It also has a 
greater tensile strength. Wrou^t iron is always hammered 
out into the desired shape, whereas steel is first poured into a 
mold and the ingot is subsequently given a mechanical treat- 
ment, generally while still hot. In contrast with cast iron, 
steel is malleable and can be forged and rolled ; as a rule it is 
not brittle and can be welded. Steel containing more than 
about 0.5 per cent of carbon can be hardened and tempered in 
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such a way that it becomes very hard and brittle ; wroii^t 
iron, cast iron, and mild eteel cannot be hardened. 

401. Microscopic study of iron and steel. In recent yem 
tiie microscope has been used to study the structtire of metals. 
When a specimen of iron or steel is polished and then suitably 
etched with weak acids, it is possible to detect certain character- 
istic cry^aUine formatums under the microscope. Figure 225 
shows such microphotographs of wrougjit iron, soft steel, and 
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Tig. aag. Hlcropliotographi of wiouEht iron (i), loft Btiel (a), and hardened 
toolitoel (3). 

hardened tool steel. This study is known aa metallography, 
and has already been the means of discovering a close relation 
between the microstmcture and the physical properties of 



402. Cmdble steel. Small quantities of steel of a, high quality 
ar« made by melting together in clay crucibles a mixture of iron and 
small amounts of iron oxide <«" charcoal. The iron which is taken 
for this purpose ia usually scrap steel, wrought iron, and ocoaeionaUy 
some very pure pig iron. If there is more earbou in the iron than is 
'desired in the steel, a small amount of iron oxide may be added to 
oxidize jiaxt of it to carbon monoxide, which escapes. If, on the other 
hand, the iron is too low in carbon, charcoal is put into the mixture 
at the start. In making crucible steel it ia possible to add any given 
substance to the melt in order that the desired product will be obtained. 
This procesB is easentis-Uy a simple mixing and melting togeth^ of 
the required ingredienta ; Telatively pure iron, however, must be ^ued 
in the procees. 
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403. Bessemer steel. To convert ordinary cast iron into 
steel we must remove a large amount of the impmities. This 
can be done by the Bessemer 



Fig. »<. 



In thie process an apparatus 

called a converter (Fig. 226) is em- 
ployed ; this is made of Bt«el and 

is usually lined with silica brick. 

It has a false bottom so that a • 

stream of air can be introduced. 

The melted pig iron is run into 

such a converter, ^ich holds 

about 15 tons, and air is blown 

through the molten mass. The 

carbon, silicon, and manganese 

are oxidized, and the heat of this oxidation is sufficient to keep 

the mass fluid, although the impurities are removed as the 
melting point rises. The 
impurities are oxidized first, 
and the process is stopped 
before the iron itself begins 
to oxidize. As soon as the 
character of the flame (Fig. 
227) shows that all the car- 
bon has been burned away, 
just the desired amount of 
carbon (usually in the form, 
of a high-carbon iron alloy) 
is added and allowed to mix 
with the Uquid iron. The 
whole process is usually 
over in about 20 minutes, 
the converter is then tilted, 

and the material run out into ladles. A certain amount of 

slag floats on top of the steel, and the ladle is poured in such a 



Fig. 137. BesBemet convertet in action. 
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way that this is left behind. The fluid steel is poured into iron 
molds. For making bar steel, steel wire, rods, and rails, the 
steel ingots are usually hex^onat blocks. These ingots while 
still red-hot are hammered or rolled out into bars and other de- 
sired objects (Fig. 228). 

Sulfur and phosphorus are not removed from the pig iron 
by this process. Both of these substances, even in small 



Fig. 12S. Forgiog an axle with > hydraulic ptess. 

amounts, are very deleterious to steel. Phosphorus causes it 
to be brittle at ordinary temperatures (" cold short ") ; 
sulfur has the same effect while it is being worked at a red 
heat (" red short "). If pig iron containing very much phos- 
phorus is used in the Bessemer process the converter must be 
lined with dolomite (CaCOs ■ MgCOj) . This is a basic lining, 
n^ence the process is termed the ba^c Bessemer; with the 
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silica lining it is called the acid Bessemer. Under basic con- 
ditions phosphorus is removed as it is oxidized to the oxide, 
^^hich then combines with the basic lining, fonnii^ calcium 
phosphate. 

4M. Open-hearth process. The basic Bessemer process 
described in the last paragraph is for a number of reasons not 
entirely satisfactory. The lining is expensive, is rapidly 
corroded, and can be used only with certain kinds of " phos- 
phorus pig." The open-hearth process for making steel has 
now been widely adopted for pig iron which contains too much 
phosphorus for the acid Bessemer. 

Here the pig iron and iron oxide, together with some flux, are 
heated by a flame of producer gfaa in the furnace shown in figure 229. 
In ord«T to get the high tempera- 
ture necessary to melt steel, a re- 
generative device has been em- 
ployed. By its means the Tuel gas 
and the air are p^heated as they 
pass through some brick work, 
wliioh itself has been previously 
heated by the effluent gases from 
the fumaoe. Oil burners are now 
used in connection with open- ^*' "^' 
hearth furnaces, and powdered eoal 
has bees tried as a fuel. It is possible that by the introduction of a 
suitable liquid or solid fuel furnaces in the future will be run without 
the cumbersome regenerative gas system. 

The lining of the furnace may be either silica or dolomite, the pro- 
cesses being called the add open-hearth and the basic open-hearth 
respectively. We shall confine our attention to the basic open-hearth 
prooeea, which is used for pig iron containing phosphorus. 

The charge consists of pig iron (often mixed with scrap steel), 
iron oxide, and lime. The carbon content of the pig iron is reduced 
by the action of the iron oxide : 

Fe,0) -I- 3 C — >- 2 Fe -I- 3 CO 

The iron oxide is added from time to time, and themoltenmass " boils " 
irith the evolution of carbon monoxide. The phosphorus and siUoon 
ate oxidiz^ and pass into the slag by combining with the lime. This 
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slag fltnta on top of the 
molten steel and pro- 
tects it from the action 
of the hot flame, which 
would otherwise tend to 
oxidize the iron. The 
molten steel is tapped off 
in lai^ Iftdlea (Fig. 230). 
From these ladles the 
molten steel is potired into 
ingot molds (Pig, 231). 
The sulfur content can be 
lowered somewhat in the 
Kj. «o. Tapping an open-hMith tammce. ^^sio open-hearth process, 
but this method is essen- 
tially employed for removing carbon and phosphorus. Pig iron which 
is very high in sulfur requires a special treatment. 

The basic open-hearth process has not only the advantage 
that it re&nes a [^osphorus pig iron, but its product is also 
superior to that from a Bessemer converter. The reaction is 
slower and can be kept 
under better control. The 
product is more uniform, 
and because the melt is 
carried out under relatively 
quiet conditions, it contains 
less slag and dissolved gases. 

Molten steel dissolves 
considerable quantities of 
carbon monoxide and other 
gases, which it liberates on 
cooling. These gases cause 
a porous structure in the 
steel ingot. The addition 
of small amounts of strong 
reducing agents to the melt 
just before it is poured helps Fig. 231. PominE ataal iagoH. 
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' to r^ove the dissolved gases and to give sounder ingots. 
^Metallic silicon (or ferro-silicon, an alloy of iron) and ferro- 
titanium are often employed, as is also metallic aluminum. 
Ferro-nmnganese (an alloy of manganese and iron) is also 
added at this point as a degasi£er and as a means of intro- 
ducing the small amount of mat^nese which is necessary for 
good steel. 

406. Electric furnaces. The production of steel in electric 
furnaces (Frontispiece) has been developed to some extent 
and seems to have 

certain advantages. 

In one type of fur- 
nace, called the He- 

roult (Fig. 232), the 

heat is generated by 

the arcs between the 

carbon electrode and 

the molten metal. 

The reactions which 

take place in electric 

furnaces are much 

like those in the open 

hearth. They are 

always lined with a 

, . , ■ I I Fig. iji- Diasram ot an «l«ctnc tnniace. 

basic material and 

therefore readily remove phosphorus. Sulfur can pass into 
the slag only under reducing conditions. No strong oxidiz- 
ing flame is present in an electric furnace as in an open-^iearth 
furnace, therefore sulfur can also be eliminated. The electric 
furnace enables one to obtain a high temperature in a basic 
furnace without oxidation. For these reasons it is used for 
purifying steels made from low-grade pig iron and scrap. 

406. Tempering of steel. As has been said, the carbon in 
steel is present as iron carbide. When steel first solidifies, this 
iron carbide is in solution in an atlotropic form of iron called 
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gamma iron, which is stable only at high temperatures. On 
cooling, a piece of steel passes through a number of rather 
complicated transformations at a temperature of 770^ to 
700^ C. This range of temperature is called the critical range ; 
the transformations that take place involve the change of 
several allotropic forms of iron and the separation of iron 
carbide. 



If the steel is slowly oooled through this range, the iron finally 
ends up as the <«lpha modification, and the iron carbide sex)arates out 
in a certain crystalline condition. The resulting steel is compara- 
tively soft. If steel containing more than 0.50 per cent of carbon is 
quickly cooled (quenched in water or oil) from above its critical tem- 
perature, the transformations taking place through the critical range 
are checked, and the resulting iron and iron carbide are left in such a 
form that a very hard, brittle steel is produced. Such steel is said to be 
hardened; the degree of hardness which results from the cooling 
depends somewhat on the carbon content of the steel. This steel is 
usually too brittle for most puri)oses and can be softened to varying 
degrees by heating to certain temperatures and then again quickly 
oooUng. This process is called tempering. The higher the temper- 
ature to which we heat the steel in the tempering process, the more 
the arrested tranaformationa of the critical range can complete themselves 
and the softer the steel will be. The temperature can be estimat/cd 
by the play of colors which appear when the metal is heated. This is 
due to the formation of thin layers of iron oxides. Steel is usually 
first hardened by quenching it from a temperature above the critical 
range; it is then reheated to the desired temperature and quenched 
again. The following table shows the colors and temperatures for 
tempering various articles of commerce. 



1 ' 






Temperatubbs 


Ck)LOB OF OxiDB Film 


Various Tools 


225° -235° C. 
236° -250° C. 

251° -275° C. 
276° -300° C. 


Straw 
Yellow-brown 

Purple 
Blue 


Light turning tools 

Screw-cutting dies and 
taps 

Twist drills 

Saws and wood-work- 
ing tools. 
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The yellow tints give very hard but brittle steels, while the blue give 
softer and tougher steels. 

407. Case hardening. If wrought iron or mild steel is 
heated in contact with powdered charcoal it slowly takes up 
carbon. The carbon seems to penetrate the entire mass by 
degrees. This was the old cementation process of manufactur- 
ing what was known as blister steel. The same method, called 
case hardening, is now employed for producing a layer of high- 
carbon steel on a body of the softer metal. Such a steel on 
being properly hardened and tempered has a hard exterior and 
a tough interior. This process is used to give the desired hard 
surface to various parts of machinery, such as automobile 
gears ; a similar method enters into the manufacture of armor 
plate. 

408. Special steels and iron alloys. A number of so-ealled special 
steels have become of importance for certain distinct purposes. These 
materials are manufactured by the open-hearth or crucible process. 
Steel containing from 7 to 20 per cent of manganese is exceedingly 
tough and resistant to wear. It cannot be machined. It is used for 
making rock-crushing machinery, safes, and brake shoes. Chromium 
and nickel steels, in which a few per cent of one or both elements 
are present, have great tensile strength and are very suitable for mak- 
ing parts for automobiles. They have considerable elasticity and 
therefore conform to the stress in such objects as springs, frames, and 
axles. A steel containing 36 per cent of nickel is called invar; it is 
properly not a steel at all but an iron alloy. It has practically no 
coefficient of expansion and is therefore very valuable in the manu- 
facture of scientific apparatus; pendulums are often constructed 
of it. An alloy of iron and nickel containing 46 per cent of the latter 
is called platinite ; it has the same coefficient of expansion as platinum 
and is used instead of this metal for ** sealing in wires " in electric- 
light bulbs. 

Steels containing a considerable quantity of tungsten or molyb- 
denum as well as chromium are called high-speed steels. They can 
be hardened and do not lose their hardness even when heated to a 
low red heat. For this reason they can be used on a lathe or similar 
machine at a high speed. The tools will cut while they are dull red. 
An element called vanadium when added in small amounts to certain 
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special steels seems to be of great benefit. Chromium-vanadiiun 
steels and chromium-nickel-vanadium steels are used in. the auto- 
mobile industry. 

Comparison of Irons and Stsels 





PbrCbmtof 
Carbon 


Stbuctubs 


Habdness 


Uaxa 


Wrought iron 


0.06-0.2 


Fibrous 


Soft 


Wire, water and 
steam pipes, horse- 
shoes, rivets. 


Steel 










(low-carbon) 


0.05-0.8 


Granular 


Moderately 
soft 


Structural steel, 
shafts, axles, nails. 


Steel 










(high-carbon) 


0.8-1.6 


Granular 


Hard, if 
tempered 


Tools, springs, per- 
manent magnets. 


Cast iron 


3-5.5 


Crystalline 


Brittle 


Castings, bases, and 
columns. 



SUMMARY OF CHAPTER XXXI 

THE PRINCIPAL IRON ORES are oxides. These are re- 
duced to metallic iron by carbon and carbon monoxide in a blast 
furnace. A flux is added which combines with the rocky im- 
purities to form a slag. 

THE PRODUCT FROM THE BLAST FURNACE is cast iron. 
It contains 6 to 6 per cent of impurities, mostly carbon. 

WROUGHT IRON is fairly pure iron except for mechanically 
held slag. It is made by heating cast iron in a reverberatozy 
furnace on a bed of iron oxide. Jt can be welded and is malleable. 

STEEL usually contains more carbon than wrought iron and 
less than cast iron. It can be cast and is malleable. It can also be 
welded. Low-carbon steel is very much like wrought iron; high- 
carbon steel can be hardened. 

STEEL IS MADE in the crucible process from scrap steel and 
wrought iron, or very pure pig iron. Steel can be made from cast 
iron by (1) the Bessemer process, (2) the open-hearth process, (3) 
the electric furnace. 
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Ihl the Bessemer process the molten metal is oxidized with air, 
tlie silica, carbon, and manganese being oxidized before the iron. 
Tlie Bessemer converter is usually lined with silica and called the 
acid Bessemer; it may be lined with dolomite and is then called 
th,e basic Bessemer. The acid Bessemer process will not remove 
pliosphorus or sulfur. The basic Bessemer will remove phos- 
pliorus, but is not veiy satisfactory. 

The basic open-hearth is the usual process for handling 
pliosphorus pig. The oxidation is carried out by an oxide, the 
lieat being supplied by gas flames. Phosphorus is satisfactorily 
removed, sulfur is lowered somewhat 

The electric furnace^ used for refining steel, gives a high 
temperature without an oxidiziog flame. Phosphorus, sulfur, 
and other impurities are removed in it 

THE HARDENING OF STEEL containing more than about 
0.50 per cent of carbon can be done by heating above 700''-770'' C, 
called the critical range. If the changes through this range are 
arrested by sudden cooling, a veiy hard steel results. This can 
be softened, or tempered, by reheating; the higher the temperature 
of reheating the softer the steel becomes. A layer of high-carbon 
steel can be put on a mild steel by case hardening. 

SPECIAL STEELS: Manganese steel is veiy tough. Chro- 
mium and nickel steels are strong and somewhat elastic. They are 
used in making automobile parts. Invar ^ an iron-nickel alloy, 
has no coefficient of expansion. Platinite (46 per cent of nickel) 
has the same coefficient of expansion as platinum. High-speed 
steels can be hardened and used for tools cutting at a high speed. 

Questions 

1. 'Why is a blast furnace kept in continuous operation? ' 

2. What four materials must be supplied to a blast furnace? 

3. What use has recently been foxmd for slag? 

4. Why is iron pyrite never put into a blast furnace? 

6. Why are the chemical changes carried on in a Bessemer con- 
verter difficult to control? 

6. Why is the air forced into a blast furnace dried and preheated? 

7. What keeps the iron hot in a Bessemer converter? 
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8. Why is steel made by the open-hearth process generally superior 
to that made by the Bessemer process? 

9. What kind of iron is used to make stoves? chains? liammers? 
chisels? bridges? safes? 

10. What is the purpose of a ** purifier " in making steel? 

11. Which kind of steel is most easily welded? Why? 

12. What is meant by the *' critical range " of temperature in 
the heat treatment of steel? 

18. Why is it more efficient to use " high-speed " tool steel than 
ordinary tool steel? 

14. What determines the physical properties of steel besides its 
chemical composition? 

16. Name four special steels and give two uses to which each is 
adapted. 

16. What advantages has the electric furnace over other forms of 
furnaces for making steel? 

Topics for Further Study 

Creators of the age of steel. What was the primitive method of 
obtaining iron from its ores? How was the metal made into tools? 
What have been the important modem inventions in the iron and steel 
industry? What men were closely connected with their development? 
Would our present civilization be possible without the blast furnace? 
{Bird's Modem Science Reader.) 

Special steels, their uses and manufacture. What is meant by the 
** heat treatment" of steel? {Slosaon's Creative Chemistry, Bird's 
Modem Science Reader, and Spring's Non-Technical Chats on Iron and 
Steel.) 
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THE IRON FAMILY 

Pure iron — iron chlorides — ferrous and f errio compounds 
— oxidation and reduction — hydroxides of iron — iron oxides 
— other iron compounds — ferrocyanides — ferricyanides — 
blue prints — inks. 

Cobalt and nickel — properties and uses of the metals — 
typical compounds. 

Having discussed the preparation, properties, and uses of 
iron and steel, we shall now consider iron as an element and 
shall describe some of its compounds. 
Iron, cobalt, and nickel are neighboring 
elements in the eighth group of the peri- 
odic sjrstem. They occur in the middle 
of the first long period and have metallic 
properties; but they differ from such 
elements as sodium and potassimn in 
their relative inactivity and the fact 
that their hydroxides are weak bases. 

409. Pure iron. Chemically pure 
iron can be made by the reduction of 
an iron salt with hydrogen. It has a 
white, metallic appearance and melts at 
about 1500® C. It is magnetic. Pure 
iron is not a very active metal and is not 
affected by cold water. It will decom- 
pose steam with the formation of iron 
oxide and hydrogen (§ 31). It readily displaces hydrogen from 
dilute acids (Fig. 233). If heated sufficiently it will bum in 
oxygen with the formation of the oxide (Fe208). 

399 




Fig. 333. Preparation of 
ferrous chloride. 
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410. Iron chlorides. When iron is dissolved in hydrochloric 
acid in the absence of air, a compound called ferrous chloride 
(FeCU) is formed : 

Fe + 2 HCl —^ FeCl, + H, t 

The escaping gas generally has an offensive odor due to certain 
impurities in ordinary iron. Hot iron reacts with chlorine gas, 
forming scales of a dark brown soUd known as ferric chloride 
(FeCls). The same compoimd is formed in solution when iron 
is dissolved in aqua regia. Both chlorides of iron are soluble 
in water and are used in the laboratory. 

411. Ferrous and ferric compounds. Iron is an element 
which easily forms two series of compounds ; in one of these it 
has a valence of two and in the other a valence of three. 
Compounds in which iron is divalent are called ferrous compounds 
and those in which it is trivalent are called ferric compounds. 
The chlorides just mentioned are typical examples of these 
two series of salts. Ferrous chloride in water gives the ferrous 
ion (Fe"^), and ferric chloride the ferric ion (Fe"'"++). 

Ferrous and ferric compounds may very readily be trans- 
formed into each other. If we treat ferrous chloride with a 
solution of chlorine water it is turned into ferric chloride accord- 
ing to the equation 

2 FeCl2 + CI2 — ^ 2 FeCU 

On the other hand, if we boil ferric chloride solution with iron 
filings ferrous chloride is formed : 

2 FeCls + Fe — ^ 3 FeCU 

412. Oxidation and reduction. The change from ferrous to 
ferric compounds is called oxidation. The reverse change is 
called reduction. We have previously used these two words 
only when oxygen was involved in a reaction, but we shall now 
see that their meaning can be amplified. When carbon mon- 
oxide bums it takes up one more atom of oxygen, increasing 
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its valence from two to four. This is an oxidation reaction. 
Carbon is the positive element in carbon monoxide, and any 
increcLse in the valence of a positive element is oxidation; any 
decrease in the valence of siich an element is reduction. It is 
not necessary that oxygen be the negative element which is 
added to the compound in order to increase its valence. In 
the case of iron chloride the addition of one chlorine atom to 
ferrous chloride produces ferric chloride ; and this reaction is 
exactly parallel to the addition of an oxygen atom to carbon mon- 
oxide : it is oxidation. It will be well to bear in mind this new 
definition of oxidation and reduction. 

While the oxidation and reduction of iron compounds can 
take place without the action of oxygen, it often happens that 
we employ oxygen indirectly for this purpose. For example, 
hydrogen peroxide will quickly oxidize a hydrochloric acid solu- 
tion of ferrous chloride to ferric chloride : 

2 FeClj + 2 HCl + [0] — ^ 2 FeCla + H2O 

(H2O2) 

Hydrogen sulfide will reduce ferric chloride to ferrous chloride : 
the hydrogen takes chlorine from the ferric chloride and leaves 
sulfur free : ^ ^^^^^ ^ ^^ _^ ^ p^^^^ + 2 HCl + Si 

413. Iron hydroxides. The addition of a base to a solution 
of a ferric salt gives a reddish brown precipitate of ferric hy- 
droxide : 

FeCla + 3 NaOH —^ Fe(0H)8 1 + 3 NaCl 

Ferrous hydroxide (Fe(0H)2) can be similarly precipitated 
from a ferrous salt. It is a white substance which is quickly 
oxidized by the air, turns green and finally brown, and be- 
comes ferric hydroxide. 

When ferric hydroxide is heated to a red heat it is converted 
into ferric oxide and water : 

2 Fe(0H)3 — ^ FejOa + 3 H2O 
2d 
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Rust is the material which forms on the surface of iron when 
it is exposed to moiBt air. It is probably a mixture of ferric 
oxide and hydroxide. Its formation is hastened by the presence 
in the air of carbonic acid and other acid substances which help 
to dissolve some of the iron. Unlike the oxide of aluminum, 
rust does not adhere to the metal but keeps peeling off, 
exposing new portions to the action. For this reason a piece 



■> Fis. 134. Digging iron ore in Uinnasota with ■ steam ihoveL 

- if iron will eventually turn completely to rust. Different- 

^d^des of iron and steel rust at very different rates, and sev- 

' ^ral schemes have been developed for protecting the metal 

"^om this action. Oil is used to keep tools from rusting 

i - because, althou^ oxygen penetrates the oil, moisture does Jioi. 

..^- 414. Iron oxides. We have already seen that ferric oxide 

s;*^ (FejOa) is the most important ore of iron. It occurs in great 

deposits, especially in northern Minnesota (Fig. 234). In 

the laboratory it can easily be prepared by heating ferric 

hydroxide or other ferric compounds. It is used as a coloring 



IRON COMPOUNDS 403 

matter under the names of Venetian red and Indian red. One 
form of this oxide is known as rouge ; it is used as a pigment 
and for polishing. Various hydrated ferric oxides are found 
naturally and are ores of iron. From them can be prepared 
pigments of different shades of yellow, orange, and brown. 
These are known as sienna, burnt sienna, and umber. 

Magnetic oxide of iron (Fe804) also occurs naturally. It is 

found in the form of a mineral known as magnetite or lodestone, 

which has magnetic properties. This is the oxide which is 

produced when steam acts on hot iron. It is a black material 

and can be made in such a way that it will firmly adhere to 

iron. A film of this oxide prevents rusting, and iron thus 

coated is known as Russia iron. It is used for locomotive 

boilers. 

415. Other iron compounds. Ferrous sulfide (FeS) is formed 

■ 

when ammonium sulfide ((NH4)2S) is added to a ferrous salt. It is 
a black insoluble compound. It is often used as a source of hydrogen 
sulfide. Another sulfide of iron is called iron pyrite (fool's gold) and 
has the formula FeS2; it occurs abimdantly in nature. It is some- 
times used as a source of sulfur dioxide since when it bums it forms 
sulfur dioxide and iron oxide. 

Ferrous sulfate (FeSOi • 7 H2O), called green vitriol or copperas, 
is a common compound of iron and is often used in the industries and 
the laboratory when a soluble iron compoimd is desired. 

Ferrocyanides. Potassium ferrocyanide (K4Fe(CN)6) is a complex 
compound which is formed by igniting a mixture of nitrogenous 
organic material, x>otassium carbonate, and scrap iron and extracting 
the mass with hot water. It forms large yellow crystals, whence it is 
often called ** yellow prussiate of potash." 

In this compoimd the iron is bound to the carbon and nitrogen 
atoms, thus forming a negative radical. A water solution of potassium 
ferrocyanide gives practically no iron ions. It gives only potassium 
ions (K"*") and a complex tetravalent ion which is called the ferrocyanide 

ion (Fe(CN)6 ). When potassium ferrocyanide and a ferric salt 

are brought together, a deep blue precipitate called Prussian blue is 
formed. This compound is ferric ferrocyanide: 

4 PeCU + 3 K4Fe(CN)6 — ► Fe4(Fe(CN)6)« i + 12 KCl 
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Prussian blue is used as a pigment and sometimes for the preparation 
of laundry bluing. If the fabrics which are dipped into this bluing 
are not free from soap and alkali, ferric hydroxide may be formed on 
the cloth, producing sjwts of iron rust. 

Ferricyanides. By treating a water solution of potassium f errocyanide 
with chlorine we get by evaporation garnet-red crystals of x>otassium 
ferricyanide (K«Fe(CN)6) : 

2 K4Fe(CN)6 + CI, — ► 2 Ka + 2 KJ^eCCN). 

Potassium ferricyanide is called " red prussiate of potash " and in 

solution gives the trivalent ion Fe(CN)6 . The difference between 

the formulas for potassium ferrocyanide and ferricyanide can be re- 
membered by noting that in each comix)und there are six (CN) groups 
which require enough metallic elements to make up a valence of six. 
In the ferricyanide^ iron is trivalent ; in the ferrocyanide^ divalent. 

Ferrous salts give with x)otassium ferricyanide a dark blue precipi- 
tate of ferrous ferricyanide (Tumbull's blue) ; 

3 FeCl2+2 K,Fe(CN). — >- 6 KCl-f Fe,(Fe(CN).)2 

We can test for a ferrous ion by using potassium ferricJUfdde ; 
and for a ferric compound by using potassium ferrocyanide;' in 
both cases we obtain a blue precipitate. These two tests are 
frequently applied in distinguishing between ferrous and ferric 
salts. We do not obtain a dark-blue precipitate with ferric 
salt and ferricyanide, or with ferrous salt and ferrocyanide. 

416. Blue prints. The action of light will reduce the ferric 
salts of certain complex organic acids to ferrous salts. This 
reaction is taken advantage of in making blue prints. Paper 
can be treated with a ferric salt (ferric oxalate) in the dark and 
dried. It can then be exposed to light under a photographic 
negative or an ink drawing on tracing cloth. Where the light 
strikes the paper the ferric compounds will be reduced to ferrous, 
and the amount of reduction will be in proportion to the amoimt 
of light that reaches the paper. After exposure the paper can 
be dipped into a solution of potassium ferricyanide, and wherever 
ferrous compounds have been produced Tumbull's blue will 
be formed. Where the paper has been protected from the li^t 
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there will be no action, and the unchanged ferric salt will be 
crashed away. There is thus left a blue and white picture 
called a blue print. 

Commercial blue-print paper is coated with a mixture of ammonium 
ferric citrate and jwtassium ferricyanide. The ammonium ferric 
citrate is the best ferric salt for the purpose. The developer, potassium 
ferricyanide, is put directly on the paper in the first place. After 
exposure to light such a paper is dipped into water, and the blue color 
is formed at once. It is then washed with water until all the unchanged 
chemicals have been removed ; the print is now permanent. 

417. Inks. An organic compound called tannic acid is ob- 
tained from certain vegetable products (mUgalls), With ferric 
salts this substance forms a jet-black, insoluble ferric tannate. 
A number of years ago a colloidal solution of this material 
in water was used as a writing ink. A better ink was later 
prepared by mixing a sli^tly acid solution of ferrous sulfate 
and tannic acid. Ferrous tannate is soluble and colorless, and 
no black color is produced until the mixture is exposed to air. 
To make the ink visible a blue dye is added; the writing 
slowly turns black as the ferrous salt is oxidized and ferric 
tannate is produced. This is the so-called blue-black ink. 
Ferric tannate is particularly suitable as a writing fluid be- 
cause it is very permanent. 

418. Ink spots and other stains. Ink spots which are fresh 
can generally be removed by simply washing with water, in 
which all the ingredients are soluble. After standing for some 
time, however, the ink spot contains the insoluble ferric tannate. 
Such a spot can be removed by treating it with a reducing 
agent which will reduce the ferric salts to ferrous. Ammonium 
oxalate or a dilute solution of oxalic acid is suitable for this 
purpose. Lemon juice contains an organic acid (citric acid) 
which is a reducing agent, and ink spots are often removed in 
the household by the use of lemon. 

Rust stains are often rendered soluble by the same treat- 
ment as that used for ink spots. Coffee and tea stains can 
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be washed out of cotton or wool by boiling water if U U 
applied at once. Stains on silk can seldom be entirely re- 
moved; hypochlorous acid (§ 336) should never be used on 
them. 

Water will take out sugar and sirup stains. But for grease 
it is necessary to use some other solvent, such as carbon tetra- 
chloride or gasolene, and to absorb the solution with blotting 
paper or clean white cloth to prevent its spreading. 

Cobalt and Nickel 

419. Properties and uses of the metals. These elements, 
like iron, form two series of salts in which the metals are divalent 
and trivalent respectively. Aside from their use in alloys, 
the elements are relatively of little importance. Both metals 
are, like iron, magnetic. 

Nickel is a white, hard, malleable metal which can be hi^Iy 
polished. As this polish is not affected by moist air, a great 
many objects are plated with a thin coating of nickel, which 
gives them a pleasant appearance and prevents their corrosion. 
The nickel is plated on by means of an electric current. 

Nickel is a component of a number of alloys. Monel metal 
contains approximately equal parts of copper and nickel; it 
is made by the smelting of a natural ore in which nickel and 
copper occur in these proportions. This alloy is used for mod- 
em rifle bullets, which are as hard as steel and much heavier. 
It is stronger than ordinary steel and has valuable acid-resisting 
properties. Nickel steel, containing about 5 per cent of nickel, is 
both hard and tough ; hence armor plates for battleships are 
made of it. Nickel for coinage is made of three parts of copper 
and one of nickel. German silver contains copper, zinc, and 
nickel. All of these alloys find certain special uses because 
of their resistance to corrosion by moist air and chemicals. 

Cobalt is a metal which closely resembles nickel. It is used 
for making a few special alloys. As there is no extensive com- 
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mercial use for pure cobalt, the metal is not extracted on a 
large scale. 

420. Typical compounds. The compoimds of nickel and 
cobalt which are most extensively used are the cobaltous and 
Sc nickelous compounds, such as cobaltous chloride (C0CI2) and 
siSiT nickelous sulfate (NiS04). Nickel carbonyl (Ni(C0)4) is a 
rather interesting and somewhat important substance: the 
Mend process for separating nickel from copper depends on 
the formation of nickel carbonyl and its subsequent decom- 
position into pure nickel. It is a volatile, colorless liquid 
which is formed by passing carbon monoxide over warm, finely 
divided nickel. On heating to 180® C. it is decomposed into 
nickel and carbon monoxide. 
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IRON, NICKEL, AND COBALT are neighboring elements in 
the eighth group. 

PURE IRON is not affected by cold water but when heated 
will decompose steam. It will bum in oxygen if heated sufficiently 
hot. Iron forms two series of compounds, the ferrous^ in which 
iron is divalent^ and the ferric^ in which it is triualent 

Ferrous compounds may be oxidized to ferric compounds, and 
the latter reduced to ferrous. Oxidation is a reaction which in- 
creases the valence of the positive element in a molecule ; reduc- 
tion decreases it. 

Ferric hydroxide and ferrous hydroxide are insoluble substances. 
Rust is a mixture of ferric oxide and hydroxide. It is formed by 
the action of moist air on iron ; it peels off and hence does not 
protect the iron. 

IRON FORMS THE OXIDES FeO, Fe203, and Fe304. The 
latter can be formed as an adhering coating on iron by the action 
of steam. Such iron is called Russia iron. 

Potassium ferrocyanide forms Prussian blue with a ferric salt. 
Prussian blue is used as a pigment and in making bluing. 

Potassium ferricyanide gives a precipitate of TumbuU's blue 
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with a ferrous salt A f errocyanide is a test for a ferric salt, and 
a ferricyanide for a ferrous salt. 

BLUE PRINTS are made on paper coated with a reduceable | 
ferric salt and potassium ferricyanide. The ferric salt is reduced 
by light to ferrous. On being treated with water the potassium 
ferricyanide and ferrous salt combine, forming TumbuU's blue; 
the unchanged chemicals are washed away. 

BLACK INKS are made from ferric tannate, a black, insoluble 
material. Blue-black inks contain ferrous tannate, which slowly 
oxidizes in the air to ferric tannate. 

COBALT AND NICKEL are both magnetic like iron. Metals 
are often coated with a film of nickel because it is not affected 
by air and because it takes a polish. Monel metal and German 
silver are alloys of nickeL 

Questions 

1. How does paint protect iron from rusting? 

2. Compare the rusting of iron with the " rusting " of aluminum. 

3. Why are the ferric comiwimds more stable than the ferrous ? 

4. Explain the fact that a solution of sodium carbonate precipitates 
the hydroxide and not the carbonate from a solution of a ferric salt. 

6. Will ammonium hydroxide precipitate the iron hydroxide 
from a solution of any iron compound? 

6. Write the equations for producing nascent hydrogen and using 
it to reduce ferric chloride. 

7. What other oxidizing agents besides hydrogen peroxide might 
be used to change ferrous compounds to ferric? 

8. How would you prove that a given solution contained both 
ferrous and ferric salts ? 

9. Why do the stains made by iron inks gradually become brown? 

10. What properties have cobalt and nickel in common with iron? 

11. Why is iron copper plated before it is nickel plated? 

12. Name and give the uses for four nickel alloys. 

13. What is the composition of Tumbull's blue? How is it pre- 
pared? 

14. What precautions must be taken when Prussian blue is used 
for laundry purposes? 

16. For what special purposes are blue prints adapted? 
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ZINC, TIN, AND LEAD 

Metallurgy in general — zinc ores — zinc oxide and 
hydroxide — chloride — sulfide, its precipitation. 

Metallurgy of tin — tin plate — stannous and stannic 
salts — chlorides — stannic acid — mordants — recovery of 
tin from tin plate. 

Metallurgy of lead — lead alloys — lead oxides — lead 
storage battery — white lead. 

Replacement series of metals — corrosion of iron. 

421. General principles of metallurgy. A few metals, such 
as copper, silver, and gold, occur free in nature, and their manu- 
facture into articles of conmierce is, of course, comparatively 
simple. For the most part, however, the important metals 
are found as compounds containing sulfur, oxygen, and silicon. 
Many compounds of the metals which occur naturally as 
minerals are not suitable for use in the preparation of the free 
metals. In general, the oxides, sulfides, and carbonates, when 
they are mined in a comparatively pure condition, are the most 
suitable starting points. Such substances are called ores, and 
the science that deals with the extraction of metals from their 
ores is called metallurgy. 

We have already learned that the active metals, like sodiiun, 
aluminum, and calcium, can be obtained only by the electrolysis 
of their fused salts. This is a general method of obtaining the 
active metals. But before such a process can be carried out 
pure salts of the elements must be obtained ; for this reason 
and because large electric currents are required, the process is 
relatively difficult and expensive. In the production of iron 
from its ores we met with a simpler process of extraction. In 
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this case the ore (an oxide) wa^ reduced to the free metal by the 
very cheap svbstance carbon (or carbon monoxide). The met- 
allurgy of iron is a good example of the general method of ob- 
taining the less active metals from their ores. By heating the 
oxide of many metals with carbon or with carbon monoxide 
the free metal is obtained. When the ore is a sulfide it must 
first be heated in the air (roasted) in order to be converted into 
the oxide. 

If ores contained only the pure oxide or sulfide, metallurgy 
would be a much simpler art. But, as we saw in the case of 
iron, they are always contaminated with more or less other 
mineral material. This is called gangue and usually consists 
of calcium or magnesium silicates, calcium carbonate, or free 
sihca. The removal of the gangue is accomplished by using 
as a flux some material which will combine with it at a high 
temperature to form a fusible, glass-like material. The latter 
floats on the metal and is called slag. If the gangue is essen- 
tially an acid anhydride, Uke silicon dioxide, we add either 
lime or limestone ; if the gangue is calcium carbonate (which 
goes into the oxide on heating), we add silica as a flux. In 
both cases the sUlq is essentially calcium silicate. 

By bearing these general principles in mind we can more 
easily correlate and remember the metallurgy of the common 
metals. 

Zinc 

422. Metallurgy. The meltallurgy of zinc is simple. The 
principal ores are the oxide called zincite (ZnO) and the sulfide 
called zinc blende (ZnS). The sulfide on roasting produces the 
oxide. The oxide is mixed with finely powdered coal and heated 
in earthenware retorts in order to reduce it to metallic zinc : 

ZnO + C — >- Zn + CO 

The retorts are heated above the boiling point of the metal 
(950° C), which passes off as a gas and is condensed to a liquid 
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in earthenware or iron receivers. The molten metal is then 
run into molds and allowed to solidify. 

423. Properties and uses. Zinc is a bluish white metal and 
as it ordinarily comes from the smelter is rather crystalline 
and brittle. At a temperature of about 100** C. it is malleable 
and ductile and can be rolled into sheets. 

It is a constituent of a number of alloys, such as brass (copper 
and zinc), German silver (copper, nickel, and zinc), and bronze 
(copper, tin, and zinc). The metal has a limited applica- 
tion ; it is used, for instance, as the negative plate of all electric 
batteries except storage batteries. Galvanized iron is iron 
covered with a thin layer of zinc. This is done by dipping the 
metal into molten zinc, or by a process of electroplating. 

Compounds of Zinc 

424. Zinc oxide and hydroxide. When zinc is heated suffi- 
ciently hot it takes fire in the air, forming the white oxide (ZnO). 
The same oxide may be prepared by heating the hydroxide or 
zinc carbonate. Zinc oxide is used to make zinc ointment ; 
also as a white pigment (zinc white) in the manufacture of 
paint ; and very extensively as a filler in the manufacture of 
white rubber. Zinc hydroxide (Zn(0H)2) is precipitated when 
sodium hydroxide is added to a zinc salt. Zinc hydroxide, 
like aluminum hydroxide, will dissolve in either acids or bases. 

426. Zinc choride. This salt (ZnCU) is obtained by 
dissolving zinc in hydrochloric acid. When it is evaporated 
it gives a white solid which rapidly absorbs water from the air ; 
for this reason it is sometimes used as a drying agent. Solu- 
tions of zinc chloride will dissolve oxides of many metals and 
are therefore valuable for cleaning the surfaces of metals before 
soldering. Wooden posts and railroad ties which are impreg- 
nated with it are much more resistant to the action of decay and 
disintegration; hence considerable quantities of the salt are 
applied to this purpose. 
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Zinc sulfate (ZnSOO is another common salt of zinc which 
is soluble in water ; it forms transparent crystals (ZnS04 • 7 H2O) 
which are called white vitriol. 

426. Zinc sulfide. This compoimd (ZnS) can be prepared 
by the direct combination of zinc dust and sulfur, or by passing 
hydrogen sulfide into a solution of certain zinc salts. 

Zinc sulfide is a white solid which is insoluble in water. 
When mixed with barium sulfate it is called lithophone and is 
extensively used as a white pigment. The action of the barium 
sulfide on the zinc sulfate is as follows : 

ZnS04 + BaS — >- ZnS + BaS04 

427. Precipitation of zinc sulfide. Zinc sulfide is readily 
soluble in moderately dilute hydrochloric acid ; hydrogen sul- 
fide and zinc chloride are formed : 

ZnS + 2 HCl — >- ZnCU + H2S 

When hydrogen sulfide is passed into zinc chloride solution, 
only a small part of the zinc is precipitated because this is a 
reversible reaction : 

ZnCla + H2S ^5=^ ZnS + 2 HCl 

The condition of equilibrium will depend on the concentration 
of the acid (the concentration of the hydrogen ion) which is 
present. If we acidify a solution of zinc chloride, we cannot 
precipitate any zinc sulfide from it with hydrogen sulfide. If in- 
stead of hydrogen sulfide we use anunonium sulfide ((NH4)2S), 
we can precipitate zinc sulfide completely, as the solution is now 

neutral : 

ZnCU + (NH4)2S — >- ZnS i + 2 NH4CI 

Tin 

428. Metallurgy. Tin oxide (Sn02) is the only important 
ore. The metal is produced by heating the oxide with carbon 
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in a reverberatory furnace : 

SnOa + C — >- Sn + CO, 

The molten metal which collects at liie bottom of the furnace 
is drawn off and cast into ingots. These are afterwards re- 
melted at a gentle heat, and the pure metal flows away from 
the impurities. 

429. Tin plate. Tin is a white metal, soft and malleable. 
Pure tin is known ordinarily as block tin. It is very resistant 
to ordinary atmospheric corrosion and for this reason is widely 
used as the protective coating on other metals. Ordinary 
tinware (tin plate) is sheet iron or steel which has been coated 
with a thin layer of metallic tin by being dipped into the 
molten metal. This material is often erroneously called 
simply " tin." 

Tin foil is tin hanmiered or rolled into thin sheets ; most tin 
foil, however, contains considerable lead. Tin is used in making 
many alloys, which have already been considered. 

Compounds op Tin 

430. Stannous and stannic salts. Tin forms two series of 
compounds in which it has the valence of two and four re- 
spectively. These are called stannous and stannic salts. 
Stannous compounds have a very decided tendency to go over 
into stannic compounds and for this reason are strong reducing 
agents. For example, ferric chloride is reduced by stannous 

rhloride * 

* 2FeCl3 + SnCl2 — ► 2 FeCU + SnCU 

431. The chlorides and stannic acid. Tin will dissolve 
in hot concentrated hydrochloric acid, producing stannous 
chloride (SnCU). The salt crystallizes with two molecules of 
water (SnCU -21120). Stannous hydroxide (Sn(0H)2) is pre- 
cipitated as a flocculent white precipitate when a soluble base 
is added to stannous chloride solution. 
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Stannic chloride (SnCU) is formed by the oxidation of stan- 
nous chloride, or by the direct action of metallic tin and chlorine. 
Stannic chloride differs considerably from ihe salts of most 
metals in that it is a colorless liquid which fmnes in moist air. 
With water it forms a number of cr3rstallized hydrates. Stannic 
hydroxide is precipitated when sodiiun hydroxide is added to 
a solution of stannic chloride : 

SnCU + 4 NaOH — ^ Sn(0H)4 + 4 NaCl 

This hydroxide has properties more definitely acidic than basic 
and is therefore sometimes called stannic acid. It readily 
dissolves in an excess of sodium hydroxide, forming sodium 
stannate : 

Sn(0H)4 + 2 NaOH —^ Na^SnO, + 3 H,0 

Stannic acid in the form of its salts is extensively used in the 
preparation of sUk goods. Silk cloth is treated with a solution 
of a tin salt and then with sodium hydroxide. The cloth 
becomes impregnated with stannic hydroxide, which is dis- 
tributed through the finished fiber in some sort of solid colloidal 
solution and gives to the goods the desired weight and finish. 
Cotton goods are rendered noninflammable by a similar treat- 
ment. The amount of stannic acid which both cotton and silk 
can take up and hold is very surprising. SUk often contains 
as much as twice its own weight of metallic tin in the form of 
stannic acid. 

432. Mordants. This ability of fabrics to hold the hydroxides of 
metals like tin is of great imiwrtance in the dyeing industry. Many 
dyes which are extensively used are not readily absorbed by fabrics 
and tinder ordinary conditions will either not dye the cloth at all 
or can easily he washed out. A number of them will, however, 
form insoluble, colored, complex compounds with the hydroxides of 
many metals. These compounds are called lakes and are used 
to a certain extent in the manufacture of special paints. If the 
hydroxide is precipitated on the cloth in the presence of the dye, it 
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will bind the colored material to the fabric. The metallic salts which 
3aeld such hydroxides are called mordants. . A mordant, therefore, is a 
substance which will combine with a dye to form a colored compound 
and which is also held firmly by the fabric. In other words, a mordant 
serves as an anchor between the dye and the doth. Aluminum hydroxide, 
iron hydroxide, stannous hydroxide, and stannic hydroxide are common 
mordants. The cloth is first treated with the salt of the metal, then 
with the dye, and finally steamed; the steam causes the hydrolysis 
of the salt, and the hydroxide is precipitated. Tannic acid is also a 
mordant and is used for those dyes which will not combine with basic 
substances but which require some acidic material. 

433. Recovery of tin from tin plate. Great quantities of 
tin enter into the manufacture of tin plate. This tin plate is 
used in the manufacture of tin cans and similar objects which 
are soon discarded and which find their way to the junk heap. 
The tin can be recovered from such material by treating it 
with chlorine at a certain temperature. Stannic chloride is 
formed, which can be distilled away from the other metals and 
obtained pure. It is then used as a source of stannic hydroxide 
for the textile industries. 

Lead 

434. Metallurgy. The commonest ore of lead is galena, 
which is the sulfide (PbS). There are two methods of ex- 
tracting lead from its ores : one is carried out in a reverberatory 
furnace and the other involves the use of a blast furnace. The 
latter process is now most widely employed. 

This blast furnace is much like an iron furnace, except that it is 

shorter and wider. The charge consists of ore which has first been 

roasted in an open-grate furnace. The roasting partially converts the 

ore into oxide. The other materials in the charge are coke and a flux 

consisting of a mixture of iron oxide and limestone; the gangue is 

usually quartz. The combustion of the coke fiunishes the necessary 

heat, and the lead oxide is reduced by the carbon monoxide and the 

carbon ; some iron is also formed by the reduction of the iron oxide. 

This iron in turn reacts with the lead sulfide, forming iron sulfide and 

loftd * 

PbS+Fe — >-FeS-fPb 
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Metallio lead and a slag form the two layers at the bottom of the 
furnace and are drawn off. . 

Lead ores usually contain gold and silver, which are found in the 
crude metal. As molten lead is an excellent solvent for these precious 
metals, materials which contain a small amoimt of them are chosen for 
the flux. In this way the process does two things at the same time : 
it produces lead and extracts the precious metals from very i>oor ores. 

Lead obtained in this way contains a number of impurities 
which make it hard. In order to get soft lead these must be 
removed. This is done by heating the metal in a reverberatory 
furnace at a low temperature. A scimi containing most of the 
impurities is formed and is skimmed off. Silver is removed by 
the Parke process, which we shall consider later. 

436. Properties, uses, and alloys. Lead is a soft, white metal 
with a brilliant luster when freshly cut. It is oxidized by the 
air, producing a thin adhering film, which protects it. Because 
it is easily cut and bent, and because its edges may be readily 
fused or soldered, lead is made into pipes and sheathing for 
cables. It can also be rolled into thin sheets and used as 
lining for tanks, electrolytic cells, and similar objects. 

Lead is a low-melting metal and is a component of a niunber 
of low-melting alloys, such as type metal (lead, tin, and an- 
timony), solder (lead and tin), and lead shot (containing either 
arsenic or antimony). 

4 

-—-^ Compounds of Lead 

The conunon compounds of lead are those in which the 
element is divalent and gives the ion Pb"'^". Lead also forms a 
few compounds in which it is tetravalent, but these compounds 
are of less importance. 

436. Lead oxides. .Litharge (PbO), a yellow oxide of lead, 
is made by heating lead in air. It is very widely used in the 
preparation of paints and varnishes and in the manufacture of 
other lead compounds. A mixture of litharge and glycerin 
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sets to a very hard mass and makes a valuable cement for 
laboratory purposes. 

Another oxide of lead can be formed by heating metallic 
lead or litharge in the air at just the right temperature (about 
400° C). This is a red substance known as red lead, or minium 
(Pb304). It is put into paints as a pigment ; it is also one of 
the substances which accelerate the drying of linseed oil. A 
paint made of it is very largely used on iron work as it makes 
a satisfactory coating and is cheap. 

Lead dioxide (PbOa) is a brown powder made by treating 
red lead with nitric acid. It is a strong oxidizing agent. 
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Fig. 235. Lead storage battery used on automobiles for starting and lighting. 

437. Lead storage battery. The storage battery has come to be 
an essential part of the lighting and starting equipment of an auto- 
mobile. It is also an important part of the reserve equipment of 
electrio-power stations. It is not an apparatus for storing up elec- 
tricity which is to be drawn out at some future time, but it is a device 
by which electrical energy is used to produce a chemical reaction ; when 
this chemical action is reversed the cell delivers current. Thus the 
electrical energy is transformed into chemical energy in charging, and 
this in turn can be converted back again into electrical energy in dis- 
charging. 

The usual automobile battery (Fig. 235) comprises either three cells 
(6 volts) or six (12 volts). Each cell contains lead plates dipping 
into dilute sulfuric acid. One set of plates, called the negative (— ), 
is gray in color and contains pure, finely divided lead. The other set 
of plates, called the positive (+)» is dark brown in color and is coated 
2e 
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inth lead dioxide (PbOs). All the negative plates of one cell are 
joined to one another, and the positive plates are likewise connected. 
The two sets are sandwiched together with perforated insulators be- 
tween. There is always one more negative plate than there are i>osi- 
tive plates in each cell. 

The reversible reaction which takes place in charging and disoharging 

is as follows : 

Discharge — ►- 

Pb + PbOi + 2 H2SO4 ^^?=^ 2 PbSO* + 2 H,0 

-< — Charge 

In discharging, the two plates come to the same condition (PbSO^), 
and the acid is made more dilute by the formation of water. In 
practice the cell is never allowed to become completely discharged. In 
charging, the positive electrode (+) is attached to the positive terminal 
of a direct-current generator, the plates are restored to their original 
condition, and the acid becomes more concentrated. 

438. White lead. One of the commonest pigments used in 
oil paints is white lead (Pb(0H)2 • 2 PbCOs). This substance 
is essentially a mixture of lead hydroxide and lead carbonate 
(called a basic carbonate). It is a heavy, white, insoluble 
substance which when mixed with linseed oil forms a white 
paint with great covering power. It is often taken as the body 
in making colored paints, certain other pigments being added 
to give the required color. The disadvantage in using white 
lead is that it turns black when it comes in contact with hydro- 
gen sulfide, owing to the formation of black lead sulfide (PbS). 
Hydrogen sulfide is always present in small amounts in city 
air, and for this reason white paint often turns black. Zinc 
oxide, zinc sulfide, and lithophone are superior to white lead 
in this respect. White pigments containing zinc will not 
blacken because zinc sulfide itself is white. Zinc paints, how- 
ever, are more expensive than white lead, which is still used in 
enormous quantities in the paint industry. 

White lead can be manufactured by a number of different processes, 
all of which depend on the action of water, air, and carbon dioxide on 
metallic lead in the presence of a weak acid like acetic acid. The old 
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Dtttch process, which is still used, gives a very fine product. Gratings 
of lead called '* buckles " are put in pots, as shown in figure 236. 
In the bottom of the pots is placed dilute acetic acid (vinegar). They 
are then buried in a mass of moist tanbark or manure. The de- 
composition of the organic material 
in the manure or bark produces 
carbon dioxide and moisture; heat 
is also given off. The vapors of Bm-thm. 
the dilute acetic acid attack the 
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warm lead, forming lead acetate. 

The carbon dioxide and water 

react with this and produce white 

lead. After three or four months 

the lead is completely corroded and 

in its place is a mass of white lead. 

The pigment is now separated 

from any imchanged lead, is 

ground, and passed through sieves. It is finally ground in linseed 

oil and is sold as a thick paste. Several newer processes are now 

used for carrying out the same reaction in a shorter time. 



Fig. 336. White-leftd bucUet and 
earfhen pot. 



Pb(NOz)2 



Another pigment; chrome yellow, which may be mentioned 
at this point, is lead chromate (PbCrOi). This is formed by 

adding potassimn chromate (K2Cr04) to a 
soluble lead salt. 

439. The replacement series of metals. 
We have already seen that metallic zinc can 
replace the hydrogen ion from an acid 
solution and set free hydrogen gas, and that 
in the case of the halogens there is a definite 
order in which one element can replace 
another from a solution. Such a series for 
the metals is shown below. For example, a 
strip of zinc placed in a solution containing 
the salt of any other metal below it in the 
series will form a zinc salt and precipitate the corresponding 
metal. Figure 237 shows zinc replacing lead in a solution of 
lead nitrate. The reaction is as follows : 




Fig. 237. Lead tree. 
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or 



Zn + Pb(NQs)i 
Zn + Pb++ 



Zn(N0,)2 + Pb 
Zn++ + Pb 



It should be noticed that hydrogen is given a place in the 
series because, like the metals, it forms a positive ion. Any 
metal above hydrogen can replace this element from an acid ; 
for example, zinc and dilute sulfuric acid : 

Zn + H^04 — >- ZnS04 + H, 

or Zn + 2 H+ — >- Zn-H- + H, 

Elements below hydrogen do not liberate hydrogen when 

brought into contact with acids. The higher members of the 

series are so active that they decompose 
water. That is, they replace the hydro- 
gen from water, which gives only a very 
minute concentration of hydrogen ions. 
The metals below aluminum have no ap- 
preciable action with hot or cold water 
and are therefore considered as relatively 
inactive metals. 

440. The corrosion of iron. We can 
now apply what we have just learned to 
a consideration of an important industrial 
problem, namely, the corrosion of iron. 
Absolutely pure iron is attacked only very 
slowly by dilute acids and therefore very 
slowly by the atmosphere. Impurities in 
it tend to set up tiny electric cells which 
greatly hasten the solution of the iron. 
For this reason impure metals often 

corrode faster than very pm^ ones. There are three general 

methods of preventing the corrosion of iron : 

In the first method we merely cover the iron with some sort of 
resisting paint which will adhere to it and as completely as possible 
shut out air, carbon dioxide, and water. A similar method substitutes 
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for the paint a thin coating of some fusible silicate ; various grades of 
enamel ware are made in this way. 

The second method consists of coating the iron with an element like 
zinc (galvanized iron) which stands above it in the replacement series. 
At first sight it seems rather remarkable that a more active metal 
should be able to protect iron from corrosion. Since the zinc is more 
active than the iron, it goes into solution, and hydrogen comes out of 
solution on the iron surface, which is not attacked. As long as any 
zinc coating is left it will go into solution instead of the iron. In 
this way the iron is protected. 

The third method of protecting iron involves coating it with some 
less active metal like tin (tin plate). In this case we depend on the 
inactivity of tin to prevent any corrosion at all; this is satisfactory 
as long as the tin coating is perfect. If corrosion starts, both the iron 
and the tin come into contact with slightly acid solutions, and the very 
worst possible conditions are at hand. Iron being more active than 
tin goes into solution, and hydrogen is deposited on the tin, which is 
not changed. Therefore, as soon as tin plate begins to corrode, it 
^sintegrates more rapidly than pure iron. 

SUMMARY OF CHAPTER XXXm 

ZINC is made by reducing the oxide with carbon and distilling 
off the metal. It is a component of brass and bronze. It is used 
in electric batteries and for coating iron (galvanized iron). 

Zinc oxide is used in twakitig zinc ointment and as a 'paint 
pigment. Zinc hydroxide acts as a base with strong acids and as 
an add with strong bases. It dissolves in sodium hydrox?de» 
forming sodium zincate. Zinc chloride is used to clean metals 
before soldering and as a wood preservative. Zinc sulfide is 
precipitated by ammonium sulfide. It is a white solid and is used 
as a white pigment 

TIN is obtained by reducing the oxide with carbon. It is not 
corroded by the atmosphere and is used for coating iron. 

It forms two sets of compounds: stannous (divalent) and 
stannic (tetravalent). Stannous chloride is made by the action of 
hydrochloric acid on tin. It is used as a reducing agent Stan" 
nic chloride is a liquid, formed by the action of chlorine on tin. 
Stannic hydroxide is acidic and is often caUed stannic acid. It i& 
absorbed by silk and cotton. 
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Hydroxide* of tin, inm, and aluminum act as mordants: 
they anchor the dye to the doth. 

LEAD occurs chiefly as a sulfide. The ore is first roasted and 
then reduced in a blast furnace. It is used for piping, as a covering 
for cables, and in alloys, such as type metal, solder, and shot. 

Lead forms the oxttfes: litharge, red lead, and lead dioxide. 
The first two are used in paints and the last is used in storage 
batteries. White lead is a basic carbonate of lead. Chrome 
yellow is lead chromate. 

IN THE REPLACEMENT SERIES OF METALS the posi- 
tion of any metal depends upon its relative tendency to ionize. 
Any element will replace any other element that stands below it. 

IN THE CORROSION OF GALVANIZED IRON the more 
active metal zinc goes into solution; in the case of tin plate the 
iron goes into solution. Tin protects iron only as long as the 
entire surface is covered. 

Questions 

1. Why are there so many eleotroohemical works located at 
Niagara? 

2. Name two reducing agents commonly used in metallurgy. 
8. Explain the meaning of these terms : gangue^ flux, and slag, 

4. What advantages as a x)aint has zinc white over white lead? 

5. What use has a tinsmith for a solution of zinc chloride? 

6. When zinc sulfate solution is tested with litmus, it shows an acid 
reaction. Explain. 

7. How would you test for the presence of zinc ? 

8. What are the disadvantages in using tin plate for covering roofs ? 

9. What is the function of a mordant? Name three and give 
their formulas. 

10. What is the formula for minium f white lead f block tin f litharge f 

11. What advantages has lead for making water pipes? What 
disadvantages? 

12. Why are pipes made of block tin commonly used in connections 
for soda-water foimtains? 

18. What is galvanized ironf 
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14. What is the function of red lead in paints and yamishes? 

15. What is the change in the density of the eLeotroljrte in a lead 
storage battery during discharge? 

16. What is the equation for the ohemieal ohange involved in ohaig^ 
ing a lead storage cell? 

17. Summarize the facts you have learned from studying the 
replacement series of metals. 

18. Explain why iron when coated with zinc is protected moiv 
effectively than when coated with tin. 

Topic for Further Study 

The corrosion of Iron and steel. What are some of the modem 
methods of preventing corrosion? Special iron alloys (" Dwiron '' 
and ** Buflokast '* iron, for example) are very resistant to corrosion. 
What do they contain besides iron? (Slo88on*8 Creative Chemistry.) 



CHAPTER XXXIV 

COPPER, MERCURT, AND SILVER 

MetaUurgy of copper — properties and uses — oopper 
oxides and sulfate — electric cell. 

Mercury — mercurous and mercuric chloride. 

Metallurgy of silver — silver nitrate — silver halides — 
photography — separation of metals into groups. 

441. Position in the replacement series. It will be noted 
ithat the metals zinc, tin, and lead come in the replacement 
series just above hydrogen. In this chapter we shall study 
copper, mercury, and silver, which come just below hydrogen. 
In the following chapter we shall consider platiniun and gold, 
the lowest members of this series of metals. We shall also 
see that this replacement series has a very important meaning 
in electrochemistry. 

Copper 

442. Metallurgy. Free copper is found in laj^e quantities 
in the Lake Superior region. In order to isolate native copper 
it is necessary only to grind the rock to a powder and then to 
heat it until the metal runs together and flows to the bottom 
of the mass. 

In Arizona copper is found as a basic carbonate called mala- 
chite (Cu2(OH)2C08) and in some places as the oxide cuprite 
(CU2O). The carbonate and oxide ores require only coal and 
heat to remove the oxygen. 

In Montana (Fig. 238) and Utah the copper occurs as sulfides, 
copper pyrite (CuFeS2) and chalcocite (CU2S). The extraction 
of copper from the sulfide ores is difficult and often requires 

424 
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very complicated methoda of treatment. This is the case 
because the iron sulfide has to be separated from the copper 
by changing it first into an oxide (by roasting) and then into 
a silicate (with aand). The iron silicate forms a flux which 
separates from the molten copper and copper sulfide. 

The first step, whioli oonsute in oonvertinK some d the sulfides to 
oxides, is carried out in a reverberatory fumaoe or a small blast f umaoe. 
The product of this melting is 
called the matte, and contains 
about 50 per cent copper. In the 
secoTul step the molten matte 
is run into a small converter 
lined with sand. A blast of air 
is forced in below the surfaoe 
of the molten mass ; the sul- 
fur is oxidized and passes off 
as sulfur dioxide, and the iron 
unites with tlie siliceous lining 
of the converter and forms a 
liquid tiae. When the impuri- 
ties are oxidized as far as pes' 

sible, the slag is first run off, Kg, 138. Copper mining. 

and then the melted cop- 
per is cast into plates, known as anodes, for electrolytic refining. 

443. Low-grade copper ores, it has recently been found possibly 
and practicable to utilize ore containing even so small an amount of 
copper as only 2 percent. By means of the froth flotation process about 
85 to 90 per cent of the copper is recovered. The ore is first crushed to 
a fine powder and then mixed vith water containing some cheap oil 
and sometimes a little sulfuric add. This mixture is stirred vigorously 
and then allowed to flow into a huge tank of water. Here the rock 
material at once settles to the bottom, while the bits of ore are held in 
the oily froth which rises to the top. 

444. Electrolytic refining. The copper obtained from the 
smeltera always contains small amounts of other metals, in- 
cluding gold and silver. But even gmall amounts of impurities 
greatly impair the electrical conductivity of copper ; therefore 
this metal must be further refined before being used. 
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His is done by a process of electrolysis. Thin strips of 
pure copper are made the cathode in a solution of copper sul- 
fate (CuSO*) ; thick plates of impure copper form the anode 
(Fig. 239), A current is passed through the cell, and elec- 
trolysis takes place. The current is carried throi^ the solu- 



Fig. S39. EIactioI]rtIc rafloing of copper. 

tion by the copper ions (Cu++), metallic copper is deposited at 
the cathode and dissolved at the anode. The copper thus. 
obtained at the cathode is very pure (about 99.8 per cent) ; 
the impurities for the most part drop to the bottom of the tank 
and form what is known as the aaode slime. The amount of 
gold and silver recovered from the slime is often sufficient to 
pay for tiiis extra step in the refining of the copper. 
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446. Properties and uses. Copper is a malleable, ductile 
metal. It is the best conductor of electricity known, except 
silver. C!opper is not afifected by dry air but is slowly at- 
tacked under ordinary atmospheric conditions, forming a 
coating of a green basic carbonate. This coating is adherent 
and protects the metal from further action. 

Copper in the form of wire, bars, etc., is very widely used as 
a conductor of electricity. Because of its resistance to cor- 
rosion, metal roofing for buildings and coverings for ships' 
bottoms are made of it. 

Two widely used alloys of this metal are brass, an alloy of 
copper and zinc, and bronze, an alloy of copper and tin. Phos- 
phor bronze contains in addition to these metals one to four 
per cent of phosphorus, which is present as the phosphide of 
one of the metals. It is a hard alloy not easily corroded and 
is used for making such things as ships' propellers and shafting. 

Compounds of Copper 

446. Two series of copper compounds. Copper is like iron 
in that it forms two sets of compounds : the cuprous compounds, 
in which it is monovalent ; and the cupric compounds, in which 
it is divalent. Most of the conmion compounds are cupric 
salts. 

447. Oxides of copper. The most important cuprous com- 
pound is the red oxide of copper, cuprous oxide (CujO), which 
is formed in testing for glucose by means of Fehling's solution. 
This solution contains copper sulfate (CUSO4), potassimn hy- 
droxide, and Rochelle salt (NaKC4H406 • 4 H2O). When glu- 
cose is added to it and the mixture is boiled, cuprous oxide 
separates as a red precipitate. 

Black oxide of copper, cupric oxide (CuO), can be made by 
heating copper in air and also by heating cupric hydroxide, 
nitrate, or carbonate : 

Cu(0H)2 — >- CuO + H,0 
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448. Cupric sulfate, or blue vitriol (CuSOi ■ 5HiO). The 
hydrated sulfate of copper, or blaestone, is the most important 
of all the compomids of copper. 
It forma large blue crystals. It is 
used in gravity cells (Fig. 240), in 
copper plating, and in electrotyping. 
A mixture of copper sulfate and 
slaked lime, known as Bordeaux 
mixture, is employed as a fungicide 
to spray fruit trees, grapevines, and 
potato plants (Fig. 241). When the 
salt is added in minute quantities 
to water containing green pond 
scum, the plants (algie) are killed. 
as. The electric cell. We have 
already seen (§ 173) that when zinc dissolves in an acid the 
electric positive charts are transferred from the hydrogen ions 
to the zinc atoms : 

Zn + 2 H+ —*- Zn-H- + Hj 

If we place a strip ot pure zino and another of pure copper in a 
beaker of dilute aulfurie aciA, we have a very simile electric cell. It 
will be remembered that pure zinc , 

acts but very slowly on dilute 
acid, and hence only a slight ac- 
tion will be noticed between the 

zino and the acid and none at all I 

with the copper. If, however, we 
connect these two strips of metal 
by a copper wire (Fig. 242), we 
shall see many bubbles of gaa 
(hydrogen) comii^ from the cop- 
per. If we allow the action to 

continue for some time, we shall Cot>si\sM.pia. pnnu sen^. 
find that the zinc strip has visibly ^8- »4i- f^J^J^,'*"" '"^ 
diminished and that the solution 

contains zinc ions. The copper is not changed, but considerate hy- 
drogen has been liberated. If we oonneot a sensitive voltmeter between 
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the two strips, we find that a ourrent is flowing from the copper (posi- 
tive plate) through the wire to the zinc (negative plate). The ions 
of the electrolyte carry the electric current inside the cell from the zinc 
to the copper. Thus the chemical action between the zinc and the acid 
has been utilized to generate an electric current. Any electric cell is a 
device for converting chemical energy directly into electrical energy. 

When any two metals in the replacement series are placed 
in a suitable electrolyte, they constitute a cell in which the 
metal higher in the series is the negative 
pole and the lower one the positive. 
The farther apart any two metals stand 
in the series, the greater is the voltage 
produced by those two metals when 
used in a cell. For this reason the re- 
placement series is sometimes called the 
electromotive series. 

We have already seen (§ 32) that the 
action of acid on zinc in a hydrogen 
generator is greatly hastened by adding 
copper sulfate. The reason for this is, 



"^ulphurie 



yield. 

that a little copper is deposited on the Fig. 342. simple electric 
zinc, which sets up a number of small *®^' 

local electric cells. For the same reason impure zinc dissolves 
rapidly in acids. 

460. Electrons in the electric cell. When the zinc forms 
zinc ions, each atom of zinc loses two electrons : 




Zn-2 6 



Zn-H- 



These electrons have flowed through the copper wire from the 

zinc into the copper strip and have there supphed the necessary 

electrons to convert hydrogen ions into hydrogen atoms and 

molecules : 

2 H++2 e — ^ 2 H — ^ H2 

In this way by making a complete circuit through which the 
electrons may travel and meet the hydrogen ion at another 
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point in the solution, we have made zinc go into solution faster 
than it otherwise would. It must always be kept in mind 
that the flow of an electric current (as the term is used by 
electrical engineers) is in just the opposite direction to that of 
the electrons. 

Mercury 

461. Occurrence and metallurgy. The principal ore of 
mercury is the sulfide (HgS), which is called cinnabar. The 
chief mines are in Spain and California. 

Since mercury is volatile and not readily oxidized, it is easy 
to obtain the metal. The crushed ore is mixed with a little 
carbon and roasted in a current of air. The sulfur bums to 
sulfur dioxide, and the mercury vaporizes and is condensed : 

HgS + Oa — ^Hgt +SO3T 

The metal is redistilled to purify it. 

462. Properties and uses. Mercury, or quicksilver, is a 
silver-white liquid which is 13.6 times as heavy as water. 

We may pour some mercury into a glass tumbler and place an iron 
ball in the liquid. The iron (sp. gr. 7.9) floats. 

It freezes at about —39° C. and boils at 357° C. It forms 
alloys (called amalgams) with nearly all metals except iron 
and platinum. 

On account of its high specific gravity the metal is used to 
fill barometers, and because it expands imiformly it is put into 
thermometers. 

Compounds of Mercury 

463. Mercurous chloride, or calomel (HgCl). This is one 
of the three insoluble chlorides and therefore can be precipitated 
by adding a soluble chloride to a solution of mercurous nitrate : 

NaCl + HgNOa —^ HgCl i + NaNOs 
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It is a white solid which is commonly used in medicine to 
stimulate all organs producing secretions. 

464. Mercuric chloride, or corrosive sublimate (HgCk). 
Mercuric chloride is a white solid, soluble in water; it is a 
violent poison. It is made commercially by heating a mixture 
of common salt and mercuric sulfate. The sulfate is pre- 
pared by the action of concentrated sulfuric acid upon mercury. 
A very dilute solution of mercuric chloride, sometimes called 
the bichloride of mercury, is used as an antiseptic for steriUzing 
surgical instruments. 

Silver 

456. Metallurgy. Silver is very largely obtained through 
the desilverization of lead by Parke's process. Molten 
lead is treated with a small amoxmt of zinc, whereupon an alloy 
of zinc and silver rises to the top and is skimmed off. This 
alloy also contains any gold which may be present. By heating 
it in a retort the zinc, which is a volatile metal, can be distilled 
off. The residue, containing lead, silver, and gold, is heated 
on a shallow dish in an open furnace. The lead is oxidized 
to the oxide, which melts and flows away, leaving a molten 
button of silver and gold behind. 

The silver is separated from the gold by dissolving the button 

in hot concentrated nitric acid. The silver goes into solution as 

silver nitrate, and the gold is xmchanged. Metallic silver is 

thrown out from such a solution by plates of copper which are 

hung in it : 

2 AgNOa + Cu —^ Cu(N08)2 + 2 Ag i 

The metallic copper goes into solution, replacing the silver. 

456. Uses. Silver is primarily used in the making of coinage, 
jewelry, and ornaments, and in the plating of tableware. For 
coinage it is alloyed with abdut ten per cent of copper in order 
to make it more resistant to the wear and tear of common use. 
British coins contain 92.5 per cent silver; this is an alloy 
known as sterling silver. 
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467. Cleaning silver. Silverware tarnishes owing to the forma- 
tion of a black layer of silver sulfide ( § 188). This is usually removed by 
polishing with some slightly abrasive material. A recent method 
consists in boiling the silverware in an aluminum vessel containing a 
solution of sodium carbonate. The metallic aluminum in contact 
with the silver and the solution forms the negative pole of an electric 
cell ; the silver serves as the positive pole. Aluminum goes into solution 
at the negative pole and hydrogen is formed at the positive pole. This 
hydrogen reduces the silver sulfide to metallic silver. In this way all 
the silver sulfide is gradually converted into metallic silver, which is 
deposited on the original ware. The equations are : 

Al-3e 

2H+-h2e 

2 [H] + Ag,S 



Compounds of Silver 

468. Silver nitrate (AgNOa). This compound is readily 
prepared by dissolving silver in nitric acid and evaporating 
the solution : 

3 Ag + 4 HNOs —^ 3 AgNOa + NO t +2 HjO 

It melts easily without decomposition and may be cast into 
sticks (lunar caustic), which are sometimes used in surgery 
to bum away abnormal growths. It is the main source of 
other silver compounds. 

469. Silver halides. We have already learned that when a 
soluble chloride is added to a solution of a silver salt, a white, 
curdy precipitate, silver chloride (AgCl), is formed : 

AgNOa + NaCl ^ AgCl i + NaNOa 

In a similar way we may prepare silver bromide (AgBr) and 
silver iodide (Agl). These halogen salts of silver are all re- 
markable on account of their sensitiveness to light. The white 
silver chloride changes to a purple color on exposure to sim- 
light. 
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460. Chemistry of photography. We shall describe the 
production of a photograph in two steps : first, the preparation 
of the negative and second, the making of the print. 

The glass plate or film whieh we buy is coated with gelatin and 
precipitated silver bromide (sometimes a little silver iodide also). 
This prepared plate is placed in a camera and exposed to the image 
which is produced by a lens properly focused on the object to be 
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Fig. 143. HegatiTe {A) and PositiTe {B) of a picture of Dr. Charles V. Eliot. 

phott^raphed. It the plate is now examined no visible effect seems 
to have been produced. But we can show by a further step, called 
developing, that the reduction of the silver bromide has been started 
on the exposed plate in exact proportion to the intensity of the light 
that fell upon each part. 

To develop the latest image the exposed plate is put in a developer 
solution which contains a reducing agent such as pyrogallie acid or 
hydroquinoae. The developer acts much more rapidly upon those 
portions of the plate where the illiimination was most intense. The 
reduced silver is deposited in the form of a black film. Thus the plate 
becomes darkest where the object was brightest, and vice versa ; for 
this reason it is called a negative (Fig. 243 A). The unchaneed silver 
2v 
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bromide is now removed from the plate by putting it into a solution' 
of sodium thiosulfate (hypo). This is called fixing the negative. It 
is finally washed and dried. The whole process which we have de^ 
scribed must be carried on in a dark room or in a light-tight box and 
must be carefully timed. 

In printing, a sensitive paper is used which is coated with com- 
pounds that are very similar to those used on photographic plates 
The negative is laid on the paper and the latter is so exix)sed that the 
light must pass through the negative. In this way the light and dark 
are again reversed so that we once more get a positive (Fig. 243 B). 
The print is developed and fixed in the same manner as the plate. 
The print may be toned by dipping it into a solution of the salts of gold 
or platinum. The silver goes into solution, replacing these metals, 
and the gold or platinum takes its place. The gold gives to the photo- 
graph a reddish brown tone, while the platinimi gives it a steel-gray 
tone. • 

461. Groups of metals for analysis. We have seen that the 
various metals form difiFerent insoluble compounds. For ex- 
ample, silver, lead, and mercurous salts form insoluble chlorides. 
A system of qualitative analysis of the metals depends on the 
insolubiUty of certain salts. We can separate the metals 
into groups by the addition of reagents which will precipitate 
a salt of all the metals of a particular group. This is very 
convenient when we are analyzing a solution which may con- 
tain any one or all of the common metals. After we have 
separated the constituents of the solution into different groups, 
we then apply more special and complicated methods for 
detecting the presence in the group of any particular metal. 

SUMMARY OF CHAPTER XXXIV 

COPPER occurs as native copper, as the oxide, as the basic 
carbonate, and as sulfides. The oxide and carbonate are reduced 
with coal, but the sulfides require a difficult and complicated 
treatment. 

LOW-GRADE COPPER ORES are now worked by the froth 
flotation process, in which the copper particles are floated away 
from the rock material by means of an oUy foam. 
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lUro. ELECTROLYTIC COPPER is prepared by electrolysis, in 
'^^ ^ which the anode is the impure copper plate, the electrolyte is 
^^ ^'' copper sulfate solution, and the pure copper is deposited on the 
^''^ cathode. 

USES OF COPPER — electric conductors, roofing for build- 

' ings, covering for ships' bottoms, and as one component in many 

/J alloys, such as brass and bronze. 

f\ / COPPER SULFATE is the most important copper compound. 

fV; It is used as a fungicide, for plating, and in some electric cells. 

a.;: Cuprous oxide is formed in testing for glucose with Fehling's 

V ^ solution. 

ity AN ELECTRIC CELL is a device for converting chemical 

energy into electrical energy. Any two metals in a suitable 

^'^ electrolyte will constitute an electric cell,. in which the metal 

higher in the series is the negative, and the lower one the positive 

pole. 

The rapid action of dilute acids on impure metals is due to 
local cells which are set up by the impurities. 
!" MERCURY is obtained from the sulfide merely by roasting. 

It is a heavy liquid used in barometers and thermometers. 

CALOMEL, mercurous chloride, is used in medicine. Corrosive 
r sublimate f bichloride of mercury, is a deadly poison and is used 
in very dilute solutions as an antiseptic. 

SILVER is largely obtained through the desilverization of lead 
by Parke's process. It is alloyed with copper for most pur- 
poses. 

SILVER NITRATE is made by dissolving silver in nitric acid. 
It is used to make other silver compounds. The silver halides 
are insoluble compounds which are sensitive to light. 

PHOTOGRAPHIC PLATES are coated with silver bromide, 
which after exposure to light can be reduced by a developer. 
. The unreduced silver salt is dissolved by sodium thiosulfate. 
Prints are made on paper coated with silver halides. 

ALL METALS MAY BE SEPARATED INTO GROUPS 
by taking advantage of the insolubility of certain compounds. 
This separation of the metals into groups by the addition of dif- 
ferent reagents is the foundation of a system of qualitative 
analysis. 
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Questions and Problbms 

1. Write the formulas for the following ores : copper pyrite, mala^ 
chite, and cinnabar. 

2. Why is it difficult to extract copper from sulfide ores? 

8. What is the principle involved in the froth flotation process T 

4. What is meant by " electrolytic copper"? 

6. Compute the weight of water in 1 kilogram of blue vitriol. 

6. Write the equation for the change which takes place when a 
strip of iron is placed in a solution of copper sulfate. 

7. How much copper goes into solution in order to replace 1 g^ram 
of silver from a solution of sQver nitrate? 

8. Why is zinc sometimes called the fuel in the electric cell? 

9. Why is the replacement series sometimes called the electromotive 
series? 

10. To start the action of dilute acid on zinc, a piece of platinum is 
put in so that it touches the zinc. Explain. 

11. Commercial zinc is consumed in an electric cell even when the 
circuit is open ; that is, when the poles are not connected by a wire. 
Explain. 

12. In order to nickel-plate a piece of iron it is first copper-plated. 
How would you copper-plate iron? 

XZ. How would you prove that a given substance contained a com- 
poimd of copper? 

14. Why is mercury not used in the thermometers which are carried 
on Arctic explorations? 

16. Show how the two chlorides of mercury illustrate the Law of 
Multiple Proportions. 

16. What special precautions should be taken in regard to handling 
bichloride of mercury tablets? 

17. What properties of silver make it useful for coinage, for jewelry, 
and for tableware? 

18. What compound is formed when silver tarnishes? 

19. How does sterling silver differ in composition and proi>erties 
from pure silver? 
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20. A dime contains copper and silver. How could you prove the 
presence of each metal? 

21. What is the fimction of " hyiK) " in photography? 

22. What is the purpose of toning photographic prints? 

23. Why must a negative be developed in a dark room with only 
a dim red light? 

Rbvibw Questions 

1. (a) Why does pure zinc chloride dissolved in water give an acid 
reaction? 

(6) What is this phenomenon called? 

(c) What relation has it to neutralization? 

2. Under what circumstances will chemical reactions run to an end ? 
Illustrate each case with an example. 

3. If 4.0 grams of copper will combine with 1.0 gram of oxygen, and 
23.7 grams of silver are precipitated by 7.0 grams of copper, what will 
be the percentage of oxygen in silver oxide? Show each step of your 
calculation and reasoning. 

4. Suppose that you were given a sample of a colorless, odorless 
liquid. Describe briefly no less than four different experiments which 
would help to prove whether it was water or not. 

6. What weight of silver nitrate would be necessary to precipitate 
the chlorine in 10 grams of crystallized barium chloride, BaCls • 2 H2O? 

Topic for Furtbsr Study 

Chemistry of photography. How is a photographic plate prepared ? 
What change occurs during exposure? What developer is commonly 
used in developing tanks? Why? What precautions are necessary 
in fixing, washing, and drying? What is the chemistry of blue prints, 
silver prints, platinum prints, and the carbon process? (Louis Derr's 
Photography for Students of Physics and Chemistry ; special pamphlets 
issued by the manufacturers of photographic supplies, such as the East- 
man Kodak Company's How to make Good Pictures.) 



CHAPTER XXXV 

SOME OF THE LESS COMMON ELEMENTS 

AND THEIR USES 

Gold — ooourrtenoe and extraction — proi)ertie8 — uses. 
Platinum — properties — uses. Manganese — manganese 
dioxide — permanganates. Chromium — oxides and hydrox- 
ides — ohromates and diohromates. Timgsten, molybdenum, 
vanadium — the rare earths. 

In this chapter we shall discuss two rare elements which 
are of great value, gold and platinum. We shall also briefly 
consider a nimiber of elements which are not very common, 
but which have one or two important compounds or important 
uses. 

Gold 

462. Mining and extraction. Gold is foimd almost entirely 
in the free state and is often distributed through quartz or 
sand. The process of extraction involves its separation from 
the great mass of surroxmding material. This may be done 
in some cases by merely taking advantage of the fact that gold 
is much heavier than the other mineral matter about it. When 
it occurs in alluvial deposits the gravel may be washed in shallow 
pans in such a way that the sand, which is Hght, is carried away 
by the water and the heavy metal sinks to the bottom and is 
caught. In placer mining the ore is carried down a long trough 
m a stream of water ; the gold settles to the bottom, where it 
is caught on cleats which are nailed to the floor of the trough. 
Another method of working the deposits involves crushing the 
ore in stamp mills (Fig. 244) and passing the crushed ore 
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over copper plates coated with merciiry. The mercury readily 
dissolves the gold, forming an amalgam. This amalgam it^ 
scraped from the copper plates and the mercury distilled away 
from the gold. Still another method, called the cynnide process, 
is used to extract the gold left in the tailings. Metallic gold is 
soluble in sodium cyanide (NaCN) solution in the presence of 
air and forms a com- 
pound, sodium aurocyanide 
(NaAu{CN},). The gold 
can be displaced from this 
solution by metallic zinc, or 
deposited by electrolysis. 

463. Properties. Gold is 
a very heavy metal (density 
19.3) with a yellow color. 
It is the most malleable and 
ductile of metals and is 
a good conductor of elec- 
tricity. It melts at about 
1100" C. It is so soft that 

it is usually aUoyed with ^^^^ sumping nmn„ gold, 
copper in making gold coins 

and other gold objects. Pure gold is " 24 carat " fine ; gold 
used for jewelry is usually 18 carats. 

Gold is a very inactive metal and is not affected by moisture, 
oxygen, or the common acids. It combines directly with the 
halogens and for this reason is soluble in aqua regia {hydro- 
chloric and nitric acids mixed). Gold chloride (AuCla) can 
be prepared by the action of gold and chlorine. This substance 
readily dissolves in hydrochloric acid, forming cblorauric acid 
(HAuClt). This is the substance which is formed when gold 
is dissolved in aqua regia. The acid dissociates to give the 
ions H'*' and AuCU-. 

464. Uses. Gold finds its principal use as the standard of 
currency and exchange in almost all civilized countries. It 
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chlorine from hydrochloric acid : 

Mn02 + 4 HCl ^ MnCU + 2 H2O + CI3 1 

It will be noticed that the valence of manganese has changed 
from 4 to 2 in this reaction. Manganese dioxide is also used 
in the preparation of dry batteries, and as an oxidizing agent 
in black paint. 

Metallic manganese and its alloy with iron (ferro-manganese) 
can be made from pyrolusite by reduction with aluminimi 
(Goldschmidt process). The metal finds certain uses in the 
preparation of special steels. 

468. Permanganates. When manganese dioxide is heated 
with potassium hydroxide and an oxidizing agent like potassium 
nitrate, a green melt is obtained. On extracting this with 
water we obtain a solution of potassium manganate (K2Mn04). 
The green solution on being diluted with water changes to a 
purple color, and manganese dioxide is precipitated. By 
evaporating the purple-red liquid we obtain needle-shaped 
crystals of potassium permanganate (KMn04). This salt in 
solution gives the ions K+ and Mn04~. It is a very strong 
oxidizing agent, readily giving up oxygen to other materials 
and forming manganese dioxide or a manganous salt. It is 
used in the laboratory as an active oxidizing agent and in 
medicinal work as an antiseptic and disinfectant. 

Chromium 

Chromium is a metal occurring in Group VIA. Like man- 
ganese it forms salts in which it has a number of different 
valences. In its higher valence it is a constituent of the nega- 
tive ion of oxidizing acids. 

469. Oxides and hydroxides. There are two important 
oxides of chromium, the green oxide, chromic oxide (Cr203), 
and the red oxide, chromic anhydride (CrOs). The former is 
the anhydride of a base, chromium hydroxide (Cr(0H)3). 
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gaseous reactions. Platinum black is platinum powder made 
by replacing platinum from solution by means of zinc. Plati- 
num black is also a good catalyst and is often used either dry 
or suspended in a Uquid. 

466. Uses. Since platinum melts at a very high temperature 
and is not attacked by most chemicals, it is a useful material 
in the laboratory in the form of wire and crucibles (Fig. 245). 
Because it has the same coefficient of expansion as glass, it was 
formerly the substance selected when it was necessary to seal 
a wire into a glass vessel. If copper wire is taken in its stead 
the glass invariably breaks because copper and glass contract 
at difiFerent rates on cooling. This use of platinum has now 
been superseded by platinite (§ 408). Since the metal is not 
oxidized by the air even when heated, it has been used in 
electrical apparatus for contact points; but now tungsten is 
taking its place, being harder and cheaper. Platinum is used 
in place of gold in the manufacture of rings and other jewelry. 
It is at present much more valuable than gold. 

Manganese 

Manganese is the only element known in Group VIIA in 
the periodic table. It is peculiar in that it can form many 
oxides. That is, it can form a number of compounds in each 
of which it has a different valence. In some of these it acts 
like a metal and forms a positive ion, and in others it is the 
constituent of the negative ion. Because of this multiplicity 
of compounds we shall not attempt to discuss the element fully. 

The manganous salts, in which the element has the valence 
of two, are pink in color ; they correspond somewhat to ferrous 
salts. The other compounds of manganese that are important 
are those containing oxygen. 

467. Manganese dioxide. This substance occurs in nature 
and is known as pyrolusite (Mn02). It is a strong oxidizing 
agent. We have already employed it in the preparation of 
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Tungsten, Molybdenum, and Vanadium 

These three elements, Uke chromium and manganese, form 
a multitude of compounds in which they have a number of 
different valences and have either acidic or basic properties. 
The chief use of the metals lies in the preparation of special 
steels. The pure metals themselves are rarely manufactured ; 
but their alloys, called ferro-alloys, containing about 50 per 
Cent of iron, find important uses. The place of these metals 
in the steel industry has already been discussed. 

471. Tungsten is a white metal which is used in making 
high-speed steels. It has a very high melting point (about 
3000^ C.) and makes an excellent metal for the filaments of 
incandescent electric lamps. The metal can be drawn into 
exceedingly fine wires which are very strong. Txmgsten lamps 
use only about one-third as much current as the old carbon- 
filament lamps. The metal is replacing platinum for electrical 
contact points in automobile vibrators. 

The Rare Earths 

There are about 16 elements which are very closely related 
to one another and form a peculiar group; all are trivalent 
and in a general way resemble aluminum. These elements 
are metals. They are known as the rare earths and are 
found in monazite sand. Thorium is the most important 
constituent of monazite sand. A thin film of thorium oxide 
containing about one per cent of cerium oxide (another rare 
earth) constitutes the Welsbach mantle (§ 257). The use of 
cerium oxide is another example of catalysis. Without this 
small amount of impurity thorium oxide gives a very inferior 
Ught when heated in a gas flame. In making the mantle the 
tubular fabric is dipped into a solution of the nitrates. After 
being dried, the mantle is heated, which bums the yarn and 
converts the nitrates into oxides. 
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SUMMARY OF CHAPTER XXXV 

GOLD is found free and is obtained from the surrounding rock 
by mechanical separation, or by the amalgamation or the cyanide 
process. Gold is a heavy, soft, malleable metal. It is usually 
alloyed with copper to increase its wearing power. It is insoluble 
in most reagents but will dissolve in aqua regia, forming chlorauric 
acid. 

PLATINUM occurs native, alloyed with similar metals. It is 
a very heavy, high-melting metal which is attacked by very few 
chemicals. It dissolves in aqua regia, forming chloroplatinic 
acid. Finely divided platintun is an excellent catalyst for gas 
reactions. 

MANGANESE forms a ntunber of series of compounds in which 
it has different valences. Manganese dioxide, pyrolusite, is fot^d 
naturally. The permanganates are strong oxidizing agents. 

CHROMIUM forms two oxides : Cr203, which is basic, and CrOs, 
which is acidic. The former corresponds to the chromic salts, 
the latter to chromic add. The chromates and dichromates are 
strong oxidizing agents. 

TUNGSTEN, MOLYBDENUM, AND VANADIUM in the form 
of their iron-alloys are used in the manufacture of special steels. 
Lamp filaments are made of tungsten. 

THE RARE EARTHS form a group of closely related elements 
occurring in monazite soil. Thorium and ceritun oxides are used 
in Welsbach mantles. 

Questions 

1. The first metals known to have been used by the human race 
were gold and silver. Give the reason. 

2. Write the equation for the decomposition of chloroplatinic acid 
by heat. 

8. What precautions must be taken in the use of platinimi vessels? 

4. Gold coins are 90% gold and 10% copper. Express this in 
carats. 

6. What reaction did we catalyze with manganese dioxide? 

6. Write the equation for the oxidation of hydrochloric acid by 
potassium permanganate. 
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7. In what way is platinum better than gold for laboratory 
<5ruoible8? 

8. What properties has tungsten which fit it for use as a filament 
in electric lamps? 

9. Which are the more stable, manganates or permanganates? 

10. What is the difference in composition and properties between 
potassium chromate and potassium dichromate? 

11. Write the equation for the oxidation of hydrochloric acid by 
sodium chromate. 

Topic for Furthbr Study 

Rare elements in industry. Recent developments have shown that 
some rare elements which were thought to be only of scientific interest 
have properties which make them of the greatest industrial imi>or- 
tance. The scientific study of these substances has thus been well 
rewarded. What rare elements are conunercially important? For 
what is each used? (Duncan* a Chemistry of Commerce.) 
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CHAPTER XXXVI 

RADIUM AND RADI0ACTIVIT7 

The vacuum tube — radioactivity — radium — radium 
emanation — disintegration series — radioactivity and the 
periodic system — uses of radioactive elements — radium and 
the atomic theory. 

In order to understand the peculiar and interesting properties 
of radium and of certain other elements, it is necessary to con- 
sider briefly some recent discoveries in physics. 

472. The vacuum tube. If a glass tube containing air or 
some other gas is exhausted with an air pump until there is 
only a very small amoimt of gas left, it exhibits unusual prop- 
erties when connected with a high-voltage electric current 
(Fig. 246). The electricity pass- crookes Poeinv. 

ing through the tube gives it 
a peculiar bluish Ught. Such 

an apparatus is called a vacuum cathode Farada 
tube. Careful investigation has dark8pa(» 

shown that from the cathode Fig. 246. Vacuum tube. 

(the negative electrode) a stream of negatively charged par- 
ticles is traveling in straight lines at high speed. These negative 
particles are the electrons, which we have already considered 
(§ 177). Through experiments with the vacuum tube and 
similar apparatus scientists have discovered a great deal about 
electrons and their relation to matter. It has further been 
proved that from the positive electrode in the vacuum tube 
there is flowing a stream of positively charged particles of 
matter which are the atoms of the original gas in the tube. 
They are positively charged because they have lost one or 
more electrons ; they are gaseous ions. 
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If we place a piece of metal i 
electrons in the tube ^e! H^^'^'Mbt is coounonly call< 

i . jV^^' I yt-iAj tube {Fig. 247). 

When the electrons are 
stopped in their rapid flight 
' by the piece of metal (anti- 
cathode), they produce a 
peculiar form of light en- 
ergy, which passes through 
the glass and into the sur- 
• rounding space. These are 
the so-called X rays. All 
li^t is merely a vibration, 

iP!_ ,.- ▼_.. *_!.. or ^rave motion, in the 

Fig. >47. X-iartiibe. ,, , „ ,. 

etner, that all-pervading 
material which has neither weight, volume, nor other physical or 
chemical properties. X rays are vibrations in the ether which 
have a very short wave length and are therefore much more pene- 
trating than ordinary Hght. They are stopped by heavy metals 
but not by such materials as wood or paper. 

The penetrating power of X rays has led to theu- wide use 
in surgery and medicine. They affect a photographic plate 
exactly as does ordinary light. If, therefore, we place a hand 
or an arm between the X-ray tube 
and a photographic plate, we may 

make a radiograph with this pene- I* L 

trating Ught. Such radiographs are I 




especially useful in dentistry in the 
examination of teeth. 

The rays may be rendered visible 
to the eye by the aid of a fluores- '''^^jT— 
cent screen. Certain minerals (zinc *"*■ '^;„^S3vir* *" 
sulfide) give off light when X rays 

come in contact with them ; they are said to fluoresce. By 
holding such a mineral screen in the path of the rays, we 
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obtain a sort of diadow picture of the object through which 
they have passed. 

Another peculiar characteristic of X rays is their power to 
discharge an «lectro8COpe. If an electroscope is charged with 
static electricity (Fig. 248) the leaves will very slowly fall as 
the chai^ " leaks." If, 
however, the apparatus is 
brought near X rays it will 
immediately be discharged. 
The reason for this is that 
the X rays break down some 
of the atoms of the sur- 
rotmdii^ air into gaseous 
ions, and these conduct the 
charge away from the elec- 
troscope. 

Havii^ thus very briefly 
discussed certain results of 
physical experiments with 
vacuum tubes, we shall now 
consider some remarkable 
chemical elements which 
have attracted much atten- 
tion in the last twenty 
years, a^t^i^-, tj- 

473. RadioactiAty. It has 
been found that a number of 
chemical elements give off peculiar radiations which have 
much the same effect as the X ray ; that is, they will penetrate 
such materials as black paper, affect a photographic plate, dis- 
charge an electroscope, and cause fluorescence in certain min- 
erals. These effects were first discovered in 1896 by Becquerel, 
a French scientist, as he was examining a crystal of a salt of 
the element uraoiam. The general phenomenon was called 
radioactivity. Pierre Curie and his wife (F^. 249), starting 
2o 



Fig. 249. Marie Slodowska Curie 
(1867- ). i 

Professor of physics at the Sorbonne, 
UniverBity of Paris. 
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with this diflcovery, were able to isolate two or three other 
elements which were much more radioactive than uranium. 
The first of these to be obtained was poloQium; but radium 
was found in larger quantities and is the most importaiit. < 

Radium is present in very minute amounts irfpitch blende \ 
(an impure uranium oxide) ; only one gram of it can be 
obtained from every three 
tons of rock {Fig. 250). As 
might be imagined, the sep- 
aration of this element in- 
volves a difficult, compli- 
cated, and laborious chemical 



474. Radium. Radimnis 

a metal which chemically 

closely resembles barium and 

is in fact the next element 

Pis. 350. Radium bromide in quartz below it in the periodic table. 

A number of its salts and the 

"""^ free metal itself have been 

prepared, and from .ibeit 

•purelu chemical proneriift'i there is little to distii^uish the 

element from the rest of the calcimn family. 

Radium and all its salts are, however, extremely radioactive. 
This property is quite independent of the nature of the salts 
and is as apparent in radium bromide as in the free metal. In 
fact, what is sometimes spoken of as " radium " is in reality 
the salt radium bromide ; it is the common form in which the 
element is kept and used. RaAionriimtv t ^us.^s£aammt^^^nt^ 
properly of the radiv jr^ fJjtm and to be independent of its chem- 
~Ical combination. The extreme radioactivity of radium and 
its salts can be shown by the effect on a photographic plate, 
by the discharge of an electroscope, or by a fluorescent screen. 
476. Three Iduds of rays from radium. It has been found 
that radium salts are actually giving off three kinds of so-called 
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raysXwhich differ widely in their p finfttrntit^g nowg r/and in the 
way in which they are affected by a magnetic field^ Theexpen- 
ment shown in figure 251 illustrates the effect of the magnetic 
field on radium rays. Those called the jtlpha (a) rays have 
very little penetr^ting^j)ower and are found to be positively 
charged particle's. The beta (fi) rays are much more penetrat- 
ing and are, in facti nagfgly «\ stream of electrons, exactly like 
those found in theSracurai Tube. The gamma (y) rays are 
not affected by a magnetic field 
and are nothing but the X rays 
which are produced by the action 
of the beta rays on some of the 
soUd material through which 
they pass. It is these gamma, ^^BioektfLmui 

or X rays which give to radium p,g. ,5,. M^et of a magnetic field 
the extreme radioactivity which on rays emitted by radloactiye 

was firat noticed. 8ubrt«.c... 

476. Energy of radium. Another very surprising property 
of radium and its salts is that the nature and amount of its rgdiih 
activi ty are entirely independent of the temperature and of any 
other known conditions. The chemist has been unable to 
modify in any way the radioactivity of radium. It is as strong 
in liquid air as it is at the highest temperature. This is very 
unlike usual chemical reactions, which are always greatly 
affected by the temperature. 

There is still another remarkable property of radium salts : 
they are coritinually produ cing heat aind are generally three to 
five degrees warmer than the surrounding atmosphere. The 
amount of heat evolved has been measured and found to be 
such that one gram of radium salt gives off 100 calories per 
hour. This constant evolution of heat apparently goes on in- 
definitely. But as a matter of fact we shall see later that this 
is not the case, th at^ radium is pradually disappearing, and 
that at the end of ? nQp y^^^" ^^ will b^ half gone. . Thus radiuiy 
is not a source of perpetual energy, as is sometimes stated. 
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iTI. Radium emanation. We have seen that the beta rays 

are a stream of electrons. The alpha rays have been shown to be 

positively charged helium atoms. This very remarkable fact 

has repeatedly been proved by collecting enough of these 

" rays '' to produce the characteristic spectrum of heliiun. 

We can obtain from radium another gas which was first 

"^j known as radium emanation but is now sometimes called 

^ niton. This gas is continuously being given o£f by radiinn 

; compounds and can be pumped away from radium salts and 

J obtained quite pure. Niton is clearly a definite element and 

\: finds a place in the periodic system as the last member of the 

family of rare gases. It is chemicaUy inert, is monatomic, 

and has the molecular weight 222, exactly four units less than 

\ the atomic weight of radium. We thus see that from radium 

^ we have obtained two definite elements, one a known element, 

helium, and the other niton. The formation of heUum and 

X niton proceeds continuously in all radium compounds. This 

i must be due to a disintegration of the radium atom itself; 

A hence we have here the atom of one element actually being 

r transformed into the atoms of two other elements. The 

-r atomic weight of niton is in this connection significant. It 

is exactly the difference between the atomic weights of radimn 

r and helium. This disintearvMQrijdJhe radium atornthe c) 



cannot in any w ay mod'ijy or control . He can merely observe 
it] Therefore, we cannot say tiiat the chemist is able to change 
radiima into helium and niton, but rather that the radium 
atom itself breaks down into these elements in spite of all 
that the chemist may do. 

478. The disintegration series. The beta rays which are 
given off by a sample of radium salt are not a part of the de- 
composition of radium into radium emanation, but are the 
result of later changes. Radium emanation itself goes into 
another element, a solid called radium A, at the same time 
producing another alpha particle (a charged helium atom). 
Radium A disintegrates, forming successively radium B, C, 
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D, E, and F. When radium F breaks up it forms an element, 
radium G, whose atomic weight is 206. In each case the 
change is attended by the production of an electron or an 
alpha particle. The electrons emitted in the later stages of 
the disintegration of the radium atom cause the beta rays 
which are given o£f by a sample of radium salt. 

It will be noticed that the last product of the change is 
radiimi G, or radio lead ; this is no longer radioactive because 
it undergoes no further changes and gives oflF no charged par- 
ticles. This substance shows all the chemical properties of 
ordinary lead and cannot be distinguished from the latter 
except in one particular, namely, that it hcis a lower atomic 
weight. 

Every expulsion of a helium atom in the form of an alpha 
particle must lower the atomic weight of the element four units 
(atomic weight of helium). There are five such changes be- 
tween radiimi and radixmi G, the end point. Subtracting 
these twenty units (5X4) from the atomic weight of radium, 
we have 206 for the atomic weight of the final product. 
This is slightly lower than the atomic weight of ordinary lead, 
which is 207.2. 

It has been noted that the lead which is found in radioactive 
ores (that is, ores which contain radium) has an atomic weight 
difiFerent from the atomic weight of the lead from ordinary ores. 
This lead, called radio lead (although it is not radioactive), was 
probably formed in that particular ore by the disintegration of 
the radium atoms. As we have said, it resembles ordinary 
lead in every chemical property and can be distinguished from 
it only by its atomic weight. In fact, if the radio lead is 
obtained from pure radium ore, it is found to have an atomic 
weight of exactly 206. These two substances must, therefore, 
be considered as distinct elements although they are chemically 
inseparable. 

479. Other disintegration series. There ape other disin- 
tegration series beside the radium series. Thorium seems to 
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be the starting point of a series of radioactive elements. 
Radium itself has very likely been slowly formed as a product 
of the radioactive disintegration of uranimn, and so it is prob- 
ably not the starting point of a series but the middle. 

480. Uses of radium. The radiations given oflf by radium 
(in particular the beta rays and their secondary product the 
gamma rays) are extremely active. It is possible with their 
aid to take pictures in exactly the same way as with the X ra3'^s 
generated by an electric current in a vacuum tube. Radium 
rays exert a very powerful action on all living matter, and it 
has been thought that they would be useful in curing various 
diseases. The results have not been so successful as was first 
hoped, but in treating certain kinds of cancer and similar 
growths radium seems to be very beneficial. Radium is ex- 
tremely expensive, one gram costing about $160,000. It is, 
however, continuaUy producing radium emanation, and the 
emanation instead of the radium itself is often used in treating 
diseases. Every day the emanation can be pumped off from 
the radium salt and collected in very tiny glass tubes. These 
tubes can then be inserted in the flesh near the cancer. The 
radium emanation in the tubes goes through the complete series 
of changes, ending finally as radium G and producing alpha, 
beta, and gamma rays. The curative power rests in the action 
of these rajrs on the diseased tissue. 

Certain radioactive elements in an impure condition have 
been used in the manufacture of luminescent paint. They are 
mixed with zinc sulfide, which, as we havejgen, Aupr^ces^igg^^i; 
in contact with radium particles. "^^^^iS^^-t >-* "^'^ ^^ ^ 

481. Radium and the atomic theory. These astonishing 
facts in regard to radium appear at first sight to destroy one 
of the fundamental laws of science : the Conservation of Energy. 
The fact that radium and its compounds constantly give off 
heat and light without apparent loss of weight does not seem 
to conform to this law. But more careful experiments have 
shown that they do not give out heat and light indefinitely : 
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it would take about 2000 years for these compounds to lose 
half their activity, 2000 more to lose half of what remains, and 
so on. This energy of radioactive substances is apparently 
due to the spontaneous explosion, or disintegration, of the 
atoms of such elements. The emitted particles collide with 
each other and with the surrounding molecules, producing heat 
energy. 

We must, therefore, modify and extend our conception of 
the atom as an indivisible unit of an element. The ordinary 
chemical reactions take place between two or more atoms; 
but in the case of radioactive elements we find that the changes 
occur within the atoms themselves, that the atoms are slowly 
disintegrating, forming other atoms and emitting electrons. 
According to Rutherford, who has made very extensive in- 
vestigations in this field, the atom is composed of a positive 
nucleus surrounded by a large number of electrons. The radio- 
active changes are due to the breaking down of this positive 
nucleus, which is imstable in certain elements like radium. It 
is only in radioactive elements that this nucleus is unstable. 
The old alchemists tried to change the base metals, lead, iron, 
copper, etc, into gold. They believed in the possibility of 
the transmtUaiion of one element into another. Modem 
chemists are quite sure that elements like iron and copper 
cannot be changed into gold or silver, which have a higher 
atomic weight; but they are equally convinced that certain 
elements which have very high atomic weights do form simpler 
atoms by disintegration. The next question seems to be how 
to unlock this immense quantity of energy which is stored up 
in atoms and how to put it to some practical use. 

This new theory about atoms does not materially influence 
practical chemistry, since neither heat, light, nor electricity 
affects the rate of decomposition of radioactive elements. Yet 
one result has come from all of these investigations which is 
important for us, namely, that there is now no question of the 
reality of atoms and molecules 
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SUMMARY OF CHAPTER XXXVI 

ELECTRONS are sent out from the cathode when an electric 
current passes through a highly rarefied gas. X rays are produced 
when electrons strike an obstacle. X rays consist of very short 
light waves which affect a photographic plate, cause zinc sulfide 
to fluoresce, and discharge an electroscope. 

CERTAIN MINERALS GIVE OFF RADIATIONS LIKE X 
RAYS and are called radioactive. The element radium, isolated 
in very small amotmts from an ore of uranium, is extremely 
radioactive; 

RADIUM is chemically much like barium. Its radioactivity 
is independent of the chemical combination of the element. The 
bromide is generally used. 

RADIUM GIVES OFF THREE SORTS OF " RAYS ": alpha 
particles, which are charged helium atoms; beta rays, or 
electrons; and gamma rays, which are X rays produced by the 
electrons, 

RADIUM EVOLVES HEAT slowly but continuously. It pro- 
duces a new element called radium emanation, or niton, which is 
a rare gas. The disintegration of the radium atom into a helium 
atom and a niton atom goes on continuously and cannot be in any 
way controlled or altered. Niton also disintegrates, and there is 
a whole series of disintegration products from radium. The 
final form is radium G, or radio lead. Radio lead is chemically 
like ordinary lead but has a different atomic weight. 

There are other disintegration series. Radium itself is probably 
formed from uranium. 

RADIUM IS USED in medicine for treating cancer. Certain 
impure radioactive elements are used in making luminescent 
paints. 

One result of the study of radioactive substances has been to 
extend greatly our atomic theory. Atoms of radioactive elements 
are for some reason unstable and explode, expelling either electrons 
or atoms of helium, or both. The atoms of most of the elements 
are stable and are probably made up of a positive nucleus and a 
number of electrons revolving about the nucleus. There is now 
no doubt of the reality of atoms and molecules. 
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Questions 

1. How is radioactivity different from the usual ohemioal action? 

2. Why was it formerly thought that radioactivity contradicted 
the Law of Conservation of Energy? 

3. Why do not modem chemists try to transmute copper into gold ? 

4. What is meant by saying that uranium is the " parent " element 
and lead is the *' end product ** of a series of radioactive elements? 

6. What imi)ortant changes in our theory of atoms have been 
brought about by the experiments with radium? 

6. Why is radium such a very costly metal? 

7. What are the distinguishing properties of the alpha, beta, 
and gamma radiations sent off by radium? 

8. How could you tell whether a substance were radioactive? 

9. How could you test the activity of a radioactive substance? 
10. What is the most striking difference between radium and barium ? 

Topic for Further Study 

Modem alchemy. The alchemists of old endeavored to transform 
one element into another ; they failed. Today chemists can watch 
one element spontaneously change into another, but they can neither 
hasten nor retard the transmutation. How does " modem alchemy '* 
differ from the old? (Bird* 8 Science Reader, Martin* 8 Modern Chem- 
istry, and Tilden*8 Chemical Discovery.) 
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SIX SYSTEMS OF CRYSTALS 

Crjrstal forms. All crystals may be divided into six classes 
according to the way in which the faces are arranged about 
certain imaginary axes. 

I. Isometric, or regular, system (Fig. 
252) : three equal axes at right angles to 
each other. The cube and octahedron are 
examples. Common 
salt, galena, and gar- ^^ 
net belong to this sys- 
Flg. asa tem. 

II. Tetragonal sys- 
tem (Fig. 253) : two equal a;xes and one longer or 
shorter ^ aU ai right angles to each other. Cassiterite 
(SnOs) belongs to this system. 

III. Orthorhombic system (Fig. 254) : three 
unequal axes, all at right armies. Sulfur, salt- 
peter, and magnesium sulfate belong to this 
system. 

IV. Monoclinic system 
(Fig. 255) : two axes ai 
right angles and a third 
perpendicular to one and 

inclined to the other. Glauber's salt, gypsum, 
and ferrous sulfate belong to this system. 

V. Triclinic system 




Fig. 353 



^ 



-^'■ 




Fig. 354 




Fig. 255 




Fig. 256 



(Fig. 256) : three axes aU inclined to each other. 

Crystals of copper sulfate belong to this system. 
VI. Hexagonal system 

(Fig. 257): Four axes, 

three equal axes in the same 

plane, intersecting at angles 

of 60**, and a fourth at right 
angles to all these. Snow crystals, quartz, and so- 
dium nitrate belong to this system. Calcite occurs ^8« *57 
in rhombic form, which is usually considered as belonging to this system. 

For further details the reader is referred to E. S. Dana's 
Minerals, and How to Study Them. John Wiley & Sons. 
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SOLUBILITY OF SOLIDS IN WATER 

This table shows the number of grains of anhydrous solid which 
when dissolved in 100 grams of water make a saturated solution at the 
temperature stated. 



Substance 


Formula 


O'C. 


lO'C. 


20" C. 


lOO'C. 


Ammonium chloride . 


NH4CI 


29.4 


33.3 


37.2 


77.3 


Barium chloride . . 


BaQz 


31.6 


33.3 


35.7 


58.8 


Calcium hydroxide . . 


Ca(0H)2 


0.185 


0.176 


0.165 


0.077 


Copper sulfate . . . 


CUSO4 


14.3 


17.4 


20.7 


75.0 


Potassium chloride . . 


KCl 


27.6 


31.0 


34.0 


56.7 


Potassium nitrate . . 


KNOa 


13.3 


20.9 


32.0 


246. 


Sodium chloride . . 


NaCl 


35.7 


35.8 


36.0 


39.0 


Sugar 


C12H22O11 


179. 


190. 


204. 


487. 



SOLUBILITY OF VARIOUS GASES IN WATER 

{At 16^ C. and under 760 mm. Pressure) 



Namk of Gas 



VoLUMZs Absorbed bt 
1 Liter of Water 



Very Soluble 

Ammonia 802. liters 

Hydrogen chloride 458. " 

Sulphur dioxide 47.3 

Moderately Soluble 

Hydrogen sulfide 3.05 " 

Chlorine 2.63 " 

Carbon dioxide 1.02 " 

Stightly Soluble 

Oxygen 0.034 " 

Hydrogen 0.019 " 

Nitrogen 0.018 " 



Taken from Kaye and Lahy*8 Physical and Chemical Constants. 
Longmans, Green, and Co. 
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PRESSURE OF WATER VAPOR, OR AQUEOTJS TENSION 

(In millimeters of mercury) 



TSMPHBATUBX 


PrB88I7B> 


TsifPBRATUBB 


Pbbcnburk 


TBlfPBBATUBX 


Pressure 


O'^C. 


4.6 mm. 


irc. 


9.8 mm. 


22° C. 


19.8 mm. 


l** 


4.9 


12** 


10.6 


23° 


21.0 


2° 


6.3 


13*^ 


11.2 


24° 


22.3 


3^ 


5.7 


14*' 


12.0 


25° 


23.7 


4'' 


6.1 


15*' 


12.8 


26° 


25.1 


5** 


6.5 


16° 


13.6 


27° 


26.7 


6° 


7.0 


170 


14.5 


28° 


28.3 


T" 


7.6 


18° 


15.5 


29° 


29.9 


8° 


aq 


19° 


16.5 


30° 


31.7 


9** 


8.^ 


20° 


17.5 


50° 


92.3 


10** 


9.2 


21° 


18.6 


100° 


760.0 



DENSITIES OF IMPORTANT GASES 



Approximate weight of 1 liter under standard conditions 

Acetylene (C2H2) 1.16 grams 

Air 1.29 

Ammonia (NHs) 0.77 

Carbon dioxide (CO2) 1.98 

Carbon monoxide (CO) 1.25 

Chlorine (CI2) . 3.17 

Helium (He) 0.18 

Hydrogen (H2) 0.09 

Hydrogen chloride (HCl) . 1.64 

Hydrogen sulfide (H2S) . . ' 1.54 

Methane (CH4) 0.72 

Nitric oxide (NO) 1.34 

Nitrogen (N2) 1.25 

Nitrous oxido (N2O) 1.98 

Oxygen (O2) 1.43 

Sulfur dioxide (SOj) 2.93 
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Absolute temperature ecale, 46. 

Absolute zero, 46. 

Accessory factors in diet, 201. 

Acetic acid, 270. 

Acetylene, 258. 

Acid anhydrides, 204. 

Acid Bessemer process (steel), 391. 

Acid open-hearth process (steel), 391. 

Acidic oxides, 206. 

Acids, action of metals on, 32 ; binary, 
147 ; oharacteristics of, 171 ; defini- 
tion of, 32 ; dibasic, 197 ; in general, 
119; monobasic, 197; naming of, 
147; organic, 270; ternary, 147; 
volatile, preparation of, 202 ; weak, 
172. 

Agricultural chemistry, 341. 

Air, carbon dioxide in, 86; composi- 
tion of, 85; humidity of, 87; im- 
purities in, 86 ; liquefaction of, 81 ; 
a mixture, 80; temperature of, 87. 

Alcohol, denatured, 265; ethyl, 265; 
ethyl, formula of, 265; industrial, 
265; methyl, 266; ordinary, 263, 
preparation of, 263, properties of, 
264 ; solid, 164 ; uses of, 264 ; wood, 
266. 

Alcoholic liquors, 265. 

Aldehydes, 269. 

AlkaUes, 69, 120. 

Alkaline earths, 368. 

Allotropic forms, 185. 

Allotropy, 186. 

Alpha modification (steel), 394. 

Alpha rays, 451. 

Alum, ammonium, 363; chrome, 363. 

Alumina, 362. 

Aluminates, 360. 

Aluminum, bronxe, 361; compounds, 
353; hydroxide, 362; manufacture 



of, 359 ; natural compounds of, 359 ; 
oxide, 362 ; properties of, 360 ; usee 
of, 360. 

Alums, 363. 

Alundum, 362. 

Amalgams, 430. 

Ammonia, 208; aqua, 216; chemical 
behavior of, 213; composition of, 
208; Haber process, 213; house- 
hold, 208; laboratory preparation 
of, 209; liquid, refrigeration with, 
210; manufacture of, 212; made 
from elements, 212; properties of, 
210; process (nitric acid), 236; 
uses of, 215 ; water, 208. 

Ammonium, alimi, 363; salts, 214, 
test for, 215. 

Ammonium chloride, 215. 

Ammonium hydroxide, 214. 

Anode, 10, 169 ; slime, 426. 

Antimony, alloys of, 343 ; black, 342 ; 
occurrence and preparation, 342; 
properties and uses, 342. 

Antimony trioxide, 343. 

Antiseptic action, 331. 

Antiseptics, 326. 

Aqua ammonia, 216. 

Aqua fortis, 218. 

Aqua regia, 221. 

Aqueous solution, 56. 

Aqueous tension, 50; table of, Ap- 
pendix. 

Argon, 84. 

Aromatic compounds, 274. 

Arrhenius, Svante August (por- 
trait), 168. 

Arsenic, 342 ; trioxide, 343. 

Asbestos, 368. 

Atmospheric pressure, measurement 
of, 42. 
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Atom, definition of, 95. 

Atomic Theory, 92 ; value of, 93, 95 ; 

and radium, 454. 
Atomic weights and combining 

weights, 135. 
Atomic weights of elements, 94, 

Back Cover ; method of calculating, 

133 ; precise determination of, 136. 
Atoms, 92 ; and molecules, 94. 
Avogadro, Amedeo (portrait medal), 

128. 
Avogadro's theory, 128.^ 
Azote, 79. 

Babbitt metal, 344. 

Bacteria, 331. 

Bakelite, 274. 

Baking powder, 303. 

Barite, 380. 

Barium, 379. 

Barium chloride, 380. 

Barium sulfate, 380. 

Barometer, mercurial, 42. 

Bases, 120 ; characteristics of* 171 ; 

naming of, 147. 
Basic Bessemer process (steel), 390. 
Basic open-hearth process (steel), 391. 
Basic oxides, 206. 
Bauxite, 359. 
Becquerel, Henri, 449. 
Benzene, 274. 
Berzelius, Johann Jacob (portrait), 

99. 
Bessemer steel, 389. 
Beta rays, 451. 
Bichloride of mercury, 431. 
Biological chemistry, 278. 
Birkland-Eyde electric furnace, 235, 
Bismuth, 343 ; aUoys of, 343. 
Bisulfites, 197. 
Black lead, 246. 
Black powder, 237. 
Blast furnace, 384. 
Blast lamp, 39. 
Bleaching, 329 ; agents, 326 ; powder, 

329, 379. 
Blister steel, 395. 
Blue prints, 404. 
Bluestone, 203, 428. 
Blue vitriol, 428. 
Boiler scale, 372. 



Boiling point, 56. 

Bonds (valence), 143. 

Boneblack, 247. 

Bordeaux mixture, 428. 

Boyle, Robert (portrait), 43. 

Boyle's Law, 43. 

Brandt, 337. 

Brass, 411, 427. 

Bridgman, Percy W., 339. 

British thermal unit, 250. 

Bromides, 320. 

Bromine, 318 ; water, 319. 

Bronze, 411, 427. 

Bronze, phosphor, 427. 

Brownian movement, 96. 

Bunsen, Robert Wilhelm (portrait), 

311. 
Bunsen burner, 257. 
Burner, Bunsen, 257; fishtail, 257; 

gas, 257 ; on gas range, 257. 
Burning, definition of, 21 ; products 

formed by, 23. 
Burnt sienna, 403. 
By-product, 302. 

Calcium, 370 ; soaps, 373. 

Calcium carbide, 379. 

Calcium carbonate, 370. 

Calcium chloride, 379. 

Calcium cyanamide, 379. 

Calcium fluoride, 379. 

Calcium hydroxide, 376. 

Calcium oxide, 374. 

Calculations, chemical, importance of, 
110. 

Calomel, 430. 

Calorie (large), 289 ; (small), 250. 

Calorimeter, 250. 

Cane sugar, 280. 

Caoutchouc, 190. 

Carbohydrates, composition of, 279; 
uses of, 288. 

Carbolic acid, 274. 

Carbon, allotropic forms of, 244; 
amorphous, 246; atoms, double 
bond, 274, triple bond, 274 ; chemi- 
cal behavior of, 249 ; compounds and 
living matter, 278 ; crystalline, 245 : 
a very important element, 244. 

Carbon dioxide, in air, 86; commer- 
cial usee of. 70; and monoxide, 
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composition of, 74; experiments 
^th, 68 ; liquid and solid, 70 ; how 
plants use, 67 ; pure, preparation 
of, 68; production of, 66; proper- 
ties of, 69 ; test for, 66, 68. 
Carbon disulfide, 189. 
Carbon monoxide, in coal fire, 71 ; and 
dioxide, composition of, 74; lab- 
oratory method of preparation, 72 ; 
properties of, 72; as a reducing 
agent, 72. 
Carbon silicide, 358. 
Carbon tetrachloride, 268. 
Carbona, 269. 
Carbonated water, 69. 
Carbonic acid gas, 68. 
Carborundum, 356. 
Carboxyl group, 270. 
Case hardening (steel), 395. 
Casein, 289. 
Cast iron, 385. 

Catalyst, 19, 37 ; e£fect of, 233. 
Catalytic agent, 19. 
Cathode, 10, 169. 
Caustic potash, 307. 
Caustic soda, 296, 299. 
Celluloid, 286. 
Cellulose, 283. 
Cement, Portland, 377. 
Cementation process (steel), 395. 
Cementite, 387. 
Cerium oxide, 444. 
Chalcocite, 424. 

Chamber process (sulfuric acid), 199. 
Change, chemical, 4, 95; displace- 
ment, 33 ; in everyday life, 1 ; what 
happens in, 2 ; heat and light often 
attend, 3 ; types of, 105 ; no change 
in weight in, 5. 
Change, physical, 95. 
Changes of state of matter, 55. 
Charcoal, 245 ; animal, 247 ; wood, 246. 
Checking up answers, 1 12. 
Chemical change, see Change, chem- 
ical. 
Chemical combination, 15. 
Chemical compounds, see Com- 
pounds, chemical. 
Chemical equation, 102; how to 
write, 103 ; what it does not show, 

104. 

2h 



Chemical formula, 100 ; cautions con- 
cerning, 104 ; meaning of, 101 ; per- 
centage composition from, 101. 

Chemical reactions, see Reactions, 
chemical. 

Chemical symbol, 99, 100. 

Chemist, work of, 6. 

Chemistry, agricultural, 341; bio- 
logical, 278 ; domain of, 2 ; organic, 
262. 

Chile saltpeter, 218. 

China, 364. 

Chlorates, 329. 

Chlorauric acid, 439. 

Chloride, how formed, 121 ; of lime, 
329 ; test for, 122. 

Chlorine, chemical activity of, 317; 
preparation of, 315; properties of, 
316 ; uses of, 318 ; water, 317, 327. 

Chloroform, 268. 

Chlorophyll, 282. 

Chloroplatinic add, 440. 

Chromates, 443. 

Chrome alum, 363 ; yellow, 419. 

Chromic, acid, 443; anhydride, 442; 
oxide, 442 ; salts, 443. 

Chromium, 442 ; preparation of, 362. 

Cinnabar, 430. 

Citric acid, 271. 

Clay, 364. 

Coagulation, 163. 

Coal, 248; anthracite, 248; bitumi- 
nous, 248; distillation of, by-prod- 
ucts of, 273; a fuel, 249; gas, 72, 
254. 

Coal-tar dyes, 274. 

Cobalt, 399, 406 ; compounds, 407. 

Coke, 247 ; production of, 248. 

Collodion, 286. 

Colloids, 162; applications of, 163; 
mutual protection of, 273. 

Combining weight, 135; and atomic 
weight, method of determining,' 136. 

Combustion, conditions for producing, 
26; definition of, 24; Lavoisier's 
experiment on, 22 ; products of, 23 ; 
spontaneous, 25. 

Common salt, 295. 

Compounds, chemical, aromatic, 274; 
decomposition of, 14 ; definite com- 
position of, 13 ; definition of, 10, 12 ; 
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examples of, 13; formula of, 138; 
inorganic, 262, and organic, 278; 
mineral, in food, 288 ; vs. mixtures, 
14; naming of, 147; number and 
importance of, 16 ; organic, 262, and 
inorganic, 278 ; production of, from 
two elements, 12; properties of, 
different from constituent elements, 
12 ; unsaturated, 286. 

Concentration, effect of, 230 ; Law of, 
229. 

Concrete, 378 ; reinforced, 378. 

Condenser, 57. 

Conservation of energy, law of, 250. 

Conservation of matter, law of, 6. 

Contact process (sulfuric acid), 199. 

Converter (steel), 389. 

Copper, compounds of, 427 ; cupric 
compounds of, 427 ; cupric oxide of, 
427 ; cuprous compounds of, 427 ; 
cuprous oxide of, 427; electrolytic 
refining of, 425; froth flotation 
process, 425; metallurgy of; 424; 
native, 424; ores, low-grade, 425* 
oxides of, 427 ; properties and uses, 
427 ; pyrite, 424 ; in replacement 
series, 424. 

Copperas, 403. 

Corn sirup, 281. 

Corrected pressure, 50. 

Correction for water vapor, 49. 

Corrosive sublimate, 431. 

Corundum, 362. 

Cotton, 283 ; mercerized, 286. 

Court-plaster, liquid, 286. 

Cracking of oils, 253. 

Cream of tartar, 271. 

Critical range of temperature, 394. 

Critical temperature, 35, 81. 

Crucible steel, 388. 

Crude oil, 252. 

Cryolite, 359. 

Crystal forms. Appendix. 

Crystallization, 153 ; water of, 155. 

Crystals of sulfur, 184. 

Cupric oxide of copper, 427. 

Cupric sulfate, 428. 

Cuprite, 424. 

Cuprous oxide of copper, 427. 

Curie, Marie Skladoweka (portrait), 
449. 



Current of electricity, 178. 
Cyanamide process (nitrogen), 236. 
Cyanide process (gold), 439. 
Cycle of carbon and oxygen, 86. 

Dakin's solution, 331. 

Dalton, John (portrait), 92. 

Davy, Sir Humphry (portrait), 308. 

Decomposition, double, 107; simple, 

105. 
Definite proportions, law of, 14. 
Dehydrated salt, 155. 
Dehydrating action of sulfuric acid, 

201. 
Deliquescence, 308. 
Denatured alcohol, 265. 
Density, definition of, 4, 41 ; of a gas, 

how to compute, 41. 
Destructive distillation, 246. 
Detonation, 237. 
Developing (photography), 433. 
Dewar flask, 83. 
Diamond, 245. 
Dibasic acids, 197. 
Direct combination, 106. 
Disinfecting action, 331. 
Disintegration series, 452. 
Displacement, 33. 
Distillation, of alcohol, 263; of coal, 

by-products of (diagram) , 273 ; 

destructive, 246 ; fractional, 264 ; 

of water, 57. 
Distilled liquors, 265. 
Dolomite, 368. 
Double decomposition, 107. 
Double salts, 363. 
Dutch process (w^te lead), 419. 
Dryers, 287. 
Drying (linseed oil), 287; tower 

(ammonia), 209. 
Dyes, 275 ; coal-tar, 274. 
Dynamite, 238. 

Earths, alkaline, 368. 
Edible oils, 287. 
Effervescence, 68. 
Efflorescence, 155, 304. 
Electric, cell, 428 ; furnace, 393. 
Electrolysis, 169 ; of aluminum, 359 ; 
of copper, 426 ; doQnition of, 11. 
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:36. 



234. 



Electrolytes, 167. 

Electrolytic method (sodium hy- 
droxide), 297. 

Electromotive series, 429. 

Electron, 177, 447 ; in electric cell, 429. 

Electroscope, 449. 

Elements, definition of, 12; in free 
state, 15; list of, facing Back 
Cover; occurrence of, 15; impor- 
tant (table). Back Cover. 

Emery, 359, 362. 

Empirical formula, 265. 

Emulsion, 162. 

Endothermic reaction, 254. 

Energy, 250; conservation of, law of, 
250; definition of, 250. 

Enriching (water gas), 255. 

Enzjrmes, 283. 

Epsom salt, 203, 370. 

Equation, chemical, 102 ; gas, 48 ; 
quantitative, meaning of, 110; 
word, 13. 

Esters, 271, 286. 

Ether, 448 ; ethyl, 267 ; methyl, 268. 

Ethers, 268. 

Ethyl acetate, 271. 

Ethyl alcohol, 265. 

Ethylene, 256. 

Ethyl ether, 267. 

Eudiometer, 60. 

Evaporation, 55. 

Exothermic reaction, 251. 

Explosives, 233, 236. 

Extinguishing fire, 26. 

Fabrics, 283. 

Factors, accessory, in diet, 291. 

Facts and theories, 91. 

Faraday, Michael (portrait), 169. 

Fats, 271, 286, 288. 

Fehling's solution, 427. 

Fermentation, alcoholic, of grain, 283. 

Ferric chloride, 400. 

Ferric compounds, 400. 

Ferric ferrocyanide, 403. 

Ferric hydroxide, 401. 

Ferric oxide, 401, 402. 

Ferric tannate, 405. 

Ferricyanides, 404. 

Ferro-alloys, 444. 

Ferrocyanides, 403. 



Ferrous chloride, 400. 

Ferrous compounds, 400. 

Ferrous hydroxide, 401. 

Ferrous sulfate, 403. 

Ferrous sulfide, 403. 

Ferrous tannate, 405. 

Fertilizers, 233, 306. 

Fillers, 284. 

Filtration of water, 58. 

Fire extinguishers, 27, 70; " Pyrene," 
269. 

Fire extinguishing, 26. 

Fireworks, 369. 

Fischer, Emil (portrait), 288. 

Fishtail burner, 257. 

Fixation of nitrogen, 233. 

Fixing (photography), 434. 

Flames, gas, 257. 

Flashlight powder, 369. 

Flash point, 26. 

Flowers of sulfur, 182. 

Fluorescent screen, 448. 

Fluorine, 322. 

Flux, 410. 

Food, how much needed, 291 ; mineral 
compounds in, 288 ; percentage 
composition of (table), 289; uses 
of, 288 ; value of, 289. 

Fool's gold, 181. 

Formaldehyde, 269. 

F< rmalin, 270. 

Formic acid, 270. 

Formula, chemical, 100; of com- 
pound, 138 ; empirical, 266 ; result 
of experiments, 127 ; structural, 
266 ; writing, 145. 

Fractional distillation, 264. 

Fractionating column of still, 264. 

Fractions of distillate, 263. 

Fraunhofer lines, 311. 

Freezing mixture, 158. 

French chalk, 369. 

Froth flotation process (copper), 425. 

Fructose, 280. 

Fuel gases, composition of, 255. 

Fuels, gaseous, 254 ; and smoke, 251 ; 
solid, 251. 

Fuming, nitric acid, 220; sulfuric 
acid, 200. 

Furnace, electric, Birkland-Eyde, 235 ; 
Heroult, 393, Frontispiece. 
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Galena, 415. 

Galenite, 181. 

Gallium, prediction concerning, 349. 

Gamma iron, 394. 

Gamma rays, 451. 

Gangue, 410. 

Gas, coal, 254 ; density of, 41 ; equa- 
tion, 48 ; flames, 257 ; natural, 254 ; 
poison, 316; producer, 255; water, 
254. 

Gas burners, 257. 

Gaseous fuels, 254. 

Gases, kinetic theory of, 50 ; rare, 84 ; 
solubility of, in liquids, 159; uni- 
formity of, 127. 

Gasolene, 252. 

Gas volumes, correction of, 44. 

Gay-Lussac, Joseph Louis (portrait), 
61. 

Gay-Lussac's law of volumes, 61, 128. 

Gels, 164. 

German silver, 406, 411. 

Glass, 356. 

Glauber's salt, 299. 

Glaze, 364. 

Glucose, 280. 

Gold, mining and extraction, 438; 
properties and uses, 439. 

Gold chloride, 439. 

Gram-molecular volume, 131. 

Gram-molecular weight, 131. 

Grape sugar, 281. 

Graphite, 245. 

Gravimetric synthesis of water, 62. 

Greeks and science, 92. 

Green vitriol, 403. 

Guncotton, 286. 

Gypsum, 181. 

Haber process (ammonia), 213. 

Haematite, 383. 

Hall, Charles M., 359. 

Halogens, 315; comparison of, 323; 

replacement of, 321. 
Hard water, 371. 
Heat, measurement of, 250. 
Helium, 84 ; atoms, 452 ; new use for, 

85. 
Henry, law of, 159. 
Heroult furnace, 393, Frontispiece. 
Homolgeneous material, 10. 



Homologous series, 267. 

Household ammonia, 373. 

Humidity, 87. 

Hydrates, 155. 

Hydriodic add, 321. 

Hydrocarbons, 252, 256, 273; acety- 
lene series, 273 ; aromatic com- 
pounds, 274; ethylene series, 273; 
paraffin series, 256. 

Hydrochloric acid, 119, 122. 

Hydrocyanic acid, 305. 

Hydrofluoric acid, 323. 

Hydrogen, atom, standard, 131 ; 
chemical behavior of, 36; for com- 
mercial purposes, how prepared, 
38; where found, 30; in periodic 
system, 350; preparation of, in 
laboratory, 32, from water, 30; 
properties of, 35 ; purification of, 33 ; 
test for, 11 ; uses of, 38. 

Hydrogen bromide, 319. 

Hydrogen chloride, composition of, 
123 ; formation of, 36 ; preparation 
of, 116; properties of, 118. 

Hydrogen fluoride, 323. 

Hydrogen iodide, 321. 

Hydrogen peroxide, 332. 

Hydrogen sulfide, formation of, 36; 
occurrence of, 186; preparation of, 
186 ; properties of, 187 ; use of, in 
laboratory, 188. 

Hydrogenation, 38 ; of oils, 287. 

Hydrolysis, 271, 280, 304. 

Hydrosulfuric acid, 188. 

Hydroxide of a metal, 31. 

Hydroxyl group, 120. 

Hypo, 305. 

Hypochlorites, 328. 

Hypochlorous acid, 326 ; as bleaching 
agent, 329 ; as disinfecting agent. 
332 ; oxidizing action of, 327. 

Iceland spar, 370. 
Indian red, 403. 
Indicator, 120. 
Industrial chart, 205. 
Infusorial earth, 354. 
Ink, blue-black, 405. 
Inks, 405. 
Ink spots, 405. 
I Insolubility, 152. 
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Invar 

Inversion 

Iodides 

Iodine, .320; test for, 321 ; tincture of, 
321. 

Ionic reactions, 173. 

Ionization, 168 ; degree of, 172. 

Ions, theory of, 168 ; valence of, 176. 

Iron, alloys, 395. 

Iron, cast, 385 ; corrosion of, 420 ; gal- 
vanized, 411 ; gamma, 394 ; impor- 
tance of, 383 ; magnetic oxide of, 
403; microscopic study of, 388; 
ores, 383; oxides, 402; in periodic 
system, 399 ; pig, 385 ; pure, 399 ; 
pyrite, 181, 403; and steel, com- 
parison of, 396 ; wrought, 386. 

Iron carbide, 387. 

Iron chlorides, 400. 

Iron hydroxides, 401. 

Isomers, 268. 

Jute, 283. 

Kaolin, 364. 
Kerosene, 253. 
Kindling point, 25. 
Kinetic equilibrium, 229. 
Kinetic theory of gases, 50. 
Kinetic theory of solutions, 161. 
Kipp generator, 33. 
Krypton, 84. 

Lactic acid, 289. 

Lakes, 414. 

Lampblack, 245, 247. 

Lard, 287. 

Laus^hing gas, 225. 

Lavoisier, Antoine Laurent (portrait), 
22. 

Lavoisier's experiment on combus- 
tion, 22. 

Law, Boyle's, 43 ; of Charles, 47 ; of 
concentration or mass action, 229; 
of conservation of energy, 250; of 
conservation of matter, 6; of defi- 
nite proportions, 14 ; definition of, 
6, 91; Gay-Lussac's, 61, 128; of 
Henry, 159 ; of mass action, 230 ; of 
multiple proportions, 74. 







auo3^ ot;\416; com 
6 ; deallvefttation bf , 4! 




uses, 
ed, 417; 




lurgy OK 415; properties 

416 ; rftdioactive, 453 ; 

shot, 416; storage- battery, 417; 

white, 418. 
Lead chromate, 443. 
Lead dioxide, 417. 
Lead sulfide, 418. 
Leblanc process (sodium carbonate), 

299. 
Liebig, Justus (portrait), 341. 
Lime, 374 ; kiln, 375 ; superphosphate 

of, 341 ; water, 376. 
LimeUghts, 375. 
Limestone, 371. 
Liming of soil, 342. 
Limonite, 383. 
Linen, 283. 
Linseed oil, 286. 

Liquid air, 83 ; oxy^n made from, 27. 
Litharge, 416. 
Lithophone, 412. 
Litmus, 68. 
Lodestone, 403. 
Lubricating oUs, 253. 
Luminescence, 339. 
Lunar caustic, 432. 
Lye, 299. 

Magnalium, 361. 

Magnesia, 369 ; milk of, 369. 

Magnesite, 368. 

Magnesium, 368 ; compounds of, 368 ; 

salts, 370 ; soaps, 373. 
Magnesium chloride, 370. 
Magnesium hydroxide, 369. 
Magnesium nitride, 80. 
Magnesium oxide, 369. 
Magnesium sulfate, 370. 
Magnetite, 383. 
Malachite, 424. 

Manganese, 441 ; preparation of, 362. 
Manganese dioxide, 441. 
Manganous salts, 441. 
Marble, 371. 
Mass action, law of, 230. 
Matches, 339 ; safety, 340. 
Material, homogeneous, 10. 
Materials, how recognized, 3. . 
Matte, 426. _ ^L^ 





/ 



470 



INDEX 



(Numbers refer to pages.) 



Matter, states of, 55. 

Meerschaum, 368. 

Melting point, 56. 

MendelejefF (portrait), 344. 

Mercerized cotton, 285. 

Mercuric chloride, 431. 

Mercurous chloride, 430. 

Mercury, bichloride of, 431. 

Mercury, occurrence and metallurgy, 
430; red oxide of, 11; in replace- 
ment series, 424. 

Metallic manganese, 442. 

Metallic potassium, 308. 

Metallic sodium, 308. 

Metallography, 388. 

Metallurgy, general principles of, 409. 

Metals and tht periodic system, 348. 

Metals, replacement series of, 419. 

Methane, 256. 

Methyl alcohol, 266. 

Methyl ether, 268. 

Milk, cow's, compK>sition of, 289. 

Milk of lime, 376. 

Milk of magnesia, 369. 

Mineral compounds in food, 288. 

Minium, 417. 

Mixture, vs. compound, 14, 16 ; defini- 
tion of, 9 ; freezing, 158 ; separation 
of, 14. 

Moisson, Henri, 322. 

Moisture, in air, 87. 

Molecules, 50 ; atoms and, 94 ; defini- 
tion of, 95 ; size of, 97. 

Molecular formulas, 104. 

Molybdenum, 444. 

Monazite sand, 444. 

Mond process (nickel and copper), 
407. 

Monel metal, 406. 

Monobasic acids, 197. 

Mordants, 414. 

Mortar, 376. 

Moth balls, 274. 

Multiple proportions, law of, 74. 

Muriatic acid, 119. 

Naphthalene, 274. 
Nascent oxygen, 329. 
Nascent state, 221. 
Natural gas, 254. 
Negative (photography), 433. 



Neon, 84. 

Neutralization, 171 ; of base and acid, 
120. 

New-skin, 286. 

Nickel, 399 ; for coinage, 406 ; com- 
pounds, 407; properties and uses, 
406 ; steel, 395, 406. 

Niter, 218. 

Niton, 452. 

Nitrates, 222 ; higher, 286 ; lower, 286 ; 
test for, 223. 

Nitric acid, 218; action with metals, 
221 ; fuming, 220 ; oxidizing action 
of, 220 ; preparation of, 219 i prop- 
erties of, 219 ; uses of, 223. 

Nitric oxide, 224. 

Nitrocellulose, 237, 285. 

Nitrogen, compounds as fertilizers, 
240; cycle, 239; family, 337; fixa- 
tion of, 233 ; importance of, 78 ; 
oxides of, 80, 223 ; preparation of, 
from air, 78 ; properties of, 79 ; 
pure, preparation of, 79 ; uses of, 84. 

Nitrogen dioxide, 224. 

Nitroglycerin, 238. 

Nitrous oxide, 225. 

Nonelectrolytes, 167. 

Nonmetals, 204; and the periodic 
system, 347. 

Oil, linseed, 286 ; olive, 287 ; Russian, 

253. 
Oils, 286 ; asphaltic, 253 ; cracking of, 

253; drying, 286; edible, 287; 

hydrogenation of, 287 i lubricating, 

253 ; vegetable, 286. 
Open-hearth process (steel), 391. 
Ores, 409. 

Organic chemistry, 262. 
Osmosis, 157. 
Osmotic pressure, 156. 
Oxalic acid, 271. 
Oxidation, 400; definition of, 24; 

direct, of nitrogen, 234; of linseed 

oU, 287; and reduction, 38, 107; 

speed of, 25. 
Oxide, definition of, 24. 
Oxides, acidic, 206 ; basic, 206. 
Oxidizing agent, 202. 
Oxidizing substances, 326. 
Oxyacetylene welding, 259. 
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Oxygen, behavior of substances heated 
in, 20; characteristics of, 21; com- 
mercial uses of, 27 ; importance of, 
18 ; manufacture of, 27 ; nascent, 
329 ; preparation of, 19 ; sulfur and, 
comparison of, 191 ; test for, 11, 20. 

Oxyhydrogen flame, 39. 

Ozone, 333. 

Paper, 283. 

Paraffin, 253 ; series of hydrocarbons, 

256. 
Paris green, 343. 
Parke's process (silver), 431. 
Parr's peroxide bomb, 251. 
Percentage composition from formula, 

101. 
Periodic classification, 345, (chart), 

346. 
Periodic system, 344; value and use 

of, 349. 
Permanganates, 442. 
Permutite process (softening water), 

374. 
Peroxides, 333. 
Petrolatiun, liquid, 253. 
Petroleum, 252. 
Phenol, 274. 

Phosphates as fertilizers, 341. 
Phosphor bronze, 427. 
Phosphoric acid, 340. 
Phosphorus, black, 339 ; history and 

occurrence, 337; preparation of, 

338 ; properties of, 338 ; red, 339 ; 

white, 338. 
Phosphorus pentoxide, 340. 
Phosphorus sesquisulfide, 340. 
Photography, chemistry of, 433. 
Picric acid, 238. 
Pig iron, 385. 
Pigments, 287. 
Pitch blende, 450. 
Placer mining, 438. 
PUster, 376 ; of Paris, 203, 377. 
PUtinite, 395, 441. 
Platinized asbestos, 440. 
Platinum, 440; black, 441; ;sponge, 

440. 
Plumbago, 246. 
Pneumatic trough, 20^ 
Polonium, 450, 



Porcelain, 364. 

Portland cement, 378. 

Potash, 306 ; caustic, 307. 

Potassium, compounds, 295, 305; 
flame test for, 309; metallic, 308; 
salts as fertilizers, 306. 

Potassium bicarbonate, 307. 

Potassium carbonate, 307. 

Potassium chlorate, 19. 

Potassium chromate, 443. 

Potassium dichromate, 443. 

Potassium ferrocyanide, 403. 

Potassium hydroxide, 307. 

Potassium manganate, 442. 

Potassium nitrate, 307. 

Potassium permanganate, 442. 

Pottery, 364. 

Precipitate, 122. 

Precipitated chalk, 69, 371. 

Pressure, changes volume of gas, 43 ; 
osmotic, 156 ; standard condition of, 
41. 

Priestley, Joseph (portrait), 18. 

Printing (photography), 434. 

Problems, rules for solving, 114; in- 
volving volumes of gases, 130. 

Producer gas, 255. 

Properties, 4. 

Proteins, 288. 

Prussian blue, 403. 

Prussic acid, 305. 

Purification of water, 57, 363. 

Putty, 371. 

" Pyrene " fire extinguisher, 269. 

Pyrogallic acid, 274. 

P]rrolusite, 441. 

Qualitative analysis, 434. 
Qualitative experiment, 62. 
Quantitative experiment, 62. 
Quantitative meaning of equations, 

110. 
Quantitative observations, 158. 
Quicklime, 375. 

Radicals, 144. 

Radioactivity, 449. 

Radio lead, 453. 

Radium, 450 ; and the atomic theory, 
454; emanation, 452; energy of, 
451 ; rays, 450 ; uses of, 454. 
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Ramsay, Sir William (portrait), 84. 

Rare earths, 444. 

Rare elements, in periodic system, 350. 

Rare gases, 84. 

Reacting weight, 135. 

Reactions, chemical, 13; which go to 
completion, 174 ; ionic, 173 : re- 
placement, 146; reversible, 107, 
228; types of, 105. 

Red oxide of. mercury, decomposition 
of, 11. 

Reduction, 37, 400; and oxidation, 
38, 107. 

Refrigeration, with liquid ammonia, 
210. 

Replacement, simple, 106. 

Replacement of halogens, 321. 

Replacement reactions, 146. 

Replacement series of metals, 419. 

Resistance furnace, electric, 245. 

Reverberatory furnace, 386. 

Reversible reactions, 107, 228. 

Richards, Theodore W. (portrait), 
137. 

Rock salt, 296. 

Roll sulfur, 182. 

Rouge, 403. 

Rubber, artificial, 191; hard, 190; 
manufacture of, 190; plantations, 
191 ; vulcanizing, 190. 

Rubies, 359. 

Russian oil, 253. 

Rust, 402. 

Sal ammoniac, 215. 

Salt, common, 295, and sulfuric acid, 

116; Glauber's, 299; naming of, 

148; rock, 296. 
Saltpeter, 218, 307. 
Salts, double, 363; magnesiimi, 370; 

potassium, as fertilizers, 306. 
Sandpaper, 354. 
Saponification, 271. 
Sapphires, 359. 
Scheele, Karl Wilhelm, 19. 
Semi-permeable membrane, 157. 
Series, homologous, 267. 
Siderite, 383. 
Sienna, 403. 
Signal lights, 369. 
Significant figures, 112. 



SiUca, 353. 

Silicates, 355. 

Silicic acid, 355. 

Silicon, 358 ; compounds, 353. 

Silicon dioxide, 353. 

Silicon tetrafluoride, 323. 

SUk, 284. 

Silver, cleaning, 432; German, 406; 
metallurgy of , 431 ; in replacement 
series, 424 ; sterling, 431 ; uses of. 
431. 

Silver bromide, 432. 

Silver chloride, 432. 

Silver haUdes, 432. 

Silver iodide, 432. 

Silver nitrate, 432. 

Simple decomposition, 105. 

Simple replacement, 106. 

Slag, 384, 410. 

Slaked lime, 375. 

Smelling salts, 216. 

Smelting, 383. 

Smoke, 252 ; and fuels, 251. 

Smokeless powder, 237. 

Soap, 272 ; cleansing power of, 273. 

Soapstone, 368. 

Soda ash, 299. 

Soda crystals, 304. 

Soda water, 70. 

Sodium, compounds, 295, vs. ammo- 
nium compounds, 309; flame test 
for, 309 ; metallic, 308. 

Sodium bicarbonate, 302. 

Sodium carbonate, 299, 302. 

Sodium chloirate, 329. 

Sodium chloride, 116, 231. 295. 

Sodium cyanide, 305. 

Sodium hydrogen sulfate, 202. 

Sodium hydroxide, 296, 298. 

Sodium peroxide, 309. 

Sodium silicate, 355. 

Sodium thiosulfate, 305. 

Solder, 416. 

Solid alcohol, 164. 

Solubilities of solids in water. Ap- 
pendix. 

Solubility, of gases in liquids, 159 
general rules for, 176; of a sub- 
stance, 152. 

Solution, concentrated, 152; defini- 
tion of, 56 ; dilute, 152« 
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Solutions, boiling and freezing point 
of, 158; colloidal, 162; conduc- 
tivity of, 166; importance of, 155; 
nature of, 160; saturated, 151. 

Solvay process (sodium carbonate), 
300. 

Solvents, 56, 151. 

Specific gravity, 55. 

Spectroscope, 311. 

Spectrum chart, facing 310. 

Spontaneous combustion, 25. 

Stains, 405. 

Stalactites, 372. 

Stalagmites, 372. 

Standard conditions of temperature 
and pressure, 41. 

Stannic acid, 414. 

Stannic chloride, 414. 

Stannic hydroxide, 414. 

Stannic salts, 413. 

Stannous chloride, 413. 

Stannous hydroxide, 413. 

Stannous salts, 413. 

Starch, 282 ; granules, 282. 

States of matter, 55. 

Steam, 55. 

Steel, Bessemer, 389; blister, 395; 
chromium, 395 ; chromium-nickel- 
vanadium,- 396; chromium vana- 
dium, 396 ; crucible, 388 ; hardened, 
394; high-speed, 395; microscopic 
study of, 388; mild, 387; nickel, 
395, 406 ; tempering of, 393. 

Steels, special, 395. 

Sterling silver, 431. 

Storage battery, lead, 417. 

Strontium, 379. 

.Structural formula, 266. 

Sublimation, 321. 

Substance, definition of, 9 ; insoluble 
in water, 175. 

Substitution products, 268. 

Sucrose, 280. 

Sugar, beet, 279; cane, 280; grape, 
281 ; ordinary, 279. 

Sulfate, test for, 203. 

Sulfates, 203. 

Sulfites, 197. 

Sulfur, amorphous, 185 ; chemical be- 
havior of, 186 ; flowers of, 182 ; im- 
portance of, 181 ; industrial pro- 



duction of, 181 ; occurrence of, 181 ; 
vs. oxygen, 191 ; plastic, 185 ; prop- 
erties of, 183 ; rhombic, 184 ; roll, 
182 ; in manufacture of rubber, 190 ; 
varieties of, 184. 

Sulfur dioxide, 194, 197. 

Sulfur trioxide, 197. 

Sulfuric acid, concentrated, 32, 201, 
action with salts, 202 ; dehydrating 
action of, 201 ; dilute, 32, 203 ; fum- 
ing, 200 ; manufacture of, 197, 199 ; 
and salt, 116 ; uses of, 204. 

Sulfurous acid, 195; reducing agent, 
196. 

Superphosphate of lime, 341. 

Supersaturation, 155. 

Suspensions, 161. 

Symbols, chemical, 99. 

Synthesis, 106. 



Talc, 368. 

Tallow, beef, 287. 

Tannic acid, 405. 

Tartaric acid, 271. 

Temperature, of air, 87; changes 

volume of gas, 45 ; critical, 81 ; 

effect of, 232 ; scale, absolute, 46 ; 

standard conditions of, 41. 
Theory, definition of, 92 ; of ions, 168 ; 

of Avogadro, 128. 
Thermite, 361. 
Thermos bottle, 83. 
Thorium, 444. 
Tin, block, 413 ; compounds of, 413 

foil, 413 ; metallurgy of, 412 

plate, 413 ; from tin plate, 415 

tinware, 413. 
T.N.T., 238. 
Toluene, 274. 
Tribasic acid, 197. 
Trinitrotoluene (T.N.T.), 238. 
Tungsten, 441 , 444. 
Turnbull's blue, 404. 
Tuyeres (blast furnace) , 384. 
Type metal, 344, 416. 

Umber, 403. 

Uniformity of gases, 127. 
Units, common, in metric and English 
systems, Back Cover. 
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Unsaturated compounds, 286. 
Uranium, 449. 

Vacuum tube, 447. 

Valence, of common elements and 
groups, 143, 144 (Table) ; defini- 
tion of, 142 ; determining. 147 ; im- 
portance of, 142 ; of ions, 176 ; and 
periodic system, 345 ; variable, 144. 

Vanadium, 395, 444. 

van't HofF, Jacobus Hendricus (por- 
trait), 160. 

Venetian red, 403. 

Ventilation, 88. 

Vitamines, 291. 

Vitriol, oil of, 32, 201. 

Volatile acids. 202. 

Volume of gas, changes, with tem- 
perature, 45, with pressure, 43. 

Volume, gram-molecular, 131. 

Vulcanite, 191. 

Vulcanizing, 190. 
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Washing^ soda, 303 ; for softening 
water, 373. 

Water, analysis of, 60 ; boiling of, 56, 
58 ; carbonated, 69 ; composition of, 
59, by weight, 62 ; decomposition 
of, 69 ; density of, 54 ; distillation 
of, 57 ; distilled, uses of, 57 ; drink- 
ing, chemical treatment of, 59 ; 
electrolysis of, 60 ; gas, 254, making 
of, 255; glass, 355; gravimetric 
synthesis of, 62 ; hard, 371 ; impor- 
tance of, 54 ; natural, impure, 56 ; 



occurrence, 54; percentage com- 
position of, 63 ; properties of, 54 ; 
purification of, 57, 363 ; soda, 70 ; 
softening of, 373 ; solvent power of, 
66 ; synthesis of, by volume, 60 ; 
vapor, correction for, 49. 

Weight, gram-molecular, 131. 

Weight, molecular, finding, 131 . 

Weight, problems involving. 111 ; and 
volume, problems involving, 112. 

Welding, by thermite, 361. 

Welsbach, lamp, 268; mantle, 444. 

White vitriol, 412. 

Whitewash, 376. 

Whiting, 371. 

Wood, 283. 

Wood alcohol, 266. 

Wood's metal, 343. 

Wool, 284. 

Word equation, interpretation of, 13. 

Wrought iron, 387. 

Xenon, 84. 
X rays, 448. 
X-ray tube, 448. 

Zinc, 411 ; metallurgy of, 410. 
Zinc blende, 181, 410. 
Zinc chloride, 411. 
Zinc hydroxide, 411. 
Zinc oxide, 411. ' 
Zinc sulfide. 412. 
Zinc white, 411. 
Zincite, 410. 
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AlnminnTn . . 


. Al 


Antimony . . 


• Sb 


Argon . . . 


• A 


Arsenic . . . 


. As 


Barium . . . 


. Ba 


Bismuth . . 


. Bi 


Boron . . . 


. B 


Bromine . . 


. Br 


Cadmium . . 


. Cd 


Cffisium . . 


. Cs 


Calcium . . 


. Ca 


Carbon . . . 


. C 


Cerium . . . 


. Ce 


Chlorine . . 


. CI 


Chromium . . 


. Cr 


Cobalt . . . 


. . Co 


Columbium 


Cb 


Copper . . . 


. Cu 


Dysprosium , 


. Dy 


Erbium . . . 


. Er 


Eiiropium . . 


. Eu 


Fluorine . . 


. F 


Qadolinium 


. Gd 


Gallium . . 


. Ga 


Germanium . 


. . Ge 


Gluoinum . . 


. : Gl 


Gold . . , 


Au 


Helium . . 


. . He. 


Holmium . . 


. . Ho 


Hydrogen . 


. . H 


Indium . . . 


. . In 


Iodine . . 


. . I 


Iridium . . 


. . Ir 


Iron . . 


. . Fe 


Krypton . 


. . Kr 


Lanthanum 


. . Ija 


Lead . . 


. . Pb 


Lithium 


. . Li 


Lutecium . 


. . Lu 


Magnesium 


. . Mg 


Manganese 


. . Mn 


Mercury . 


. . Hg 


Molybdenum 


. . Mo 



27.1 

120.2 
39.9 
74.96 

137.37 

206.0 
10.9 
79.92 

112.40 

132.81 
40.07 
12.006 

140.26 
36.46 
62.0 
68,97 
9^1 
63.67 

162.B 

167.7 

162.0 
19.0 

167.3 

70.1 

72.6 

9.1 

197.2 
4.00 

163.6 
1.008 

114.8 

126.92 

193.1 
66.84 
82.92 

139.0 

207.20 
6.94 

176.0 
24.32 
64.93 

200.6 
96.0 




Neodymium . . Nd 

Neon . . . . Ne 20.2 

Nickel . . . . Ni 68.68 
Niton (radium 

emanation) . . Nt 222.4 

Nitrogen . . . N 14.008 

Osmium . . . Os 190.9 

Oxygen. . . . O 16.00 

Palladium . . . Pd 106.7 

Phosphorus . . P 31.04 

Platinum . . . Pt 196.2 

Potassium . . . K 39.10 

Praseodymium . Pr 140.9 

Radium . . . Ra 226.0 

Rhodium . . . Rh 102.9 

Rubidium . . . Rb 86.45 

Ruthenium . . Ru 101.7 

Samarium . . . Sa 160.4 

Scandium . . . Sc 44.1 

Selenium . . . Se 79.2 

Silicon .... Si 28.3 

Silver . . . . Ag 107.88 

Sodium. . . . Na 23.00 

Strontium . . . Sr 87.63 

Sulfiir . . . . S 32.06 

Tantalum . . . Ta 181^ 

Tellurium . . . Te 127.5 

Terbium . . . Tb 169^ 

ThaUium . . . Tl 204.0 

Thorium . . . Th 232.15 

Thulium . . . Tm 168.5 

Tin Sn 118.7 

Titanium . . . Ti 48.1 

Tungsten . . . W 184.0 

Ura&im . . . U 23§.2 

Vanaoium ... V 61.0 

Xenon .... Xe 130.2 • 
Ytterbium 

(Neoytterbiuin) Yb 173.5 

Yttrium . . . Yt 89.33 

Zinc Zn . 66.37 

Zirconium . . . Zr 90.6 



i 



with their syj 



Element 


Sym- 
bol 
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1 


Aluminum . 


Al 




Barium . . 


Ba 




Bromine 


Br 




Calcium . 


Ca 




Carbon . . 


C 




CJilorine . 


01 




Chromium . 


Or 




Copper . . 


Cu 




Fluorine . 


F 




Gold. . . 


Au 




Helium . . 


He 




Hydrogen . 


H 




Iodine . . 


I 




Iron . . . 


Fe 




Lead. . . 


Pb 




Magnesium 


Mg 

— -1 



COMMON UN 



This book shotild be returned to 
the Iiibrary on or before the last date 
stamped below. 

A fine of five cents a day is incurred 
by retaining it beyond the specified 
time. 

Please return promptly. 



Hi If ■■■> I ~ 



-^\W 



IMS 



10 millimeters = 1 centimeter (cm.) 
(mm.) 
100 centimeters =1 meter (m.) 
1000 cubic centi- 
meters (cc.) 
10 milligrams - 

(mg.) 
100 centigrams • 
1000 grams 



1 Uter (1.) 

1 centigram (eg.) 

1 gram (g.) 
- 1 kilogram (kg.) 



1 cc. of water at 4° C. weighs 1 gram 
2.54 centimeters = 1 inch 



1 meter 
1 liter 
1 gram 
9S.35 grams 
1 kilogram 



=39.37 inches 
= 1.06 quarts 
= 15.4 grains 
= 1 ounce 
= 2.20 pounds 



U) 



u 



1 pint of water weighs about 1 pound 




